PASCO COUNTY, FLORIDA

“Bringing Opportunities Home”

West Pasco Government Center
Planning & Development Department
8731 Citizens Drive, Suite 230

New Port Richey, FL 34654
Telephone: (727) 847-8132

Fax: (727) 847-8901

April 14, 2015

Mr. Robin Kendall, P.E.

EMK Consultants of Florida, Inc.
7815 N. Dale Mabry Highway
Tampa, FL 33614

RE:  Dairy Queen at Terra Bella (SML15-16)
Parcel ID # 29-26-19-0030-00000-0050; 0060: 0070
Non-Substantial Modification

Dear Mr. Kendall:

Please be advised that the above referenced submittal was received on March 27, 2015, and
has been reviewed and approved by this office for compliance with the codes and requirements
of the Pasco County Land Development Code and the applicable provisions of the
Comprehensive Plan.

Please be advised, approval of the modification is subject to the following conditions:

1. The requested modification is to relocate the cross access driveway from the
originally approved northeast corner of the property (nearest Venezia Drive) to the
southeast corner of the property (nearest S.R. 54).

2. All requirements and conditions of approval within Memorandum PDD15-671, as
approved by the Planning and Development Department on February 27, 2015,
remain in full force and effect.

3. Prior to commencement of any work, the applicant/developer shall provide the
following:

a. The complete notarized acknowledgement portion attached must be received
by the Planning and Development Department.
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April 14, 2015

4. The owner/developer is hereby notified that any additional revisions shall be
submitted to the Planning and Development Department for review and approval.

Please have the attached Owner/Developer’s Acknowledgement signed, notarized and returned
to our office along with six (6) signed and sealed paper copies and one (1) digital copy
(pdf/CAD) of the final approved plans. The owner/developer is hereby notified that no activity
shall commence on-site until the completed notarized acknowledgement document is received
by the Planning and Development Department.

Should you have any questions, please do not hesitate to contact our office at the above
address or telephone number.

Sincerely,
Brad Tippin Corelynn Burns
Senior Development Review Technician Planner Il

Attachment: Modification Letter (Narrative) dated March 27, 2015
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Dairy Queen at Terra Bella Non-Substantial Modification (SML15-016)
April 14,2015

OWNER/DEVELOPER'S ACKNOWLEDGMENT:

The owner/developer acknowledges that he/she has read, understood, and accepted the above-
listed conditions of approval.

2k BfeaonE }:"':;u\ Z‘_;%q_g_;,_,\
Date Signature™ P
A
.4.{1 Qvy L_ % -.Q.M‘Ovu\
Print Name |'
:P» f&léey\‘\\/c Eo

Title
STATE OF FLORIDA
COUNTY OF Escambia.
The foregoing instrument was acknowledged before me this H-2]-15
(date), by Corolyn Bowen (name
of corporation acknowledging) aur Floride
(State or place of incorporation) corporation, on behalf of the corporation. @he is personally
known to me or who has produced /\/ / A (type of

identification) as identification.

Seal: [—:)-{L‘u“é’} r~ é(t{/"@"—/

NOTARY

CAROLYN BOWEN
e MY COMMISSION # FF 205101

Ssenrdf EXPIRES: March 2, 2019

“KfEpar  Bonded Thy Notary Public Underwriters
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TREE STAKING AND PLANTING DETAIL

CONTRACTOR SHALL REMOVE STAKING AND
GUYING MATERIALS AFTER ONE GROWING SEASON.

IRRIGATION NOTE

ALL REQUIRED LANDSCAPE SHALL BE IRRIGATED AS PER
SECTION 405.4 OF THE PASCO COUNTY LANDSCAPE CODE.

PLANT MATERIAL LIST

SYMBOL|/QUANTITY | BOTANICAL NAME COMMON NAME SPECIFICATIONS NaTIVE | PESHT.
TREES T SPECIES MINIMUM WITH 35 REQUIRED TREES PALMS MAY BE SUBSTITUTED, 3 PALMS FOR | SHADE TREE, MAXIMUM 30%, CLUSTERS OF 3 - &' ON CENTER
CABBAGE FALM WITH BOOTS '
SP 6 SABAL PALMETTO ¢ REGENERATED FRONDS 15' CLEAR TRUNK. HEIGHT YES YES
UA 1 ULMUS ALATA WINGED ELM I0' HT X 5' SPD, 2" CAL, 30 GALLON YES YES
o 6 PLANTANUS OCCIDENTALIS SYCAMORE I0' HT X 5' SPD, 2" CAL, 30 GALLON YES YES
cG 4 CARYA GLABRA PIGNUT HICKORY I0' HT X B' SPD, 2" CAL, 30 GALLON YES YES
M& 3 MAGNOLIA GRANDIFLORA SOUTHERN MAGNOLIA I0' HT X 5' SPD, 2" CAL, 30 GALLON YES YES
AR 4 ACER RUBRUM RED MAFPLE I0' HT X 5' SPD, 2" CAL, 30 GALLON YES YES
BN 4 BETULA NIGRA BNMTF' DURA-HEAT RIVER BIRCH I0' HT X 5' SPD, MULTI-STEM, 30 GALLON YES YES

SHRUBS NO ONE SPECIES OF SHRUBS OR GROUND COVER SHALL BE MORE THAN 25% COVERAGE OF LANDSCAPE AREA MAXIMUM 30% OF REQUIRED LANDSCAPE AREA MAY BE GRASSED

MC 25 MUHLENBERBIA CAPILLARIS | MUHLY GRASS I% | 24" HT X 24" SPD, 3 GALLON 36" OC YES YES
Ld 26 LIGUSTRUM JAPONICUM JAPANESE PRIVET 1% | 54" HT X 48" SPD, 30 GALLON 48" OC NO YES
MF 244 MYRICANTHES FRAGRANS | SIMPSON'S STOPPER I2% | 24" HT X 24" SPD, 3 GALLON 36" OC YES YES
VD &3 VIBURNM OBOVATIM WHORLED CLASS' | COMPACT WALTER'S VIBURNUM 4% | |5" HT X I5" 5PD, 3 GALLON 30" oC YES YES
1% |94 ILEX VOMITORIA (DNARF) DWARF SCHILLINGS HOLLY 10% | 5" HT X I5" SPD, 3 GALLON 30" oC YES YES

GROUND COVER EROUNDCOVER OTHER THAN TURF, SHALL REACH A MAXIMMM MATURE HEIGHT OF 24", SPACED TO PRESENT FINISHED APPEARANCE AND OBTAIN COMPLETE COVERAGE IN ONE YEAR

DT 210 DIANELLA TASMANICA "VARIEGATA"| BLUEBERRY FLAX LILY  13% | 10" HT X |0" SPD, | GALLON 24" oc NO YES
LD 415 LANTANA DEPRESSA PINELAND LANTANA 2% | 10" HT X 10" SPD, | GALLON 24" oc YES YES
DV 230 DIETES YEGETA WHITE AFRICAN IRIS 1% | 10" HT X I0" SPD, | GALLON 24" oc NO YES
LM 265 LIRIOPE "EMERALD GODDESS" | EMERALD GODPDESS I3% | 10" HT X 10" SPD, | GALLON 24" oc No YES
JP 250 JUNIPERUS CHINENSIS 'PARSONII! PARSONS JWNIPER 14% | 6" HT X 12" SPD, | GALLON 24" oC NO YES

i BUFFER MAY BE SOD

LANDSCAPE REQUIREMENTS

1) SOUTH PERIMETER - TYPE D BUFFER: TWENTY (20) FEET IN WIDTH BETWEEN THE R-O-W AND PROJECT. BERM SHALL BE 18" IN HEIGHT, SHRUBS SHALL BE A
MINIMUM RATE OF 5 SHRUBS PER TREE OR PALM AND MAINTAINED TO FORM A CONTINUOUS, UNBROKEN SOLID VISUAL SCREEN WITHIN ONE YEAR. LANDSCAPING
SHALL BE EIGHTY (80) PERCENT OPAQUE AND A MINIMUM OF EIGHTEEN (18") INCHES HIGH AT TIME OF INSTALLATION AND SHALL BE MAINTAINED AT LEAST THAT
HEIGHT. HEIGHT SHALL BE MEASURED AT FINISHED GRADE OF VWA. UNDERSTORY TREES SHALL BE PLANTED BECAUSE OF ADJACENT OVERHEAD POWER LINES,
AN AVERAGE OF THIRTY (30) FEET ON CENTER. 180 LF/30 = 6 TREES

2) NORTH PERIMETER - TYPE B BUFFER: FIFTEEN (15) FEET IN WIDTH BETWEEN THE R-O-W AND PROJECT. TYPE B BUFFER I5' WIDE BUFFER WITH SHADE TREES A
MAXIMUM OF 60' OC. PALMS MAY BE SUBSTITUTED FOR UP TO 30% OF THE REQUIRED TREES AT A RATE OF 3 PALMS PER | TREE, CLUSTERED &' OC AND
MINIMUM 10' CLEAR TRUNK HEIGHT. SCREENING A MINIMUM OF SIX FEET IN HEIGHT AT THE TIME OF INSTALLATION. SCREENING SHALL INCLUDE ONE OR MORE OF
THE FOLLOWING: OPAQUE FENCE, WALL, BERM, HEDGE. SHRUBS USED TO PROVIDE A VISUAL SCREEN SHALL BE PLACED A MAXIMUM OF FIVE FEET ON CENTER.
150 LF/60 = 3 TREES.

3) EAST PERIMETER - TYPE A BUFFER 10' WIDE WITH SHADE TREES A MAXIMUM OF 60' OC. PALMS MAY BE SUBSTITUTED FOR UP TO 30% OF THE REQUIRED
TREES AT A RATE OF 3 PALMS PER | TREE, CLUSTERED &' OC AND MINIMUM 10' CLEAR TRUNK HEIGHT. CONTINUOUS ROW OF 24" HEIGHT, EVERGREEN SHRUBS.
240 LF/60 = 4 TREES.

4) WEST PERIMETER - TYPE A BUFFER 10' WIDE WITH SHADE TREES A MAXIMUM OF 60' OC. PALMS MAY BE SUBSTITUTED FOR UP TO 30% OF THE REQUIRED
TREES AT A RATE OF 3 PALMS PER | TREE, CLUSTERED &' OC AND MINIMUM 10' CLEAR TRUNK HEIGHT. CONTINUOUS ROW OF 24" HEIGHT, EVERGREEN SHRUBS.
300 LF/60 = 5 TREES.

5) INTERIOR REQUIREMENTS - TEN PERCENT OF THE VEHICLE USE AREA SHALL BE DEDICATED TO LANDSCAPING WITH ONE TREE PER 200 SQUARE FEET OF VWA
25475 SF X | = 2548/200 = |13 TREES

6) BUILDING PERIMETER SHALL BE LANDSCAPED WITH AN AREA OF 10% OF THE GROUND FLOOR LEVEL AREA AND MUST BE 5' WIDE AND SHALL INCLUDE SHADE
TREES, PALMS, SHRUBS AND GROUND COVER. 50% OF THE BUILDING PERIMETER IS TO BE LANDSCAPED AS ABOVE. 3848 St (BUILDING SF) X .| = 384 SF
PROVIDED &2 SF + 2 TREES REQUIRED PER BUILDING

1) POND REQUIREMENTS = NO POND PROPOSED.

&) TOTAL TREE REQUIREMENTS - 6 + 3 + 4 + 5 + I3 + 2 = 33 TREES, 34 TREES PROVIDED - 100% NATIVE

9q) A MAXIMUM OF FIFTY (50) PERCENT OF THE PLANT MATERIALS USED, OTHER THAN TREES, MAY BE NON-DROUEGHT TOLERANT. THE USE OF TURFGRASS
VARIETIES WITH EXCELLENT DROUGHT TOLERANCE MAY EXCEED THE FIFTY PERCENT LIMITATION.

10) NATIVE SHRUB AND GROUND COVER REQUIREMENT IS MINIMUM 30% - TOTAL SHRUBS AND GROUND COVER PROVIDED IS 2057 OF WHICH 991 ARE NATIVE,
THEREFORE 48% OF THE PROVIDED SHRUBS AND GROUND COVER ARE NATIVE.

1) MAXIMUM 30% OF REQUIRED LANDSCAPE AREAS MAY BE SODDED, T0% OF ALL REQUIRED LANDSCAPE AREAS DO NOT HAVE SOD.

12) GROUNDCOVER PLANTS SHALL BE SPACED TO PRESENT A FINISHED APPEARANCE AND OBTAIN A REASONABLY COMPLETE COVERAGE WITHIN ONE (10 YEAR.
NON-LIVING GROUND COVER, SUCH AS MULCH, GRAVEL, ROCKS, ETC., SHALL BE USED IN CONJNCTION WITH LIVING PLANTS TO SUPPRESS FUGITIVE DUST.

I2) NO EXISTING TREES ARE TO BE REMOVED.

PASCO COUNTY LANDSCAPING STANDARD NOTES (PASCO LDC 4905.2)

. MAINTENANCE RESPONSIBILITY. THE COUNTY IS NOT RESPONSIBLE FOR MAINTENANCE OF ANY LANDSCAPING UNLESS APPROVED THROUGH A COUNTY
MAINTENANCE AGREEMENT. (LDC 405.2-C.1.A)

2. CLEAR-SIGHT TRIANGLE. WHERE A DRIVEWAY/ACCESSWAY INTERSECTS A ROAD RIGHT-OF-WAY OR WHERE TWO (2) ROAD RIGHTS-OF-WAY INTERSECT,
YEGETATION, STRUCTURES, AND NON-VEGETATIVE VISUAL SCREENS SHALL NOT BE LOCATED SO AS TO INTERFERE WITH THE CLEARSIGHT TRIANGLE AS DEFINED IN THIS
CODE OR THE FLORIDA DEPARTMENT OF TRANSPORTATION, MANUAL OF UNIFORM MINIMUM STANDARDS, MOST RECENT EDITION (GREEN BOOK), WHICHEVER 1S MORE
RESTRICTIVE. (LDC 9052-C.|B)

3. SUSTAINABLE PRACTICES. LANDSCAPING SHALL BE INSTALLED SO THAT LANDSCAPING MATERIALS MEET THE CONCEPT OF RIGHT MATERIAL/RIGHT PLACE.
INSTALLED TREES AND PLANTS SHALL BE GROUPED INTO ZONES ACCORDING TO WATER, SOIL, CLIMATE, AND LIGHT REQUIREMENTS. PLANT GROUPINGS BASED ON
HWATER REQUIREMENTS ARE DROUGHT TOLERANT, NATURAL, AND OASIS. (LDC 405.2-C.1.C)

4. DIVERSITY. A MAXIMUM OF 50 PERCENT OF THE PLANT MATERIALS USED, OTHER THAN TREES, MAY BE NON-DROUGHT TOLERANT. A MINIMUM OF 30 PERCENT OF
THE PLANT MATERIALS, OTHER THAN TREES AND TURFGRASS, USED TO FULFILL THE REQUIREMENTS OF THIS SUBSECTION SHALL BE NATIVE FLORIDIAN SPECIES,
SUITABLE FOR GROWTH IN THE COUNTY.

(LDC 405.2-C.|D)

5. DIVERSITY. NO ONE PLANT SPECIES OF SHRUBS OR GROUND COVER PLANTS, EXCLUDING TURFGRASS, SHALL CONSTITUTE MORE THAN 25 PERCENT COVERAGE OF
THE OVERALL LANDSCAPE AREA. (LDC 4052-C.1DJ5)

6. GUALITY. ALL PLANT MATERIALS SHALL BE FLORIDA NO. | GRADE PER "GRADES AND STANDARDS FOR NURSERY PLANTS," FLORIDA DEPARTMENT OF
AGRICULTURE AND CONSUMER SERVICES (FDACS), WHICH IS INCORPORATED HEREIN BY REFERENCE. (LDC 405.2-C.2.A)

7.  AVOID EASEMENTS. TREES SHALL NOT BE PLANTED WITHIN ANY EASEMENT SO AS TO INTERFERE WITH THE USE OF THAT EASEMENT, NOR UNDER ANY PRESENT OR
PLANNED OVERHEAD UTILITY, NOR IN ANY RIGHTS-OF-WAY WITHOUT COUNTY APPROVAL THROUGH THE ASSOCIATED REVIEW PROCESS. (LDC 905.2-C3.C)

8. MULCH SHALL BE USED IN CONJUNCTION WITH LIVING PLANT MATERIALS SO AS TO COVYER EXPOSED SOIL. MULCH SHALL BE INSTALLED TO A MINIMUM DEPTH OF
THREE (3) INCHES. THE MULCH SHOULD NOT BE PLACED DIRECTLY AGAINST THE PLANT STEM OR TREE TRUNK. MULCH SHALL NOT BE REQUIRED FOR ANNUAL BEDS.
STONE OR GRAVEL MAY BE USED TO COVER A MAXIMUM OF 20 PERCENT OF THE LANDSCAPED AREA. (LDC 4905.2-C.3.D)

9. QUALITY PRACTICES. ALL LANDSCAPING SHALL BE INSTALLED IN ACCORDANCE WITH STANDARDS AND PRACTICES OF THE FLORIDA NURSERY, GROWERS, AND
LANDSCAPE ASSOCIATION AND THE FLORIDA CHAPTER OF THE INTERNATIONAL SOCIETY OF ARBORICULTURE. (LDC 905.2-C3E)

10. ALL PORTIONS OF A LOT UPON WHICH DEVELOPMENT HAS COMMENCED, BUT NOT CONTINUED FOR A PERIOD OF 30 DAYS, SHALL BE PLANTED WITH A GRASS
SPECIES OR GROUND COVYER TO PREVENT EROSION AND ENCOURAGE SOIL STABILIZATION. ADEQUATE COVERAGE, SO AS TO SUPPRESS FUGITIVE DUST, SHALL BE
ACHIEVED WITHIN 45 DAYS. (LDC 905.2-C.3.6)

Il.  ALL REQUIRED LANDSCAPING SHALL BE MAINTAINED IN A HEALTHY CONDITION IN PERPETUITY IN ACCORDANCE WITH THIS CODE. (LDC 405.2-E.2)

12. ONGOING MAINTENANCE TO PREVENT THE ESTABLISHMENT OF PROHIBITED EXOTIC SPECIES 1S REQUIRED.
(LDC 9405.2-E.4)

13. DAIRY QUEEN SHALL BE RESPONSIBLE FOR MAINTAINING LANDSCAPING.

LANDSCAPE INSTALLATION NOTES

1) ALL PLANT MATERIALS SHALL BE FLORIDA # OR BETTER AS GIVEN IN, GRADES AND STANDARDS FOR NURSERY PLANTS, FEBRUARY 1498 EDITION, PUBLISHED BY THE
FLORIDA DEPARTMENT OF AGRICULTURE AND CONSUMER SERVICES.

2) LOCATION OF PLANTS ON THE PLAN ARE DIAGRAMMATIC- SEE THE LANDSCAPE ARCHITECT FOR QUESTIONS ON EXACT LOCATIONS. THE PLANT MATERIALS LIST IS
PROVIDED FOR THE CONVENIENCE OF THE LANDSCAPE CONTRACTOR. SHOULD THERE BE ANY DISCREPANCY BETWEEN THE PLANT LIST AND THE PLAN, THE PLAN SHALL
PREVAIL.

3) IT IS THE LANDSCAPE CONTRACTORS RESPONSIBILITY TO INSURE THAT ALL PLANT BED AREAS HAVE PROPER DRAINAGE FOR OPTIMUM GROWTH OF LANDSCAPE
MATERIAL BEFORE INSTALLATION BEGINS.

4) THE CONTRACTOR SHALL INSURE THAT ALL PLANTING ISLANDS AND OTHER AREAS SHALL BE CLEAN OF TRASH, CONSTRUCTION DEBRIS, OR OTHER WASTE MATERIALS
TO A DEPTH OF 24" PRIOR TO LANDSCAPE INSTALLATION.

5) ALL PLANT BEDS AND TREE RINGS SHALL BE TREATED WITH A PRE-EMERGENT HERBICIDE AND THEN TOP-DRESSED WITH 2" DEEP PINE BARK NUGEETS. ALL NEW
TREES SHALL BE STAKED.

6) NEW SOD SHALL BE 2500 SQ. FT OF ARGENTINE BAHIA SOD, IN THE LOCATIONS SHOWN ON THE PLAN. CONTRACTOR SHALL DETERMINE EXACT QUANTITIES IN THE
FIELD. SOD AREAS SHALL BE MAINTAINED BY THE CONTRACTOR FROM THE TIME OF INSTALLATION TO THE TIME OF FINAL ACCEPTANCE.

1) TREES SHRUBS, AND GROUND COVER SHALL BE INSTALLED USING THE FOLLOWING PROCEDURE: PLANT PITS SHALL BE EXCAVATED TO TWICE THE DIAMETER OF THE
PLANT ROOT BALL. AERATE EXISTING SOIL BEFORE BACKFILLING PIT.

&) TREE INSTALLATION: ALL REQUIRED TREES SHALL BE INSTALLED " - 2" ABOVE FINISH GRADE. TREES INSTALLED OR BURIED TOO DEEP SHALL BE RESET TO THIS
STANDARD. REMOVE THE TOP I/3 OF THE WIRE BASKETS ON ALL B ¢ B STOCK.

L. ALYSON UTTER
PLA

land planners

4921 S. WESTSHORE BOULEVARD
TAMPA, FLORIDA 33611
(813) 831-9595 FAX 831-5485
anderson.lesniak@tampabay.rr.com

ANDERSON LESNIAK LIMITED, INC.

landscape architects
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IRRIGATION MATERIAL LIST

SYMBOL | QUANTITY MODEL NUMBER

1BO6-PRS-165-VAN-NP, 12' RADIUS, 6" POP-UP SPRAY

700 £1800 LF | XFD-04-18-100, LANDSCAPE DRIPLINE

A @ I
B @ 3 |1&06-PRS-12-VAN-NP, |12' RADIUS, 6" POP-UP SPRAY
c @ 22 |1806-PRS-I555T-NP, 6" POP-UP SIDESTRIP
D @ a |&06-PRS-R/LCS-NP, 6" POP-UP CORNERSTRIP
E @ 36 1401-0.25-NP, FULL CIRCLE BUBBLER
0

© | |0O-PEB-PRS-D, " ELECTRICAL VALVE
- | I50-PEB-PRS-D, |-1/2" ELECTRICAL VALVE
D 4 XCZ-PRB-I50-COM, CONTROL ZONE KIT
® 2 XCZ-PRB-100-COM, CONTROL ZONE KIT
— — — £ 525 | F 2" PVC, SCHEDULE 40, PURPLE MAINLINE
X | ESP-SMT8, & STATION CONTROLLER, WITH RAIN SENSOR

IRRIEATION INSTALLATION NOTES

1) ALL QUANTITIES SHOWN ON THE DRAWINGS ARE NOT GUARANTEED AS TO ACCURACY AND ARE SHOWN FOR THE PURPOSES OF INDICATING VOLUME OF
WORK. |IT SHALL BE THE RESPONSIBILITY OF THE BIDDER TO SATISFEY HIMSELF AS TO THE ACCURACY OF THE QUANTITIES.

2) PIPING OR VALVES MAY SOMETIMES BE INDICATED AS BEING LOCATED IN UNLIKELY AREAS; |E., IN BUILDINGS, UNDER PAVEMENT, OR OUTSIDE OF THE
PROPERTY LINES. THIS IS DONE FOR GRAPHIC CLARITY ONLY. WHENEVER POSSIBLE, PIPING IS TO BE INSTALLED IN SOIL AREAS.

3) INSTALL IRRIGATION SYSTEM IN ACCORDANCE WITH ALL APPLICABLE CODES.

4) PIPE SIZES ARE LABELED AT LOCATIONS WHERE AN INCREASE IN SIZE OCCURS. CONTINUE PIPE SIZE UNTIL SIZE INCREASE IS INDICATED. PIPES SHALL BE
INSTALLED ALONG WALKS, CURBS OR WALLS, THEY SHALL NOT BE INSTALLED IN THE MIDDLE OF PLANTERS. CONTRACTOR SHALL REVIEW LANDSCAPE PLANS

TO DETERMINE TREE AND PALM LOCATIONS. MAIN LINE AND LATERALS SHALL BE SCH 40 PVC.

5) ALL POP-UP SPRAY AND ROTOR HEADS SHALL BE INSTALLED ON 18" LONG FLEX PIPE CONNECTIONS. RISERS SHALL BE 28" IN HEIGHT OR 4" ABOVE
ADJACENT SHRUBS. ALL IRRIGATION EQUIPMENT SHALL BE BY RAINBIRD, UNLESS OTHERWISE STATED ON THE PLAN.

6) IRRIGATION WATER SOURCE 1S A I" RECLAIMED WATER METER. IRRIGATION SYSTEM REQUIRES 3& GPM AT 40 PSI.

WIRING USED FOR CONNECTING THE

VALVES TO THE CONTROLLER SHALL BE TYPE UF, 16 AWNG NWIRE, WITH PVC INSULATION. ZONE WIRES SHALL BE COLOR CODED, AND COMMON WIRE SHALL BE
WHITE. VALVE BOXES SHALL BE RAINBIRD MODEL:VB-STD, STANDARD, PURPLE. PLACE 3" GRAVEL INSIDE VALVE BOXES.

1) NEW CONTROLLER SHALL BE WALL MOUNTED IN THE LOCATION APPROVED BY THE PROJECT MANAGER. AFTER 30 DAY PLANT MATERIAL ESTABLISHMENT
PERIOD, CONTROLLER SHALL BE SET AS PER LOCAL WATER RESTRICTIONS. AFTER IRRIGATION STYSTEM INSTALLATION IS COMPLETE, CONTRACTOR SHALL

PROVIDE THE OWNER WITH AN AS-BUILT DRAWING SHOWING LOCATION OF IRRIGATION HEADS, VALVES AND PIPE.

&) PIPING ON THE PLAN IS DIAGRAMMATICALLY ROUTED FOR CLARITY. DESIGN MODIFICATIONS SHALL BE MADE TO MEET FIELD CONDITIONS. THE PIPING
SCHEMATIC |S DESIGNED TO MINIMIZE TRENCHING. WHENEVER POSSIBLE RUN MULTIPLE LINES AND WIRE IN THE SAME TRENCH.

d) WHERE EXISTING OR PROPOSED PAVED SURFACES CROSS IRRIGATION LINES, ALL PIPING UNDER SAID SURFACES SHALL BE IN SLEEVES. SLEEVES SHALL
BE SCH 40 PVC, MINIMUM 2" DIAMETER OR AS SPECIFIED ON PLAN. WHERE EXISTING PAVEMENTS MUST BE CUT TO INSTALL IRRIGATION PIPE, SAW CUT SIX

INCHES WIDER THAN THE NEEDED TRENCH. REPAIR CUTS WITH AN EQUIVALENT MATERIAL TO MATCH EXISTING.

DRIP INSTALLATION NOTES

1) DRIPLINE SHALL BE LAID DIRECTLY UNDER THE 3" MULCH BED. MULCHING OF
PLANT BEDS SHALL OCCUR AFTER DRIPLINE INSTALLATION.

2) DRIPLINE SHALL COVER THE FULL EXTENT OF ALL PLANTING BEDS WHERE IT 1S
INDICATED ON THE DRAWINGS, AT A SPACING OF |1&" ON CENTER. ON THE
DRIPLINE ZONES, THE ELECTRIC VALVE, DISC FILTER, AND PRESSURE REGULATOR
SHALL BE PLACED UNDERGROUND IN A PLASTIC VALVE BOX WITH COVER.
ADIST PRESSURE REGULATOR TO ACCOMMODATE EACH ZONE.

3) INDIVIDUAL SECTIONS OF DRIPLINE SHALL BE CONNECTED USING PVC PIPE,
SIZED AS PER &PM REQUIREMENTS. DRIPLINE SHALL BE STAPLED OR
OTHERWISE FASTENED TO THE FINISH GRADE EVERY 4' ON CENTER.
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