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(813) 275-3037

BRIGHTHOUSE NETWORKS
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GENERAL NOTES:
CONTRACTOR IS RESPONSIBLE FOR COMPLIANCE WITH THE NOTES AND SPECIFICATIONS CONTAINED HEREIN.  CONTRACTOR
IS RESPONSIBLE TO ENSURE THAT ALL SUBCONTRACTORS FULLY AND COMPLETELY CONFORM TO AND COMPLY WITH THESE
REQUIREMENTS.

1. THE FOLLOWING DOCUMENTS ARE INCORPORATED BY REFERENCE AS PART OF THIS SITE PLAN:

 SURVEY - "BOUNDARY AND TOPOGRAPHIC SURVEY, SR 56 AND TROUT CREEK DRIVE, LOTS 2, 4 AND 6, RECORDED IN
PLAT BOOK 60, PAGE 1-4, OF THE PUBLIC RECORDS OF PASCO COUNTY, FLORIDA" PREPARED BY EBI SURVEYING,
DATED 08-24-15.

2. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR MUST VERIFY THAT HE/SHE HAS THE LATEST EDITION OF THE
DOCUMENTS REFERENCED ABOVE.  THIS IS CONTRACTOR'S RESPONSIBILITY.

3. ALL ACCESSIBLE (A/K/A ADA) PARKING SPACES MUST BE CONSTRUCTED TO MEET, AT A MINIMUM, THE MORE STRINGENT OF
THE REQUIREMENTS OF THE “AMERICANS WITH DISABILITIES ACT” (ADA) CODE (42 U.S.C. § 12101 et seq. AND 42 U.S.C. § 4151
et seq.) OR THE REQUIREMENTS OF THE JURISDICTION WHERE THE PROJECT IS TO BE CONSTRUCTED, AND ANY AND ALL
AMENDMENTS TO BOTH WHICH ARE IN EFFECT WHEN THESE PLANS ARE COMPLETED.

4. PRIOR TO STARTING CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ALL REQUIRED PERMITS AND
APPROVALS HAVE BEEN OBTAINED.  NO CONSTRUCTION OR FABRICATION SHALL BEGIN UNTIL THE CONTRACTOR HAS
RECEIVED AND THOROUGHLY REVIEWED THE COMMENTS TO ALL PLANS AND OTHER DOCUMENTS REVIEWED AND
APPROVED BY THE PERMITTING AUTHORITIES AND CONFIRMED THAT ALL NECESSARY OR REQUIRED PERMITS HAVE BEEN
OBTAINED.  CONTRACTOR MUST HAVE COPIES OF ALL PERMITS AND APPROVALS ON SITE AT ALL TIMES.

5. THE OWNER/CONTRACTOR MUST BE FAMILIAR WITH AND RESPONSIBLE FOR THE PROCUREMENT OF ANY AND ALL 
CERTIFICATIONS REQUIRED FOR THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY.

6. ALL WORK MUST BE PERFORMED IN ACCORDANCE WITH THESE PLANS,. SPECIFICATIONS AND CONDITIONS OF APPROVAL,
AND ALL APPLICABLE REQUIREMENTS, RULES, REGULATIONS, STATUTORY REQUIREMENTS, CODES, LAWS AND STANDARDS
OF ALL GOVERNMENTAL ENTITIES WITH JURISDICTION OVER THIS PROJECT.

7. THE GEOTECHNICAL REPORT AND RECOMMENDATIONS SET FORTH HEREIN ARE A PART OF THE REQUIRED CONSTRUCTION
DOCUMENTS AND, IN CASE OF CONFLICT, DISCREPANCY OR AMBIGUITY, THE MORE STRINGENT REQUIREMENTS AND/OR
RECOMMENDATIONS CONTAINED IN THE PLANS AND THE GEOTECHNICAL REPORT AND RECOMMENDATIONS SHALL TAKE
PRECEDENCE UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS.  THE CONTRACTOR MUST NOTIFY THE ENGINEER,
IN WRITING, OF ANY SUCH CONFLICT, DISCREPANCY OR AMBIGUITY BETWEEN THE GEOTECHNICAL REPORTS AND PLANS
AND SPECIFICATIONS PRIOR TO PROCEEDING WITH ANY FURTHER WORK.

8. THESE PLANS ARE BASED ON INFORMATION PROVIDED TO BOHLER ENGINEERING BY THE OWNER AND OTHERS PRIOR TO
THE TIME OF PLAN PREPARATION.  CONTRACTOR MUST FIELD VERIFY EXISTING CONDITIONS AND NOTIFY BOHLER
ENGINEERING, IN WRITING, IMMEDIATELY IF ACTUAL SITE CONDITIONS DIFFER FROM THOSE SHOWN ON THE PLAN, OR IF
THE PROPOSED WORK CONFLICTS WITH ANY OTHER SITE FEATURES.

9. ALL DIMENSIONS SHOWN ON THE PLANS MUST BE FIELD VERIFIED BY THE CONTRACTOR PRIOR TO THE START OF
CONSTRUCTION.  CONTRACTOR MUST NOTIFY ENGINEER, IN WRITING, IF ANY CONFLICTS, DISCREPANCIES, OR AMBIGUITIES
EXIST PRIOR TO PROCEEDING WITH CONSTRUCTION.  NO EXTRA COMPENSATION WILL BE PAID TO THE CONTRACTOR FOR
WORK WHICH HAS TO  BE REDONE OR REPAIRED DUE TO DIMENSIONS OR GRADES SHOWN INCORRECTLY ON THESE PLANS
PRIOR TO CONTRACTOR GIVING ENGINEER WRITTEN NOTIFICATION OF SAME AND ENGINEER, THEREAFTER, PROVIDING
CONTRACTOR WITH WRITTEN AUTHORIZATION TO PROCEED WITH SUCH ADDITIONAL WORK.

10. CONTRACTOR MUST REFER TO THE ARCHITECTURAL/BUILDING PLANS “OF RECORD” FOR EXACT LOCATIONS AND
DIMENSIONS OF ENTRY/EXIT POINTS, ELEVATIONS, PRECISE BUILDING DIMENSIONS, AND EXACT BUILDING UTILITY
LOCATIONS.

11. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR MUST COORDINATE THE BUILDING LAYOUT BY CAREFUL
REVIEW OF THE ENTIRE SITE PLAN AND THE LATEST ARCHITECTURAL PLANS (INCLUDING, BUT NOT LIMITED TO,
STRUCTURAL, MECHANICAL, ELECTRICAL, PLUMBING AND FIRE SUPPRESSION PLAN, WHERE APPLICABLE).  CONTRACTOR
MUST IMMEDIATELY NOTIFY OWNER, ARCHITECT AND SITE ENGINEER, IN WRITING, OF ANY CONFLICTS, DISCREPANCIES OR
AMBIGUITIES WHICH EXIST.

12. DEBRIS MUST NOT BE BURIED ON THE SUBJECT SITE AND ALL UNSUITABLE EXCAVATED MATERIAL AND DEBRIS (SOLID
WASTE) MUST BE DISPOSED OF IN ACCORDANCE WITH THE REQUIREMENTS OF ANY AND ALL GOVERNMENTAL AUTHORITIES
WHICH HAVE JURISDICTION OVER THIS PROJECT OR OVER CONTRACTOR.

13. THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING WHEN SHORING IS REQUIRED AND FOR INSTALLING ALL SHORING
REQUIRED DURING EXCAVATION (TO BE PERFORMED IN ACCORDANCE WITH CURRENT OSHA STANDARDS) AND ANY
ADDITIONAL PRECAUTIONS TO BE TAKEN TO ASSURE THE STABILITY OF ADJACENT, NEARBY AND CONTIGUOUS
STRUCTURES AND PROPERTIES.

14. THE CONTRACTOR IS TO EXERCISE EXTREME CARE WHEN PERFORMING ANY WORK ACTIVITIES ADJACENT TO PAVEMENT,
STRUCTURES, ETC. WHICH ARE TO REMAIN EITHER FOR AN INITIAL PHASE OF THE PROJECT OR AS PART OF THE FINAL
CONDITION.  CONTRACTOR IS RESPONSIBLE FOR TAKING ALL APPROPRIATE MEASURES REQUIRED TO ENSURE THE
STRUCTURAL STABILITY OF SIDEWALKS AND PAVEMENT, UTILITIES, BUILDINGS, AND INFRASTRUCTURE WHICH ARE TO
REMAIN, AND TO PROVIDE A SAFE WORK AREA FOR THIRD PARTIES, PEDESTRIANS AND ANYONE INVOLVED WITH THE
PROJECT.

15. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE DONE TO ANY NEW OR EXISTING CONSTRUCTION OR
PROPERTY DURING THE COURSE OF CONSTRUCTION, INCLUDING BUT NOT LIMITED TO DRAINAGE, UTILITIES, PAVEMENT,
STRIPING, CURB, ETC. AND SHALL BEAR ALL COSTS ASSOCIATED WITH SAME TO INCLUDE, BUT NOT BE LIMITED TO,
REDESIGN, RE-SURVEY, RE-PERMITTING AND CONSTRUCTION. THE CONTRACTOR IS RESPONSIBLE FOR AND MUST REPLACE
ALL SIGNAL INTERCONNECTION CABLE, WIRING CONDUITS, AND ANY UNDERGROUND ACCESSORY EQUIPMENT DAMAGED
DURING CONSTRUCTION AND MUST BEAR ALL COSTS ASSOCIATED WITH SAME.  THE REPAIR OF ANY SUCH NEW OR
EXISTING CONSTRUCTION OR PROPERTY MUST RESTORE SUCH CONSTRUCTION OR PROPERTY TO A CONDITION
EQUIVALENT TO OR BETTER THAN THE CONDITIONS PRIOR TO COMMENCEMENT OF THE CONSTRUCTION, AND IN
CONFORMANCE WITH APPLICABLE CODES, LAWS RULES, REGULATIONS, STATUTORY REQUIREMENTS AND STATUTES.
CONTRACTOR MUST BEAR ALL COSTS ASSOCIATED WITH SAME. CONTRACTOR IS RESPONSIBLE TO DOCUMENT ALL
EXISTING DAMAGE AND TO NOTIFY THE OWNER AND THE CONSTRUCTION MANAGER PRIOR TO THE START OF
CONSTRUCTION.

16. ALL CONCRETE MUST BE AIR ENTRAINED AND HAVE THE MINIMUM COMPRESSIVE STRENGTH OF 4,000 PSI AT 28 DAYS
UNLESS OTHERWISE NOTED ON THE PLANS, DETAILS AND/OR GEOTECHNICAL REPORT.

17. THE ENGINEER IS NOT RESPONSIBLE FOR CONSTRUCTION METHODS, MEANS, TECHNIQUES OR PROCEDURES, GENERALLY
OR FOR THE CONSTRUCTION MEAN, METHODS, TECHNIQUES OR PROCEDURES FOR COMPLETION OF THE WORK DEPICTED
BOTH ON THESE PLANS, AND FOR ANY CONFLICTS/SCOPE REVISIONS WHICH RESULT FROM SAME.  CONTRACTOR IS
RESPONSIBLE FOR DETERMINING THE METHODS/MEANS FOR COMPLETION OF THE WORK PRIOR TO THE COMMENCEMENT
OF CONSTRUCTION.

18. THE ENGINEER OF RECORD IS NOT RESPONSIBLE FOR JOB SITE SAFETY. THE ENGINEER OF RECORD HAS NOT BEEN
RETAINED TO PERFORM OR BE RESPONSIBLE FOR JOB SITE SAFETY, SAME BEING WHOLLY OUTSIDE OF ENGINEER'S
SERVICES AS RELATED TO THE PROJECT. THE ENGINEER OF RECORD IS NOT RESPONSIBLE TO IDENTIFY OR REPORT ANY
JOB SITE SAFETY ISSUES, AT ANY TIME.

19. ALL CONTRACTORS MUST CARRY THE SPECIFIED STATUTORY WORKER'S COMPENSATION INSURANCE, EMPLOYER'S
LIABILITY INSURANCE AND LIMITS OF COMMERCIAL GENERAL LIABILITY INSURANCE (CGL).  ALL CONTRACTORS MUST HAVE
THEIR CGL POLICIES ENDORSED TO NAME BOHLER ENGINEERING, AND ITS PAST, PRESENT AND FUTURE OWNERS,
OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS,
EMPLOYEES, AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND   SUBCONSULTANTS AS
ADDITIONAL NAMED INSURED AND TO PROVIDE CONTRACTUAL LIABILITY COVERAGE SUFFICIENT TO INSURE THIS HOLD
HARMLESS AND INDEMNITY OBLIGATIONS ASSUMED BY THE CONTRACTORS.  ALL CONTRACTORS MUST FURNISH BOHLER
ENGINEERING WITH CERTIFICATIONS OF INSURANCE AS EVIDENCE OF THE REQUIRED INSURANCE PRIOR TO COMMENCING
WORK AND UPON RENEWAL OF EACH POLICY DURING THE ENTIRE PERIOD OF CONSTRUCTION AND FOR ONE YEAR AFTER
THE COMPLETION OF CONSTRUCTION.  IN ADDITION, ALL CONTRACTORS WILL, TO THE FULLEST EXTENT PERMITTED UNDER
THE LAW, INDEMNIFY, DEFEND AND HOLD HARMLESS BOHLER ENGINEERING AND ITS PAST, PRESENT AND FUTURE
OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS, PRINCIPALS, COMMISSIONERS, AGENTS,
SERVANTS, EMPLOYEES, AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND ITS SUBCONTRACTORS AND
SUBCONSULTANTS FROM AND AGAINST ANY DAMAGES, INJURIES, CLAIMS, ACTIONS, PENALTIES, EXPENSES, PUNITIVE
DAMAGES, TORT DAMAGES, STATUTORY CLAIMS, STATUTORY CAUSES OF ACTION, LOSSES, CAUSES OF ACTION, LIABILITIES
OR COSTS, INCLUDING, BUT NOT LIMITED TO, REASONABLE ATTORNEYS' FEES AND DEFENSE COSTS, ARISING OUT OF OR IN
ANY WAY CONNECTED WITH OR TO THE PROJECT, INCLUDING ALL CLAIMS BY EMPLOYEES OF THE CONTRACTORS, ALL
CLAIMS BY THIRD PARTIES AND ALL CLAIMS RELATED TO THE PROJECT.  CONTRACTOR MUST NOTIFY ENGINEER, IN
WRITING, AT LEAST THIRTY (30) DAYS PRIOR TO ANY TERMINATION, SUSPENSION OR CHANGE OF ITS INSURANCE
HEREUNDER.

20. BOHLER ENGINEERING WILL REVIEW OR TAKE OTHER APPROPRIATE ACTION ON THE CONTRACTOR SUBMITTALS, SUCH AS
SHOP DRAWINGS, PRODUCT DATA, SAMPLES, AND OTHER DATA, WHICH THE CONTRACTOR IS REQUIRED TO SUBMIT, BUT
ONLY FOR THE LIMITED PURPOSE OF CHECKING FOR CONFORMANCE WITH THE DESIGN INTENT AND THE INFORMATION
SHOWN IN THE CONSTRUCTION CONTRACT DOCUMENTS.  CONSTRUCTION MEANS AND/OR METHODS AND/OR TECHNIQUES
OR PROCEDURES, COORDINATION OF THE WORK WITH OTHER TRADES, AND CONSTRUCTION SAFETY PRECAUTIONS ARE
THE SOLE RESPONSIBILITY OF THE CONTRACTOR AND BOHLER HAS NO RESPONSIBILITY OR LIABILITY FOR SAME
HEREUNDER.  BOHLER ENGINEERING'S SHOP DRAWING REVIEW WILL BE CONDUCTED WITH REASONABLE PROMPTNESS
WHILE ALLOWING SUFFICIENT TIME TO PERMIT ADEQUATE REVIEW.  REVIEW OF A SPECIFIC ITEM MUST NOT INDICATE THAT
BOHLER ENGINEERING HAS REVIEWED THE ENTIRE ASSEMBLY OF WHICH THE ITEM IS A COMPONENT.  BOHLER
ENGINEERING WILL NOT BE RESPONSIBLE FOR ANY DEVIATIONS FROM THE CONSTRUCTION DOCUMENTS NOT PROMPTLY
AND IMMEDIATELY BROUGHT TO ITS ATTENTION, IN WRITING, BY THE CONTRACTOR.  BOHLER ENGINEERING WILL NOT BE
REQUIRED TO REVIEW PARTIAL SUBMISSIONS OR THOSE FOR WHICH SUBMISSIONS OF CORRELATED ITEMS HAVE NOT BEEN
RECEIVED.

21. NEITHER THE PROFESSIONAL ACTIVITIES OF BOHLER ENGINEERING, NOR THE PRESENCE OF BOHLER ENGINEERING
AND/OR ITS PAST, PRESENT AND FUTURE OWNERS, OFFICERS, DIRECTORS, PARTNERS, SHAREHOLDERS, MEMBERS,
PRINCIPALS, COMMISSIONERS, AGENTS, SERVANTS, EMPLOYEES, AFFILIATES, SUBSIDIARIES, AND RELATED ENTITIES, AND
ITS SUBCONTRACTORS AND   SUBCONSULTANTS AT A CONSTRUCTION/PROJECT SITE, SHALL RELIEVE THE GENERAL
CONTRACTOR OF ITS OBLIGATIONS, DUTIES AND RESPONSIBILITIES INCLUDING, BUT NOT LIMITED TO, CONSTRUCTION
MEANS, METHODS, SEQUENCE, TECHNIQUES OR PROCEDURES NECESSARY FOR PERFORMING, OVERSEEING,
SUPERINTENDING AND COORDINATING THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS AND COMPLIANCE
ANY HEALTH OR SAFETY PRECAUTIONS REQUIRED BY ANY REGULATORY AGENCIES WITH JURISDICTION OVER THE
PROJECT AND/OR PROPERTY.  BOHLER ENGINEERING AND ITS PERSONNEL HAVE NO AUTHORITY TO EXERCISE ANY
CONTROL OVER ANY CONSTRUCTION CONTRACTOR OR ITS EMPLOYEES IN CONNECTION WITH THEIR WORK OR ANY HEALTH
OR SAFETY PROGRAMS OR PROCEDURES.  THE GENERAL CONTRACTOR IS SOLELY RESPONSIBLE FOR JOB SITE SAFETY.
BOHLER ENGINEERING SHALL BE INDEMNIFIED BY THE GENERAL CONTRACTOR AND MUST BE NAMED AN ADDITIONAL
INSURED UNDER THE GENERAL CONTRACTOR'S POLICIES OF GENERAL LIABILITY INSURANCE AS DESCRIBED ABOVE IN
NOTE 19 FOR JOB SITE SAFETY.

22. IF THE CONTRACTOR DEVIATES FROM THE PLANS AND SPECIFICATIONS, INCLUDING THE NOTES CONTAINED HEREIN,
WITHOUT FIRST OBTAINING THE PRIOR WRITTEN AUTHORIZATION OF THE ENGINEER FOR SUCH DEVIATIONS, THE
CONTRACTOR IS SOLELY RESPONSIBLE FOR THE PAYMENT OF ALL COSTS INCURRED IN CORRECTING ANY WORK DONE
WHICH DEVIATES FROM THE PLANS, ALL FINES AND/OR PENALTIES ASSESSED WITH RESPECT THERETO AND ALL

COMPENSATORY OR PUNITIVE DAMAGES RESULTING THEREFROM AND, FURTHER, SHALL DEFEND, INDEMNIFY AND HOLD
HARMLESS THE ENGINEER, TO THE FULLEST EXTENT PERMITTED UNDER THE LAW, IN ACCORDANCE WITH PARAGRAPH 19
HEREIN, FOR AND FROM ALL FEES, ATTORNEYS' FEES, DAMAGES, COSTS, JUDGMENTS, PENALTIES AND THE LIKE RELATED
TO SAME.

23. CONTRACTOR IS RESPONSIBLE FOR MAINTENANCE AND PROTECTION OF TRAFFIC PLAN FOR ALL WORK THAT AFFECTS
PUBLIC TRAVEL EITHER IN THE R.O.W. OR ON SITE.  THE COST FOR THIS ITEM MUST BE INCLUDED IN THE CONTRACTOR'S
PRICE.

24. ALL SIGNING AND PAVEMENT STRIPING MUST CONFORM TO MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES OR LOCALLY
APPROVED SUPPLEMENT.

25. ENGINEER IS NOT RESPONSIBLE FOR ANY INJURY OR DAMAGES RESULTING FROM CONTRACTOR'S FAILURE TO BUILD OR
CONSTRUCT IN STRICT ACCORDANCE WITH THE APPROVED PLANS.  IF CONTRACTOR AND/OR OWNER FAIL BUILD OR
CONSTRUCT IN STRICT ACCORDANCE WITH APPROVED PLANS, THEY AGREE TO JOINTLY AND SEVERALLY INDEMNIFY AND
HOLD ENGINEER HARMLESS FOR ALL INJURIES AND DAMAGES THAT ENGINEER SUFFERS AND COSTS THAT ENGINEER
INCURS.

26. OWNER MUST MAINTAIN AND PRESERVE ALL PHYSICAL SITE FEATURES AND DESIGN FEATURES DEPICTED ON THE PLANS
AND RELATED DOCUMENTS, IN STRICT ACCORDANCE WITH THE APPROVED PLAN(S) AND DESIGN AND, FURTHER ENGINEER
IS NOT RESPONSIBLE FOR ANY FAILURE TO SO MAINTAIN OR PRESERVE SITE AND/OR DESIGN FEATURES.  IF OWNER FAILS
TO MAINTAIN AND/OR PRESERVE ALL PHYSICAL SITE FEATURES AND/OR DESIGN FEATURES DEPICTED ON THE PLANS AND
RELATED DOCUMENTS, OWNER AGREES TO INDEMNIFY AND HOLD ENGINEER HARMLESS FOR ALL INJURIES AND DAMAGES
THAT ENGINEER SUFFERS AND COSTS THAT ENGINEER INCURS AS A RESULT OF SAID FAILURE.

27. ALL DIMENSIONS MUST BE TO FACE OF CURB, EDGE OF PAVEMENT, OR EDGE OF BUILDING, UNLESS NOTED OTHERWISE.

28. ALL CONSTRUCTION AND MATERIALS MUST COMPLY WITH AND CONFORM TO APPLICABLE FEDERAL, STATE AND LOCAL 
REGULATIONS, LAWS, ORDINANCES, RULES AND CODES, AND ALL APPLICABLE OSHA REQUIREMENTS.

29. CONTRACTOR AND OWNER MUST INSTALL ALL ELEMENTS AND COMPONENTS IN STRICT COMPLIANCE WITH AND
ACCORDANCE WITH MANUFACTURER'S STANDARDS AND RECOMMENDED INSTALLATION CRITERIA AND SPECIFICATIONS.  IF
CONTRACTOR AND/OR OWNER FAIL TO DO SO, THEY AGREE TO JOINTLY AND SEVERALLY INDEMNIFY AND HOLD ENGINEER
HARMLESS FOR ALL INJURIES AND DAMAGES THAT ENGINEER SUFFERS AND COSTS THAT ENGINEER INCURS AS A RESULT
OF SAID FAILURE.

30. CONTRACTOR IS RESPONSIBLE TO MAINTAIN ON-SITE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) IN
COMPLIANCE WITH EPA REQUIREMENTS FOR SITES WHERE ONE (1) ACRE OR MORE (UNLESS THE LOCAL JURISDICTION
REQUIRES FEWER) IS DISTURBED BY CONSTRUCTION ACTIVITIES.  CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ALL
ACTIVITIES, INCLUDING THOSE OF SUBCONTRACTORS, ARE IN COMPLIANCE WITH THE SWPPP, INCLUDING BUT NOT LIMITED
TO LOGGING ACTIVITIES (MINIMUM ONCE PER WEEK AND AFTER RAINFALL EVENTS) AND CORRECTIVE MEASURES, AS
APPROPRIATE.

31. AS CONTAINED IN THESE DRAWINGS AND ASSOCIATED APPLICATION DOCUMENTS PREPARED BY THE SIGNATORY
PROFESSIONAL ENGINEER, THE USE OF THE WORDS CERTIFY OR CERTIFICATION CONSTITUTES AN EXPRESSION OF
“PROFESSIONAL OPINION” REGARDING THE INFORMATION WHICH IS THE SUBJECT OF THE UNDERSIGNED PROFESSIONAL
KNOWLEDGE OR BELIEF AND IN ACCORDANCE WITH COMMON ACCEPTED PROCEDURE CONSISTENT WITH THE APPLICABLE
STANDARDS OF PRACTICE, AND DOES NOT CONSTITUTE A WARRANTY OR GUARANTEE, EITHER EXPRESSED OR IMPLIED.

GENERAL DEMOLITION NOTES:
1. THIS PLAN REFERENCES DOCUMENTS AND INFORMATION BY:

BOUNDARY AND TOPOGRAPHIC SURVEY
SR 56 AND TROUT CREEK DRIVE
LOTS 2, 4 AND 6
PLAT BOOK 60, PAGE 1 - 4
PASCO COUNTY, FLORIDA

2. CONTRACTOR SHALL PERFORM ALL WORK IN ACCORDANCE WITH THE REQUIREMENTS OF THE OCCUPATIONAL SAFETY
AND HEALTH ACT OF 1970, (29 U.S.C. 651 et seq.), AS AMENDED AND ANY MODIFICATIONS, AMENDMENTS OR REVISIONS
TO SAME.

3. BOHLER ENGINEERING HAS NO CONTRACTUAL, LEGAL, OR OTHER RESPONSIBILITY FOR JOB SITE SAFETY OR JOB SITE
SUPERVISION, OR ANYTHING RELATED TO SAME.

4. THE DEMOLITION PLAN IS INTENDED TO PROVIDE GENERAL INFORMATION, ONLY, REGARDING ITEMS TO BE
DEMOLISHED AND/OR REMOVED.  THE CONTRACTOR MUST ALSO REVIEW THE OTHER SITE PLAN DRAWINGS AND
INCLUDE IN DEMOLITION ACTIVITIES ALL INCIDENTAL WORK NECESSARY FOR THE CONSTRUCTION OF THE NEW SITE
IMPROVEMENTS.

5. CONTRACTOR MUST RAISE ANY QUESTIONS CONCERNING THE ACCURACY OR INTENT OF THESE PLANS OR
SPECIFICATIONS, CONCERNS REGARDING THE APPLICABLE SAFETY STANDARDS, OR THE SAFETY OF THE
CONTRACTOR OR THIRD PARTIES IN PERFORMING THE WORK ON THIS PROJECT, WITH BOHLER ENGINEERING, IN
WRITING, AND RESPONDED TO BY BOHLER, IN WRITING, PRIOR TO THE INITIATION OF ANY SITE ACTIVITY AND ANY
DEMOLITION ACTIVITY. ALL DEMOLITION ACTIVITIES MUST BE PERFORMED IN ACCORDANCE WITH THE REQUIREMENTS
OF THESE PLANS AND SPECIFICATIONS AND ALL APPLICABLE FEDERAL, STATE AND LOCAL REGULATIONS, RULES,
REQUIREMENTS, STATUTES, ORDINANCES AND CODES.

6. PRIOR TO STARTING ANY DEMOLITION, CONTRACTOR IS RESPONSIBLE FOR/TO:

A.OBTAINING ALL REQUIRED PERMITS AND MAINTAINING THE SAME ON SITE FOR REVIEW BY THE ENGINEER AND
OTHER PUBLIC AGENCIES HAVING JURISDICTION THROUGHOUT THE DURATION OF THE PROJECT, SITE WORK AND
DEMOLITION WORK.

LIGHTING NOTES:
1. THIS LIGHTING PLAN DEPICTS PROPOSED SUSTAINED ILLUMINATION LEVELS CALCULATED USING DATA PROVIDED

BY THE NOTED MANUFACTURER(S).  ACTUAL SUSTAINED SITE ILLUMINATION LEVELS AND PERFORMANCE OF
LUMINAIRES MAY VARY DUE TO VARIATIONS IN WEATHER, ELECTRICAL VOLTAGE, TOLERANCE IN LAMPS, THE
SERVICE LIFE OF EQUIPMENT AND LUMINAIRES AND OTHER RELATED VARIABLE FIELD CONDITIONS.

2. THE LIGHT LOSS FACTORS USED IN THESE LIGHTING CALCULATIONS ARE 0.90 FOR ALL LED LUMINAIRES, 0.80 FOR
ALL HIGH PRESSURE SODIUM LUMINAIRES OR 0.72 FOR ALL METAL HALIDE LUMINAIRES UNLESS OTHERWISE
SPECIFIED.  THESE FACTORS ARE INDICATIVE OF TYPICAL LIGHTING INDUSTRY MODELING STANDARDS.

3. THE LIGHTING VALUES AND CALCULATION POINTS DEPICTED ON THIS PLAN ARE ALL ANALYZED ON A HORIZONTAL
GEOMETRIC PLANE AT ELEVATION ZERO (GROUND LEVEL) UNLESS OTHERWISE NOTED.  THE VALUES DEPICTED
ON THIS PLAN ARE IN FOOTCANDLES.

4. THE LUMINAIRES, LAMPS AND LENSES MUST BE REGULARLY INSPECTED/MAINTAINED TO ENSURE THAT THEY
FUNCTION PROPERLY.  THIS WORK SHOULD INCLUDE, BUT NOT BE LIMITED TO, FREQUENT VISUAL INSPECTIONS,
CLEANING OF LENSES, AND RELAMPING (IF NECESSARY) AT LEAST ONCE EVERY SIX (6) MONTHS.  FAILURE TO
FOLLOW THE ABOVE STEPS COULD CAUSE THE LUMINARIES, LAMPS AND LENSES TO FAIL PROPERLY TO
FUNCTION.

5. WHERE APPLICABLE, THE EXISTING CONDITION LIGHT LEVELS ILLUSTRATED ARE REPRESENTATIVE OF AN
APPROXIMATION UTILIZING LABORATORY DATA FOR SIMILAR FIXTURES, UNLESS ACTUAL FIELD MEASUREMENTS
ARE TAKEN WITH A LIGHT METER AND ARE, CONSEQUENTLY, APPROXIMATIONS ONLY.  DUE TO FACTORS SUCH
AS FIXTURE MAINTENANCE, EQUIPMENT TOLERANCES, WEATHER CONDITIONS, ETC, ACTUAL LIGHT LEVELS MAY
DIFFER.  EXISTING LIGHT LEVELS DEPICTED ON THIS PLAN SHOULD BE CONSIDERED APPROXIMATE.

6. THIS LIGHTING PLAN IS INTENDED TO SHOW THE LOCATIONS AND TYPE OF LUMINAIRES, ONLY.  POWER SYSTEM,
CONDUITS, WIRING, VOLTAGES AND OTHER ELECTRICAL COMPONENTS ARE THE RESPONSIBILITY OF THE
ARCHITECT, MEP AND/OR LIGHTING CONTRACTOR, AS INDICATED IN THE CONSTRUCTION CONTRACT
DOCUMENTS.  THESE ITEMS MUST BE INSTALLED AS REQUIRED BY STATE AND LOCAL REGULATIONS.
CONTRACTOR IS RESPONSIBLE FOR INSTALLING LIGHTING FIXTURES AND APPURTENANCES IN ACCORDANCE
WITH ALL APPLICABLE BUILDING AND ELECTRICAL CODES AND ALL OTHER APPLICABLE RULES, REGULATIONS,
LAWS AND STATUTES.

7. CONTRACTOR MUST BRING TO DESIGNER'S ATTENTION, PRIOR TO THE COMMENCEMENT OF CONSTRUCTION,
ANY LIGHT LOCATIONS THAT CONFLICT WITH DRAINAGE, UTILITIES, OR OTHER STRUCTURES.

8. IT IS LIGHTING CONTRACTOR'S RESPONSIBILITY TO COORDINATE WITH THE PROJECT ARCHITECT OR OWNER
REGARDING THE POWER SOURCE(S) FROM WITHIN THE BUILDING, AND TIMING DEVICES NECESSARY TO MEET
THE DESIGN INTENT.

9. THE LIGHTING CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE CONTRACTOR REQUIREMENTS INDICATED IN
THE SITE PLAN, INCLUDING BUT NOT LIMITED TO, GENERAL NOTES, GRADING AND UTILITY NOTES, SITE SAFETY,
AND ALL GOVERNMENTAL RULES, LAWS, ORDINANCES, REGULATIONS AND THE LIKE.

10. THE CONTRACTOR MUST VERIFY THAT INSTALLATION OF LIGHTING FIXTURES COMPLIES WITH THE
REQUIREMENTS FOR SEPARATION FROM OVERHEAD ELECTRICAL WIRES AS INDICATED IN THE HIGH VOLTAGE
PROXIMITY REGULATIONS N.J.A.C. 12-186.

11. WHEN A BANK ATM IS INCLUDED IN THE PLAN, THE LIGHTING DESIGN REPRESENTS BOHLER'S UNDERSTANDING
AND INTERPRETATION OF THE REGULATORY LIGHTING LEVELS INTENDED BY PUBLISHED STANDARDS.

12. UPON OWNER'S ACCEPTANCE OF THE COMPLETED PROJECT, THE OWNER SHALL BE RESPONSIBLE FOR ALL
MAINTENANCE, SERVICING, REPAIR AND INSPECTION OF THE LIGHTING SYSTEM AND ALL OF ITS COMPONENTS
AND RELATED SYSTEMS, TO ENSURE ADEQUATE LIGHTING LEVELS ARE PRESENT AND FUNCTIONING AT ALL
TIMES.

ADA INSTRUCTIONS TO CONTRACTOR
CONTRACTORS MUST EXERCISE APPROPRIATE CARE AND PRECISION IN CONSTRUCTION OF ADA (HANDICAP)
ACCESSIBLE COMPONENTS AND ACCESS ROUTES FOR THE SITE.  THESE COMPONENTS, AS CONSTRUCTED, MUST
COMPLY WITH THE CURRENT ADA STANDARDS AND REGULATIONS' BARRIER FREE ACCESS AND ANY MODIFICATIONS,
REVISIONS OR UPDATES TO SAME.  FINISHED SURFACES ALONG THE ACCESSIBLE ROUTE OF TRAVEL FROM PARKING
SPACE, PUBLIC TRANSPORTATION, PEDESTRIAN ACCESS, INTER-BUILDING ACCESS, TO POINTS OF ACCESSIBLE
BUILDING ENTRANCE/EXIT, MUST COMPLY WITH THESE ADA CODE REQUIREMENTS.  THESE INCLUDE, BUT ARE NOT
LIMITED TO THE FOLLOWING:

 PARKING SPACES AND PARKING AISLES - SLOPE SHALL NOT EXCEED 1:50 (1/4” PER FOOT OR NOMINALLY 2.0%) IN
ANY DIRECTION.

 CURB RAMPS - SLOPE MUST NOT EXCEED 1:12 (8.3%) FOR A MAXIMUM OF SIX (6) FEET.

 LANDINGS - MUST BE PROVIDED AT EACH END OF RAMPS, MUST PROVIDE POSITIVE DRAINAGE, AND MUST NOT
EXCEED 1:50 (1/4” PER FOOT OR NOMINALLY 2.0%) IN ANY DIRECTION.

 PATH OF TRAVEL ALONG ACCESSIBLE ROUTE - MUST PROVIDE A 36-INCH OR GREATER UNOBSTRUCTED WIDTH OF
TRAVEL (CAR OVERHANGS AND/OR HANDRAILS CANNOT REDUCE THIS MINIMUM WIDTH).  THE SLOPE MUST BE NO
GREATER THAN 1:20 (5.0%) IN THE DIRECTION OF TRAVEL, AND MUST NOT EXCEED 1:50 (1/4” PER FOOT OR
NOMINALLY 2.0%) IN CROSS SLOPE.  WHERE PATH OF TRAVEL WILL BE GREATER THAN 1:30 (5.0%), ADA RAMP MUST
BE ADHERED TO.  A MAXIMUM SLOPE OF 1:12 (8.3%), FOR A MAXIMUM RISE OF 2.5 FEET, MUST BE PROVIDED.  THE
RAMP MUST HAVE ADA HAND RAILS AND “LEVEL” LANDINGS ON EACH END THAT ARE CROSS SLOPED NO MORE
THAN 1:50 IN ANY DIRECTION (1/4” PER FOOT OR NOMINALLY 2.0%) FOR POSITIVE DRAINAGE.

 DOORWAYS - MUST HAVE A “LEVEL” LANDING AREA ON THE EXTERIOR SIDE OF THE DOOR THAT IS SLOPED AWAY
FROM THE DOOR NO MORE THAN 1:50 (1/4” PER FOOT OR NOMINALLY 2.0%) FOR POSITIVE DRAINAGE.  THIS
LANDING AREA MUST BE NO LESS THAN 60 INCHES (5 FEET) LONG, EXCEPT WHERE OTHERWISE PERMITTED BY
ADA STANDARDS FOR ALTERNATIVE DOORWAY OPENING CONDITIONS.  (SEE ICC/ANSI A117.1-2003 AND OTHER
REFERENCED INCORPORATED BY COD.)

 WHEN THE PROPOSED CONSTRUCTION INVOLVES RECONSTRUCTION, MODIFICATION, REVISION OR EXTENSION OF
OR TO ADA COMPONENTS FROM EXISTING DOORWAYS OR SURFACES, CONTRACTOR MUST VERIFY EXISTING
ELEVATIONS SHOWN ON THE PLAN.  NOTE THAT TABLE 405.2 OF THE DEPARTMENT OF JUSTICE'S ADA STANDARDS
FOR ACCESSIBLE DESIGN ALLOWS FOR STEEPER RAMP SLOPES, IN RARE CIRCUMSTANCES.  THE CONTRACTOR
MUST IMMEDIATELY NOTIFY THE DESIGN ENGINEER OF ANY DISCREPANCIES AND/OR FIELD CONDITIONS THAT
DIFFER IN ANY WAY OR ANY RESPECT FROM WHAT IS SHOWN ON THE PLANS, IN WRITING, BEFORE
COMMENCEMENT OF WORK.  CONSTRUCTED IMPROVEMENTS MUST FALL WITHIN THE MAXIMUM AND MINIMUM
LIMITATIONS IMPOSED BY THE BARRIER FREE REGULATIONS AND THE ADA REQUIREMENTS.

 THE CONTRACTOR MUST VERIFY THE SLOPES OF CONTRACTOR'S FORMS PRIOR TO POURING CONCRETE.  IF ANY
NON-CONFORMANCE IS OBSERVED OR EXISTS, CONTRACTOR MUST IMMEDIATELY NOTIFY THE ENGINEER PRIOR
TO POURING CONCRETE.  CONTRACTOR IS RESPONSIBLE FOR ALL COSTS TO REMOVE, REPAIR AND REPLACE
NON-CONFORMING CONCRETE.

IT IS STRONGLY RECOMMENDED THAT THE CONTRACTOR REVIEW THE INTENDED CONSTRUCTION WITH THE LOCAL
BUILDING CODE PRIOR TO COMMENCEMENT OF CONSTRUCTION.

GENERAL GRADING & UTILITY NOTES
1. LOCATIONS OF ALL EXISTING AND PROPOSED SERVICES ARE APPROXIMATE AND MUST BE INDEPENDENTLY

CONFIRMED WITH LOCAL UTILITY COMPANIES PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION OR EXCAVATION.
SANITARY SEWER AND ALL OTHER UTILITY SERVICE CONNECTION POINTS MUST BE INDEPENDENTLY CONFIRMED BY
THE CONTRACTOR IN THE FIELD PRIOR TO THE COMMENCEMENT OF CONSTRUCTION.  ALL DISCREPANCIES MUST
IMMEDIATELY BE REPORTED, IN WRITING, TO THE ENGINEER.  CONSTRUCTION MUST COMMENCE BEGINNING AT THE
LOWEST INVERT (POINT OF CONNECTION) AND PROGRESS UP GRADIENT.  PROPOSED INTERFACE POINTS (CROSSINGS)
WITH EXISTING UNDERGROUND UTILITIES SHALL BE FIELD VERIFIED BY TEST PIT PRIOR TO COMMENCEMENT OF
CONSTRUCTION.

2. CONTRACTOR MUST VERTICALLY AND HORIZONTALLY LOCATE ALL UTILITIES AND SERVICES INCLUDING, BUT NOT
LIMITED TO, GAS, WATER, ELECTRIC, SANITARY AND STORM SEWER, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC.
WITHIN THE LIMITS OF DISTURBANCE OR WORK SPACE, WHICHEVER IS GREATER.  THE CONTRACTOR MUST USE, REFER
TO, AND COMPLY WITH THE REQUIREMENTS OF THE APPLICABLE UTILITY NOTIFICATION SYSTEM TO LOCATE ALL THE
UNDERGROUND UTILITIES.  THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ALL DAMAGE TO ANY EXISTING
UTILITIES DURING CONSTRUCTION, AT NO COST TO THE OWNER.  CONTRACTOR SHALL BEAR ALL COSTS ASSOCIATED
WITH DAMAGE TO ANY EXISTING UTILITIES DURING CONSTRUCTION.

3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO REVIEW ALL CONSTRUCTION CONTRACT DOCUMENTS INCLUDING, BUT
NOT LIMITED TO, ALL OF THE DRAWINGS AND SPECIFICATIONS ASSOCIATED WITH THE PROJECT WORK SCOPE PRIOR
TO THE INITIATION AND COMMENCEMENT OF CONSTRUCTION.  SHOULD THE CONTRACTOR FIND A CONFLICT AND/OR
DISCREPANCY BETWEEN THE DOCUMENTS RELATIVE TO THE SPECIFICATIONS OR THE RELATIVE OR APPLICABLE
CODES, REGULATIONS, LAWS, RULES, STATUTES AND/OR ORDINANCES, IT IS THE CONTRACTOR'S SOLE
RESPONSIBILITY TO NOTIFY THE PROJECT ENGINEER OF RECORD,  IN WRITING, OF SAID CONFLICT AND/OR
DISCREPANCY  PRIOR TO THE START OF CONSTRUCTION.  CONTRACTOR'S FAILURE TO NOTIFY THE PROJECT
ENGINEER SHALL CONSTITUTE CONTRACTOR'S FULL AND COMPLETE ACCEPTANCE OF ALL RESPONSIBILITY TO
COMPLETE THE SCOPE OF WORK AS DEFINED BY THE DRAWINGS AND IN FULL COMPLIANCE WITH ALL FEDERAL, STATE
AND LOCAL REGULATIONS, LAWS, STATUTES, ORDINANCES AND CODES AND, FURTHER, CONTRACTOR SHALL BE
RESPONSIBLE FOR ALL COSTS ASSOCIATED WITH SAME.

4. THE CONTRACTOR MUST LOCATE AND CLEARLY AND UNAMBIGUOUSLY DEFINE VERTICALLY AND HORIZONTALLY ALL
ACTIVE AND INACTIVE UTILITY AND/OR SERVICE SYSTEMS THAT ARE TO BE REMOVED.  THE CONTRACTOR IS
RESPONSIBLE TO PROTECT AND MAINTAIN ALL ACTIVE AND INACTIVE SYSTEMS THAT ARE NOT BEING
REMOVED/RELOCATED DURING SITE ACTIVITY.

5. THE CONTRACTOR MUST FAMILIARIZE ITSELF WITH THE APPLICABLE UTILITY SERVICE PROVIDER REQUIREMENTS AND
IS RESPONSIBLE FOR ALL COORDINATION REGARDING UTILITY DEMOLITION AS IDENTIFIED OR REQUIRED FOR THE
PROJECT.  THE CONTRACTOR MUST PROVIDE THE OWNER WITH WRITTEN NOTIFICATION THAT THE EXISTING UTILITIES
AND SERVICES HAVE BEEN TERMINATED AND ABANDONED IN ACCORDANCE WITH THE JURISDICTION AND UTILITY
COMPANY REQUIREMENTS AND ALL OTHER APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND
CODES.

6. THE CONTRACTOR MUST INSTALL ALL STORM SEWER AND SANITARY SEWER COMPONENTS WHICH FUNCTION BY
GRAVITY PRIOR TO THE INSTALLATION OF ALL OTHER UTILITIES.

7. CONTRACTOR IS RESPONSIBLE FOR COORDINATION OF SITE PLAN DOCUMENTS AND ARCHITECTURAL DESIGN FOR
EXACT BUILDING UTILITY CONNECTION LOCATIONS, GREASE TRAP REQUIREMENTS/DETAILS, DOOR ACCESS, AND
EXTERIOR GRADING.  THE ARCHITECT WILL DETERMINE THE UTILITY SERVICE SIZES.  THE CONTRACTOR MUST
COORDINATE INSTALLATION OF UTILITIES/SERVICES WITH THE INDIVIDUAL COMPANIES, TO AVOID CONFLICTS AND TO
ENSURE THAT PROPER DEPTHS ARE ACHIEVED.  THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT
INSTALLATION OF ALL IMPROVEMENTS COMPLIES WITH ALL UTILITY REQUIREMENTS WITH JURISDICTION AND/OR
CONTROL OF THE SITE, AND ALL OTHER APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND
CODES AND, FURTHER, IS RESPONSIBLE FOR COORDINATING THE UTILITY TIE-INS/CONNECTIONS PRIOR TO
CONNECTING TO THE EXISTING UTILITY/SERVICE.  WHERE A CONFLICT(S) EXISTS BETWEEN THESE SITE PLANS AND THE
ARCHITECTURAL PLANS, OR WHERE ARCHITECTURAL PLAN UTILITY CONNECTION POINTS DIFFER, THE CONTRACTOR
MUST IMMEDIATELY NOTIFY THE ENGINEER, IN WRITING, AND PRIOR TO CONSTRUCTION, RESOLVE SAME.

8. WATER SERVICE MATERIALS, BURIAL DEPTH, AND COVER REQUIREMENTS MUST BE SPECIFIED BY THE LOCAL UTILITY
COMPANY.  CONTRACTOR'S PRICE FOR WATER SERVICE MUST INCLUDE ALL FEES, COSTS AND APPURTENANCES
REQUIRED BY THE UTILITY TO PROVIDE FULL AND COMPLETE WORKING SERVICE.  CONTRACTOR MUST CONTACT THE
APPLICABLE MUNICIPALITY TO CONFIRM THE PROPER WATER METER AND VAULT, PRIOR TO COMMENCING
CONSTRUCTION.

9. ALL NEW UTILITIES/SERVICES, INCLUDING ELECTRIC, TELEPHONE, CABLE TV, ETC. ARE TO BE INSTALLED
UNDERGROUND.  ALL NEW UTILITIES/SERVICES MUST BE INSTALLED IN ACCORDANCE WITH THE UTILITY/SERVICE
PROVIDER INSTALLATION SPECIFICATIONS AND STANDARDS.

10. SITE GRADING MUST BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE
RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT REFERENCED IN THIS PLAN SET.  THE CONTRACTOR IS
RESPONSIBLE FOR REMOVING AND REPLACING UNSUITABLE MATERIALS WITH SUITABLE MATERIALS AS SPECIFIED IN
THE GEOTECHNICAL REPORT.  ALL EXCAVATED OR FILLED AREAS MUST BE COMPACTED AS OUTLINED IN THE
GEOTECHNICAL REPORT.  MOISTURE CONTENT AT TIME OF PLACEMENT MUST BE SUBMITTED IN A COMPACTION
REPORT PREPARED BY A QUALIFIED GEOTECHNICAL ENGINEER, REGISTERED WITH THE STATE WHERE THE WORK IS
PERFORMED, VERIFYING THAT ALL FILLED AREAS AND SUBGRADE AREAS WITHIN THE BUILDING PAD AREA AND AREAS
TO BE PAVED HAVE BEEN COMPACTED IN ACCORDANCE WITH THESE PLANS, SPECIFICATIONS AND THE
RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES,
STATUTES, LAWS, ORDINANCES AND CODES.  SUBBASE MATERIAL FOR SIDEWALKS, CURB, OR ASPHALT MUST BE FREE
OF ORGANICS AND OTHER UNSUITABLE MATERIALS.  SHOULD SUBBASE BE DEEMED UNSUITABLE BY
OWNER/DEVELOPER, OR OWNER/DEVELOPER'S REPRESENTATIVE, SUBBASE IS TO BE REMOVED AND FILLED WITH
APPROVED FILL MATERIAL COMPACTED AS DIRECTED BY THE GEOTECHNICAL REPORT.  EARTHWORK ACTIVITIES
INCLUDING, BUT NOT LIMITED TO, EXCAVATION, BACKFILL, AND COMPACTING MUST COMPLY WITH THE
RECOMMENDATIONS IN THE GEOTECHNICAL REPORT AND ALL APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS,
ORDINANCES AND CODES. EARTHWORK ACTIVITIES MUST COMPLY WITH THE STANDARD STATE DOT SPECIFICATIONS
FOR ROADWAY CONSTRUCTION (LATEST EDITION) AND ANY AMENDMENTS OR REVISIONS THERETO.

11. ALL FILL, COMPACTION, AND BACKFILL MATERIALS REQUIRED FOR UTILITY INSTALLATION MUST BE AS PER THE
RECOMMENDATIONS PROVIDED IN THE GEOTECHNICAL REPORT AND MUST BE COORDINATED WITH THE APPLICABLE
UTILITY COMPANY SPECIFICATIONS. WHEN THE PROJECT DOES NOT HAVE GEOTECHNICAL RECOMMENDATIONS, FILL
AND COMPACTION MUST, AT A MINIMUM, COMPLY WITH THE STATE DOT REQUIREMENTS AND SPECIFICATIONS AND
CONSULTANT SHALL HAVE NO LIABILITY OR RESPONSIBILITY FOR OR AS RELATED TO FILL, COMPACTION AND BACKFILL.
FURTHER, CONTRACTOR IS FULLY RESPONSIBLE FOR EARTHWORK BALANCE.

12. THE CONTRACTOR MUST COMPLY, TO THE FULLEST EXTENT, WITH THE LATEST OSHA STANDARDS AND REGULATIONS,
AND/OR ANY OTHER AGENCY WITH JURISDICTION FOR EXCAVATION AND TRENCHING PROCEDURES.  THE CONTRACTOR
IS RESPONSIBLE FOR DETERMINING THE “MEANS AND METHODS” REQUIRED TO MEET THE INTENT AND PERFORMANCE
CRITERIA OF OSHA, AS WELL AS ANY OTHER ENTITY THAT HAS JURISDICTION FOR EXCAVATION AND/OR TRENCHING
PROCEDURES AND CONSULTANT SHALL HAVE NO RESPONSIBILITY FOR OR AS RELATED FOR OR AS RELATED TO
EXCAVATION AND TRENCHING PROCEDURES.

13. PAVEMENT MUST BE SAW CUT IN STRAIGHT LINES, AND EXCEPT FOR EDGE OF BUTT JOINTS, MUST EXTEND TO THE
FULL DEPTH OF THE EXISTING PAVEMENT.  ALL DEBRIS FROM REMOVAL OPERATIONS MUST BE REMOVED FROM THE
SITE AT THE TIME OF EXCAVATION.  STOCKPILING OF DEBRIS WILL NOT BE PERMITTED.

14. THE TOPS OF EXISTING MANHOLES, INLET STRUCTURES, AND SANITARY CLEANOUT TOPS MUST BE ADJUSTED, AS
NECESSARY, TO MATCH PROPOSED GRADES IN ACCORDANCE WITH ALL APPLICABLE STANDARDS, REQUIREMENTS,
RULES, STATUTES, LAWS, ORDINANCES AND CODES.

15. DURING THE INSTALLATION OF SANITARY SEWER, STORM SEWER, AND ALL UTILITIES, THE CONTRACTOR MUST
MAINTAIN A CONTEMPORANEOUS AND THOROUGH RECORD OF CONSTRUCTION TO IDENTIFY THE AS-INSTALLED
LOCATIONS OF ALL UNDERGROUND INFRASTRUCTURE.  THE CONTRACTOR MUST CAREFULLY NOTE ANY
INSTALLATIONS THAT DEVIATE FROM THE INFORMATION CONTAINED IN THE UTILITY PLAN.  THIS RECORD MUST BE KEPT
ON A CLEAN COPY OF THE SITE PLAN, WHICH CONTRACTOR MUST PROMPTLY PROVIDE TO THE OWNER AT THE
COMPLETION OF WORK.

16. WHEN THE SITE IMPROVEMENT PLANS INVOLVE MULTIPLE BUILDINGS, SOME OF WHICH MAY BE BUILT AT A LATER DATE,
THE CONTRACTOR MUST EXTEND ALL LINES, INCLUDING BUT NOT LIMITED TO STORM SEWER, SANITARY SEWER,
UTILITIES, AND IRRIGATION LINE, TO A POINT AT LEAST FIVE (5) FEET BEYOND THE PAVED AREAS FOR WHICH THE
CONTRACTOR IS RESPONSIBLE.  CONTRACTOR MUST CAP ENDS AS APPROPRIATE, MARK LOCATIONS WITH A 2X4, AND
MUST NOTE THE LOCATION OF ALL OF THE ABOVE ON A CLEAN COPY OF THE SITE PLAN, WHICH CONTRACTOR MUST
PROMPTLY PROVIDE TO THE OWNER UPON COMPLETION OF THE WORK.

17. THE CONTRACTOR IS FULLY RESPONSIBLE FOR VERIFICATION OF EXISTING TOPOGRAPHIC INFORMATION AND UTILITY
INVERT ELEVATIONS PRIOR TO COMMENCING ANY CONSTRUCTION.  CONTRACTOR MUST CONFIRM AND ENSURE 0.75%
MINIMUM SLOPE AGAINST ALL ISLANDS, GUTTERS, AND CURBS; 1.0% ON ALL CONCRETE SURFACES; AND 1.5% MINIMUM
ON ASPHALT (EXCEPT WHERE ADA REQUIREMENTS LIMIT GRADES), TO PREVENT PONDING.  CONTRACTOR MUST
IMMEDIATELY IDENTIFY, IN WRITING TO THE ENGINEER, ANY DISCREPANCIES THAT MAY OR COULD AFFECT THE PUBLIC
SAFETY, HEALTH OR GENERAL WELFARE, OR PROJECT COST.  IF CONTRACTOR PROCEEDS WITH CONSTRUCTION
WITHOUT PROVIDING PROPER NOTIFICATION, MUST BE AT  THE CONTRACTOR'S OWN RISK AND, FURTHER,
CONTRACTOR SHALL INDEMNIFY, DEFEND AND HOLD HARMLESS THE DESIGN ENGINEER FOR ANY DAMAGES, COSTS,
INJURIES, ATTORNEY'S FEES AND THE LIKE WHICH RESULT FROM SAME.

18. PROPOSED TOP OF CURB ELEVATIONS ARE GENERALLY 6” ABOVE EXISTING LOCAL ASPHALT GRADE UNLESS
OTHERWISE NOTED.  FIELD ADJUST TO CREATE A MINIMUM OF .075% GUTTER GRADE ALONG CURB FACE.  IT IS
CONTRACTOR'S OBLIGATION TO ENSURE THAT DESIGN ENGINEER APPROVES FINAL CURBING CUT SHEETS PRIOR TO
INSTALLATION OF SAME.

19. REFER TO SITE PLAN FOR ADDITIONAL NOTES.

20. IN THE EVENT OF DISCREPANCIES AND/OR CONFLICTS BETWEEN PLANS OR RELATIVE TO OTHER PLANS, THE SITE PLAN
WILL TAKE PRECEDENCE AND CONTROL. CONTRACTOR MUST IMMEDIATELY NOTIFY THE DESIGN ENGINEER, IN
WRITING, OF ANY DISCREPANCIES AND/OR CONFLICTS.

21. CONTRACTOR MUST REQUIRED TO SECURE ALL NECESSARY AND/OR REQUIRED PERMITS AND APPROVALS FOR ALL
OFF SITE MATERIAL SOURCES AND DISPOSAL FACILITIES.  CONTRACTOR MUST SUPPLY A COPY OF APPROVALS TO
ENGINEER AND OWNER PRIOR TO INITIATING WORK ANY WORK.

22. WHERE RETAINING WALLS (WHETHER OR NOT THEY MEET THE JURISDICTIONAL DEFINITION) ARE IDENTIFIED ON PLANS,
ELEVATIONS IDENTIFIED ARE FOR THE EXPOSED PORTION OF THE WALL.  WALL FOOTINGS/FOUNDATION ELEVATIONS
ARE NOT IDENTIFIED HEREIN AND ARE TO BE SET/DETERMINED BY THE CONTRACTOR BASED ON FINAL STRUCTURAL
DESIGN SHOP DRAWINGS PREPARED BY THE APPROPRIATE PROFESSIONAL LICENSED IN THE STATE WHERE THE
CONSTRUCTION OCCURS.

23. STORM DRAINAGE PIPE:

UNLESS INDICATED OTHERWISE, ALL STORM SEWER PIPE MUST BE REINFORCED CONCRETE PIPE (RCP) CLASS III WITH
SILT TIGHT JOINTS.  WHEN HIGH-DENSITY POLYETHYLENE PIPE (HDPE) IS CALLED FOR ON THE PLANS, IT MUST
CONFORM TO AASHTO M294 AND TYPE S (SMOOTH INTERIOR WITH ANGULAR CORRUGATIONS) WITH GASKET FOR SILT
TIGHT JOINT.  PVC PIPE FOR ROOF DRAIN CONNECTION MUST BE SDR 26 OR SCHEDULE 40 UNLESS INDICATED
OTHERWISE.

24. SANITARY SEWER PIPE MUST BE POLYVINYL CHLORIDE (PVC) SDR 35 EXCEPT WHERE INDICATED OTHERWISE.
SANITARY LATERAL MUST BE PVC SCHEDULE 40 OR PVC SDR 26 UNLESS INDICATED, IN WRITING, OTHERWISE.

25. STORM AND SANITARY SEWER PIPE LENGTHS INDICATED ARE NOMINAL AND MEASURED CENTER OF INLET AND/OR
MANHOLES STRUCTURE TO CENTER OF STRUCTURE.

26. STORMWATER ROOF DRAIN LOCATIONS ARE BASED ON PRELIMINARY ARCHITECTURAL PLANS.  CONTRACTOR IS
RESPONSIBLE TO AND FOR VERIFYING LOCATIONS OF SAME BASED ON FINAL ARCHITECTURAL PLANS.

27. SEWERS CROSSING STREAMS AND/OR LOCATION WITHIN 10 FEET OF THE STREAM EMBANKMENT, OR WHERE SITE
CONDITIONS SO INDICATE, MUST BE CONSTRUCTED OF STEEL, REINFORCED CONCRETE, DUCTILE IRON OR OTHER
SUITABLE MATERIAL.

SEWERS CONVEYING SANITARY FLOW COMBINED SANITARY AND STORMWATER FLOW OR INDUSTRIAL FLOW MUST BE
SEPARATED FROM WATER MAINS BY A DISTANCE OF AT LEAST 10 FEET HORIZONTALLY.  IF SUCH LATERAL SEPARATION
IS NOT POSSIBLE, THE PIPES MUST BE IN SEPARATE TRENCHES WITH THE SEWER AT LEAST 18 INCHES BELOW THE
BOTTOM OF THE WATER MAIN, OR SUCH OTHER SEPARATION AS APPROVED BY THE GOVERNMENT AGENCY WITH
JURISDICTION OVER SAME.

 WHERE APPROPRIATE SEPARATION FROM A WATER MAIN IS NOT POSSIBLE, THE SEWER MUST BE ENCASED IN
CONCRETE, OR CONSTRUCTED OF DUCTILE IRON PIPE USING MECHANICAL OR SLIP-ON JOINTS FOR A DISTANCE OF
AT LEAST 10 FEET ON EITHER SIDE OF THE CROSSING.  IN ADDITION, ONE FULL LENGTH OF SEWER PIPE SHOULD BE
LOCATED SO BOTH JOINTS WILL BE AS FAR FROM THE WATER LINE AS POSSIBLE.  WHERE A WATER MAIN CROSSES
UNDER A SEWER, ADEQUATE STRUCTURAL SUPPORT FOR THE SEWER MUST BE PROVIDED.

28. WATER MAIN PIPING MUST BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS AND SPECIFICATIONS OF THE
LOCAL WATER PURVEYOR.  IN THE ABSENCE OF SUCH REQUIREMENTS, WATER MAIN PIPING MUST BE CEMENT-LINED
DUCTILE IRON (DIP) MINIMUM CLASS 52 THICKNESS.  ALL PIPE AND APPURTENANCES MUST COMPLY WITH THE
APPLICABLE AWWA STANDARDS IN EFFECT AT THE TIME OF APPLICATION.

29. CONTRACTOR MUST ENSURE THAT ALL UTILITY TRENCHES LOCATED IN EXISTING PAVED ROADWAYS INCLUDING
SEWER, WATER AND STORM SYSTEMS, MUST BE REPAIRED IN ACCORDANCE WITH REFERENCED MUNICIPAL, COUNTY
AND/OR NJDOT DETAILS AS APPLICABLE.  CONTRACTOR MUST COORDINATE INSPECTION AND APPROVAL OF
COMPLETED WORK WITH THE AGENCY WITH JURISDICTION OVER SAME.

30. WHERE BASEMENTS ARE TO BE PROVIDED FOR PROPOSED DWELLING UNITS, THE DEVELOPER SHALL, BY BORING OR
BY TEST PIT, DETERMINE THE DEPTH TO GROUNDWATER AT THE LOCATION OF THE PROPOSED DWELLINGS.  WHERE
GROUNDWATER IS ENCOUNTERED IN THE BASEMENT AREA, BASEMENTS WILL NOT BE INSTALLED UNLESS SPECIAL
CONSTRUCTION METHODS ARE UTILIZED, TO BE REVIEWED AND APPROVED BY THE MUNICIPAL CONSTRUCTION CODE
OFFICIAL.  IF AND WHERE SUMP PUMPS ARE INSTALLED, ALL DISCHARGES MUST BE CONNECTED TO THE STORM
SEWER.  A CLEANOUT MUST BE PROVIDED PRIOR TO THE CONNECTION TO THE STORM DRAIN IN ORDER THAT
BLOCKAGES CAN BE ADDRESSED.

31. FOR SINGLE AND TWO-FAMILY RESIDENTIAL PROJECTS, WHERE THE PROPOSED DWELLING AND ADJACENT SPOT
ELEVATION(S) ARE SCHEMATIC FOR GENERIC BUILDING FOOTPRINT, GRADES MUST BE ADJUSTED BASED ON FINAL
ARCHITECTURAL PLANS TO PROVIDE A MINIMUM OF SIX (6) INCHES BELOW TOP OF BLOCK AND /OR SIX (6) INCHES
BELOW SIDING, WHICHEVER IS LOWEST, AND MUST PROVIDE POSITIVE DRAINAGE (2% MIN.) AWAY FROM DWELLING.
ALL CONSTRUCTION, INCLUDING GRADING, MUST COMPLY WITH THE LATEST LOCAL AND STATE BUILDING CODE AND
ALL OTHER APPLICABLE REQUIREMENTS, RULES, STATUTES, LAWS, ORDINANCES AND CODES.

32. LOCATION OF PROPOSED UTILITY POLE RELOCATION IS AT THE SOLE DISCRETION OF UTILITY COMPANY.

33. CONSULTANT IS NEITHER LIABLE NOR RESPONSIBLE FOR ANY SUBSURFACE CONDITIONS AND FURTHER, SHALL HAVE
NO LIABILITY FOR ANY HAZARDOUS MATERIALS, HAZARDOUS SUBSTANCES, OR POLLUTANTS ON, ABOUT OR UNDER
THE PROPERTY.

N/A
SD0
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TEMPORARY EROSION CONTROL
PROPOSED SILT FENCE (1,370 LF TOTAL)
(SEE DETAIL) (SILT FENCE TO BE
MAINTAINED THROUGHOUT CONSTRUCTION)

TEMPORARY EROSION CONTROL
PROPOSED TREE PROTECTION (TYP.)
(SEE DETAIL)

TEMPORARY EROSION CONTROL
PROPOSED SILT FENCE (1,400LF TOTAL)
(SEE DETAIL) (SILT FENCE TO BE
MAINTAINED THROUGHOUT CONSTRUCTION)

TEMPORARY EROSION CONTROL
SOIL TRACKING PREVENTION MAT
(SEE DETAIL)

TEMPORARY EROSION CONTROL
INLET PROTECTION

(TYP.) (SEE DETAIL THIS SHEET)

TEMPORARY EROSION CONTROL
INLET PROTECTION
(TYP.) (SEE DETAIL THIS SHEET)

TEMPORARY EROSION CONTROL
PROPOSED TREE PROTECTION (TYP.)
(SEE DETAIL)

DEMOLITION NOTES:

1. BOHLER ENGINEERING FL, LLC IS NOT RESPONSIBLE FOR JOB SITE SAFETY OR  SUPERVISION. CONTRACTOR IS TO PROCEED WITH
THE DEMOLITION  IN A SYSTEMATIC AND SAFE MANNER, FOLLOWING ALL THE OSHA  REQUIREMENTS, TO ENSURE PUBLIC AND
CONTRACTOR SAFETY.

2. ALL DEMOLITION ACTIVITIES ARE TO BE PERFORMED IN ACCORDANCE WITH  THESE PLANS AND SPECIFICATIONS AS WELL AS ALL
FEDERAL, STATE AND  LOCAL REGULATIONS.  ANY DISCREPANCIES OR DEVIATIONS SHALL BE IDENTIFIED  BY THE CONTRACTOR TO
BOHLER ENGINEERING FL, LLC IN WRITING FOR  RESOLUTION PRIOR TO INITIATION OF SITE ACTIVITY.

3. PRIOR TO STARTING ANY DEMOLITION CONTRACTOR IS RESPONSIBLE FOR/TO:
A. THE CONTRACTOR SHALL OBTAIN A  SUNSHINE STATE ONE CALL LOCATION CERTIFICATION PRIOR TO ANY EXCAVATION OR

DEMOLITION. THE NUMBER IS 1-800-432-4770.
B. ENSURING COPIES OF ALL PERMITS AND APPROVALS MUST BE MAINTAINED ON SITE AND AVAILABLE FOR REVIEW.
C. INSTALLING THE REQUIRED SOIL EROSION AND SEDIMENT CONTROL MEASURES PRIOR TO SITE DISTURBANCE.
D. LOCATE/CAP ALL UTILITIES AND SERVICES, INCLUDING BUT NOT LIMITED TO GAS, WATER, ELECTRIC, SANITARY AND STORM

SEWER, TELEPHONE, CABLE, FIBER OPTIC CABLE, ETC. WITHIN THE LIMITS OF DISTURBANCE.
E. PROTECTING AND MAINTAINING IN OPERATION, ALL ACTIVE SYSTEM THAT ARE NOT BEING REMOVED DURING ALL DEMOLITION

ACTIVITIES.
F. FAMILIARIZING THEMSELVES WITH THE APPLICABLE UTILITY SERVICE PROVIDER AND IS RESPONSIBLE FOR ALL COORDINATION

REGARDING UTILITY DEMOLITION REQUIRED FOR THE PROJECT. THE CONTRACTOR SHALL PROVIDE THE OWNER WRITTEN
NOTIFICATION THAT THE EXISTING UTILITIES AND SERVICES HAVE BEEN TERMINATED AND ABANDONED IN ACCORDANCE WITH
JURISDICTION AND UTILITY COMPANY REQUIREMENTS.

G. COORDINATION WITH UTILITY COMPANIES REGARDING WORKING "OFF-PEAK" HOURS OR ON WEEKENDS AS MAY BE REQUIRED
TO  MINIMIZE THE IMPACT ON THE AFFECTED PARTIES.

H. A COMPLETE INSPECTION OF CONTAMINANTS BY A LICENSED ENVIRONMENTAL TESTING AGENCY, OF ALL BUILDINGS AND/OR
STRUCTURES TO BE REMOVED.  SAME SHALL BE PERFORMED IN ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE, AND
FEDERAL ENVIRONMENTAL REGULATIONS.  ANY/ALL CONTAMINANTS SHALL BE REMOVED AND DISPOSED OF BY A FEDERALLY
LICENSED CONTRACTOR IN ACCORDANCE WITH FEDERAL, STATE, AND LOCAL REGULATIONS.  ALL ENVIRONMENTAL
WORK INCLUDING HAZARDOUS MATERIAL, SOILS, ASBESTOS, OR OTHER REFERENCED OR IMPLIED HEREIN IS THE SOLE
RESPONSIBILITY OF THE OWNER'S ENVIRONMENTAL CONSULTANT.

4. THE CONTRACTOR SHALL PROVIDE ALL THE "MEANS AND METHODS" NECESSARY TO PREVENT MOVEMENT, SETTLEMENT, OR
COLLAPSE OF EXISTING STRUCTURES,  AND ANY OTHER IMPROVEMENTS THAT ARE REMAINING ON OR OFF SITE.  THE  DEMOLITION
CONTRACTOR IS RESPONSIBLE FOR ALL REPAIRS OF DAMAGE TO  ALL ITEMS THAT ARE TO REMAIN AS A RESULT OF HIS ACTIVITIES.
ALL  REPAIRS SHALL USE NEW MATERIAL.  THE REPAIRS SHALL RESTORE THE ITEM  TO THE PRE-DEMOLITION CONDITION.

5. IN THE ABSENCE OF SPECIFICATIONS, THE CONTRACTOR SHALL PERFORM EARTH  MOVEMENT ACTIVITIES, DEMOLITION AND
REMOVAL OF ALL FOUNDATION WALLS,  FOOTINGS, AND OTHER MATERIALS WITHIN THE LIMITS OF DISTURBANCE IN  ACCORDANCE
WITH DIRECTION BY OWNER'S STRUCTURAL OR GEOTECHNICAL  ENGINEER.

6. EXPLOSIVES SHALL NOT BE USED WITHOUT PRIOR WRITTEN CONSENT OF BOTH  THE OWNER AND APPLICABLE GOVERNMENTAL
AUTHORITIES.  ALL THE REQUIRED  PERMITS AND EXPLOSIVE CONTROL MEASURES THAT ARE REQUIRED BY THE  FEDERAL, STATE,
AND LOCAL GOVERNMENTS SHALL BE IN PLACE PRIOR TO  STARTING AN EXPLOSIVE PROGRAM.  THE CONTRACTOR IS ALSO
RESPONSIBLE  FOR ALL INSPECTION AND SEISMIC VIBRATION TESTING THAT IS REQUIRED TO  MONITOR THE EFFECTS ON ALL
LOCAL STRUCTURES.

7. CONTRACTOR SHALL PROVIDE TRAFFIC CONTROL AND GENERALLY ACCEPTED  SAFE PRACTICES IN CONFORMANCE WITH: THE
"MANUAL ON UNIFORM TRAFFIC  CONTROL," AS WELL AS FEDERAL, STATE, AND LOCAL REGULATIONS WHEN  DEMOLITION RELATED
ACTIVITIES IMPACT ROADWAYS OR ROADWAY RIGHTS - OF  - WAY.

8. CONDUCT DEMOLITION ACTIVITIES IN SUCH A MANNER TO ENSURE MINIMUM  INTERFERENCE WITH ROADS, STREETS, SIDEWALKS,
WALKWAYS, AND OTHER  ADJACENT FACILITIES.  STREET CLOSURE PERMITS MUST BE RECEIVED FROM  THE APPROPRIATE
GOVERNMENTAL AUTHORITY.

9. DEMOLITION ACTIVITIES AND EQUIPMENT SHALL NOT USE AREAS OUTSIDE THE  DEFINED PROPERTY LINE WITHOUT WRITTEN
PERMISSION OF THE OWNER,  AND/OR APPROPRIATE GOVERNMENT AGENCY.

10. USE DUST CONTROL MEASURES TO LIMIT AIRBORNE DUST AND DIRT RISING  AND SCATTERING IN THE AIR IN ACCORDANCE WITH
FEDERAL, STATE, AND/OR  LOCAL STANDARDS.  AFTER THE DEMOLITION IS COMPLETE, ADJACENT  STRUCTURES AND
IMPROVEMENTS SHALL BE CLEANED OF ALL DUST AND  DEBRIS CAUSED BY THE DEMOLITION OPERATIONS.  THE CONTRACTOR IS
RESPONSIBLE FOR RETURNING ALL ADJACENT AREAS TO THEIR  "PRE-DEMOLITION" CONDITION.

11. CONTRACTOR IS RESPONSIBLE TO SAFEGUARD SITE AS NECESSARY TO PERFORM  THE DEMOLITION IN SUCH A MANNER AS TO
PREVENT THE ENTRY OF  UNAUTHORIZED PERSONS AT ANY TIME.

12. THIS DEMOLITION PLAN IS INTENDED TO IDENTIFY THOSE EXISTING  ITEMS/CONDITIONS WHICH ARE TO BE REMOVED.  IT IS NOT
INTENDED TO  PROVIDE DIRECTION OTHER THAN THAT ALL METHODS AND MEANS ARE TO BE  IN ACCORDANCE WITH STATE,
FEDERAL, LOCAL, AND JURISDICTIONAL  REQUIREMENTS.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL OSHA  AND OTHER
SAFETY PRECAUTIONS NECESSARY TO PROVIDE A SAFE WORK SITE.

13. DEBRIS SHALL NOT BE BURIED ON THE SUBJECT SITE.  ALL DEMOLITION  WASTES AND DEBRIS (SOLID WASTE) SHALL BE DISPOSED
OF IN ACCORDANCE  WITH ALL TOWN, COUNTY, STATE, AND FEDERAL LAWS AND APPLICABLE CODES.

14. CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING ALL EXISTING SITE  IMPROVEMENTS AND UTILITIES.  ALL DISCREPANCIES
SHALL BE IDENTIFIED TO  THE ENGINEER IN WRITING.

15. ALL EXISTING UTILITIES BEING REMOVED SHALL BE DONE SO BY  THE CONTRACTOR IN ACCORDANCE  WITH   STATE AND LOCAL
REGULATIONS.

LEGEND:
PROPERTY LINE

EXIST. SPOT GRADE

EXIST. TREE TO REMAIN

EXIST. OVERHEAD LINES TO BE REMOVED

EXIST. LIGHT POLE TO BE REMOVED

EXIST. WATER METER TO BE REMOVED

EXIST. BUILDING TO BE REMOVED

EXIST. CONCRETE TO BE REMOVED

EXIST. GRAVEL TO BE REMOVED

PROP. SILT FENCE

PROP. CONSTRUCTION FENCE

PROP. SOIL TRACKING PREVENTION MAT

TO BE REMOVED

TO BE RELOCATED

SF SF
1"= 30'

0 307.51530

AS NOTED
EA0

C-3

DEMOLITION &
PHASE I SOIL

EROSION
CONTROL PLAN

CURB INLET PROTECTION DETAIL
NOT TO SCALE

2 LAYERS NON WOVEN
FILTER FABRIC TO BE
SECURED OVER ENTIRE
BASIN OPENING

FILTER FABRIC

3'
 O

R
 M

O
R

E

12
" M

IN
.

8"

WOOD 2" x 4"

STEEL 1.33 LBS/FT. MIN.
OAK 1 1/2" x 1 1/2"

15
"-

18
"

WOOD 2 1/2" MIN. Ø
POST OPTIONS :

6' MAX.

(IN  CONFORMANCE WITH
SEC. 985 F.D.O.T. SPEC.)

GEOTEXTILE
FABRIC

SOIL TRACKING PREVENTION MAT
DETAIL

NOT TO SCALE
(PER FDOT INDEX #106)

SILT FENCE DETAIL
NOT TO SCALE

(PER FDOT INDEX #102)

12" STABILIZED
SUBGRADE

EX. PAVEMENT

12"

NEW PAVEMENT

SAWCUT DETAIL
NOT TO SCALE

EX. SUBGRADE TO
REMAIN

EX. BASE TO
REMAIN

EX. ASPHALT TO
REMAIN

SAWCUT CLEAN EDGE, STRIP
BACK EX. ASPHALT & ROCK
BASE AS SHOWN & MATCH
EXISTING PAVEMENT.

12" OF EX.
ASPHALT TO BE
REMOVED

EXISTING
BASE TO
REMAIN

DISTURBANCE.
DRIP LINE OR PROPOSED LIMITS OF

TREE PROTECTION FENCE SHALL BE

AREA OF SITE CONSTRUCTION

INSTALLED TO FOLLOW TREE CANOPY

AREA WITHIN TREE PROTECTION ZONE TO

TREE DRIP LINE/TREE PROTECTION ZONE

CONSTRUCTION.
REMAIN UNDISTURBED DURING

4' HIGH CHAIN LINK FENCE
ON STANCHIONS

TREE PROTECTION FENCE
NOT TO SCALE

SILT FENCE PROTECTION
AROUND DITCH BOTTOM

INLETS

12" COMPACTED SIZE #1 STONE

WM

4' HIGH CHAIN LINK FENCE
ON STANCHIONS

DATUM NOTE:
-
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6'x6' VENT
STACK PAD

E-STOP

4'x3' AIR
PUMP PAD

20'
10'

35'

35'

33.4'

20'30'

10'

5' 12' 10'

20' 20'30'

10'

10'

20'
20'

30'

10'

10'

20'

10'

20'30'30'

15'

14'

24'

24'

30'

12'

12'5'

10.6'

30'

11'

5'

PROP DUMPSTER
ENCLOSURE W/ 6'HIGH
OPAQUE WALLS& GATES
(SEE ARCH PLANS)

568 LF PROP.
 WAWA F-1 CURB

15'
68 LF PROP.
WAWA B-1 CURB

8'R

8'R8'R

8'R

15'R20'R

8'R

25'R

15'R

15'
R

25'
R

25'R

20'R

20'
R

25'R

25'R

15'R

15'
R15'R

15'
R

164 LF PROP.
WAWA F-1 CURB

 345 LF PROP.
WAWA F-1 CURB

265 LF PROP.
WAWA F-1 CURB

PROP. FUTURE
CROSS ACCESS

PROP. GAS CANOPY
(SEE ARCH PLAN)

PROP. BOLLARD

PROP.
ICE BOX

PROP. TRANSFORMER
PAD WITH BOLLARDS

PROP. BIKE RACK

PROP. 6' WIDE
CONC. SIDEWALK

PROP. (2) 22,000 GAL
AND (1) 20,000 GAL
COMPARTMENTALIZED
UNDERGROUND STORAGE
FUEL TANKS (SEE UGT PLAN
FOR DETAILS)

PROP. RAISED LANDSCAPE
PLANTER (TYP) SEE LS
PLAN FOR DETAILS

17.4'

15' BUFFER

LP

RELOCATED LIGHT POLE
(CONTRACTOR TO COORDINATE

WITH UTILITY COMPANY)

PROP. 30' DRAINAGE
EASEMENT

FLU: RES -3

FLU: RES -3

FLU: RES -3

FLU: RES -3

FLU: RES -3

FLU: RES -3

15'

FUEL PRICING SIGN
(BY OTHERS)

62 LF PROP.
WAWA B-1 CURB

55 LF PROP.
WAWA B-1 CURB

60 LF PROP.
WAWA B-1 CURB

PROP. TRANSFORMER
PAD WITH BOLLARDS

EEEEEEEE

E

E

ADA ACCESSIBILITY NOTES:

LEGEND:
PROPERTY LINE

EXIST. TREE TO REMAIN

PROP. BUILDING

PROP. BUILDING SETBACK LINE

PROP. CONCRETE PAVEMENT

PROP. DETECTABLE WARNING SURFACE

EXIST. FLOODPLAIN LINE

1"= 30'

0 307.51530

AS NOTED
SP0

C-4

SITE LAYOUT
PLAN

PARCEL ID 36-26-19-0180-00000-0020 & 36-26-19-0180-00000-0040

SITE ADDRESS SR 56 & TROUT CREEK RD
WESLEY CHAPEL, FLORIDA 33629

TOTAL SITE AREA 120,460 S.F. ( 2.77 ACRES)
LEASE AREA 115,050 S.F. ( 2.64 ACRES)

EXISTING BUILDING AREA 0.00 S.F. (0.00 ACRES)
EXISTING VUA 0.00 S.F. (0.00 ACRES)
EXISTING COVERS & WALKS 0.00 S.F. (0.09 ACRES)
EXISTING GREEN SPACE 115,050 S.F. ( 2.64 ACRES) 100.00%
EXISTING IMPERVIOUS AREA 0.00 S.F. (0.00 ACRES) 00.00%
REQUIRED IMPERVIOUS AREA 80% MAX

PROPOSED BUILDING AREA:  6,119 S.F. (0.14 ACRES)
PROPOSED VUA  74,771 S.F. (0.27 ACRES)
PROPOSED GREEN SPACE  29,139 S.F. (0.67 ACRES) 25.33%
PROPOSED IMPERVIOUS AREA  85,911 S.F. (1.97 ACRES) 74.67%

REQUIRED PARKING SPACES 25 SPACE (1 SPACE / 250 S.F.)
(6,119 SF/ 25 SF = 25 SPACES)

STANDARD PARKING SPACES 65 SPACES (10' X 20')
PROVIDED ADA SPACES 3 SPACES (12' X 20')

PROVIDED TOTAL PARKING SPACES 68 SPACES

JURISDICTION PASCO COUNTY

EXISTING ZONING/FLU MPUD/RES-3
ADJACENT ZONING/FLU

NORTH MPUD(ROW)/RES-3
EAST MPUD/RES-3
SOUTH MPUD/RES-3
WEST MPUD/RES-3

EXISTING LAND USE MPUD-VACANT
PROPOSED LAND USE COMMERCIAL

BUILDING SETBACK REQUIREMENTS
NORTH 25'
EAST 0'
SOUTH 0'
WEST 0'

LANDSCAPE BUFFER REQUIREMENTS
NORTH 20' - TYPE G
EAST 15' - TYPE B
SOUTH 15' - TYPE B (SHARED)
WEST 15' - TYPE B

MAXIMUM FAR: 0.50
[FAR = TOTAL BUILDING AREA (INCLUDING ALL FLOORS) DIVIDED BY 43,560 S.F.
DIVIDED BY DEVELOPABLE ACREAGE (TOTAL LOT AREA MINUS WETLANDS)].
PROPOSED FAR: 0.0532 (6,119 S.F./115,050 S.F.)

MAXIMUM BUILDING HEIGHT 45'
PROPOSED BUILDING HEIGHT 33'-4"

1. ALL HANDICAPPED PARKING SPACES AND ACCESS AISLES ADJACENT TO THE HANDICAP PARKING SPACES
SHALL HAVE A MAXIMUM OF 2% SLOPE IN ALL DIRECTIONS (THIS INCLUDES RUNNING SLOPE AND CROSS
SLOPE).

2. AN ACCESSIBLE ROUTE FROM THE PUBLIC STREET OR SIDEWALK TO ALL BUILDING ENTRANCES MUST BE
PROVIDED. THIS ACCESSIBLE ROUTE SHALL BE A MINIMUM OF 60" WIDE. THE RUNNING SLOPE OF AN
ACCESSIBLE ROUTE SHALL NOT EXCEED 5% AND THE CROSS SLOPE SHALL NOT EXCEED 2%.

3. SLOPES EXCEEDING 5% BUT LESS THAN 8% WILL REQUIRE A RAMP AND MUST CONFORM TO THE
REQUIREMENTS FOR RAMP DESIGN (HANDRAILS, CURBS, LANDINGS). NO RAMP SHALL EXCEED AN 8%
RUNNING SLOPE OR 2% CROSS SLOPE.

4. IN THE CASE THAT A NEW SIDEWALK WILL BE CONSTRUCTED IN THE RW OF A SITE THE RUNNING SLOPE OF
THE SIDEWALK SHALL NOT EXCEED 5% AND THE CROSS SLOPE SHALL NOT EXCEED 2%. THIS STANDARD
APPLIES TO CROSS WALKS IN THE DRIVEWAY AS WELL AND WILL REQUIRE SPECIAL ATTENTION DURING
STAKING TO MAKE SURE THE 2% CROSS SLOPE IS MET IN THE CROSS WALK.

5. IT WILL BE THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO ENSURE THAT THE HANDICAP PARKING
SPACES, ACCESSIBLE ROUTES, AND SIDEWALKS/CROSSWALKS ARE CONSTRUCTED TO MEET ADA
REQUIREMENTS.

6. ANY REQUIREMENTS LISTED ABOVE THAT CAN NOT BE MET SHALL BE BROUGHT TO THE ENGINEER’S
ATTENTION IMMEDIATELY. ANYTHING NOT BUILT TO THE ABOVE STANDARDS WILL REQUIRE REMOVAL AND
REPLACEMENT OF THE NON COMPLIANT AREAS AT THE GENERAL CONTRACTORS COST.

SITE DATA:

GENERAL NOTES:
1. ALL DIMENSIONS SHOWN ARE SHOWN AT FACE OF CURB, UNLESS OTHERWISE NOTED. B/C INDICATES

DIMENSION IS TO BACK OF CURB.

2. ALL RADII DIMENSIONS ARE 3' TO FACE OF CURB UNLESS OTHERWISE NOTED.

3. ALL PAVEMENT MARKINGS AND SIGNAGE SHALL BE IN ACCORDANCE WITH THE "MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS," LATEST EDITION; AND PASCO COUNTY LAND
DEVELOPMENT CODE.

4. THE PROPERTY SHOWN HEREON APPEARS TO LIE IN FLOOD ZONE "X" AND "AE" ACCORDING TO THE
FLOOD INSURANCE RATE MAP, COMMUNITY NUMBER 120230, PANEL NUMBER 0436, SUFFIX F, EFFECTIVE
SEPTEMBER 26, 2014, FOR PASCO COUNTY, FLORIDA

5. FREE STANDING SIGNAGE SHOWN ONLY FOR REPRESENTATIONAL PURPOSES, AND SHALL BE
PERMITTED SEPARATELY.

PERMIT SET

3820 NORTHDALE BLVD., SUITE 300B
TAMPA, FLORIDA 33624

Phone: (813) 812-4100
Fax: (813) 812-4101

FLORIDA BUSINESS CERT. OF AUTH. No. 30780

S
U

S
T

A
IN

A
B

L
E

 D
E

S
IG

N
L

A
N

D
S

C
A

P
E

 A
R

C
H

IT
E

C
T

U
R

E
S

IT
E

 C
IV

IL
 A

N
D

 C
O

N
S

U
L

T
IN

G
 E

N
G

IN
E

E
R

IN
G

L
A

N
D

 S
U

R
V

E
Y

IN
G

P
R

O
G

R
A

M
 M

A
N

A
G

E
M

E
N

T
P

E
R

M
IT

T
IN

G
 S

E
R

V
IC

E
S

T
R

A
N

S
P

O
R

T
A

T
IO

N
 S

E
R

V
IC

E
S

N
EW

 E
N

G
LA

N
D

U
PS

TA
TE

 N
EW

 Y
O

R
K

N
EW

 Y
O

R
K 

M
ET

R
O

LE
H

IG
H

 V
AL

LE
Y,

 P
A

SO
U

TH
EA

ST
ER

N
, P

A

PH
IL

AD
EL

PH
IA

, P
A

SO
U

TH
ER

N
 M

AR
YL

AN
D

BA
LT

IM
O

R
E,

 M
D

TA
M

PA
, F

L

C
EN

TR
AL

 V
IR

G
IN

IA
C

H
AR

LO
TT

E,
 N

C
R

AL
EI

G
H

, N
C

N
O

R
TH

ER
N

 V
IR

G
IN

IA

N
EW

 J
ER

SE
Y

TM

R
EH

O
BO

TH
 B

EA
C

H
, D

E

W
AS

H
IN

G
TO

N
, D

C

REVISIONS

REV DATE COMMENT BY

LOCATION OF SITE

FOR

PROJECT No.:
DRAWN BY:
CHECKED BY:
DATE:
SCALE:
CAD I.D.:

SHEET NUMBER:

SHEET TITLE:

PROJECT:

G:\2015\FLT150119-WAWA SR 56 & TROUT CREEK\DRAWINGS\CIVIL\PLAN SETS\PLAN SET\FLT150119SP0.DWG PRINTED BY: VRETANA  10.21.15 @ 9:59

FLT150119
ASZ
JAB

9/14/15

SITE
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SR 56 & TROUT CREEK DR.
WESLEY CHAPEL

PASCO COUNTY, FL

It's fast. It's free. It's the law.

www.callsunshine.com

No. 74566

STATE OF

10/21/2015

PASCO COUNTY DEVELOPMENT REVIEW -
STANDARD SITE PLAN NOTES

1. ALL UTILITY CONSTRUCTION SHALL COMPLY WITH THE PASCO COUNTY STANDARDS FOR DESIGN AND
CONSTRUCTION OF WATER AND WASTEWATER FACILITIES SPECIFICATIONS, LATEST EDITION.

2. ALL ON-SITE WATER AND SEWER FACILITIES SHALL BE OWNED AND MAINTAINED BY THE
OWNER-DEVELOPER.

3. ALL PROPOSED SIGNS MUST BE APPLIED FOR, APPROVED, AND PERMITTED ON AN INDIVIDUAL BASIS
APART FROM ANY ULTIMATELY APPROVED SITE PLAN.  APPROVAL OF THIS SITE PLAN DOES NOT
CONSTITUTE APPROVAL OF ANY SIGNAGE.

4. HANDICAP PARKING SPACES WILL BE PROPERLY SIGNED AND STRIPED IN ACCORDANCE WITH FLORIDA
STATUTE 316, THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, OR OTHER APPLICABLE
STANDARDS.

5. THE ARCHITECT/ENGINEER CERTIFIES THAT THE SITE HAS BEEN DESIGNED IN ACCORDANCE WITH THE
AMERICANS WITH DISABILITIES ACT.

6. ALL ON-SITE PARKING SPACES WILL BE STRIPED AND SIGNED IN ACCORDANCE WITH THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION.  PARKING SPACES, DIRECTIONAL ARROWS, AND
STOP BARS SHALL BE STRIPED IN WHITE.  IT SHALL BE THE OWNER/DEVELOPER'S RESPONSIBILITY TO
PROPERLY SIGN AND STRIPE IN ACCORDANCE WITH APPLICABLE STANDARDS.

7. THE OWNER/DEVELOPER ACKNOWLEDGES THAT THIS APPROVAL DOES NOT INCLUDE ANY WORK IN THE
COUNTY RIGHT-OF-WAY.  ALL RIGHT-OF-WAY WORK SHALL BE A FUNCTION OF AN APPROVED PASCO
RIGHT-OF-WAY USE PERMIT.

8. ALL CLEAR-SITE AREAS SHALL BE KEPT FREE OF ANY SIGNAGE, PLANTINGS, TREES, ETC. IN EXCESS OF
THREE-AND-A-HALF (3-1/2) FEET IN HEIGHT.

9. NO IRRIGATION SYSTEM OR LANDSCAPING SHALL BE INSTALLED IN ANY COUNTY OR STATE
RIGHT-OF-WAY WITHOUT ISSUANCE OF APPROPRIATE RIGHT-OF-WAY USE PERMIT.

10. THE OWNER/DEVELOPER ACKNOWLEDGES THAT THE SITE AND ITS SUBSEQUENT BUILDING PERMITS
SHALL COMPLY WITH ALL REZONING/MPUD/PUD CONDITIONS.

11. ALL STRUCTURES, INCLUDING BUFFER WALLS, RETAINING WALLS, SIGNAGE, ETC. REQUIRE BUILDING
PERMITS.

12. ALL DIMENSIONS SHOWN ARE SHOWN AT FACE OF CURB, UNLESS OTHERWISE NOTED. B/C INDICATES
DIMENSION IS TO BACK OF CURB.

13. ALL CURB RADII SHALL BE 5.0' AT FACE OF CURB, UNLESS OTHERWISE NOTED.

14. ALL PAVEMENT MARKINGS AND SIGNAGE SHALL BE IN ACCORDANCE WITH THE "MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS," LATEST EDITION; AND PASCO COUNTY
DEVELOPMENT CODE.

15. THE PROPERTY SHOWN HEREON APPEARS TO LIE IN FLOOD ZONE "X" AND "AE" ACCORDING TO THE
FLOOD INSURANCE RATE MAP, COMMUNITY NUMBER 120230, PANEL NUMBER 0436, SUFFIX F, EFFECTIVE
SEPTEMBER 26, 2014, FOR PASCO COUNTY, FLORIDA.

16. IF DURING CONSTRUCTION ACTIVITIES ANY EVIDENCE OF THE PRESENCE OF STATE AND FEDERALLY
PROTECTED PLANT AND/OR ANIMAL SPECIES IS DISCOVERED, WORK SHALL COME TO AN IMMEDIATE
STOP AND PASCO COUNTY SHALL BE NOTIFIED WITHIN TWO WORKING DAYS OF THE PLANT AND/OR
ANIMAL SPECIES FOUND ON SITE.

17. IF DURING CONSTRUCTION ACTIVITIES ANY EVIDENCE OF HISTORIC RESOURCES, INCLUDING BUT NOT
LIMITED TO ABORIGINAL OR HISTORIC POTTERY, PREHISTORIC STONE TOOLS, BONE OR SHELL TOOLS,
HISTORIC TRASH PITS, OR HISTORIC BUILDING FOUNDATION, ARE DISCOVERED, WORK SHALL COME TO
AN IMMEDIATE STOP AND THE FLORIDA DEPARTMENT OF HISTORIC RESOURCES (STATE HISTORIC
PRESERVATION OFFICER) AND PASCO COUNTY SHALL BE NOTIFIED WITHIN TWO WORKING DAYS OF THE
RESOURCES FOUND ON SITE.

18. THE PLANS HAVE BEEN CERTIFIED BY THE DESIGN ENGINEER TO BE IN SUBSTANTIAL CONFORMANCE
WITH THE MANUAL OF UNIFORM MINIMUM STANDARDS FOR DESIGN, CONSTRUCTION AND MAINTENANCE
OF STREETS AND HIGHWAYS.

19. ALL SODDED SLOPES OVER 4 TO 1, SHALL BE INSTALLED WITH SOD PEGS.

20. ALL FIRST FLOOR ELEVATIONS (FF) SHALL BE A MINIMUM OF 1' ABOVE THE BASE FLOOD ELEVATION OR
AS REQUIRED BY THE LDC.

21. THE 5' WIDE INTERNAL TO EXTERNAL SIDEWALK CONNECTION IS TO BE ADA COMPLIANT.

22. ANY OFF SITE DISTURBANCE SHALL BE RESTORED TO THE PRE OR BETTER CONDITION.

23. AS APPLICABLE, THE OWNER/DEVELOPER WILL PROVIDE COPIES OF THE REQUIRED PERMITS FROM THE
RESPECTIVE GOVERNING AGENCIES, PRIOR TO ISSUANCE OF THE SDP.

24. ANY WORK WITHIN THE COUNTY ROW REQUIRES ROW USE PERMIT.

FIRE PROTECTION NOTES:
1. ALL PROJECTS MUST COMPLY WITH PASCO COUNTY FIRE HYDRANT ORDINANCE NO. 46-51.

2. FIRE HYDRANTS MUST BE IN INSTALLED AND IN SERVICE PRIOR TO THE ACCUMULATION OF
COMBUSTIBLES.

3. PER NATIONAL FIRE PROTECTION ASSOCIATION, NFPA 1; 16.4.3.1.3:  WHERE UNDERGROUND WATER
MAINS AND HYDRANTS ARE TO BE PROVIDED, THEY SHALL BE INSTALLED, COMPLETED AND IN SERVICE
PRIOR TO CONSTRUCTION WORK.

4. PER NFPA-1, 18.3.4.1:  CLEARANCES OF 7 ½ FEET IN FRONT OF AND TO THE SIDES OF THE FIRE HYDRANT
WITH A 4 FOOT  CLEARANCE TO THE REAR MUST BE MAINTAINED AT ALL TIMES.

5. GATED ENTRIES REQUIRE A SIREN OPERATING SYSTEM OR A 3M OPTICOM SYSTEM FOR EMERGENCY
ACCESS.

OWNER
NORTHWOOD VILLAGE ,LLC
C/O KENNEDY INVESTMENTS INC
3410 HENDERSON BLVD STE 200
TAMPA, FL 33609

CONTACT INFORMATION

CONSULTANTS
BOUNDARY & TOPOGRAPHIC/ALTA SURVEY:
EBI SURVEYING
8415 SUNSTATE STREET
TAMPA, FLORIDA 33634
(813) 886-6080

ARCHITECT:
CUHACHI PETERSON
1925 PROSPECT AVE
ORLANDO, FL 32814
(407) 661-9100 X 2413

LANDSCAPE ARCHITECT:
ALOHA PACIFICA LLC
1817 BRIARCLIFF ROAD
WINTER PARK, FL 32792



APPLICANT
WAWA, INC.
260 W. BALTIMORE PIKE
WAWA, PA 19063

ENGINEER
BOHLER ENGINEERING
3820 NORTHDALE BLVD
TAMPA, FL 33624
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1. GENERAL:

A. ALL ELEVATIONS SHOWN ARE IN REFERENCE TO THE SURVEYOR'S  BENCHMARKS AND MUST BE
VERIFIED BY THE GENERAL CONTRACTOR PRIOR TO  GROUNDBREAK.

B. ALL GRADES SHOWN REFERENCE PROPOSED ELEVATIONS AT EDGE OF PAVEMENT, UNLESS
OTHERWISE NOTED. "TC" = TOP OF CURB ELEVATION; "BC" = BOTTOM OF CURB ELEVATION (EDGE OF
PAVEMENT); "MATCH" = PROPOSED GRADE TO MATCH EXISTING GRADE; T/W = TOP OF RETAINING
WALL ELEVATION; B/W = BOTTOM OF RETAINING WALL ELEVATION.

C. THE ALTA/ACSM LAND TITLE SURVEY SHALL BE CONSIDERED A PART OF THESE PLANS.
D. THE GEOTECHNICAL REPORT AND RECOMMENDATIONS SET FORTH THEREIN ARE A PART OF THE

REQUIRED CONSTRUCTION DOCUMENTS AND IN CASE OF CONFLICT SHALL TAKE PRECEDENCE
UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS.  THE CONTRACTOR SHALL NOTIFY THE
ENGINEER IN WRITING OF ANY SUCH DISCREPANCY BETWEEN  GEOTECHNICAL REPORT AND PLANS,
ETC.

E. ALL UNDERGROUND UTILITIES SHALL BE COMPLETED PRIOR TO CONSTRUCTION OF LIMEROCK BASE.
F. ALL EXISTING PAVEMENT, CUT OR DAMAGED BY CONSTRUCTION, SHALL BE PROPERLY RESTORED AT

THE CONTRACTOR'S EXPENSE.
G. WHERE ANY PROPOSED PAVEMENT IS TO BE CONNECTED TO EXISTING PAVEMENT, THE EXISTING

EDGE OF PAVEMENT SHALL BE SAW CUT TO ENSURE A PROPER JOINT.
H. PRIOR TO THEIR CONSTRUCTION OR INSTALLATION, SHOP DRAWINGS SHALL BE SUBMITTED TO AND

APPROVED BY THE ENGINEER OF RECORD. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
OBTAIN ALL OTHER AGENCY APPROVALS IF REQUIRED.

2. MATERIALS:

A. BASE COURSE SHALL BE ABC-3 PER F.D.O.T. SPECIFICATIONS. OR EQUALIVENT  LIMEROCK THICKNESS
W/ MIN. LBR-100. (MAX. 6" LIFTS)

B. ASPHALT SURFACES SHALL BE TYPE S-III ASPHALTIC CONCRETE, UNLESS OTHERWISE SPECIFIED ON
THE PLANS, AND SHALL BE A MINIMUM OF 1-1/2" THICK, AND CONSTRUCTED IN TWO 3/4" LIFTS, WITH
TACKCOAT BETWEEN LIFTS.

C. REINFORCED CONCRETE SLABS SHALL BE CONSTRUCTED OF CLASS I CONCRETE WITH A MINIMUM
STRENGTH OF 3,000 PSI AND SHALL BE REINFORCED WITH A 6" x 6" NO. 6 GAUGE WIRE MESH.

3. INSTALLATION:

A. SUBGRADE FOR ROADWAY SHALL BE COMPACTED TO A MINIMUM OF 98% OF THE MAXIMUM DENSITY
(AASHTO T-180), TO A MIN. 12" AND SHALL HAVE A MINIMUM LBR 40.

B. BASE COURSE MATERIAL FOR PAVED AREAS SHALL BE A MINIMUM THICKNESS OF 6" PLACED IN ONE
LIFT. BASE COURSE MATERIAL SHALL HAVE A MINIMUM MARSHALL STABILITY OF 1000, UNLESS
OTHERWISE INDICATED (OR LBR-100).

C. BASE COURSE SHALL BE COMPACTED TO 98% OF THE MAXIMUM DENSITY AS PER AASHTO T-180.
D. INSTALLATION OF THE WEARING SURFACE SHALL CONFORM WITH THE REQUIREMENTS OF THE D.O.T.

STANDARD SPECIFICATIONS FOR TYPE S-III ASPHALTIC CONCRETE OR THE LATEST REVISION.

4. TESTING

A. THE FINISHED SURFACE OF THE BASE COURSE AND THAT OF THE WEARING SURFACE SHALL NOT
VARY MORE THAN 1/4" FROM THE TEMPLATE. ANY IRREGULARITIES EXCEEDING THIS LIMIT SHALL BE
CORRECTED.

B. DENSITY TESTS SHALL BE TAKEN BY AN INDEPENDENT TESTING LABORATORY CERTIFIED BY THE
STATE OF FLORIDA, WHERE DIRECTED BY THE ENGINEER.

C. ALL TESTING COSTS (PAVING) SHALL BE PAID FOR BY THE CONTRACTOR.
D. DENSITY TESTS ON THE STABILIZED SUBGRADE SHALL BE SUPPLIED TO THE ENGINEER OF RECORD

AND GEOTECHNICAL ENGINEER, AND  APPROVED BEFORE ANY BASE IS CONSTRUCTED.
E. DENSITY TESTS AND "AS-BUILTS" ON THE FINISHED BASE SHALL BE SUPPLIED TO THE GEOTECHNICAL

ENGINEER,  AND APPROVED BEFORE ANY ASPHALT PAVEMENT IS CONSTRUCTED.

LEGEND:
EXIST. PROPERTY LINE

EXIST. STORM SEWER

EXIST. SPOT GRADE

PROP. BUILDING

PROP. SPOT GRADE

PROP. DRAINAGE ARROW

PROP. RIDGE LINE

PROP. TOP & BOTTOM OF CURB

PROP CATCH BASINS

GENERAL NOTES:
1. CONTRACTOR WILL BE RESPONSIBLE FOR VERIFYING THE LOCATION AND DEPTH OF ALL EXISTING

UTILITIES PRIOR TO CONSTRUCTION.

2. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS TO THE ENGINEER FOR REVIEW AND APPROVAL
PRIOR TO CASTING STRUCTURES.

3. COORDINATE ALL UTILITY LEADS AND BUILDING CONNECTIONS WITH THE ARCHITECTURAL PLANS.

4. STANDARD INDEXES REFER TO THE LATEST EDITION OF F.D.O.T. "ROADWAY AND TRAFFIC DESIGN
STANDARDS".

5. ALL DISTURBED AREAS WITHIN RIGHT-OF-WAY WILL NEED TO BE SODDED.

PAVING AND GRADING NOTES:

1"= 30'

0 307.51530

AS NOTED
GP0

C-5

PAVING &
GRADING  PLAN

FEMA MAP INFORMATION:
THE PROPERTY SHOWN HEREON APPEARS TO LIE IN FLOOD ZONE "X" AND "AE" ACCORDING TO
THE FLOOD INSURANCE RATE MAP, COMMUNITY NUMBER 120230, PANEL NUMBER 0436, SUFFIX F,
EFFECTIVE SEPTEMBER 26, 2014, FOR PASCO COUNTY, FLORIDA.

DATUM NOTE:
CONTROL BENCHMARKS:
ELEVATIONS SHOWN HEREON ARE BASED ON FLORIDA DEPARTMENT OF TRANSPORTATION
BENCHMARK "BM 221-A" LOCATED NEAR THE SOUTHEAST CORNER OF THE INTERSECTION OF
COUNTY ROAD 581 AND STATE ROAD 56, 94.2 EAST OF A HIGH VOLTAGE POWER POLE AND
52.3' SOUTH OF AN ASPHALT WALKWAY.

ELEVATION: 59.76' (NAVD 1988)

TBM #1:
STATION IS A FOUND NAIL AND DISK LOCATED ON A GRATE INLET NEAR THE NORTHWEST
CORNER OF LOT 5, NORTHWOOD VILLAGE.

ELEVATION: 54.27' (NAVD 1988)

TBM #2:
STATION IS A FOUND NAIL AND DISK LOCATED ON A GRATE INLET APPROXIMATELY 31' SOUTH
OF THE SOUTHEAST CORNER OF LOT 6, NORTHWOOD VILLAGE.

ELEVATION: 53.71' (NAVD 1988)

TC
BC

16.00
15.55

PERMIT SET

3820 NORTHDALE BLVD., SUITE 300B
TAMPA, FLORIDA 33624

Phone: (813) 812-4100
Fax: (813) 812-4101

FLORIDA BUSINESS CERT. OF AUTH. No. 30780
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CANOPY GRADING DETAIL
SEE DETAIL A-A ON C-5.1

ADA GRADING DETAIL
SEE DETAIL B-B ON C-5.1

ADA GRADING DETAIL
SEE DETAIL C-C ON C-5.1
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1. GENERAL:

A. ALL ELEVATIONS SHOWN ARE IN REFERENCE TO THE SURVEYOR'S  BENCHMARKS AND MUST BE
VERIFIED BY THE GENERAL CONTRACTOR PRIOR TO  GROUNDBREAK.

B. ALL GRADES SHOWN REFERENCE PROPOSED ELEVATIONS AT EDGE OF PAVEMENT, UNLESS
OTHERWISE NOTED. "TC" = TOP OF CURB ELEVATION; "BC" = BOTTOM OF CURB ELEVATION (EDGE OF
PAVEMENT); "MATCH" = PROPOSED GRADE TO MATCH EXISTING GRADE; T/W = TOP OF RETAINING
WALL ELEVATION; B/W = BOTTOM OF RETAINING WALL ELEVATION.

C. THE ALTA/ACSM LAND TITLE SURVEY SHALL BE CONSIDERED A PART OF THESE PLANS.
D. THE GEOTECHNICAL REPORT AND RECOMMENDATIONS SET FORTH THEREIN ARE A PART OF THE

REQUIRED CONSTRUCTION DOCUMENTS AND IN CASE OF CONFLICT SHALL TAKE PRECEDENCE
UNLESS SPECIFICALLY NOTED OTHERWISE ON THE PLANS.  THE CONTRACTOR SHALL NOTIFY THE
ENGINEER IN WRITING OF ANY SUCH DISCREPANCY BETWEEN  GEOTECHNICAL REPORT AND PLANS,
ETC.

E. ALL UNDERGROUND UTILITIES SHALL BE COMPLETED PRIOR TO CONSTRUCTION OF LIMEROCK BASE.
F. ALL EXISTING PAVEMENT, CUT OR DAMAGED BY CONSTRUCTION, SHALL BE PROPERLY RESTORED AT

THE CONTRACTOR'S EXPENSE.
G. WHERE ANY PROPOSED PAVEMENT IS TO BE CONNECTED TO EXISTING PAVEMENT, THE EXISTING

EDGE OF PAVEMENT SHALL BE SAW CUT TO ENSURE A PROPER JOINT.
H. PRIOR TO THEIR CONSTRUCTION OR INSTALLATION, SHOP DRAWINGS SHALL BE SUBMITTED TO AND

APPROVED BY THE ENGINEER OF RECORD. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
OBTAIN ALL OTHER AGENCY APPROVALS IF REQUIRED.

2. MATERIALS:

A. BASE COURSE SHALL BE ABC-3 PER F.D.O.T. SPECIFICATIONS. OR EQUALIVENT  LIMEROCK THICKNESS
W/ MIN. LBR-100. (MAX. 6" LIFTS)

B. ASPHALT SURFACES SHALL BE TYPE S-III ASPHALTIC CONCRETE, UNLESS OTHERWISE SPECIFIED ON
THE PLANS, AND SHALL BE A MINIMUM OF 1-1/2" THICK, AND CONSTRUCTED IN TWO 3/4" LIFTS, WITH
TACKCOAT BETWEEN LIFTS.

C. REINFORCED CONCRETE SLABS SHALL BE CONSTRUCTED OF CLASS I CONCRETE WITH A MINIMUM
STRENGTH OF 3,000 PSI AND SHALL BE REINFORCED WITH A 6" x 6" NO. 6 GAUGE WIRE MESH.

3. INSTALLATION:

A. SUBGRADE FOR ROADWAY SHALL BE COMPACTED TO A MINIMUM OF 98% OF THE MAXIMUM DENSITY
(AASHTO T-180), TO A MIN. 12" AND SHALL HAVE A MINIMUM LBR 40.

B. BASE COURSE MATERIAL FOR PAVED AREAS SHALL BE A MINIMUM THICKNESS OF 6" PLACED IN ONE
LIFT. BASE COURSE MATERIAL SHALL HAVE A MINIMUM MARSHALL STABILITY OF 1000, UNLESS
OTHERWISE INDICATED (OR LBR-100).

C. BASE COURSE SHALL BE COMPACTED TO 98% OF THE MAXIMUM DENSITY AS PER AASHTO T-180.
D. INSTALLATION OF THE WEARING SURFACE SHALL CONFORM WITH THE REQUIREMENTS OF THE D.O.T.

STANDARD SPECIFICATIONS FOR TYPE S-III ASPHALTIC CONCRETE OR THE LATEST REVISION.

4. TESTING

A. THE FINISHED SURFACE OF THE BASE COURSE AND THAT OF THE WEARING SURFACE SHALL NOT
VARY MORE THAN 1/4" FROM THE TEMPLATE. ANY IRREGULARITIES EXCEEDING THIS LIMIT SHALL BE
CORRECTED.

B. DENSITY TESTS SHALL BE TAKEN BY AN INDEPENDENT TESTING LABORATORY CERTIFIED BY THE
STATE OF FLORIDA, WHERE DIRECTED BY THE ENGINEER.

C. ALL TESTING COSTS (PAVING) SHALL BE PAID FOR BY THE CONTRACTOR.
D. DENSITY TESTS ON THE STABILIZED SUBGRADE SHALL BE SUPPLIED TO THE ENGINEER OF RECORD

AND GEOTECHNICAL ENGINEER, AND  APPROVED BEFORE ANY BASE IS CONSTRUCTED.
E. DENSITY TESTS AND "AS-BUILTS" ON THE FINISHED BASE SHALL BE SUPPLIED TO THE GEOTECHNICAL

ENGINEER,  AND APPROVED BEFORE ANY ASPHALT PAVEMENT IS CONSTRUCTED.

LEGEND:
EXIST. PROPERTY LINE

EXIST. STORM SEWER

EXIST. SPOT GRADE

PROP. BUILDING

PROP. SPOT GRADE

PROP. DRAINAGE ARROW

PROP. RIDGE LINE

PROP. TOP & BOTTOM OF CURB

GENERAL NOTES:
1. CONTRACTOR WILL BE RESPONSIBLE FOR VERIFYING THE LOCATION AND DEPTH OF ALL EXISTING

UTILITIES PRIOR TO CONSTRUCTION.

2. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS TO THE ENGINEER FOR REVIEW AND APPROVAL
PRIOR TO CASTING STRUCTURES.

3. COORDINATE ALL UTILITY LEADS AND BUILDING CONNECTIONS WITH THE ARCHITECTURAL PLANS.

4. STANDARD INDEXES REFER TO THE LATEST EDITION OF F.D.O.T. "ROADWAY AND TRAFFIC DESIGN
STANDARDS".

5. ALL DISTURBED AREAS WITHIN RIGHT-OF-WAY WILL NEED TO BE SODDED.

PAVING AND GRADING NOTES:

1"= 10'

0 102.5510

AS NOTED
GP0

C-5.1

ADA GRADING
DETAIL PLAN

FEMA MAP INFORMATION:
THE PROPERTY SHOWN HEREON APPEARS TO LIE IN FLOOD ZONE "X" AND "AE" ACCORDING TO
THE FLOOD INSURANCE RATE MAP, COMMUNITY NUMBER 120230, PANEL NUMBER 0436, SUFFIX
F, EFFECTIVE SEPTEMBER 26, 2014, FOR PASCO COUNTY, FLORIDA.

DATUM NOTE:
CONTROL BENCHMARKS:
ELEVATIONS SHOWN HEREON ARE BASED ON FLORIDA DEPARTMENT OF TRANSPORTATION
BENCHMARK "BM 221-A" LOCATED NEAR THE SOUTHEAST CORNER OF THE INTERSECTION OF
COUNTY ROAD 581 AND STATE ROAD 56, 94.2 EAST OF A HIGH VOLTAGE POWER POLE AND
52.3' SOUTH OF AN ASPHALT WALKWAY.

ELEVATION: 59.76' (NAVD 1988)

TBM #1:
STATION IS A FOUND NAIL AND DISK LOCATED ON A GRATE INLET NEAR THE NORTHWEST
CORNER OF LOT 5, NORTHWOOD VILLAGE.

ELEVATION: 54.27' (NAVD 1988)

TBM #2:
STATION IS A FOUND NAIL AND DISK LOCATED ON A GRATE INLET APPROXIMATELY 31' SOUTH
OF THE SOUTHEAST CORNER OF LOT 6, NORTHWOOD VILLAGE.

ELEVATION: 53.71' (NAVD 1988)

TC
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PERMIT SET

3820 NORTHDALE BLVD., SUITE 300B
TAMPA, FLORIDA 33624

Phone: (813) 812-4100
Fax: (813) 812-4101

FLORIDA BUSINESS CERT. OF AUTH. No. 30780
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LEGEND:
EXIST. OVERHEAD LINES

EXIST. SANITARY SEWER

EXIST. WATER MAIN

PROP. STORM LINE

PROP. CLEANOUT
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STORM DRAINAGE NOTES:
1. GENERAL:

A. DISTANCES AND LENGTHS OF PIPE SHOWN ON PLANS ARE REFERENCED TO THE
CENTER OF STRUCTURES.

2. MATERIALS:

A. REINFORCED CONCRETE PIPE (RCP) SHALL MEET THE REQUIREMENTS OF ASTM C-76,
CLASS III, WALL THICKNESS "B", LATEST REVISION. RUBBER GASKETS OR OTHER
MANUFACTURER SUPPLIED JOINT SEALER SHALL BE USED.

B. ALL PVC DRAINAGE PIPE AND FITTINGS SHALL BE NON-PRESSURE  POLYVINYL
CHLORIDE (PVC) PIPE CONFORMING TO ASTM D 3034, SDR 35, WITH PUSH-ON RUBBER
GASKET JOINTS.

C. ALL HIGH DENSITY POLYETHYLENE PIPE AND FITTINGS SHALL  MEET THE
REQUIREMENTS OF AASHTO M - 294 LATEST REVISIONS.  ALL PIPING TO BE
NON-PERFORATED TUBING.

D. PROPOSED "GRATE INLETS" SHALL BE STANDARD  FDOT  TYPE 'C' DITCH BOTTOM
INLETS, PER FDOT INDEX #232. UNLESS OTHERWISE NOTED.

3. INSTALLATION:

A. PIPE SHALL BE PLACED ON A MINIMUM OF 8 INCHES STABLE GRANULAR MATERIAL
FREE OF ROCK FORMATION AND OTHER FOREIGN FORMATIONS, AND CONSTRUCTED
TO A UNIFORM GRADE AND LINE.

B. BACKFILL MATERIAL SHALL BE WELL GRADED GRANULAR MATERIAL, WELL TAMPED IN
LAYERS NOT TO EXCEED 6 INCHES TO A HEIGHT OF 12 INCHES ABOVE PIPE AS SHOWN
ON THE PLANS.

C. PROVIDE A MINIMUM PROTECTIVE COVER OF 18 INCHES OVER STORM SEWER AND
AVOID UNNECESSARY CROSSING BY HEAVY CONSTRUCTION VEHICLES DURING
CONSTRUCTION.

FEMA MAP INFORMATION:
THE PROPERTY SHOWN HEREON APPEARS TO LIE IN FLOOD ZONE "X" AND "AE" ACCORDING TO
THE FLOOD INSURANCE RATE MAP, COMMUNITY NUMBER 120230, PANEL NUMBER 0436, SUFFIX F,
EFFECTIVE SEPTEMBER 26, 2014, FOR PASCO COUNTY, FLORIDA.

DATUM NOTE:
CONTROL BENCHMARKS:
ELEVATIONS SHOWN HEREON ARE BASED ON FLORIDA DEPARTMENT OF TRANSPORTATION
BENCHMARK "BM 221-A" LOCATED NEAR THE SOUTHEAST CORNER OF THE INTERSECTION OF
COUNTY ROAD 581 AND STATE ROAD 56, 94.2 EAST OF A HIGH VOLTAGE POWER POLE AND
52.3' SOUTH OF AN ASPHALT WALKWAY.

ELEVATION: 59.76' (NAVD 1988)

TBM #1:
STATION IS A FOUND NAIL AND DISK LOCATED ON A GRATE INLET NEAR THE NORTHWEST
CORNER OF LOT 5, NORTHWOOD VILLAGE.

ELEVATION: 54.27' (NAVD 1988)

TBM #2:
STATION IS A FOUND NAIL AND DISK LOCATED ON A GRATE INLET APPROXIMATELY 31' SOUTH
OF THE SOUTHEAST CORNER OF LOT 6, NORTHWOOD VILLAGE.

ELEVATION: 53.71' (NAVD 1988)

STORM CLEANOUT SCHEDULE:

C.O.-1
RIM ELEV = AT GRADE
I.E. = 53.07

C.O.-4
RIM ELEV = AT GRADE
I.E. = 52.69

ROOF DRAIN SCHEDULE:

PIPE No. SIZE (IN) TYPE LENGTH (FT) SLOPE (%)

RL-1 8" PVC PIPE 98 0.5

RL-2 8" PVC PIPE 48 0.5

RL-3 8" PVC PIPE 35 1.0

RL-4 8" PVC PIPE 93 1.0

RL-5 8" PVC PIPE 32 1.0

RL-6 8" PVC PIPE 33 1.0

RL-7 8" PVC PIPE 74 1.0

RL-8 8" PVC PIPE 43 1.0

C.O.-2
RIM ELEV = AT GRADE
I.E. = 52.58

C.O.-5
RIM ELEV = AT GRADE
I.E. = 53.62

C.O.-3
RIM ELEV = AT GRADE
I.E. = 52.34

C.O.-6
RIM ELEV = AT GRADE
I.E. = 53.70

C.O.-7
RIM ELEV = AT GRADE
I.E. = 52.96
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PROP. 30'
DRAINAGE
EASEMENT

PROP. TRANSFORMER
PAD WITH BOLLARDSC.O.-5

C.O.-6

6" PVC SAN
87 LF @ 1.0%

6" PVC SAN
25 LF @ 1.0%

CONNECT TO EXIST. 6" SERVICE
STUB OUT INV. = 50.03'
CONTRACTOR TO FIELD VERIFY
PRIOR TO CONSTRUCTION.

CONNECT TO EXIST. 2"
WATER SERVICE . SEE
WATER SERVICE DETAIL

PROP. 1-1/2" METER AND
BACK FLOW PREVENTER
(SEE DETAIL)

W
W

PROP. 72 LF OF 3/4" HDPE
WATER SERVICE TO
HOSE-BIB AT CANOPY

PROP. 276 LF OF 2" BLACK
POLY WATER LINE BFR TO
BUILDING

PROP 2" GATE
VALVE

EEEEEEEE

E

E

WATER: 2" BLACK POLY LINE
(COILED IN SERVICE CLOSET)

WATER SERVICE
CLOSET

IRRIGATION: SLEEVE
TERMINATED 12'
TO 15' FROM FOUNDATION

SSS

S

WWW

W

S

CONNECT TO EXIST. 2"
WATER SERVICE . SEE
WATER SERVICE DETAIL

PROP. 1-1/2" METER AND
BACK FLOW PREVENTER
(SEE DETAIL)

PROP 2" GATE VALVE
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C.O.-1

C.O.-2

C.O.-3

C.O.-4

6" PVC SAN
24 LF @ 1.0%

6" PVC SAN
24 LF @ 1.5%

6" PVC SAN
12 LF @ 2.1%

PROP. 1250 GAL.
GREASE TRAP
RIM= 57.05
INV. IN=54.00
INV. OUT=53.75

6" PVC SAN
71 LF @ 1.0%

SANITARY:
TERMINATE 5'
OFF FOUNDATION

GREASE WASTE:
TERMINATE 5'
OFF FOUNDATION

LEGEND:
EXIST. OVERHEAD LINES

EXIST. SANITARY SEWER

EXIST. WATER MAIN

PROP. SANITARY SEWER

PROP. WATER MAIN

PROP. ELECTRIC CONDUIT

PROP. TELEPHONE LINE

PROP. STORM LINE

PROP. CLEANOUT

PROP. STORM CATCH BASIN

PROP. SANITARY MANHOLE

PROP. UTILITY CROSSING

W W

E E

SANITARY CLEANOUT SCHEDULE:

WATER DISTRIBUTION NOTES:
1. CONTRACTOR SHALL FOLLOW GUIDELINES AND PROCEDURES OUTLINED  BY UTILITY PROVIDER, AND

HAVE UTILITY PROVIDER'S MANUAL ON-SITE AT ALL TIMES. THIS POLICY MANUAL SHALL BE
CONSIDERED PART OF THE CONSTRUCTION DOCUMENTS AS IT PERTAINS TO APPROVED MATERIALS,
INSTALLATION METHODS, INSPECTION NOTIFICATION AND AS-BUILT/PROJECT CLOSEOUT
REQUIREMENTS.

2. ALL HIGH DENSITY POLYETHYLENE PIPE AND FITTINGS SHALL  MEET THE REQUIREMENTS OF AASHTO
M - 294 LATEST REVISIONS.  ALL PIPING TO BE NON-PERFORATED TUBING.

SANITARY SEWER NOTES:
1. GENERAL:

A. DISTANCE AND LENGTHS SHOWN ON PLANS AND PROFILE DRAWINGS ARE REFERENCED TO THE
CENTER OF STRUCTURES.

B. PRIOR TO COMMENCING CONSTRUCTION, CONTRACTOR TO TELEVISE EXISTING SANITARY SEWER LINE
FROM POINT OF CONNECTION THROUGH THE NEXT SEQUENTIAL DOWNSTREAM RUN OF PIPE.
ADDITIONALLY, PRIOR TO COMPLETION OF CONSTRUCTION, CONTRACTOR SHALL TELEVISE THE NEWLY
INSTALLED SANITARY SEWER MAIN TO ENSURE NO DIPS OR DEBRIS WITHIN LINE

C. ALL UTILITY SYSTEM-DESIGN MATERIALS AND WORKMANSHIP SHALL COMPLY WITH STANDARDS FOR
DESIGN AND CONSTRUCTION OF WATER, WASTEWATER AND RECLAIMED WATER FACILITIES
SPECIFICATIONS, LATEST EDITION.

3. MATERIALS:

A. ALL PVC SEWER PIPE AND FITTINGS SHALL BE NON-PRESSURE  POLYVINYL CHLORIDE (PVC) PIPE
CONFORMING TO ASTM D 3034, SDR 26, WITH PUSH-ON RUBBER GASKET JOINTS.

B. ALL FITTINGS AND ACCESSORIES  SHALL BE AS MANUFACTURED OR SUPPLIED BY THE PIPE
MANUFACTURER OR APPROVED EQUAL.

C. ALL SANITARY CLEANOUTS WITHIN PAVEMENT SHALL HAVE A LID THAT IS H20 LOADING.

3. INSTALLATION:
A. PIPE AND FITTINGS:

1) SEWER PIPE SHALL BE INSTALLED IN ACCORDANCE WITH ASTM D2321, AND THE UNI-BELL PLASTICS
PIPE ASSOCIATION'S "RECOMMENDED PRACTICE FOR THE INSTALLATION OF PVC SEWER PIPE".

2) BEDDING AND INITIAL BACKFILL (12 INCHES) OVER SEWER MAINS AND SERVICES SHALL BE SAND
WITH NO ROCK LARGER THAN 1" IN DIAMETER. PEA ROCK OR 3/4" WASHED ROCK WILL BE USED IN
WATER OR WHERE UNSUITABLE BEDDING EXISTS. ALL OTHER FILL SHALL NOT HAVE ROCK LARGER
THAN 6" IN DIAMETER.

B. CLEANOUTS:
1) CLEANOUTS SHALL BE SET PLUMB TO LINE AND GRADE ON FIRM CLEAN SUBGRADE PROVIDING

UNIFORM BEARING UNDER THE BASE.

2) ALL OPENINGS AND JOINTS SHALL BE SEALED WATER-TIGHT.

C. SERVICE:
1) MINIMUM SLOPE OF ALL SERVICE LINES SHALL BE 1.00%.

2) EACH SERVICE CONNECTION SHALL BE PLUGGED WATER-TIGHT WITH AN APPROVED PLUG.

3) CONNECTION OF SERVICES TO BUILDING'S PLUMBING SHALL BE COORDINATED WITH THE
ARCHITECTURAL DRAWINGS.

4. TESTING:
A. AFTER CONSTRUCTION OF THE SEWER SYSTEM, THE ENGINEER MAY REQUIRE A VISUAL INFILTRATION

AND/OR EXFILTRATION TEST TO BE PERFORMED ON THE ENTIRE SYSTEM OR ANY PART THEREOF.

B. AN AIR TEST MAY BE SUBSTITUTED FOR THE WATER EXFILTRATION TEST, UPON APPROVAL OF THE
ENGINEER.

C. SEWER PIPE LEAKAGE ALLOWABLE SHALL NOT EXCEED 150 GALLONS PER DAY PER INCH DIAMETER
PER MILE IN A TWO HOUR TEST PERIOD FOR ANY SECTION TESTED.  NO VISIBLE LEAKAGE SHALL BE
ALLOWED.

D. CONTRACTOR IS RESPONSIBLE FOR CORRECTING ANY DEFICIENCIES PRIOR TO THE CERTIFICATION TO
ANY AGENCY.

E. GENERAL CONTRACTOR SHALL EMPLOY AN INDEPENDENT INSPECTOR FOR 100% CONTINUOUS
INSPECTION OF THE BEDDING AND BACKFILL OPERATION.  COMPACTION TESTS SHALL BE TAKEN AT
THE BOTTOM OF TRENCH AND AT EACH LIFT OF BACKFILL.

F. GENERAL CONTRACTOR SHALL EMPLOY A LICENSED SURVEYOR AS0BUILT TOP OF PIPE ELEVATIONS
TAKEN WHEN BEDDING OPERATION IS 75% COMPLETE.  THESE ELEVATIONS SHALL BE TAKEN AT
POINTS OF CONNECTION, CHANGES IN DIRECTION AND AT MINIMUM 20' INTERVALS ALONG THE LENGTH
OF THE PIPE.  THESE ELEVATIONS SHALL BE RECORDED AS AS-BUILT DIMENSIONS ON SITE PLAN
REVIEW BY PROJECT ENGINEER.

G. ALL SANITARY LINES ARE TO BE FLUSHED PRIOR TO CONTRACTOR TURNOVER OF THE FACILITY.

C.O.-1
RIM ELEV = GRADE
I.E. = 54.09'

1"= 30'

0 307.51530

C/O

AS NOTED
UP0

C-7

UTILITY PLAN
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PRIOR TO THE REQUIRED PRE-CONSTRUCTION MEETING W/WATER DEPARTMENT, CONTRACTOR SHALL OBTAIN THE 2002 EDITION
OF "TAMPA WATER DEPARTMENT TECHNICAL MANUAL". THE MANUAL CAN BE DOWNLOADED FROM THE FOLLOWING ADDRESS:

http://www.tampagov.net/dept_water/files/Tampa_Water_Department_Technical_Manual.pdf

CONSTRUCTION, MATERIALS, AND WORKMANSHIP OF PUBLIC FACILITIES SHALL CONFORM WITH STANDARDS & SPECIFICATIONS IN
THE MANUAL & CURRENT CITY OF TAMPA SPECIFICATIONS.

1

UTILITY CONTACTS:
TECO- PEOPLE'S GAS
1400 CHANNELSIDE DRIVE
TAMPA, FLORIDA 33605
LUIS CASTELLANO
(813) 275-3743

WITHLACOOCHEE RIVER
ELECTRIC COOPERATIVE
30461 COMMERCE DR.
SAN ANTONIO, FL 33576
COREY LITTLEFIELD
(352) 588 - 5115, EXT. 1131

PASCO COUNTY UTILITES
19420 CENTRAL BLVD.
LAND O' LAKES, FL 34637
ED SIEDZIK
(813) 235 - 6189

VERIZON FLORIDA, INC.
1909 U.S. HWY 301 NORTH
TAMPA, FLORIDA 33619
DAVID WYNNS
(813) 627-8343

TAMPA ELECTRIC COMPANY
P.O. BOX 111
TAMPA, FLORIDA 33601
JASON COOPER
(813) 275-3037

BRIGHTHOUSE NETWORKS
4145 SOUTH FALKENBURG ROAD
RIVERVIEW, FLORIDA 33578
MIKE KIKER
(813) 862 - 0522 , EXT. 84263

C.O.-2
RIM ELEV = GRADE
I.E. = 54.09'

C.O.-3
RIM ELEV = GRADE
I.E. = 54.09'

C.O.-4
RIM ELEV = GRADE
I.E. = 58.85'

C.O.-5
RIM ELEV = GRADE
I.E. = 53.14'

C.O.-6
RIM ELEV = GRADE
I.E. = 52.27'

UTILITY CROSSING SCHEDULE:
XING 1
TOP UTILITY: 2" WATER
WATER B/P ELEV = 53.10'
BOTTOM UTILITY: 48" STM
STM T/P ELEV = 47.56'

XING 2
TOP UTILITY: 6" SAN
SAN B/P ELEV = 52.99'
BOTTOM UTILITY: 48" STM
STM T/P ELEV = 43.77'

XING 3
TOP UTILITY: 2" WATER
WATER B/P ELEV = 53.85'
BOTTOM UTILITY: 6" SAN
SAN T/P ELEV = 53.35'

XING 4
TOP UTILITY: 6" SAN
SAN B/P ELEV = 54.12'
BOTTOM UTILITY: 8" ROOF DRAIN
ROOF T/P ELEV = 53.62'

XING 5
TOP UTILITY: 6" SAN 
SAN B/P ELEV = 54.12'
BOTTOM UTILITY: 8" ROOF DRAIN
ROOF T/P ELEV = 53.55'

XING 6
TOP UTILITY: 6"SAN
SAN B/P ELEV = 54.12''
BOTTOM UTILITY: 8" ROOF DRAIN
ROOF T/P ELEV = 53.45'

XING 7
TOP UTILITY: 2" WATER 
WATER B/P ELEV = 53.10'
BOTTOM UTILITY: 18" STM
STM T/P ELEV = 52.06'

XING 8
TOP UTILITY: 6" SAN 
SAN B/P ELEV = 52.58'
BOTTOM UTILITY: 18" STM
STM T/P ELEV = 52.08'

XING 9
TOP UTILITY: 2" WATER
WATER B/P ELEV = 52.92'
BOTTOM UTILITY: 8" ROOF DRAIN
ROOF T/P ELEV = 53.42'

FIRE PROTECTION NOTES:
1. ALL PROJECTS MUST COMPLY WITH PASCO COUNTY FIRE HYDRANT ORDINANCE NO. 46-51.

2. FIRE HYDRANTS MUST BE IN INSTALLED AND IN SERVICE PRIOR TO THE ACCUMULATION OF
COMBUSTIBLES.

3. PER NATIONAL FIRE PROTECTION ASSOCIATION, NFPA 1; 16.4.3.1.3:  WHERE UNDERGROUND WATER
MAINS AND HYDRANTS ARE TO BE PROVIDED, THEY SHALL BE INSTALLED, COMPLETED AND IN
SERVICE PRIOR TO CONSTRUCTION WORK.

4. PER NFPA-1, 18.3.4.1:  CLEARANCES OF 7 ½ FEET IN FRONT OF AND TO THE SIDES OF THE FIRE
HYDRANT WITH A 4 FOOT  CLEARANCE TO THE REAR MUST BE MAINTAINED AT ALL TIMES.

5. GATED ENTRIES REQUIRE A SIREN OPERATING SYSTEM OR A 3M OPTICOM SYSTEM FOR EMERGENCY
ACCESS.

WATER CONNECTION DETAIL
SCALE: 1" = 10'

SANTARY  DETAIL
SCALE: 1" = 10'

SANITARY
UTILITY DETAIL



N.P.D.E.S. PERMIT COMPLIANCE REQUIRES INSPECTIONS EVERY 7 CALENDAR DAYS
BY A NPDES QUALIFIED INSPECTOR AS PERIODIC INSPECTIONS WITHIN 24 HOURS OF
ANY RAINFALL EVENT OF 0.5 INCHES OR GREATER.  THESE INSPECTIONS MAY
RESULT IN RECOMMENDATIONS FOR ROUTINE MAINTENANCE OF THE SOIL EROSION
CONTROL DEVICES, AS WELL AS FURTHER MAINTENANCE AS OUTLINED BELOW.

1. THROUGHOUT THE CONSTRUCTION PERIOD, ALL MUD/SILT TRACKED ONTO
EXISTING FDOT ROADS FROM THE SITE DUE TO CONSTRUCTION SHALL BE
IMMEDIATELY REMOVED BY THE CONTRACTOR.

2. CATCH BASIN INLET AND CONCRETE FLUME FILTERS SHALL BE MAINTAINED CLEAN
AT ALL TIMES THROUGHOUT THE CONSTRUCTION PERIOD.  WEEKLY INSPECTIONS
WILL BE PERFORMED EVERY 7 CALENDAR DAYS.  IF A FILTER HAS HOLES OR IS
INUNDATED WITH SEDIMENT, THE FILTER WILL REQUIRE REPLACEMENT.

3. CONSTRUCTION ACCESS AND TRACKING MAT MUST BE MAINTAINED AS
NECESSARY.  REPLENISH CRUSHED AGGREGATE IF PRESENT LAYER IS FILLED WITH
SEDIMENT, POOLING WATER OR HAS RUTS.  A NEW LAYER MAY BE ADDED IF OLD
LAYERS BECOME COMPACTED.

4. SILT FENCE IS TO BE INSPECTED DAILY BY CONTRACTOR AND EVERY 7 CALENDAR
DAYS BY NPDES QUALIFIED INSPECTOR.  IF REPAIRS OR REPLACEMENT IS
NECESSARY, IT SHALL BE PERFORMED IMMEDIATELY.  THE SILT FENCE SHOULD BE
TRENCHED IN, BACK-FILLED, AND STAPLED OR STAKED ACCORDING TO THE
MANUFACTURER'S SPECIFICATIONS.  MAINTENANCE INCLUDES THE REMOVING OF
BUILT-UP SEDIMENT. WHEN THE SEDIMENT ACCUMULATES TO 1/3 OF THE HEIGHT OF
THE FENCE,  CONTRACTOR MAY HAVE TO REMOVE, REPLACE, RETRENCH, OR
RE-BACKFILL THE FENCE IF IT FAILS.  IT WOULD ALSO BE NECESSARY TO REINSTALL
IF ANY PORTION OF THE FENCING WAS DAMAGED BY CONSTRUCTION MACHINERY.

5. SEEDING OR RESEEDING MAY BE REQUIRED IMMEDIATELY TO AREAS WHICH HAVE
BEEN DAMAGED BY RUNOFF.

6. REMOVE ANY VISIBLE SEDIMENT FROM THE POND BOTTOM TO KEEP THE BASIN
DESIGNED INFILTRATION PERFORMANCE

7. THE CONTRACTOR SHALL CONTINUOUSLY ENSURE THAT THE PERIMETER OF THE
SITE, INCLUDING CONSTRUCTION ENTRANCES, IS SECURED FROM ALLOWING DEBRIS
TO LEAVE THE SITE DUE TO CONSTRUCTION ACTIVITY OR RAINFALL EVENTS. A
WEEKLY LOG SHALL BE UPDATED AND KEPT ON-SITE IN ACCORDANCE WITH THE
NPDES PERMIT. BY BIDDING DOCUMENTS CONTRACTOR ACKNOWLEDGES HE/SHE IS
AWARE OF NPDES GUIDELINES AND POLICIES AS WELL AS BEST MANAGEMENT
PRACTICES AND ASSUMES SOLE RESPONSIBILITY FOR FINES IMPOSED BY
GOVERMENTAL AGENCIES DUE TO VIOLATIONS.

MAINTENANCE NOTES:

A.) EROSION  AND SEDIMENT CONTROL BMP'S IN ADDITION TO THOSE PRESENTED ON
THESE PLANS SHALL BE IMPLEMENTED AS NECESSARY TO PREVENT TURBID
DISCHARGES FROM FLOWING ONTO ADJACENT PROPERTIES OR ROADWAYS, OFF
SITE STORMWATER CONVEYANCES OR RECEIVING WATERS, OR ON SITE
WETLANDS AND SURFACE WATERS. BMP'S SHALL BE DESIGNED, INSTALLED, AND
MAINTAINED BY THE SITE OPERATOR TO ENSURE THAT OFF SITE SURFACE WATER
QUALITY REMAINS CONSISTENT WITH STATE AND LOCAL REGULATIONS. [THE
OPERATOR IS THE ENTITY THAT OWNS OR OPERATES THE CONSTRUCTION
ACTIVITY AND HAS AUTHORITY TO CONTROL THOSE ACTIVITIES AT THE PROJECT
NECESSARY TO ENSURE COMPLIANCE.]

B.) OFF SITE SURFACE WATER DISCHARGES, OR DISCHARGES TO ONSITE WETLANDS
OR SURFACE WATERS WITH TURBIDITY IN EXCESS OF 29 NEPHELOMETRIC
TURBIDITY UNITS (NTU'S) ABOVE BACKGROUND LEVEL SHALL  BE IMMEDIATELY
CORRECTED. SUCH INCIDENTS SHALL BE REPORTED TO WATER RESOURCES
WITHIN 24 HOURS OF THE OCCURRENCE. THE REPORT SHALL INCLUDE THE CAUSE
OF THE DISCHARGE AND CORRECTIVE ACTIONS TAKEN.

C.) THE OPERATOR SHALL ENSURE THAT ADJACENT PROPERTIES ARE NOT IMPACTED
BY WIND EROSION, OR EMISSIONS OF UNCONFINED PARTICULATE MATTER IN
ACCORDANCE WITH RULE 62-296.320(4)(C)1, F.A.C., BY TAKING APPROPRIATE
MEASURES TO STABILIZE AFFECTED AREAS.

D.) FUEL AND OTHER PETROLEUM PRODUCT SPILLS THAT ENTER STORMWATER
DRAINS OR WATERBODIES, OR FUEL AND OTHER PETROLEUM PRODUCT SPILLS
THAT ARE IN EXCESS OF 25 GALLONS SHALL BE CONTAINED, CLEANED UP, AND
IMMEDIATELY REPORTED TO WATER RESOURCES. SMALLER GROUND SURFACE
SPILLS SHALL BE CLEANED UP AS SOON AS PRACTICAL.

E.) IF CONTAMINATED SOIL AND/OR GROUNDWATER IS DISCOVERED DURING
DEVELOPMENT OF THE SITE, ALL ACTIVITY IN THE VICINITY OF THE
CONTAMINATION SHALL IMMEDIATELY CEASE, AND WATER RESOURCES SHALL BE
CONTACTED.

F.) PRIOR TO DEMOLITION OF EXISTING ON SITE STRUCTURES AN ASBESTOS SURVEY
AND/OR ASBESTOS NOTIFICATION MAY BE REQUIRED.

G.) NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM:
i.  NPDES CONSTRUCTION GENERIC PERMIT COVERAGE SHALL BE  OBTAINED AT
LEAST 48 HOURS IN ADVANCE OF CONSTRUCTION COMMENCEMENT IN
ACCORDANCE WITH RULE 62-621.300(4)(a), F.A.C.
ii.  A COPY OF THE CERTIFIED NPDES NOI, OR A COPY OF THE FDEP COVERAGE
CONFIRMATION LETTER SHALL BE POSTED AT THE SITE IN ACCORDANCE WITH
RULE 62-621.300(4)(A) PART III.C.2, F.A.C.
iii.  A COPY OF THE CERTIFIED NPDES NOI, OR A COPY OF THE FDEP COVERAGE
CONFIRMATION LETTER SHALL BE PROVIDED TO WATER RESOURCES IN
ACCORDANCE WITH RULE 62-621.300(4)(a)PART III.D.1, F.A.C.
iv.  THE SWPPP SHALL BE CERTIFIED IN ACCORDANCE WITH RULE
62-621.300(4)(a)PART V.D.6, F.A.C.
v.  A COPY OF THE SWPPP, AND COPIES OF THE INSPECTION AND MAINTENANCE
RECORDS SHALL BE MAINTAINED AT THE PROJECT SITE, AND SHALL BE READILY
AVAILABLE TO COUNTY OR STATE INSPECTORS.

H.) THE DISCHARGE OF GROUNDWATER PRODUCED THROUGH DEWATERING, TO
SURFACE WATERS, OR ANY PORTION OF THE MS4 WILL REQUIRE SEPARATE
PERMITTING FROM THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION
(DEP). PERMIT(S) SHALL BE OBTAINED PRIOR TO THE COMMENCEMENT OF
DEWATERING.

POLLUTION PREVENTION NOTES:

1"= 20'
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PERMIT SET

3820 NORTHDALE BLVD., SUITE 300B
TAMPA, FLORIDA 33624

Phone: (813) 812-4100
Fax: (813) 812-4101

FLORIDA BUSINESS CERT. OF AUTH. No. 30780

S
U

S
T

A
IN

A
B

L
E

 D
E

S
IG

N
L

A
N

D
S

C
A

P
E

 A
R

C
H

IT
E

C
T

U
R

E
S

IT
E

 C
IV

IL
 A

N
D

 C
O

N
S

U
L

T
IN

G
 E

N
G

IN
E

E
R

IN
G

L
A

N
D

 S
U

R
V

E
Y

IN
G

P
R

O
G

R
A

M
 M

A
N

A
G

E
M

E
N

T
P

E
R

M
IT

T
IN

G
 S

E
R

V
IC

E
S

T
R

A
N

S
P

O
R

T
A

T
IO

N
 S

E
R

V
IC

E
S

N
EW

 E
N

G
LA

N
D

U
PS

TA
TE

 N
EW

 Y
O

R
K

N
EW

 Y
O

R
K 

M
ET

R
O

LE
H

IG
H

 V
AL

LE
Y,

 P
A

SO
U

TH
EA

ST
ER

N
, P

A

PH
IL

AD
EL

PH
IA

, P
A

SO
U

TH
ER

N
 M

AR
YL

AN
D

BA
LT

IM
O

R
E,

 M
D

TA
M

PA
, F

L

C
EN

TR
AL

 V
IR

G
IN

IA
C

H
AR

LO
TT

E,
 N

C
R

AL
EI

G
H

, N
C

N
O

R
TH

ER
N

 V
IR

G
IN

IA

N
EW

 J
ER

SE
Y

TM

R
EH

O
BO

TH
 B

EA
C

H
, D

E

W
AS

H
IN

G
TO

N
, D

C

REVISIONS

REV DATE COMMENT BY

LOCATION OF SITE

FOR

PROJECT No.:
DRAWN BY:
CHECKED BY:
DATE:
SCALE:
CAD I.D.:

SHEET NUMBER:

SHEET TITLE:

PROJECT:

G:\2015\FLT150119-WAWA SR 56 & TROUT CREEK\DRAWINGS\CIVIL\PLAN SETS\PLAN SET\FLT150119EB0.DWG PRINTED BY: VRETANA  10.21.15 @ 10:01

FLT150119
ASZ
JAB

9/14/15

SITE
CONSTRUCTION

DRAWINGS

SR 56 & TROUT CREEK DR.
WESLEY CHAPEL

PASCO COUNTY, FL

It's fast. It's free. It's the law.

www.callsunshine.com

No. 74566

STATE OF

10/21/2015

AS NOTED
EB0

C-8

PHASE II SOIL
EROSION

CONTROL PLAN

FILTER FABRIC

3'
 O

R
 M

O
R

E

12
" M

IN
.

8"

WOOD 2" x 4"

STEEL 1.33 LBS/FT. MIN.
OAK 1 1/2" x 1 1/2"

15
"-

18
"

WOOD 2 1/2" MIN. Ø

6' MAX.

(IN  CONFORMANCE WITH
SEC. 985 F.D.O.T. SPEC.)

LEGEND:
PROPOSED SILT FENCE / CONSTRUCTION FENCE

PROPOSED SITE CONSTRUCTION FENCE

INLET / STRUCTURE PROTECTION

EXISTING CATCH BASIN

EXISTING STORM SEWER

PROPOSED STORM STRUCTURE

PROPOSED TREE PROTECTION

SOIL TRACKING PREVENTION MAT

SF SF

2 LAYERS NON WOVEN FILTER
FABRIC TO BE SECURED OVER
ENTIRE BASIN OPENING



PP

PP

WM

WM

CO

LP

PP

LP

STATE ROAD NO. 56

T
R

O
U

T
 C

R
E

E
K

 R
O

A
D

NORTH VILLAGE LANE

FUEL PRICING SIGN
(BY OTHERS)

PROP. WARNING
SIGNS

PROP. STOP
SIGN

FUEL PRICING SIGN
(BY OTHERS)

PROP. AIR
PUMP SIGN

RELOCATED
SIGN

PROP. ADA
STRIPING

PROP STRIPING
(TYP)

PROP. 4" YELLOW
STALL STRIPING

(SEE DETAIL SHEET)

PROP. 4" YELLOW
STALL STRIPING

(SEE DETAIL SHEET)

PROP. 4" YELLOW
STALL STRIPING

(SEE DETAIL SHEET)

PROP. DIRECTIONAL ARROWS (TYP)
PER FDOT INDEX No. 17346

PROP. DIRECTIONAL ARROWS (TYP)
PER FDOT INDEX No. 17346

PROP. DIRECTIONAL ARROWS (TYP)
PER FDOT INDEX No. 17346

PROP. ACCESSIBLE
PARKING SIGN (TYP.)

(SEE DETAIL)

PROP. 24" WIDE STOP
BAR PER FDOT INDEX
No. 17343

PROP. 24" WIDE STOP
BAR PER FDOT INDEX
No. 17343

PROP. 6" CROSSWALK STRIPPING
PER FDOT INDEX No. 17346

PROP. 6" CROSSWALK STRIPPING
PER FDOT INDEX No. 17346

LP

LEGEND:
PROPERTY LINE

EXIST. TREE TO REMAIN

PROP. BUILDING

PROP. BUILDING SETBACK LINE

PROP. CONCRETE PAVEMENT

PROP. DETECTABLE WARNING SURFACE

1"= 30'

0 307.51530

AS NOTED
SP0

C-9

PAVEMENT
MARKING &

SIGNAGE PLAN

SIGNAGE NOTES:
1. ALL PAVEMENT MARKINGS AND SIGNAGE SHALL BE IN ACCORDANCE WITH THE "MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS", LATEST EDITION; AND LOCAL DEVELOPMENT
CODE.

2. FREE STANDING SIGNAGE SHOWN FOR REPRESENTATIONAL PURPOSES ONLY, AND SHALL BE PERMITTED
SEPARATELY.  CONTRACTOR TO COORDINATE WITH WAWA SIGN VENDOR FOR PERMITTED LOCATION AND
SIZE.

3. ALL PAVEMENT MARKINGS WITHIN FDOT RIGHT-OF-WAY SHALL BE THERMOPLASTIC.
4. ALL EXISTING PAVEMENT MARKINGS THAT ARE IN CONFLICT WITH PROPOSED MARKINGS SHALL BE REMOVED

BY HYDRO-BLASTING.
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1.6" MIN
2.4" MAX.< 2"

EDGE OF
DETECTABLE
WARNING

< 
2"

1.
6"

 M
IN

2.
4"

 M
AX

.

TRUNCATED DOME

0.9" MIN
1.4" MAX.

0.2" ± 0.02"

INTEGRAL DOME

THE TOP WIDTH OF THE DOME SHALL BE A
MINIMUM OF 50% AND A MAXIMUM OF 65% OF
THE BASE DIAMETER.TRUNCATED DOME

BASE-TO-BASE SPACING SHALL BE 0.65" MINIMUM
BETWEEN DOMES.

PLAN VIEW

ALL SIDEWALK CURB RAMPS SHALL HAVE DETECTABLE WARNING SURFACES THAT
EXTEND THE FULL WIDTH OF THE RAMP AND IN THE DIRECTION OF TRAVEL 24
INCHES (610 mm) FROM THE BACK OF CURB WITHIN FDOT ROW'S AND 30 INCHES (610
mm) FROM THE BACK OF CURB AT ALL OTHER LOCATIONS.

ON RAMPS THAT ARE PERPENDICULAR WITH THE CURB LINE,
THE DOME PATTERN SHALL BE IN-LINE WITH THE DIRECTION
OF TRAVEL. ON RAMPS INTERSECTING CURBS ON A RADIUS,
THE DOME PATTERN SHALL BE IN-LINE WITH THE DIRECTION
OF TRAVEL TO THE EXTENT PRACTICAL.

2 FT WITHIN FDOT ROW'S
3 FT OTHER LOCATIONS

WIDTH OF SIDEWALK

CURB RAMP DETECTABLE WARNING
DETAIL

NOT TO SCALE
(PER FDOT INDEX #304)
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FDOT TYPE 'D' CURB
NOT TO SCALE

(PER FDOT INDEX #300)

CURB TRANSITION DETAIL
NOT TO SCALE

PAVEMENT
OR

SIDEWALK

AS NOTED
SD0

D-1

CONSTRUCTION
 DETAILS
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PRIOR TO INSTALLATION.

TREE (IF REQUIRED BY LOCAL
JURISDICTION)

JASMINE. SEE NOTE

STAMPED CONCRETE
SEE DETAILS FOR PATTERN

5' VARIES

2'

ASHPALT
DRIVE
AISLE

STAMPED
CONCRETE

LANDSCAPE
PLANTER

PINE BARK MULCH
TOP OF MULCH FLUSH WITH
CONCRETE

SECTION

PLAN

2'

CONCRETE
 PARKING

LANDSCAPE
AREA

ASPHALT DRIVE
ISLE

TREE (IF REQUIRED BY LOCAL
JURISDICTION)

NO GROUND COVER WITHIN 18" OF TREE

JASMINE
1. TO BE FULL PLANT, FLORIDA NO.1 GRADE OR

BETTER, 1 GALLON CONTAINERS
2. PLANT 9" ON CENTER SPACING, 6" MINIMUM

LENGTH RUNNERS

WAWA GENERAL DETAILS

TREE (IF REQUIRED BY LOCAL JURISDICTION)

JASMINE. SEE NOTE

8"
CURB

CONCRETE
PARKING

8"
CURB

VARIES
LANDSCAPE

PLANTER
TRUCK

LOADING

PINE BARK MULCH
TOP OF MULCH FLUSH WITH
CURB

SECTION

ASPHALT

FLUSH SIDEWALK WITH
PARKING

CONCRETE

18
.5'

18
"

LANDSCAPE
AREA

PLAN

18"

18"

NO GROUND COVER
WITHIN 18" OF TREE

TREE (IF REQUIRED BY LOCAL
JURISDICTION)

JASMINE
1. TO BE FULL PLANT, FLORIDA NO.1 GRADE OR

BETTER, 1 GALLON CONTAINERS
2. PLANT 9" ON CENTER SPACING, 6" MINIMUM

LENGTH RUNNERS.

 4" STAMPED CONCRETE
(IF ALLOWED BY LOCAL CODE)

 4" STAMPED CONCRETE
(IF ALLOWED BY LOCAL

CODE)

STAMPED
CONCRETE

5'
 (A

D
A 

PA
TH

)

18
"

8"

2'

1
2" EXP. JOINT AND

PREFORMED JOINT
FILLER

JOINT SEAL

WAWA TYPE B1 CURB

R
9 16

"'

CONC. PAVT.

5' (ADA PATH)

APPROX. LOCATION
OF ADA PATH

WAWA TYPE B1 CURB
STAMP TO MATCH ADJACENT CONCRETE

WAWA TYPE B1 CURB
STAMP TO MATCH ADJACENT SIDEWALK

3"

WAWA CURB DETAILS

8"

18"

7"

6" 12"

6"
6" 3" RR2"

WAWA TYPE F1 CURB

 TYPE B1 CURB

WAWA TYPE B1 CURBWAWA TYPE B1 CURB
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VARIES

PROVIDE BUTYL RUBBER SEALANT BETWEEN CASTING AND
RISER (TYP.)

24" CAST IRON COVER BOLTED
(TYP.)

FINISHED GRADE

WATER TIGHT
GASKETSANITARY

TEE

15% OF D

WATER TIGHT
GASKET

CAST IN PLACE
COUPLING

24" CAST IRON COVER
BOLTED (TYP.)

HEAVY DUTY CAST IRON
INSPECTION PORT.

6" CAP (BOLTED)

8" AASHTO #57 STONE BEDDING

2 COATS APPROPRIATE INERT
COATING

1) WHEN LOCATED IN DRIVEWAYS OR PAVED AREAS, GREASE TRAP TO BE DESIGNED FOR APPROPRIATE LOAD BEARING
CONDITIONS. GREASE TRAP SHALL BE CAPABLE OF WITHSTANDING HS-20 LOADING.

2) ALL PIPE PENETRATIONS SHALL BE WATERTIGHT.

3) GREASE TRAP SHALL BE PROVIDED WITH GAS-TIGHT MANHOLE COVERS, IN ACCORDANCE WITH TOWNSHIP STANDARD
SPECIFICATIONS.

4) PRECAST CONCRETE SHALL HAVE A MINIMUM 28-DAY COMPRESSIVE STRENGTH 5000 PSI.

5) EXTERIOR CONCRETE SURFACES BELOW GRADE SHALL HAVE 2 COATS OF COAL TAR EPOXY.

6) SPECIFIC SEALANT DETAIL AT CONCRETE RISER TO CONCRETE VAULT INTERFACE SHALL BE WATERTIGHT. AT A MINIMUM, THE
JOINT SHALL BE SEALED WITH BUTYL RUBBER SEALANT (KENT SEAL #2 OR APPROVED EQUIVALENT) AND THE EXTERIOR OF THE
JOINT SHALL BE SEALED WITH NON-SHRINK GROUT IN CONFORMANCE WITH THE TOWNSHIP STANDARD GREASE TRAP DETAIL.

7) TANK SHALL BE TESTED FOR WATER TIGHTNESS BY FILLING FOR 24 HRS. TO SOAK, THEN TOPPED OFF, AND THEN WATCHED
FOR 24 HRS. NO DROP IN WATER IS ALLOWED.

8) CAST IRON SHALL BE BOLTED TO CONCRETE WITH MASTIC TAPE (KENT SEAL OR APPROVED EQUIVALENT)  SEALANT.

9) MAXIMUM EARTH COVER=5.0', HS-20 LOADING.

10) INLET AND OUTLET EQUIPPED WITH PIPE SEALS.

ALL INLET AND OUTLET PIPES SHALL BE INSTALLED NO MORE THAN 6" FROM THE BOTTOM OF THE GREASE TRAP. TANK TAPERS
TOP TO BOTTOM AND IS TRAPEZOIDAL IN CROSS SECTION.
TANK IS 5000 PSI CONCRETE-STEEL REINFORCED  (@ 28 DAYS) CONCRETE CONFORMS TO ACI 318-16-4.5.1 AND 318-16-4.5.2,
ASTM A615 AND A185

NOTES:

-DIMENSION:  10'7" INTERIOR/ 11'7" EXTERIOR LENGTH x 5'2" INTERIOR/ 6'2"" EXTERIOR WIDTH

NOTE: 1250 GALLON (2 COMPARTMENT) TANK

VARIES

HEAVY DUTY CAST IRON
INSPECTION PORT.
6" CAP (BOLTED)

24"24"

3"

6"

1"

2"

6"

6"

6"

4"

6"

8"

6" WHITE PVC OR AS
SHOWN ON PLAN

MIN. 3/4" GAP
4" DOWN SPOUT

1" ABOVE GRADE
PIPE TO BE CUT

FLOWFLOWFLOWFLOW

FINISHED GRADE

TOP SECTION VALVE BOX (CAST
IRON)

PIPE SIZE & CLASS AS REQUIRED PER
GRADING PLAN

PIPE SIZE & CLASS AS REQUIRED PER
GRADING PLAN

TOP SECTION VALVE BOX (CAST
IRON)

FINISHED GRADE

ONE WAY CLEAN-OUT TWO WAY CLEAN-OUT

8"

NOTE: SEE SPECIFICATIONS FOR APPROVED
BEDDING MATERIAL.

NOTE: SEE SPECIFICATIONS FOR APPROVED
BEDDING MATERIAL.

(USE WITHIN 5' OF THE BUILDING ONLY)

8"

24" x 24" 3,300 PSI  CONCRETE PAD TO BE
PROVIDED IN LANDSCAPED AREAS ONLY,
OR AS REQUIRED BY LOCAL MUNICIPALITY

24" x 24" 3,300 PSI  CONCRETE PAD TO BE
PROVIDED IN LANDSCAPED AREAS ONLY,
OR AS REQUIRED BY LOCAL MUNICIPALITY
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WESLEY CHAPEL

PASCO COUNTY, FL

It's fast. It's free. It's the law.

www.callsunshine.com

No. 74566

STATE OF

10/21/2015

NOTE: TO BE CONSTRUCTED PER FDOT SPECIFICATIONS (SECTIONS 330, 351, 200, & 160), GEOTECHNICAL ENGINEERING REPORT, AND WAWA SPECIFICATIONS

1 1/2" FDOT SP 9.5 TL-B
ASPHALT

8" BASE MIN LBR-10012" FDOT TYPE B STABILIZED
SUBGRADE LBR 40, FDOT 160-2

8" BASE MIN LBR-10012" FDOT TYPE B STABILIZED
SUBGRADE LBR 40, FDOT 160-2

1 1/2" FDOT SP 9.5 TL-B
ASPHALT

SUBGRADE WITH LESS THAN 6.0 LBR WILL
REQUIRE A SPECIFIC SUBBASE AND
PAVEMENT DESIGN.

1 3/4" ASPHALT
CONCRETE, FDOT SP

12.5 TL-B

STANDARD DUTY ASPHALT PAVEMENT OPTIONS: SELECT ONE. TO BE DETERMINED BY SITE GEOTECHNICAL
ENGINEER

BASE:
1. FDOT SHELL ROCK, BANK RUN SHELL,

LIMEROCK, CRUSHED CONCRETE OR
CEMENT COQUINA BASE. LBR-100

2. BASE TO MEET LOCAL, FDOT,
GEOTECHNICAL REPORT & WAWA
SPECIFICATIONS

NOTE: TO BE CONSTRUCTED PER FDOT SPECIFICATIONS
(SECTIONS 350) AND GEOTECHNICAL ENGINEERING REPORT

NOTE: TO BE CONSTRUCTED PER FDOT SPECIFICATIONS (SECTIONS 350) AND
GEOTECHNICAL ENGINEERING REPORT

6" CONCRETE (MIN 4000 PSI) WITH FIBER
REINFORCEMENT

12" FDOT TYPE B STABILIZED SUBGRADE LBR 40,
FDOT 160-2
(PETROLEUM CONTRACTOR TO EXCAVATE AS
REQUIRED AND REPLACE WITH BACKFILL AS
SPECIFIED ON PETROLEUM PLANS)

8" CONCRETE (MIN 4000 PSI) WITH FIBER
REINFORCEMENT

12" FDOT TYPE B STABILIZED SUBGRADE LBR
40, FDOT 160-2
(PETROLEUM CONTRACTOR TO EXCAVATE AS
REQUIRED AND REPLACE WITH BACKFILL AS
SPECIFIED ON PETROLEUM PLANS)

NOTE: TO BE CONSTRUCTED PER FDOT SPECIFICATIONS
(SECTIONS 350) AND GEOTECHNICAL ENGINEERING REPORT

4" CONCRETE (MIN 3500 PSI) WITH FIBER
REINFORCEMENT

12" FDOT TYPE B STABILIZED SUBGRADE LBR
40, FDOT 160-2

ISOLATION JOINT DETAIL CONSTRUCTION JOINT DETAIL CONTROL JOINT DETAIL
AT STRUCTURES SUCH AS GAS ISLANDS, BUILDING  CANOPY
COLUMNS, ETC.

1 1/2" DEEP TOOL JOINT.
TO BE FILLED WITH FUEL
RESISTANT  CAULK.

1/2" ASPHALT IMPREGNATED OR
RUBBER EXPANSION MATERIAL

1/2" SEALTIGHT SNAP CAP TO BE FILLED  WITH
FUEL RESISTANT CAULK AFTER CURING

STRUCTURE

KEYWAY

1/4" MAX.

4"

6"

6" 6"

1/4" MAX.

NOTE: SEE ARCHITECT SPECIFICATIONS FOR COMPLETE CONCRETE DETAILS.

1 1/2" DEEP TOOL JOINT
TO BE FILLED WITH FUEL
RESISTANT  CAULK

NOTE: CONTRACTION JOINTS TO BE SPACED AT A WIDTH OF
WALKWAY OR A MAX. OF 10'.

NOTE: EXPANSION JOINTS TO BE SPACED 

1 1/2 " MIN.
 1/8 " HAND TOOLED

CONTRACTION JOINT
 1/2 " PREMOLDED ASPHALT

IMPREGNATED JOINT FILLER

2" TROWEL EDGE (ONLY
WHERE CALLED OUT IN PLANS)

 1/8 " RADIUS (TYP)

SIDEWALK

2" TROWEL EDGE (TYP. BOTH SIDES)
(ONLY WHERE CALLED OUT IN PLANS) POURED JOINT SEALER

 1/8 " RADIUS (TYP)

SIDEWALK

1/2 " NEOPRENE JOINT ASPHALT
IMPREGNATED (ADJACENT
CURBING & BUILDING -SEE
PLANS)

 1/2 " RADIUS ON ALL
EDGES

(SEE PLANS)

VARIES

CONTRACTION JOINTS EXPANSION JOINTS

NOTE: TO BE CONSTRUCTED PER FDOT INDEX 310 & FDOT
SPECIFICATIONS (SECTION 350)

NOTE: CONTRACTION JOINTS TO BE SPACED AT A WIDTH OF
WALKWAY OR A MAX. OF 10'.

NOTE: EXPANSION JOINTS TO BE SPACED 

1 1/2 " MIN.
 1/8 " HAND TOOLED

CONTRACTION JOINT
 1/2 " PREMOLDED ASPHALT

IMPREGNATED JOINT FILLER

2" TROWEL EDGE (ONLY
WHERE CALLED OUT IN PLANS)

 1/8 " RADIUS (TYP)

SIDEWALK

2" TROWEL EDGE (TYP. BOTH SIDES)
(ONLY WHERE CALLED OUT IN PLANS) POURED JOINT SEALER

 1/8 " RADIUS (TYP)

SIDEWALK

1/2 " NEOPRENE JOINT ASPHALT
IMPREGNATED (ADJACENT
CURBING & BUILDING -SEE
PLANS)

 1/2 " RADIUS ON ALL
EDGES

(SEE PLANS)

SEE CONCRETE SIDEWALK
TYPICAL CROSS SECTION

VARIES

CONTRACTION JOINTS EXPANSION JOINTS SIDEWALK

CO

ISOLATION
JOINT AT
BUILDING

PERIMETER
(SEE DETAILS)

CONSTRUCTION
JOINT AT

SIDEWALK/
PARKING

INTERFACE
(SEE DETAILS)

CONTROL JOINT -
SPACING TO BE 15' MAX.

CONTROL JOINT AT
CENTER LINE OF
PARKING STALLS
PARALLEL TO
SIDEWALK/PARKING
INTERFACE

ASPHALT TO CONCRETE
TRANSITION

0.2
"

2.3
5"

$200.00 FINE

PARKING  BY
DISABLED

PERMIT
ONLY

F.S. 318.18

NOTES:
1. ALL LETTERS ARE 1" SERIES "C" PER
MUTCD.
2. TOP PORTION OF SIGN SHALL     HAVE
A REFLECTORIZED (ENGINEERING
GRADE) BLUE    BACKGROUND WITH
WHITE REFLECTORIZED LEGEND AND
BORDER.
3. BOTTOM PORTION OF SIGN SHALL
HAVE A REFLECTORIZED (ENGINEERING
GRADE) WHITE BACKGROUND WITH
BLACK OPAQUE LEGEND AND BORDER.
4. FINE NOTIFICATION SIGN SHALL HAVE
A REFLECTORIZED (ENGINEERING
GRADE) WHITE BACKGROUND WITH
BLACK OPAQUE LEGEND & BORDER.
CONTRACTOR SHALL VERIFY FINE
AMOUNT & ORD. NO.
5. ONE(1) SIGN REQUIRED FOR EACH
PARKING SPACE.
6. INSTALLATION HEIGHT OF SIGN SHALL
BE 60" ABOVE THE FINISHED GRADE TO
THE BOTTOM OF THE SIGN. ON UNIFORM
TRAFFIC CONTROL DEVICES (MUTCD).
7. SIGN POST TO BE GALVANIZED
BREAKAWAY STEEL U POST.
8. SIGN TO BE FASTENED TO POST WITH
ACORN NUT.

GALVANIZED
BREAKAWAY STEEL U
POST

FASTENED WITH
ACORN NUT

TOP COVER

LAMP

PHOTO CONTROL

24"Ø SONO TUBE WITH
4 - #6 BARS, VERT.

#4 TIES @ 6" O.C. MAX.;
PROVIDE 4 - #4 TIES
@ 3" O.C. AT TOP OF PIER

5'-0" TYP. BELOW GRADE (MAYBE
4'-0" FOR SOIL W/ SOIL COHESION

~n 125 PSF)

6"
 M

AX
. T

YP
.

VE
RI

FY
 W

IT
H 

AR
CH

.

* NOTE: PROVIDE 6"
IDEALSHIELD (WHITE)
BOLLARD @ SITE LIGHT @
PARKING SPACES AS
DIRECTED BY WAWA
PROJECT ENGINEER.

HANDHOLE W/
COVER MIN. 1/2"Ø X
15" L

FINISH GRADE

CONDUIT AS REQUIRED

NOTE: THIS DETAIL IS NOT CERTIFIED. FOR INFORMATIONAL PURPOSES ONLY. CONTRACTOR TO PROVIDE
SHOP DRAWINGS CERTIFIED BY STRUCTURAL ENGINEER.

CONCRETE CURB

3'-0" MIN*

ANCHOR
BOLTS

1'-0" MIN

25
'-0

"

SELECT ONE.
TO BE DETERMINED BY
LIGHTING CONSULTANT.

60
" A

BO
VE

PA
RK

IN
G 

SU
RF

AC
E

60
" A

BO
VE

PA
RK

IN
G 

SU
RF

AC
E

GALVANIZED
BREAKAWAY STEEL U
POST

LEGEND AND BORDER - RED
BACKGROUND - WHITE SIGN SHALL
BE R7-8 (12"X18")

GALVANIZED
BREAKAWAY STEEL U
POST

LEGEND AND BORDER - RED
BACKGROUND - WHITE SIGN
SHALL BE R7-8 (12"X18")

NOTE:  SIGNS SHALL MEET THE REQUIREMENTS OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

FASTENED WITH ACORN
NUT

FASTENED WITH
ACORN NUT

5'
TYP

4.25' 3.25' 4.25'5' 12'10'

5'
TYP

4.25' 4.25'

5'
TYP

5'
TYP

4.25' 3.625'

3.625'

10' 5'

12'

12' 5'

10'

10' 10'

3.25'

NOTE: ALL SIGNS TO USE ACORN BOLTS.

STRIPING, SPACING, AND CURB RAMPS SHALL COMPLY WITH THE LATEST STATE
OF FLORIDA ACCESSIBILITY CODE & FDOT STANDARD INDEX 17346

NOTE: ALL SIGNS TO USE ACORN BOLTS.

HANDICAP

BLUE

12'5'

6" WHITE STRIPE
SPACED 3.5' APART

W
HITE

6" 6"

W
HITE

BLUE
6"6"6" 6"

2" 2" 2"

BLUE

W
HITE

24"

6"

SEE APPROPRIATE CONCRETE
SECTION BELOW

SEE APPROPRIATE ASPHALT
SECTION
LEFT

12" FDOT TYPE B STABILIZED
SUBGRADE LBR 40, FDOT
160-2

20"

8.5"

12"

53.5"

42"

46"

MADE OF ROLLED ALUMINUM:

STANDARD LENGTHS:

STANDARD HEIGHT:

INSTALLATION OPTIONS:

FINISHING OPTIONS:

MANUFACTURED BY:

6"

4"

1 1/2" SCHEDULE 40 ALUMINUM WITH 1 7/8" O.D.

60" SECTION FITS UP TO 5 BIKES

46"

SURFACE MOUNT

STANDARD CLEAR ANODIZED

IDEAL SHIELD
2525 CLARK ST
DETROIT, MI 48209
PHONE: 1-866-825-8659

SIDE ELEVATIONFRONT ELEVATION

CURB

PLAN VIEW

6"

3''

CURB ASPHALT

6"

4'

11"

BOLLARD (TYP) (SEE
DETAIL)

8.5
"

32"

3'

4'

CONCRETE PAD
48"W X 36"D X 6"H

EXCEL AIR MACHINE
MODEL #SC05

17
"

9.75"

15.37"

44
.29

"

CONCRETE PAD
(SEE STANDARD DUTY

CONCRETE DETAIL)

9.76"

ADA CONSTRAINED DIMENSION 10" MAX

BOLLARD (TYP) (SEE
DETAIL)

10" PVC SLEEVE

6" BOLLARD W/ COVER

16
.5"

24" 8"

8"

34
.35

"

SLOPE TOWARDS
ASPHALT

CAULK/GROUT DETAIL
FOR LANDSCAPED &
BITUMINOUS AREAS

COVER EMBEDDED
1
2" INTO SEALANT

1" SIKAFLEX
1C SL SEALANT

3" NON-SHRINK
GROUT

LANDSCAPEDBITUMINOUS

CONCRETE
ENCASEMENT
POURED FLUSH
TO SUBGRADE

CONCRETE
ENCASEMENT

POURED FLUSH
TO SUBGRADE

BITUMINOUS
 PAVING &

SUBGRADE 4" TOPSOIL

PEA GRAVEL

10" SCH. 40
PVC SLEEVE

10" SCHEDULE 40
PVC SLEEVE CUT
FLUSH WITH TOPSOIL4" TOPSOIL

NEOPRENE TAPE

AUGER BORE

SUBGRADE

CONCRETE
ENCASEMENT

6" COMPACTED
PEA GRAVEL BED

6" SCH. 80
STEEL PIPE

1
8" PLASTIC COVER

BY IDEAL SHEILD
ALL COVERS TO BE WHITE

PEA GRAVEL

LANDSCAPED AREAS

PVC SLEEVE CUT
FLUSH WITH FINISH

ELEVATION OF
BITUMINOUS/TOPSOlL

VARIES

(TOP OF PIPE)

5' MIN

3"
33

"

3'-
3"

3'-
0"

10 3/4"1'-6"

2'-
11

 1/
2"

CUT 1" BELOW
FINISHED SIDEWALK

ELEVATION

1/2" BELOW FINISH
INTO SEALANT

1" SIKAFLEX  1C
SL
SEALANT

3" NON
SHRINK
GROUT

10" SCH. 40 PVC
SLEEVE

GENERAL DETAILS AND
CAULK/GROUT DETAIL

FOR CONCRETE AREAS

CONCRETE
ENCASEMENT

PEA GRAVEL
6" SCH. 80
STEEL PIPE

FACE OF SIDEWALK
10" SCHEDULE 40
PVC SLEEVE CUT 1"
BELOW FINSIHED
SIDEWALK ELEVATION

CONCRETE & SUBBASE
VARYING THICKNESS

NEOPRENE TAPE

AUGER BORE

SUBGRADE

CENTER OF BOLLARD
9" MIN. FROM

EDGE OF POUR

CONCRETE
ENCASEMENT

6" COMPACTED
PEA GRAVEL BED

1
8" PLASTIC COVER
BY IDEAL SHIELD
ALL COVERS TO BE WHITE

6" SCH. 80
STEEL PIPE

10" SCHEDULE 40
PVC SLEEVE CUT
FLUSH WITH FINSIH
BITUMINOUS ELEVATIONBITUMINOUS

PAVING &
SUBGRADE

NEOPRENE TAPE

AUGER BORE

SUBGRADE
CONCRETE

ENCASEMENT

6" COMPACTED
PEA GRAVEL

BED

6" SCH. 80
STEEL PIPE

1
8" PLASIC COVER
BY IDEAL SHEILD

ALL COVERS TO BE WHITE

PEA GRAVEL

PEA GRAVEL

CONCRETE AREAS

BITUMINOUS AREAS

VA
RI

ES

ADJACENT SURFACEADJACENT SURFACEADJACENT SURFACE

CONDUIT

4X4 PRESSURE TREATED POST
SLEEVED IN WHITE VINYL

EMERGENCY PUMP
SHUTOFF BUTTON

10"X 7" WHITE ALUMINUM
SIGN WITH RED LETTERS

WHITE VINYL CAP

48"

18"

STAINLESS BOLTS (TYP)




