PASCO COUNTY, FLORIDA
INTEROFFICE MEMORANDUM

TO:  Joaquin Servia
Development Review Manager

FROM: Beverly Trudell M

Senior Devblopment Review
Technician

DATE: 9/9/15 FILE: PDD15-1681

SUBJECT: Lutz Famous Tate - US
41/ Dale Mabry — Preliminary
Site/Construction Plan and
Stormwater Management Plan
and Report
(Project No. SML15-042)
Recommendation: Approval
with Conditions
(Attachment No. 1)

REFERENCES: Land Development Code,
Sections 300, Procedures;
403, Site Development;
and 900, Development
Standards; Comm. Dist. 3

PROJECT DESCRIPTION:

Commission District:
Project Name:
Developers' Name:
Location:

Parcel ID No.:

Land Use Classification:

Zoning District:

Acreage:

Use/Square Feet:

Flood Zone:

Water/Sewage:

Mobility Fee Assessment District:
Mobility Fee Collection/Benefit District:
Roads:

Certificate of Capacity:

DEVELOPER'S REQUEST:

The Honorable Kathryn Starkey
Lutz Famous Tate

Famous Tate of New Tampa, LLC
On the west side of Land O’ Lakes
Boulevard and east of Dale Mabry Highway
(Attachment No. 2)
36-26-18-0000-02400-0020

Res-9

MPUD

1.56 Acre, m.o.l.

Retail/13,700 Square Feet

X

FGUA/FGUA

A

2

Public and Private

Initial

The applicant/developer of Lutz Famous Tate is requesting approval of a Preliminary
Site/Construction Plan and Stormwater Management Report for a 13,700 retail building

(Attachment No. 3).
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BACKGROUND AND FINDINGS OF FACT:

See Attachment No. 4

Certificate of Capacity:

An Initial Certificate of Capacity is being issued for a 13,700 square foot retail/appliance sales
building. Any conditions required pursuant to the issuance of the certificate are attached to the
Initial Certificate of Capacity (Attachment No. 5).

RECOMMENDATION:

The Planning and Development Department approves the Preliminary Site/Construction Plan
and Stormwater Management Plan and Report request with the attached conditions.

ATTACHMENTS:

Conditions of Approval

Location Map

Site Plan

Background and Findings of Fact
Initial Certificate of Capacity

b=

PLANNING AND DEVELOPMENT DEPARTMENT ACTION:

APPROVED

Pasco County

And Thelr Intent

(PDD15-1681)
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ATTACHMENT NO. 1 - CONDITIONS OF APPROVAL
LUTZ FAMOUS TATE

Hard-Copy Site Development Permit

Before commencing approved construction activities, the applicant/developer shall
obtain from the Planning and Development Department an authorization to commence
approved construction, a.k.a. "a hard copy Site Development Permit." To obtain said
authorization the following must be submitted to the Planning and Development
Department:

a. The completed notarized acknowledgment portion of the attached agenda
memorandum. The owner/developer are hereby notified that the effective date of
this development approval shall be the date of the final County action: however,
no activity shall commence on site until such time as the acknowledgment portion
of this document is completed (including notarization) and received by the
Planning and Development Department.

b. A copy of all required State and Federal permits from the appropriate agencies,
including drawings, plans, etc.

No construction shall commence until the permit has been properly posted on the site.

General Conditions

The developer acknowledges that approval of this Preliminary Site Plan (PSP) does not
establish vested rights with respect to construction of the project. Further, the developer
acknowledges that no permit shall be issued or plat approved without the issuance of a
Final Certificate of Capacity.

All construction work, including roads, drainage, and utilities, shall be constructed in
accordance with County design standards and tested in compliance with the Engineering
Services Department's Testing Specifications for Construction of Roads, Storm
Drainage, and Utilities.

The applicant/developer shall acknowledge that should the County collect funds under a
guarantee document, the developer shall authorize the County or its designee access to
the property in question to complete the required work.

The applicant/developer shall acknowledge that should the County be required to
institute legal proceedings in order to collect any funds under a guarantee document, the
developer shall be responsible for attorney's fees and court costs incurred by the County
in such action.

The developer acknowledges that an appeal may be filed against the decision of the
within 30 days of the date of this approval. Any development that takes place within the
30-day-appeal deadline shall not establish vested rights with respect to construction of
the project.

(PDD15-1681)
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10.

11.

12.

13.

14,

15.

Site plans approved by the Planning and Development Department are the final
approved documents. Changes/additions/deletions to approved site plans; i.e., building
size, location, loading zones, etc., require revised site plan submittal, review fee, and
approval in accordance with the Land Development Code (LDC), Sections 300, 403,
and 900.

The applicant/developer or project contractor shall notify the Project Management
Division at least five working days prior to commencing any activity on the site.

Where underground water mains and hydrants are to be provided, they shall be
installed, completed, and in service prior to combustibles being brought on site (National
Fire Protection Association, NFPA-1, 16.4.3.1.3).

The applicant/developer acknowledges that the Preliminary Site Plan (PSP) shall expire
within six years of the original approval date if the project has not received construction
plan approval for the entire development. In the event that the applicant/developer does
not comply with this provision, all plans related to the uncompleted portion of the PSP
approval shall be deemed void, and approval shall be deemed withdrawn unless an
extension has been obtained from the County Administrator or designee prior to
expiration of any of the time limits provided above. Any extension shall be applied for at
least 60 days prior to expiration of any of the above time limits.

In the event the PSP is voided, all subsequent submittals shall comply with regulations in
effect at the time of the said resubmittals.

Construction Plan

All handicapped parking spaces shall be signed and marked in accordance with the
Florida Department of Transportation (FDOT) standards index. All regular/standard
parking spaces shall be striped in white.

All construction within non-County-maintained right-of-way will require a Driveway
Connection Permit. The applicant/developer shall obtain a Driveway Connection Permit
from the County.

Curb ramps are required at all intersections of curbs and sidewalks and shall be
constructed in conformance with the uniform Federal Accessibility Standards published
by the General Services Administration, Department of Housing and Urban
Development, Department of Defense, and United States Postal Service
(Section 336.045, Florida Statutes).

For commercial sites with 25 or more parking spaces, all signs and markings shall
conform to the Manual on Uniform Traffic Control Devices.

Florida State Statute 316.1955 and 316.1956 require all handicapped parking spaces
shall be signed and marked in accordance with Florida Department of Transportation
standards index.
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16.

17.

18.

19.

20.

21.

22.

Prior to any construction activity, the developers shall ensure that proper erosion and
sediment control measures are in place. The applicant/developer or project contractor
shall notify the Stormwater Management Division at least two working days prior to
commencing any site preparation, including clearing and grubbing work, for a
preinspection of the sediment and erosion-control devices. The developer shall control
all fugitive dust originating from the project site and shall indicate on the construction
drawings the manner in which fugitive dust is to be controlled. Further, all retention pond
side slopes and associated swales shall be sodded to prevent soil erosion,

The applicant/developer acknowledges, in accordance with the LDC, Section 905.2,
Landscaping and Buffering, wooden fences are not allowed as a visual screen in any of
the buffer areas. If the applicant/developer proposes the use of a fence for a visual
screen within any buffer area vinyl fencing or chain-link fencing with black-out fabric or
slats shall be used.

The applicant/developer acknowledges, in accordance with the LDC, Section 905.2,
Landscaping and Buffering, any plant materials of whatsoever type and kind required by
the Landscape and Buffering regulations and this approval, shall be replaced within thirty
days of their demise and/or removal.

If, during construction activities, any evidence of historic resources including, but not
limited to, aboriginal or historic pottery, prehistoric stone tools, bone or shell tools,
historic trash pits, or historic building foundation, are discovered, work shall come to an
immediate stop, and the Florida Department of Historic Resources (State Historic
Preservation Officer) and the County shall be notified within two working days of the
resources found on the site.

If, during construction activities, any evidence of the presence of State and Federally
protected plant and/or animal species is discovered, work shall come to an immediate
stop, and the County shall be notified within two working days of the plant and/or animal
species found on the site.

Development Standards

The commercial dimensional standards are in accordance with the appropriate zZoning
district regulations and uses contained within the LDC for the specific parcel.

Building Permit/Certificate of Occupancy

Unless otherwise approved by the Emergency Services Director, when the development
is record platted, or where a plat is not required, prior to the issuance of the first Building
Permit, the development shall be included into a Pasco County Municipal Fire Service
Taxing Unit to provide fire protection. The developer shall submit a petition for inclusion
into the Pasco County Municipal Fire Service Taxing Unit at the time of record plat
submission, or when no plat is required, prior to the issuance of the first Building Permit.
In no case shall a Building Permit be issued unti such a petition has been received by
the Emergency Services Director.

(PDD15-1681)
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23.

24,

25.

26.

The applicant/developer acknowledge that a Building Permit shall be obtained for all
structures that have a footer, regardless of size, through the Central Permitting Division:;
I.e., including, but not inclusive of, buildings, accessories, dumpster walls, and retaining
walls.

A Registered Landscape Architect or other person as authorized by Chapter 481 , Florida
Statutes, as amended or other type of professional as approved by the County

The owner/developer shall arrange for a final site inspection approval by the Engineering
Services Department prior to the issuance of the Certificate of Occupancy (CO).

(PDD15-1681)
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OWNER'S / DEVELOPER'S' ACKNOWLEDGMENT:

The owner/ developer acknowledge that it has read, understood, and accepted the conditions of
approval.

15 Nl Dot

Date ignature
JOHN HORST
Print Name
PRESIDENT
Title
STATE OF FLORIDA i
COUNTY OF s bors ».;)\

The foregoing instrument was acknowledged before me the (] le Aaq m( f‘e-ﬂ-/{/;wb/{/‘ ey
(date), by \T;_, hn HT, N _ (name of person

acknowledging), f\ th “is' personally  known to me @H\mﬁhas_a-pmduced A JA
(type-gf—tdennﬂsatmn)_asﬁentrﬁeaﬁen—

Seal: Cﬁ&ﬂiifu w!- &4@ ,
NOTARY) O’

e, CLYDIA W. CRAIG

:‘9“* e(cu Notary Public - State of Florida
2.y @V3)% My Comm. Expires Oct 9, 2016
% Q\o:-*‘ Commission # EE 840254

W Bonded Through National Notary Assn.

(PDD15-1681)
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L. ANY LIGHTING USED TO ILLUMINATE ANY PARKING AREA
SHALL BE 50 ARRANGED AS TO DIRECT AND/OR SHIELD LIGHT
AWAY FROM ADJONING RESIDENTIAL PREMISES AND
RIGHT-OF-WAY.

LIGHTING NOTES:

SITE PLAN NOTES:

1., All utliity construction shall comply with the Pasco County
Standards for Design and Construction of Water and Wastewater
Facllities Specifications, latest edition.

2. All on-sita water and sewer fagilities shall be owned and
maintained by the awner-deveicper,

3. Installation of fuel storage tanks requires review and approval
by the Fire Marshal and the issuance of a saparata buiding
permit. Approval of the site plan does not constitute approval of
the locatian of the fuel tanks.

4. All propesed signs must be applied for, approved, and
permitted on an individual basls apart fram any ukimately
approved site pian. Approval of this site plan does not constitute
approval of any signage.

S. Handicap parking spaces will be properly signed and stiped In
accordance with Florida Statute 316, the Manual on Uniform
Traffic Control Devices, or other applicable standards.

6. The architect/engineer certifies that the site has been designed
in accordance with the Americans with Disabilities Act.

7. All on-site parking spaces will be striped and signed in
accordance with the Manual en Uniform Traffic Control Devices,
latest edition. Parking spaces, directional arrows, and stop bars
shall be striped in WHITE. It shall be the owner/developer's
responsibility to properly sign and strige In accordance with
applicable standards.

8. The ownerfdeveloper acknowledges that this appraval does not
include any work in the County right-cf-way. All right-of-way
work shall be a functien of an approved Pasco Right-of-way Use
Permit.

9, Al clear-site areas shall be kept free of any signage plantings,
trees, eic. in excess of three-and-a-half (3-1/2) feet in height.

10. Nao irrigation system or landscaping shall be instalied in any
Caunty or State right-of-way without issuance of appropriate
Right-of-Way Use Permit.

loper acknowiledges that the site and its
ermits shall comply with all
rezoning/MPUD/PUD conditions

All structures, including buffer walls, retaining walls, signage, etc,
require building permits.

oy —i
)

15
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CONSTRUCTION NOTES:

1. IF during construction activities any evidence of historic
respurces, inciuding but not imited to 2boriginal or historic pottery,
prehisteric stone tools, bane or shell wols, historic trash pits, or
historic building foundation, are discovered, work shall come to an
immediate stop and the Florida Departmant of Historic Resources
(State Histaric Preservation Officer) and Paseo County shall be
notified within two working days of the rescurces found on the ste,

2. If during construction activities any evidence of the presance of
State and Federally protected plant and/or animal species is
discovered, work shall come to an immediate stop and Pasco County
shall be netified within two warking days of the plant andfor animal
speties found on the site
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CONSTRUCTION NOTES:
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ATTACHMENT NO. 4 - BACKGROUND AND FINDINGS OF FACT
LUTZ FAMOUS TATE

BACKGROUND:

1.

On November 29, 1988, the Board of County Commissioners approved Petition No.
4054, rezoning a portion of the subject property from an R-MH Mobile Home District to a
C-2 General Commercial District.

On November 29, 1988, the Board of County Commissioners approved Petition No.
4053, rezoning a portion of the subject property from an R-MH Mobile Home District to
an MF-2 Multiple Family High Density District.

On February 28, 1989, the Board of County Commissioners approved Petition No. 4052,
rezoning a portion of the subject property from an R-MH Mobile Home District to an R-3
Medium Density Residential District.

On May 23, 1989, the Board of County Commissioners approved Petition No. 4174,
rezoning a portion of the subject property from an A-R Agricultural-Residential District to
a C-2 General Commercial District.

On May 15, 2001, the Board of County Commissioners approved the U.S. 41/Dale
Mabry MPUD Master Planned Unit Development, Petition No. 5750.

On December 22, 2014, the Planning and Development Department recommended
approval for the Non-Substantial Modification to amend the previously approval to
increase the square-footage from 275,000 square-feet to a total of 281,000 square-feet,
Petition No. 5750.

FINDINGS OF FACT:

1.

Presently, the subject site is unimproved. However, the site is an outparcel of the U.S.
Highway 41/Dale Mabry Master Planned Unit of Development Plan known as Lot 2.

The Preliminary Site/Construction Plan and Stormwater Management Plan and Report
has been reviewed by the Planning and Development Department, and it has been
determined that the proposed use is consistent with the above-referenced zoning
district's permitted uses and with the Pasco County applicable provisions of the
Comprehensive Plan, as submitted.

The Preliminary Site/Construction Plan and Stormwater Management Plan and Report
for the above-subject project were prepared for Famous Tate of New Tampa by Aspire
Engineering, Inc and consist of 11 sheets dated March 2, 2015; the sheets were last
revised on September 3, 2015. The plans were originally received by the Planning and
Development Department on May 20, 2015 and final revisions were received on
September 9, 2015,

(PDD15-1681)
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4, A Timing and Phasing Application was submitted and found to be exempt from the
requirement to provide a Timing and Phasing Analysis and a Substandard Roadway
Analysis (SSRA).

5. The proposed commercial development is allowed within a RES-9 (Residential 9du/ga)
Future Land Use Category and is not considered a conflict pursuant to the
Comprehensive Plan; Administration Element.

The Planning and Development Department's approval of this Preliminary Site/Construction
Plan and Stormwater Management Plan and Report constitutes a finding by the Planning and
Development Department that the Preliminary Site/Construction Plan and Stormwater
Management Plan and Report, as conditioned, are consistent with those Goals, Objectives, and
Policies of the Comprehensive Plan and those provisions of the LDC that are applicable to
approvals. This action is based on the office review of the plans, supporting documentation,
and certifications of the Engineer of Record.

(PDD15-1681)
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INITIAL CERTIFICATE OF CAPACITY

REQUIRED FOR PRELIMINARY SITE PLANS, PRELIMINARY DEVELOPMENT PLANS,
NONRESIDENTIAL SUBDIVISION, RESIDENTIAL SUBDIVISION INTO MORE THAN ONE DWELLING UNIT
PER LOT, AND PUBLIC SCHOOL COMPREHENSIVE PLAN CONSISTENCY REVIEW
To Be Completed By Department Responsible for Approval Sought;

Completed Certificate Must Be Attached to the Agenda ltem and Approval Document

Complete Application
(Date): | 5/20/15 Certificate Completed by: | D. Huber for Bev
(attach survey if project includes
portion of parcel)

Parcel ID No(s): | 36-26-18-0000-02400-0020

Project Name: | Lutz Famous Tate _ No: | SML15-042
Applicant Name, Address, and | Famous Tate of New Tampa LLC John Horst 8317 N Armenia Ave Tampa FL
Telephone Number: | 33604 (813) 933-5127

Job Site Address: | US 41 Land O’ Lakes ‘ ‘
Does the applicant want to opt out of the mobility fee system pursuant to LDC 1302? [JYes [] No (If Yes, then transportation

concurrency will apply and TIS application is required.)
Project subject to Development of Regional Impact (DRI) Development Order or to a Development Agreement? [JYes X No

Approval Sought (Check All that apply):
[ ] Preliminary Development Plan
D] | Prefiminary Site Plan

Nonresidential Subdivisiory
Residential Subdivision into more than one dwelling unit
Public School {Comprehensive Plan Consistency Review)

Dﬂ I

TYPE OF DEVELOPMENT

Number of Units Unit Measure Description
13,700 sq ft Retail Appliance sales

Expiration (1300 LDC)
All facilities (other than roads and schools) expire on: ; (6 yrs from issuance)
J
9/9/021

Roads(Only applies if project subject to transportation-concurrency)
Certificate of Capacity expires or is subject to additional review on: or NF/A
(click N/A if transportation concurrency does not apply)
Schools: Certificate of Capacity expires or is subject to additional review on: ' orN/A [

Issuance Date: 9 . / q’ / 2.0 } -4 (:?)M\-/@M

Completed Certificate of Capacity which has been issued to be distributed as follows:
1) Applicant 2) Shared Direciory: 1-L.0OS, and 3) Project File.

Revised 9-20-13
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Solid Waste:

The provision of solid waste service is contingent upon the County receiving all the necessary
permits and approvals necessary to implement and construct the County’s planned disposal system
improvements and facility expansions needed to serve the development, and the Developer's and its
successors or assigns, compliance with the conditions of Pasco County Code Chapter 90 and other

applicable regulatory requirements,

Completed Certificate of Capacity which has been issued to be distributed as follows:
1) Applicant 2) Shared Directory: 1-LOS, and 3} Project File.

Revised 9-20-13




~ PRELIMINARY SITE/CONSTRUCTION SITE PLANS/
FINAL APPROVED PLANS 9/9/15 mHOWZQK}HmW whkyzm

PDD15-1681 PROJECT # SML15-042 for:

LUTZ FAMOUS TATE

SECTIONS 36, TOWNSHIP 26 S., RANGE 18 E. PASCO COUNTY, FLORIDA

LEGAL DESCRIPTION

A parcel of land located in the Southwest 1/4 of Section 36, Township 26 South, Range 18 East,
Pasco County, Florida, being particularly described as follows:

INDEX OF SHEETS

COMMENCE at the West 1/4 corner of said Section 36; thence N.00°03'30"W., 309.26 feet along
the Westerly boundary line of said Section 36 to a point on the Easterly right-of-way line of Dale
Mabry Highway as recorded in Official Record Book 3258, Page 459 and Official Record Book 3235,
Page 1876 of the Public Records of Pasco County, Florida; thence, departing said Westerly
boundary line, N.27°16'53"E., 219.29 feet along the said Easterly right-of-way line to the beginning
of a curve concave to the Southeasterly, having a radius of 5694.58 feet; thence Northeasterly
172.90 feet along said curve through a central angle of 01°44'22" (chord bears N.28°09'04"E.,
172.89 feet) to a point on the Northerly boundary line of the South 1/2 of the Southwest 1/4 of the
Northwest 1/4 of said Section 36; thence, departing said Easterly right-of-way line, S.89°44'29"E .,
761.96 feet along said Northerly boundary line to a point on the Westerly right-of-way line of the
Seaboard Coast Line Railroad (formerly the Tampa Northern R.R.); thence along said Westerly
right-of-way line the following two courses (1) S.20°53'10"E., 353.96 feet; (2) S.22°20'21"E., 698.09
feet to the POINT OF BEGINNING; thence S.22°20'21"E., 268.08 feet to the Northerly boundary line
of the access boulevard described in Official Record Book 7607, Page 1454 of the Public Records of
Pasco County, Florida; thence along the Northerly and Easterly boundary lines of the said access
boulevard the following two courses and two curves (1) S.68°14'11"W., 246.00 feet; (2)
Northwesterly, 44.55 feet along a curve concave to the Northeasterly, having a radius of 28.50 feet,
through a central angle of 89°33'24", (chord bears N.66°59'07"W., 40.15 feet); (3) non-tangent to
said curve N.22°3910"W., 183.83 feet; (4) Northwesterly, 9.97 feet along a non-tangent curve
concave to the Southwesterly, having a radius of 340.00 feet, through a central angle of 01°40'49",
(chord bears N.28°18'18"W., 9.97 feet); thence, departing said Easterly boundary line,
N.67°47'35"E., 6.49 feet to the beginning of a non-tangent curve concave to the Southeasterly,
having a radius of 29.50 feet; thence Northeasterly 46.34 feet along said curve through a central
angle of 89°59'569" (chord bears N.22°47'30"E., 41.72 feet); thence N.67°47'35"E., 54.98 feet to the
beginning of a curve concave to the Northwesterly, having a radius of 150.50 feet; thence
Northeasterly 53.44 feet along said curve through a central angle of 20°20'41" (chord bears
N.57°37'06"E., 53.16 feet) to a point of reverse curvature and the beginning of a curve concave to
the Southeasterly, having a radius of 29.50 feet; thence Northeasterly 9.71 feet along said curve
through a central angle of 18°51'33" (chord bears N.56°52'32"E., 9.67 feet); thence N.66°18'18"E.,
123.39 feet to the POINT OF BEGINNING.

DESCRIPTION:

COVER SHEET

STORMWATER POLLUTION PREVENTION PLAN

EXISTING CONDITIONS
SITE GEOMETRY PLAN

PAVING, GRADING, DRAINAGE AND
CONSTRUCTION SURFACE WATER
MANAGEMENT PLAN

UTILITY PLAN

SITE DETAILS
UTILITY DETAILS

LANDSCAPE PLANS AND SPECIFICATIONS

Contains 1.624 Acres, more or less.

GEOTECHNICAL RECOMMENDATIONS

SITE DATA TABLE

PARCEL 2:
TOGETHER WITH non-exclusive easements for access and utilities as set forth in that certain
Declaration of Easements, Covenants and Restrictions Affecting Land recorded August 16, 2005 in
Official Recorded Book 6533, Page 709, as affected by that certain Order of Taking recorded in
Official Records Book 8287, Page 1414, of the Public Records of Pasco County, Florida.

THE CONTRACTOR SHALL FOLLOW ALL THE
RECOMMENDATIONS FROM THE
GEOTECHINCAL REPORT PREPARED BY

RE&A DATED APRIL 29, 2015 (RE&A
Project No. 2825—15—009-SE)

FOLIO NUMBER: 36—26—18-0000—02400—-0020

LATITUDE: 28 10’ 40”; LONGITUDE: 82° 27’ 54"
FLOOD ZONE: ZONE X & AE (EL. 69.4)

COUMIITY Pl No, 121010041cr OWNER
PROJECT SUMMARY & SITE DATA: PROPOSED

TOTAL BUILDING AREA 13,700 SF (19.4%)
TOTAL ASPHALT/CONCRETE AREA 40,550 SF (57.3%)
TOTAL IMPERVIOUS AREA 54,250 SF (76.7%)
TOTAL GREEN AREA 16,472 SF (23.3%)

TOTAL SITE AREA 70,722 SF (1.62 ACRES)

FAMOUS TATE OF NEW TAMPA LLC
8317 N ARMENIA AVE
TAMPA FL 33604-2733

UTILITY PROVIDERS

POTABLE WATER MICHAEL WILSON
AND WEST REGIONAL AREA MANAGER

FLORIDA GOVERNMENTAL UTILITY AUTHORITY
SANITARY SEWER 6905 PERRINE RANCH ROAD

NEW PORT RICHEY, FL
PHONE: 727—-372—-0115

FIRE SERVICE PASCO COUNTY
AND 8731 CITIZENS DRIVE
SOLID WASTE NEW PORT RICHEY, FL 34654

"INVESTIGATE BEFORE YOU EXCAVATE”

FAR: 13,700/70,722 = 0.194

ZONING: MPUD WITH A C—2 USE (US 41 DALE MABRY) FLU: RES—9 PROPOSED USE: RETAIL

RZ/SE/CU PETITION #: Petition Action Date Request
RZ5750 | APP W/ CONDS [ 12/22/14 |[APITO MPUD

SETBACK: REQUIRED PROPOSED

FRONT (LAND O LAKES BLVD.) 25 FT 49.7 FT
SIDE (WEST) 0 FT 86.7 FT Z O _ m
SIDE (SOUTH) 0 FT 85.5 FT

ELECTRIC SERVICE PROGRESS ENERGY
PO BOX 14042

ST. PETERSBURG, FL 33733

REAR (NORTH) 0 FT 67.8 FT
MAXIMUM BUILDING HEIGHTS PROPOSED: 25 FEET (1—STORY)

PARKING CALCULATIONS:

PARKING REQUIRED 1 PER 300 SF FOR RETAIL

PARKING REQUIRED 1/300 * 13,700 = 46 SPACES

PARKING PROQVIDED 74 SPACES (INCLUDING 4 H/C SPACES)

BICYCLE SPACES REQUIRED=74*0.02 = 2 SPACES; PROVIDED=2 SPACES

DUMPSTERS NOTES: 1. ALL DUMPSTERS TO BE NED PER PASCO COUNTY LDC.
2. ALl DUMPSTERS WILL BE SCREENED FROM VIEW BY AN

ENCLOSURE CONSTRUCTED OF MATERIALS COMPATIBLE WITH
THE FRONT OF THE PRIMARY BUILDING.

DIMENSION INFORMATION SHOULD NOT BE
OBTAINED BY SCALING THE PLANS. DIMENSION
INFORMATION NOT PROVIDED HEREIN CAN BE
OBTAINED BY CONTACTING ASPIRE ENGINEERING,

TELEPHONE SERVICE VERIZON, DAVID WYNNS
1909 US HWY 301 N, BLDG D

TAMPA, FL 33619

CALL SUNSHINE @ 1-800-432-4770

FL. STATUE 553.851 (1979) REQUIRES A
MIN. OF 2 DAYS AND MAX. OF 5
DAYS NOTICE BEFORE YOU EXCAVATE.

INC. AT (813)571-2850

RAVI S.V. ALUR P.E. #50583

LAST REVISED SEPTEMBER 1, 2015 DATE:

/ m ASPIRE ENGINEERING, INC. - CONSULTING ENGINEERS * PLANNERS PROJECT NO. 15-008

ENGINEERING EXCELLENCE DELIVERED 1023 PROFESSIONAL PARK DR., BRANDON, FL 33511, Ph: (813)571—2850; Fax: (813)571—1753
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STORMWATER POLLUTION PREVENTION PLAN

1. SITE DESCRIPTION

(1) NATURE OF CONSTRUCTION ACTIVITY:
CONSTRUCT RETAIL BUILDING, PARKING AND ASSOCIATED UTILITIES AND STORMWATER INLET/PIPE SYSTEM.

(2) SEQUENCE OF MAJOR SOIL DISTURBING ACTIVITIES:

THE CONTRACTOR SHALL USE THIS SHEET ALONG WITH A DETAILED CONSTRUCTION SCHEDULE TO INDICATE
DATES OF MAJOR GRADING ACTIVITIES AND DETERMINE SEQUENCES OF TEMPORARY AND PERMANENT SOIL
DISTURBING ACTIVITIES ON ALL PORTIONS OF THE PROJECT. THE CONTRACTOR WILL BE REQUIRED TO
MODIFY THE PLAN OR MATERIALS TO ADAPT TO SEASONAL VARIATIONS, CONSTRUCTION ACTIVITY VARIATIONS,
OR AS DIRECTED BY THE ENGINEER. APPLICABLE EROSION DEVICES AND IMPLEMENTATION PROCEDURES ARE
SUPPLIED IN THE FDOT ROADWAY DESIGN STANDARD INDEXES 100 THROUGH 106. THE ENGINEER IS
RESPONSIBLE FOR DETERMINING IF ANY MODIFICATIONS OR ADDITIONAL CONTROLS ARE REQUIRED AND TO
OBTAIN DEPLOYMENT SCHEDULES FOR THE IMPLEMENTATION OF ALL ADDITIONAL EROSION CONTROL DEVICES
FROM THE CONTRACTOR.

(3) GENERAL NOTES:

(a) ALL EROSION CONTROL DEVICES ARE TO BE INSTALLED PRIOR TO BEGINNING WORK.

(b) INSTALL SILT FENCE WHERE LISTED ON THIS PLAN FOR PERIMETER CONTROLS BEFORE THE LAND IS
DISTURBED.

(c) COVER OR STABILIZE DISTURBED AREAS AS SOON AS POSSIBLE.

(d) DO NOT DISTURB AN AREA UNTIL IT IS NECESSARY FOR CONSTRUCTION TO PROCEED.

(e) TIME CONSTRUCTION ACTIVITIES TO LIMIT IMPACT FROM SEASONAL CLIMATE CHANGES OR WEATHER
EVENTS.

(f) DO NOT REMOVE PERIMETER CONTROLS UNTIL AFTER ALL UPSTREAM AREAS ARE FULLY STABILIZED AND
PERMANENT GRASSING OR PAVEMENT IS ESTABLISHED.

(g) ALL EXISTING DRAINAGE STRUCTURES AND PROPOSED INLETS SHALL BE PROTECTED FROM ALLOWING
SEDIMENTATION TO ENTER THE DRAINAGE STRUCTURES

(4) PROJECT AREAS:

THE ESTIMATED TOTAL SITE AREA IS APPROXIMATELY 1.6 ACRES. THE ESTIMATED AREA THAT WILL BE
DISTURBED DURING CONSTRUCTION ACTIVITIES IS APPROXIMATELY 1.6 ACRES.

(5) DESCRIPTION OF SOIL OR QUALITY OF DISCHARGE:

THE MAJORITY OF THE SOIL WITHIN THE PROJECT LIMITS IS WITH A
DEPTH OF SEASONAL HIGH WATER TABLE OF 2 FEET BELOW GROUND SURFACE.

(6) ESTIMATED DRAINAGE AREA AND AVERAGE SLOPE OF DRAINAGE AREA: 1.6 ACRES AND 2.0%

(7) RECEIVING WATERS:

THE ON-SITE RUNOFF IS CONVEYED THROUGH STORM SEWER SYSTEM INTO COUNTY
STORMWATER SYSTEM. THE CONTRACTOR SHALL TAKE ALL REASONABLE MEASURES TO PREVENT
UNAUTHORIZED MATERIALS FROM ENTERING THE COLLECTION SYSTEMS.

(8) OUTFALL LOCATION: LATITUDE: 28 10° 40”; LONGITUDE: 82" 27’ 54"

(9) THERE ARE NO WETLAND IMPACTS.

(10) DESCRIPTION OF STORM WATER MANAGEMENT:

(a) PRESENTLY, THE EXISTING STORM SEWER SYSTEM CONVEYS DRAINAGE FLOWS INTO COUNTY STORMWATER SYSTEM.
(b) DRAINAGE IMPROVEMENTS INCLUDE A NEW STORM SEWER SYSTEM INCLUDING INLETS, PIPES AND PONDS.

(c) THE CONTRACTOR SHALL TAKE ALL REASONABLE PRECAUTIONS TO PREVENT UNAUTHORIZED MATERIALS
FROM ENTERING THE WATERWAYS.

Ill. OTHER CONTROLS:

(1) WASTE DISPOSAL:

(a) THE CONTRACTOR WILL PROVIDE LITTER CONTROL AND COLLECTION WITHIN THE PROJECT
BOUNDARIES DURING CONSTRUCTION.

(b) ALL FERTILIZER AND CHEMICAL CONTAINERS SHALL BE DISPOSED OF BY THE CONTRACTOR
ACCORDING TO EPA’S STANDARD PRACTICES AS DETAILED BY THE MANUFACTURER.

(c) NO SOLID MATERIALS, INCLUDING BUILDING AND CONSTRUCTION MATERIALS, SHALL BE
DISCHARGED TO THE YBOR CHANNEL OR BURIED ON SITE.

(d) ALL SANITARY WASTE WILL BE COLLECTED FROM PORTABLE UNITS BY A LICENSED SANITARY
WASTE MANAGEMENT CONTRACTOR AS REQUIRED BY STATE REGULATIONS.

(2) OFF—SITE VEHICLE TRACKING — WILL BE CONTROLLED BY THE FOLLOWING METHODS:

(a) LOADED HAUL TRUCKS ARE TO BE COVERED BY A TARPAULIN AT ALL TIMES.
(b) EXCESS DIRT ON ROAD WILL BE REMOVED DAILY.

(c) STABILIZED CONSTRUCTION ENTRANCES/EXITS SHALL BE PROVIDED TO HELP REDUCE VEHICLE TRACKING OF SEDIMENTS.

(3) STATE AND LOCAL REGULATIONS: PERMITS WILL BE REQUIRED FROM THE FOLLOWING AGENCIES:

(a) FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION (FDEP)
(b) PASCO COUTY, FLORIDA

(C) SOUTHWEST FLORIDA WATER MANAGEMENT DISTRICT (SWFWMD)
(D) FLORIDA GOVERNMENTAL UTILITY AUTHORITY.

(4) APPLICATION OF FERTILIZERS AND PESTICIDES:

FERTILIZERS AND PESTICIDES WILL BE USED ON THIS PROJECT IN ACCORDANCE WITH 2004 "FDOT
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION”, SECTIONS 570, 575, OR 577,
AT THE DISCRETION OF THE CONTRACTOR WITH THE COORDINATION OF THE ENGINEER.

(5) NON—STORM WATER (INCLUDING SPILL REPORTING):

THE CONTRACTOR WILL PROVIDE THE ENGINEER WITH AN EROSION CONTROL PLAN THAT WILL INCLUDE
SPILL CONTAINMENT, REPORTING, AND RESPONSES. THE PLAN SHALL SPECIFY WHAT MANAGEMENT
PRACTICES AND CONTAINMENT METHODS WILL BE USED TO PREVENT POTENTIAL POLLUTANTS (FUEL,
LUBRICANTS, HERBICIDES, ETC.) FROM SPILLING ONTO THE SOIL OR INTO THE SURFACE WATERS. IF
A SPILL DOES OCCUR, OR IF CONTAMINATED SOIL OR GROUNDWATER IS ENCOUNTERED, CONTACT THE
OWNER(S) AND THE AUTHORITIES IMMEDIATELY.

STORMWATER POLLUTION PREVENTION PLAN CERTIFICATION

| CERTIFY UNDER PENALTY OF LAW THAT THIS DOCUMENT AND ALL ATTACHMENTS WERE PREPARED UNDER
MY DIRECTION OR SUPERVISION IN ACCORDANCE WITH A SYSTEM DESIGNED TO ASSURE THAT QUALIFIED
PERSONNEL PROPERLY GATHERED AND EVALUATED THE INFORMATION SUBMITTED. BASED ON MY INQUIRY OF
THE PERSON OR PERSONS WHO MANAGE THE SYSTEM, OR THOSE PERSONS DIRECTLY RESPONSIBLE FOR
GATHERING THE INFORMATION, THE INFORMATION SUBMITTED IS, TO THE BEST OF MY KNOWLEDGE AND
BELIEF, TRUE, ACCURATE, AND COMPLETE. | AM AWARE THAT THERE ARE SIGNIFICANT PENALTIES FOR
SUBMITTING FALSE INFORMATION, INCLUDING THE POSSIBILITY OF FINE AND IMPRISONMENT FOR KNOWING
VIOLATIONS

OWNER:

SIGNED:

NAME AND TITLE:

ADDRESS:

DATE:
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DATE
5/5/15
8/10/15

SUBMIT TO PC, SWFWMD & FGUA

RER PER PC & RESUBMIT

REVISIONS

V. MAINTENANCE:

(1) THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTENANCE AND REPAIRS OF EROSION AND SEDIMENT
CONTROL DEVICES, AND REMOVAL OF EROSION AND SEDIMENT CONTROL DEVICES WHEN NOTICE OF
TERMINATION IS MAILED.

(2) INSTALLATION, MAINTENANCE, REPAIR, AND REMOVAL REQUIRED FOR THE CONTROL AND ABATEMENT OF
EROSION AND WATER POLLUTION SHALL BE INCLUDED IN THE COSTS OF THE PROJECT.

(3) THE FOLLOWING PRACTICES WILL BE USED TO MAINTAIN EROSION AND SEDIMENT CONTROLS:
a) GENERAL PRACTICES — ALL CONTROL MEASURES WILL BE MAINTAINED DAILY BY THE CONTRACTOR.
ALL CONTROL MEASURES WILL BE MAINTAINED IN GOOD WORKING ORDER. IF A REPAIR IS NECESSARY,
IT WILL BE INITIATED WITHIN 24 HOURS OF NOTICE OF NEED TO REPAIR.

b) STRUCTURAL PRACTICES — BUILD UP SEDIMENT WILL BE REMOVED FROM SILT FENCE WHEN IT HAS
REACHED ONE HALF OF THE HEIGHT OF THE FENCE. SODDING WILL BE INSPECTED FOR BARE SPOTS,
WASHOUTS, AND HEALTHY GROWTH. HAY BALES SHALL BE REPLACED EVERY THREE (3) MONTHS OR
WHEN THEY HAVE SERVED THEIR USEFULNESS SO AS NOT TO BLOCK OR IMPEDE STORM WATER FLOW
OR DRAINAGE. SILT FENCES SHALL BE REPLACED EVERY TWELVE (12) MONTHS OR WHEN IT HAS SERVED
ITS USEFULNESS SO AS NOT TO BLOCK OR IMPEDE STORM WATER FLOW OR DRAINAGE. STABILIZED
CONSTRUCTION ENTRANCES SHALL BE MAINTAINED TO PREVENT CLOGGING OF ROCK BEDDING WHICH MAY
IMPEDE THE USEFULNESS OF THE STRUCTURE.

CONTRACTORS CERTIFICATION

| CERTIFY UNDER PENALTY OF LAW THAT | UNDERSTAND, AND SHALL COMPLY WITH, THE TERMS AND
CONDITIONS OF THE STATE OF FLORIDA GENERIC PERMIT FOR STORMWATER DISCHARGE FROM LARGE AND
SMALL CONSTRUCTION ACTIVITIES AND THIS STORMWATER POLLUTION PREVENTION PLAN PREPARED
THEREUNDER.

TITLE COMPANY NAME, ADDRESS, PHONE NO. AND E—MAIL ADDRESS

DATE

. CONTROLS:

EROSION AND SEDIMENT CONTROLS

(1) WATER QUALITY MONITORING SHALL BE CONDUCTED BY THE CONTRACTOR. UPON THE OBSERVATION THAT THE
WATER QUALITY IS BEING VIOLATED BY THE CONTRACTOR’S ACTIVITIES, MONITORING LOCATIONS SHALL BE
DESIGNATED BY THE PROJECT ENGINEER. THE CONTRACTOR WILL BE RESPONSIBLE FOR MONITORING ANY ACTIVITIES
FOR VIOLATION OF WATER QUALITY STANDARDS AS THEY RELATE TO TURBIDITY (29NTU’'S ABOVE BACKGROUND).
MONITORING OF WATER QUALITY SHALL BE CONDUCTED A MINIMUM OF TWICE DAILY FOR ANY EARTHWORK
ACTIVITIES WITHIN THE STRUCTURE IMPROVEMENT AREA. MONITORING WILL BE ACCOMPLISHED BY RECORDING
TURBIDITY READINGS FROM THE CENTER OF THE STREAM, ONE (1) UPSTREAM OF THE ACTIVITY AND ONE (1)
DOWNSTREAM OF THE EROSION CONTROL DEVICES, BUT WITHIN CLOSE PROXIMITY TO THE PROJECT SEAWALL.

IF WATER QUALITY STANDARDS ARE VIOLATED, CONSTRUCTION SHOULD BE STOPPED IMMEDIATELY

AND EROSION CONTROL DEVICES REEVALUATED BY THE ENGINEER PRIOR TO ANY CONTINUATION OF ACTIVITY.
MONITORING ACTIVITIES AND TURBIDITY READINGS SHALL BE RECORDED ON THE CONSTRUCTION INSPECTION REPORT AND
CONTINUED UNTIL TURBIDITY READINGS FALL BELOW AN ACCEPTABLE LEVEL (29NTU'S ABOVE BACKGROUND). WATER
QUALITY MONITORING MAY BE CONDUCTED DURING ANY PHASE OF CONSTRUCTION AS DIRECTED BY THE ENGINEER.

(2) STABILIZATION PRACTICES:

STABILIZATION MEASURES, SUCH AS SODDING OR SEEDING SHALL BE INITIATED

AS SOON AS PRACTICABLE IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE
TEMPORARILY OR PERMANENTLY CEASED, BUT IN NO CASE SHALL THE TIME BE GREATER THAN
14 DAYS AFTER THE CONSTRUCTION ACTIMMITY TEMPORARILY OR PERMANENTLY CEASES.

(3) STRUCTURAL PRACTICES INCLUDE:

(a) SILT FENCES (PREFERRED)

(b) HAY BALES (OPTIONAL)

(c) ROCK BAGS (OPTIONAL)

(d) SOIL TRACKING PREVENTION DEVICES AT CONSTRUCTION ENTRANCES/EXITS
(e) STAKED TURBIDITY BARRIER (OPTIONAL AT OUTFALL POINTS ALONG SEAWALL)

(4) SILT FENCE LOCATIONS:

(a) SILT FENCE SHALL BE USED ALONG THE LENGTH OF THE PROJECT WHERE THERE IS POTENTIAL FOR
SEDIMENT TO BE DIRECTED OFF-SITE.
(b) STOCKPILE AREAS SHALL INCLUDE SILT FENCE AROUND THE PERIMETER.

(5) ROCK BAG LOCATIONS:

ROCK BAGS SHALL BE PLACED AROUND THE PERIMETER OF INLET GRATES LOCATED IN
GUTTERED SECTIONS.

(6) CONSTRUCTION ENTRANCES/EXITS:

SOIL TRACKING PREVENTION DEVICES (INDEX 106) SHALL BE PROVIDED FOR BOTH ON-SITE AND
OFF—SITE LOCATIONS OF STOCKPILED OR EXCAVATED MATERIAL, IF IMMEDIATELY ADJACENT TO A
PUBLIC ROADWAY. THE ENGINEER SHALL BE RESPONSIBLE FOR MODIFYING THE SYSTEM OR
PROCEDURES AS NEEDED.

V. INSPECTION:

(1) THE CONTRACTOR SHALL INSTALL AND MAINTAIN RAIN GAUGES ON THE PROJECT SITE AND RECORD
WEEKLY RAINFALL. ALL CONTROL MEASURES WILL BE MAINTAINED BY THE CONTRACTOR.

(2) ALL EROSION AND WATER POLLUTION ABATEMENT AND CONTROL MEASURES WILL BE INSPECTED DAILY BY
CONTRACTOR’S PERSONNEL WHO ARE F.D.E.P. CERTIFIED STORM WATER MANAGEMENT INSPECTORS.

(3) THE CONTRACTOR SHALL COMPLETE ALL SWPPP INSPECTION REPORT FORMS REQUIRED FOR THE NPDES
PERMIT.

VI. TRACKING AND REPORTING:

(1) THE CONTRACTOR SHALL SUBMIT A WEEKLY REPORT TO THE ENGINEER DOCUMENTING THE DAILY
INSPECTIONS AND MAINTENANCE OR REPAIRS TO THE SEDIMENT CONTROL DEVICES. THE CONTRACTOR
SHALL MAINTAIN ALL REQUIRED REPORTS AND COMPLETE ALL SWPPP INSPECTION FORMS.

(2) PREPARATION OF ALL THE CONTRACTOR'S REPORTS OF INSPECTION, MAINTENANCE AND REPAIRS REQUIRED
FOR THE CONTROL AND ABATEMENT OF EROSION AND WATER POLLUTION, SHALL BE INCLUDED IN THE
COSTS OF THE PROJECT.

VIl. NOTICE OF TERMINATION (NOT)

(1) A NOTICE OF TERMINATION (NOT) WILL BE SUBMITTED BY THE CONTRACTOR TO THE FLORIDA

DEPARTMENT OF ENVIRONMENTAL PROTECTION (FDEP) AFTER THE CONSTRUCTION HAS BEEN COMPLETED
AND THE SITE HAS UNDERGONE FINAL STABILIZATION.

VIIl. PASCO COUNTY REQUIREMENT

(1) PRIOR TO THE START OF THE CLEARING AND GRUBBING, OR ANY SOIL DISTRUBANCE CONTACT PC
STORMWATER MANAGEMENT AT (727)834—3611 FOR A SOIL EROSION AND SEDIMENT CONTROL,
PRE—INSPECTION MEETING.

NOTICE OF INTENT (NOI)

A "NOTICE OF INTENT TO USE GENERIC PERMIT FOR STORMWATERT DISCHARGE FROM LARGE AND SMALL
CONSTRUCTION ACTIVITIES™ (NOI) IS REQUIRED FOR THIS SITE SINCE THE PROJECT AREA IS GREATER THAN
ONE ACRE IN SIZE. CONTRACTOR SHALL OBTAIN THE NOI FROM THE FLORIDA DEPARTMENT OF

ENVIRONMENTAL PROTECTION 48 HOURS BEFORE THE CONSTRUCTION START.

NO.
1
2

ENGINEERING EXCELLENCE DELIVERED

aspireeng®yahoo.com

E-mail

FAX

1023 PROFESSIONAL PARK DR., BRANDON, FL 33511
(813)571-1753

CONSULTING ENGINEERS . PLANNERS
(813)571-2850,

CERTIFICATION OF AUTHORIZATION #9256

TOWNSHIP 26 S., RANGE 18 E.

PASCO COUNTY, FLORIDA

LUTZ FAMOUS TATE EASPIRE ENGINEERING, INC.

SECTION 36,

STORMWATER
POLLUTION
PREVENTION PLAN

DATE:  04/02/2015

DESIGNED BY: RA
DRAWN BY: RA
CHECKED BY: RA

FILE NAME:  15008Site

PROJECT # 15-008

SHEET:
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APPRAISER'S PARCEL NO.

36 26 18 0000 02400 0020
APPARENT PHYSICAL USE:

EASTERLY EDGE OF 5" CONCRETE WALK
LIES 0.6'+/— EAST OF R/W LINE
)1

LEGEND:

A = ARC

BOC = BACK OF CURB

C = CURVE

(C) = CALCULATED

CB = CHORD BEARING

CH = CHORD

Cl = CURB INLET

CLF = CHAIN LINK FENCE

CLP = CONC. LIGHT POLE

CONC. = CONCRETE

CMP = CORRUGATED METAL PIPE

C/L = CENTERLINE

(D) = DESCRIPTION

ELEV. = ELEVATION

EOP = EDGE OF PAVEMENT

FCM = FOUND CONCRETE MONUMENT

FDOT = FLORIDA DEPARTMENT OF
TRANSPORTATION

FEMA = FEDERAL EMERGENCY
MANAGEMENT AGENCY

FIP = FOUND IRON PIPE

FIR = 5/8 FOUND IRON ROD LB3913
(UNLESS OTHERWISE NOTED)

FND = FOUND

FPK = FOUND PK NAIL

FN+D = FOUND NAIL & DISK

INV = INVERT

LB = LICENSED BUSINESS

LS = LICENSED SURVEYOR

MES = MITERED END SECTION

MH = MANHOLE

(NR) = NON—RADIAL

NTS = NOT TO SCALE

(P) = PLAT

PB = PLAT BOOK

PG = PAGE

PT = POINT OF TANGENT

Pl = POINT OF INTERSECTION

PC = POINT OF CURVATURE

PCC = POINT OF COMPOUND CURVE
PRC = POINT OF REVERSE CURVE
PK = PARKER—KALON NAIL

POB = POINT OF BEGINNING

POC = POINT OF COMMENCEMENT

PRM = PERMANENT REFERENCE MONUMENT

PLS = PROFESSIONAL LAND SURVEYOR

PSM = PROFESSIONAL SURVEYOR & MAPPER

P/L = PROPERTY LINE
(R) = RECORD
RAD = RADIUS
RP = RADIUS POINT
RCP = REINFORCED CONCRETE PIPE
REG = REGISTERED
R/W = RIGHT-OF—WAY
(S) = SURVEY
SEC = SECTION
WP = TOWNSHIP
RGE = RANGE
SIR = 5/8" SET IRON ROD
1B 3913
SN+D = SET NAIL & DISK LB 3913
SPK = SET PK NAIL
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SYMBOL S TREES:
HH
(I = vnry Hano HoLe AMW I reer svusor wirk
¥ SIZE(S) IN INCHES.
o FIRE HYDRANT (MEASURED DIAMETER
® = LIGHT POLE AT BREAST HEIGHT)
© = SANITARY SEWER MANHOLE Symbols:
\N = STORM SEWER MANHOLE — 0ok Tree
= SIGN Om
M = IRRIGATION CONTROL BOX «% = Magnolia Tree
P - warer v
% = SIGNAL UTILITY BOX % = Holly Tree
= GAS LINE MARKER
@‘ = TITILE COMMITMENT TAGS TRUNCATED DOME A._.%_Uv
ELEVATIONS: FDQT INDEX 304
J oo, - b CRO$SWALK MARKING
3 00.0° = GROUND SHOT A_u_mm,. MUTCD)
AT TREE ~
Vertical Datum Note: o
The elevations shown hereon 9
are referenced to NAVD 1988. s
o
~ A0}
>, =<3 '
~1 &7 AU
N e
LEGEND: -0 0.3
Zn O
A = ARC (P) = PLAT = © A (@)
BOC = BACK OF CURB PB = PLAT BOOK 1.0 o ﬂ
= CURVE PG = PAGE Q
(C) = CALCULATED PT = POINT OF TANGENT -0 \\Wh e Q@ _—
CB = CHORD BEARING Pl = POINT OF INTERSECTION A S 3
CH = CHORD PC = POINT OF CURVANJRE o8 .V\/ © 9
Cl = CURB INLET PCC = POINT OF COMPOYND CURVE WA b
CLF = CHAIN LINK FENCE PRC = POINT OF REVERSK CURVE = 6
CLP = CONC. LIGHT POLE PK = PARKER—KALON NAIL = e
CONC. = CONCRETE POB = POINT OF BEGINNIN Y
CMP = CORRUGATED METAL PIPE POC = POINT OF COMMENCEMENT
C/L = CENTERLINE PRM = PERMANENT REFERENCE MONUMENT O
(D) = DESCRIPTION PLS = PROFESSIONAL LAND SURVEYOR
ELEV. = ELEVATION PSM = PROFESSIONAL SURVEYOR & MAPPER S
EOP = EDGE OF PAVEMENT P/L = PROPERTY LINE
FCM = FOUND CONCRETE MONUMENT — (R) = RECORD
FDOT = FLORIDA DEPARTMENT OF RAD = RADIUS @ @ _I_|I < >_I_I_M/W
TRANSPORTATION RP = RADIUS POINT
FEMA = FEDERAL EMERGENCY RCP = REINFORCED CONCRETE PIPE
MANAGEMENT AGENCY REG = REGISTERED GUTTER

Fip
FIR

FOUND IRON PIPE R/W = RIGHT-OF-WAY
5/8 FOUND IRON ROD LB3913  (S) = SURVEY
(UNLESS OTHERWISE NOTED) SEC = SECTION
FND = FOUND TWP = TOWNSHIP
FPK = FOUND PK NAIL RGE = RANGE
FN+D = FOUND NAIL & DISK SIR = 5/8" SET IRON ROD
INV = INVERT LB 3913
LB = LICENSED BUSINESS SN+D = SET NAIL & DISK LB 3913
LS = LICENSED SURVEYOR SPK = SET PK NAIL
MES = MITERED END SECTION SQ FT = SQUARE FEET
MH = MANHOLE 1BM = TEMPORARY BENCH MARK
(NR) = NON—RADIAL TRANS. = TRANSFORMER
NTS = NOT TO SCALE TYP. = TYPICAL
NMFS = NO MONUMENT FOUND OR SET WC = WITNESS CORNER
NGVD = NATIONAL GEODETIC WF = WOOD FENCE

VERTICAL DATUM 1929 t = MORE OR LESS
NAVD = NORTH AMERICAN

VERTICAL DATUM 1988
O.R. = OFFICIAL RECORDS
OUL = OVERHEAD UTILITY LINES

ZONING: MPUD
FLU: RES—9

LE GEND :(as APPLICABLE)

PROPOSED PARKING SPACE COUNT
EXISTING ELEVATION
PROPOSED GRADE

PROPOSED SURFACE
DRAINAGE FLOW ARROW

PROPOSED HIGH POINT IN PAVEMENT

EXISTING
SILT SCREENING (EROSION CONTROL)

EX. TREE

PROPOSED STABLIZED CONSTRUCTION ENTRANCE
SEE SHEET C—7 FOR DETAILS

PROPOSED CONCRETE

SOIL BORING LOCATION

TOP OF WALK
PROPOSED STORM PIPE

10" WIDE PROGRESS ENERGY .

DISTRIBUTION EASEMENT
O.R. BOOK 8346 PAGE 599

PER FDOT

DUMPSTER PAD AND
SEE ARCH
PLANS FOR DETAILS

ENCLOSURE.
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e
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DRIVEWAY, GUTTER AND

SIDEWALK
INDEX 515

USE: RETAIL (WALMARP)

CROSS—WALK
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1
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UNCATED oozm‘%@\

UIILITY AUIHURILTY
O.R. BK 8720 PG 1247
"LIFT STATION"
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6" CONC. CURB

(TYP FOR ENTIRE SITE)
SEE SHEET C-8

0 10" WIDE PROGRESS ENERGY
K/ DISTRIBUTION EASEMENT

0.R. BOOK 8346 PAGE 599

SILT _w_mzo/v} /

SEE ARCH PLANS

_U

6” CONC. CURB

(TYP FOR ENTIRE SITE)
SEE SHEET C-8.

TRUCK WELL
FOR DETAILS
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THE NORTHERLY BOUNDARY
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/ \ \ FALROD

SEE SHEET C-8.

ZONING: MPUD
FLU: RES-9
USE: VACANT

"Outparcel 3"

AREA OF
ENCROACHMENT AGREEMENT =
O.R. BOOK 8142, PAGE 1453 / /

\’
®
=
®
X
2 # S w
A O
2% ~ R
L Y, cr
o Z L\
25 % -
S,
29 % N
‘\qub\, \ O
umo.N, ®
0O S &
®
o Z S
.N.a\ ,N,
A Z Sl
c © .
Z O,
" %
3
e O k5
G T
/ﬂm@@%f s @
OR e
phG
2
e
)

SEE SHEET\C-8.

(OVER ACCESS BOULEVARD)

\ \ \

5
. é/om mmém% \ / /

pIPEL @%f (b /
o.ﬁ.ﬂvom WA / / A

SCALE: 1” = 20’

SITE PLAN NOTES:

1. All utility construction shall comply with the Pasco County
Standards for Design and Construction of Water and Wastewater
Facilities Specifications, latest edition.

2. All on-site water and sewer facilities shall be owned and
maintained by the owner-developer.

3. Installation of fuel storage tanks requires review and approval
by the Fire Marshal and the issuance of a separate building
permit. Approval of the site plan does not constitute approval of
the location of the fuel tanks.

4. All proposed signs must be applied for, approved, and
permitted on an individual basis apart from any ultimately
approved site plan. Approval of this site plan does not constitute
approval of any signage.

5. Handicap parking spaces will be properly signed and striped in
accordance with Florida Statute 316, the Manual on Uniform
Traffic Control Devices, or other applicable standards.

6. The architect/engineer certifies that the site has been designed
in accordance with the Americans with Disabilities Act.

7. All on-site parking spaces will be striped and signed in
accordance with the Manual on Uniform Traffic Control Devices,
latest edition. Parking spaces, directional arrows, and stop bars
shall be striped in WHITE. It shall be the owner/developer's
responsibility to properly sign and stripe in accordance with
applicable standards.

8. The owner/developer acknowledges that this approval does not
include any work in the County right-of-way. All right-of-way
work shall be a function of an approved Pasco Right-of-way Use
Permit.

9. All clear-site areas shall be kept free of any signage plantings,
trees, etc. in excess of three-and-a-half (3-1/2) feet in height.

10. No irrigation system or landscaping shall be installed in any
County or State right-of-way without issuance of appropriate
Right-of-Way Use Permit.

11. The owner/developer acknowledges that the site and its
subsequent building permits shall comply with all
rezoning/MPUD/PUD conditions.

All structures, including buffer walls, retaining walls, signage, etc.
require building permits.
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DATE:

5/5/15
8/10/15
9/1/15

SUBMIT TO PC, SWFWMD & FGUA

RER PER PC & RESUBMIT
RER PER PC & RESUBMIT

REVISIONS

CONSTRUCTION NOTES:

1. If during construction activities any evidence of historic
resources, including but not limited to aboriginal or historic pottery,
prehistoric stone tools, bone or shell tools, historic trash pits, or
historic building foundation, are discovered, work shall come to an
immediate stop and the Florida Department of Historic Resources
(State Historic Preservation Officer) and Pasco County shall be
notified within two working days of the resources found on the site.

2. If during construction activities any evidence of the presence of
State and Federally protected plant and/or animal species is
discovered, work shall come to an immediate stop and Pasco County
shall be notified within two working days of the plant and/or animal
species found on the site

LIGHTING NOTES:

1. ANY LIGHTING USED TO ILLUMINATE ANY PARKING AREA
SHALL BE SO ARRANGED AS TO DIRECT AND/OR SHIELD LIGHT
AWAY FROM ADIJONING RESIDENTIAL PREMISES AND
RIGHT-OF-WAY.

CONSTRUCTION NOTES:

SHOULD ANY NOTICEABLE SOIL SLUMPING OR SINKHOLE FORMATION BECOME EVIDENT, THE
APPLICANT/DEVELOPER SHALL IMMEDIATELY NOTIFY THE COUNTY, TAMPA BAY WATER (TBW),
AND SWFWMD, AND ADOPT ONE OR MORE OF THE FOLLOWING PROCEDURES AS DETERMINED
TO BE APPROPRIATE BY THE COUNTY AND SWFWMD:

I. IF THE SLUMPING OR SINKHOLE FORMATION BECOMES EVIDENT BEFORE OR DURING
CONSTRUCTION ACTIVITIES, STOP ALL WORK (EXCEPT FOR MITIGATION ACTIVITIES) IN THE
AFFECTED AREA AND REMAIN STOPPED UNTIL THE COUNTY AND SWFWMD APPROVE
RESUMING CONSTRUCTION ACTIVITIES.

II. TAKE IMMEDIATE MEASURES TO ENSURE NO SURFACE WATER DRAINS INTO THE
AFFECTED AREAS.

Ill. VISUALLY INSPECT THE AFFECTED AREA.

IV. EXCAVATE AND BACKFILL OR GROUT AS REQUIRED FILLING THE AFFECTED AREA AND
PREVENTING FURTHER SUBSIDENCE.

V. USE SOIL REINFORCEMENT MATERIALS IN THE BACKFILLING OPERATION, WHEN
APPROPRIATE.

VI. IF THE AFFECTED AREA IS IN THE VICINITY OF A WATER-RETENTION AREA, MAINTAIN A MINI
MUM DISTANCE OF TWO FEET FROM THE BOTTOM OF THE RETENTION POND TO THE SURFACE
OF THE LIME-ROCK OR KARST CONNECTION.

VII. IF THE AFFECTED AREA IS IN THE VICINITY OF A WATER-RETENTION AREA AND THE ABOVE
METHODS DO NOT STABILIZE THE COLLAPSE, RELOCATE THE RETENTION AREA.

VIIl. DISCHARGE OF STORM-WATER INTO DEPRESSIONS WITH DIRECT OR DEMONSTRATED
HYDROLOGIC CONNECTION TO THE FLORIDAN AQUIFER SHALL BE PROHIBITED.
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FGT CONSTRUCTION AND
ENGINEERING SPECIFICATIONS:

1. No work can be done in FGT's easement property unless FGT has
reviewed and approved the plans and an agreement in writing has been
entered into between FGT and Owner. Any encroachment consented to
by FGT shall not interfere with the operation, maintenance, and access of
FGT's pipeline facilities, including but not limited to, close interval
surveys; leak detection surveys; pipeline patrol, pipeline marking and
similar activities.

2. Owner shall provide a minimum of forty—eight (48) hours’ notice to
FGT prior to any installation, construction, excavation, or demolition work
on the easement area. To ensure further safety, Owner must call
appropriate ONE CALL for a locate by calling 811. An FGT representative
must be present when any work is done on the easement area. The
onsite FGT representative will have the authority to shutdown work by the
Owner if the Owner’s activities are judged to be unsafe by the FGT
representative. The FGT representative will be invited to participate in
Owner’s safety meetings. This provision applies each time FGT's pipeline
facilities are crossed.

3. Existing ground elevation is to be maintained.

4. For vehicles and/or construction equipment requesting approval to
cross FGT's facilities, each crossing location will be reviewed on a
case—by—case, site—specific basis and will require the surveyed elevation
of the pipeline and/or facility verified by an FGT field representative to
be performed by the party requesting the crossing encroachment and
submitted to FGT. The execution of a wheel load calculation must be
completed and approved by FGT prior to crossing FGT's facilities for
every vehicle and/or construction equipment requesting to cross. FGT
may require matting or other suitable material be installed to achieve
the necessary support for such crossing. This too will be site specific
and case—by—case only.

5. Where consent for roadway crossings has been granted, a minimum
of forty—eight inches (48”) of cover, including thirty—six (36”) of
undisturbed or compacted soil, shall be maintained within the easement
area. All roads must cross the easement at a ninety degree (907)
angle.

6. Upon completion of paragraph 1, sidewalks, trails and bike paths may
cross FGT's pipelines at a ninety degree (90°) angle provided the width
does not exceed forty—eight inches (48”).

7. When crossing an FGT pipeline (via drill or open lay) Owner must
visually verify the elevation of the pipeline both vertically and horizontally,
by an FGT approved method such as vacuum excavation with an FGT
field representative on—site at all times during this operation. When
using directional drill method, a minimum vertical clearance of ten feet
(10°) from the pipeline is required across the entire easement.

8. Where the encroachment includes utilities, all such utilities crossing
the easement area must have a minimum separation of twenty—four
inches (24") between the utility and the FGT pipeline(s) at the point of
crossing and must cross at a ninety degree (90°) angle. No utilities shall
be constructed between the surface of the easement area and the top
of the subsurface pipeline facilities unless agreed to in writing by FGT.
No parallel utilities, structures, and/or appurtenances are permitted within
the easement area. All proposed aerial crossings will be reviewed on a
case—by—case basis.

9. Where consent for fiber optic, telephone and/or cable television lines
has been granted, lines must be placed in a rigid non—metallic conduit
across the entire easement width with bags of concrete—mix placed
directly above and below the conduit across the confines of the
easement. Orange warning burial tape must be placed a minimum of
18” directly above the cable across the width of the easement.
Crossings must be clearly and permanently marked on each side of the
easement with permanent identification.

10. Where consent for utility lines has been granted, electric lines must
be encased in pvc or steel throughout the entire easement area. Cables
energized to 600 volts or more must cross a minimum of three feet
(3’) below the subsurface pipeline facilities, and also be encased in
concrete, color coded red, across the entire easement width, and have
external, spiral wound, neutrals grounded on each side of the easement.
The cable crossing should be clearly and permanently marked on each
side of the easement where permissible.

11. Where consent for fencing has been granted, the Owner must install
and maintain a vehicle access gate at least twelve feet (12’) in width at
each point in the fence line(s) crossing the easement area. Posthole
excavations for fencing placed on the easement area shall not be
greater than eighteen inches (18") below the ground surface elevation.
No fence posts shall be placed over the pipeline facilities or closer than
six feet (6’) on either side of the pipeline facilities. Any exceptions will
be determined by FGT management. Any such fence shall be
constructed and maintained by Owner in such a manner that does not
prevent FGT personnel from viewing the easement area from the ground
level through the fence(s) (i.e. no solid fences allowed). No fencing
parallel to the FGT pipeline facilities will be allowed within the easement
area. FGT's access to its pipeline facilities shall be maintained by Owner.
If the gate is locked with Owner’s lock, Owner shall provide FGT with
keys or allow a FGT lock to enable access.

12. No retention ponds, ditches or swales shall be allowed within the
easement area.

13. No roto—mixing or vibrating machinery is allowed within the easement
area.

14. When conducting pile driving operations, Owner shall adhere to a
minimum separation of twenty—five feet (25’) from the outside edge of
the FGT pipeline.

15. Excavations that expose the FGT pipeline must follow OSHA
standards. Time will be allowed for a FGT representative to inspect and
make coating repairs as the subsurface pipeline facilities are exposed.

16.  Twelve inches (12”) of backfill around the subsurface pipeline
facilities shall be sand or clean fill; free of rocks and debris.

17.  With prior approval, no more than twenty feet (20’) of pipe shall
be exposed at any given time; if more than twenty feet (20°) of pipe is
to be exposed, all Standard Operating Procedures (SOP) must be adhered
to, pressure reductions must be scheduled at least one (1) year in
advance and engineering stress calculations must be performed by FGT
Engineering and approved by FGT management prior to allowing any more
than the twenty feet (20’) of exposed pipe.

18. With prior approval and an FGT representative on site at all times,
excavation equipment equipped with toothless buckets may be allowed to
dig or excavate within three (3) feet of the pipeline facilities. All other
construction/excavation equipment will not be allowed to perform any
excavation within three feet (3’) of the pipeline facilities. All mechanical
excavation performed within three feet (3’) of the pipeline will be
performed parallel to the pipeline (i.e. track—hoe may not reach over the
pipeline to dig on the opposite side of the pipeline).

19. Al excavation within twenty—four (24”) from the top or thirty—six
inches (36”) from the side or bottom of the pipeline shall be by manual
means. After top exposure, excavation up to twenty four inches (24")
from the side or bottom of the exposed pipeline may proceed by
mechanical means if the FGT representative is satisfied it may be done
safely with the equipment and operator available.

20. Barriers adequate to prevent vehicular damage to any exposed
pipeline facilities shall be installed and maintained at all times.

21. All FGT pipeline facilities, cathodic protection equipment, and test
lead wires shall be protected from damage by construction activity at all
times.

22. No installation, construction, excavation, or demolition work shall
be performed within the easement area on weekends or holidays.

23. The Owner shall provide and install temporary construction fence
along the easement boundaries for the entire length of the proposed
work area to preserve and protect the pipeline(s). The fence must be
maintained for the duration of the development or construction activity.
Access across FGT's easement will be granted at specific locations for
vehicle and equipment traffic once a wheel load calculation has been
completed. Additional cover or matting may be required. Any changes to
this requirement must be approved in writing by FGT prior to start of
work.

24. Where consent for landscaping has been granted, Owner shall not
plant shrubs on the easement area which are classified as "deep rooted”
or are projected to exceed an eventual growth height of four (4) feet.
Shrubs shall be planted so that no part, at its ultimate growth, shall be
closer than ten feet (10°) to the pipeline facilities. No trees shall be
planted on the easement.

25. These Engineering and Construction Specifications may address
activities on the easement area for which FGT has not granted consent
to Owner to include as part of the encroachment. Notwithstanding
anything to the contrary contained in these Engineering and Construction
Specifications, FGT's consent is and shall be limited to the encroachment
as described and limited by the Encroachment Agreement to which this
Exhibit is attached.
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UTILITY NOTES :

1. CONTRACTOR TO MAINTAIN MIN. OF 36" COVER OVER ALL UTILITY PIPES.

2. A MINIMUM 10 FOOT HORIZONTAL SEPARATION SHALL BE MAINTAINED
BETWEEN ANY TYPE OF SEWER AND WATER MAIN IN PARALLEL
INSTALLATIONS WHENEVER POSSIBLE.

3. DIP SHALL BE PRESSURE CLASS 350. ADEQUATE PROTECTIVE
MEASURES AGAINST CORROSION SHALL BE USED.
4. ALL DIP JOINTS SHALL BE MECHANICALLY RESTRAINED.
5. ONLY 80% OF MANUFACTURER'S RECOMMENDED JOINT DEFLECTION WILL BE ALLOWED.
6. WATER MAIN SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF AWWA
C-900.
7. ALL UTILTY CONSTRUCTION SHALL BE IN ACCORDANCE WITH
PASCO COUNTY STANDARDS.

8. SEWER MAINS SHALL BE PVC SDR 26 UNLESS OTHERWISE NOTED ON THE
PLANS OR SPECIFICATIONS.

FIRE PROTECTION NOTES:

1. ALL PROJECTS MUST COMPLY WITH PASCO COUNTY FIRE HYDRANT
ORDINANCE NO. 46-51.

2. FIRE HYDRANTS SHALL BE INSTALLED AND IN SERVICE PRIOR TO THE
ACCUMULATION OF COMBUSTIBLES.

3. PER THE NATIONAL FIRE PROTECTION ASSOCIATION, NFPA-1, 16.4.3.1.3:
WHERE UNDERGROUND WATER MAINS AND HYDRANTS ARE TO BE PROVIDED,
THEY SHALL BE INSTALLED, COMPLETED, AND IN SERVICE PRIOR TO
CONSTRUCTION WORK.

4. PER NFPA—1, 18.3.4.1: CLEARANCES OF 7—1/2 FEET IN FRONT OF AND
TO THE SIDES OF THE FIRE HYDRANT WITH A 4—FOOT CLEARANCE TO THE
REAR MUST BE MAINTAINED AT ALL TIMES.
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SUBMIT TO PC, SWFWMD & FGUA

RER PER PC & RESUBMIT

REVISIONS

GENERAL NOTES:

1. All construction shall meet Pasco County Standards and Specifications as
applicable.

2. An FGUA representative is to be present during connections to existing
facilities with 72 hour notification.

3. All utilities within the property lines will be owned and maintained by the
property owner

4. Any utilities (pipes, valves, backflow preventers and associated hardware) to
be conveyed to FGUA will be

located within an existing public utility easement, right—of—way (ROW) and/or a
dedicated FGUA utility

easement

5. Low pressure air test, and TVing are required (gravity system)

6. Install 3M Magnetic Markers at each valve. Markers to be installed beside
valve box 12" min—18" max

and over all bends and every 50’ over centerline of water mains and force
Mains at a depth of 12" min—

18" max below final grade.

7. All water and/or wastewater lines crossing DOT right—of—ways will be
constructed with a casing

8. A Reduced Pressure Zone (RPZ), Backflow Prevention Assembly (BFP) is
required. Acceptable models

Febco 825Y, Watts 909, Wilkins 975XL, or Conbraco 400.

9. Stainless steel tapping sleeve and valve for proposed water and force main
connections to be used.

10. Water tapping saddles to be brass

11. All fire flow lines will run separate from the domestic water mains and have
a fire detection meter and a

Fire Line Backflow Prevention Assembly (BFP) assembly shall include a low flow
BY—PASS meter w/ RPZ

12. Manhole frames & covers, and CO caps are to be water tight, if needed
existing manhole tops are to be

adjusted to proposed grade

13. The FGUA shall own and maintain all water service lines up to the Point of
Connection. All water mains

shall be a minimum of four inches (4”) in diameter and all such water mains
shall be constructed in

dedicated Rights—of—Way or appropriate utility Easements dedicated to the FGUA.
14. All sewer force main lines and gravity service lines accepted must be at
least four inches (4”) in diameter

and eight inches (8”), respectively, except Lateral Sewer service lines which shall
be no less than six

inches (6”) in diameter and accepted by the FGUA to a cleanout located on the
edge of the Right—of—Way

or an Easement.

15. A ball check valve followed by a plug valve will be provided on force mains
leaving from privately owned

lift stations connecting into the utility mains

16. Connection to existing manholes and/or lift stations shall be by core bore
with Kor—N—Seal connectors.

FIRE HYDRANT PROVIDED FOR INFORMATIONAL

pDEPDE ~ > o2 PURPOSES ONLY
ERPENDICULAR TO THE MA N NO MODIFICATIONS WITHOUT
WRITTEN PCU APPROVAL
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PASCO COUNTY UTILITIES

DETAIL 27

NO.
1
2

ENGINEERING EXCELLENCE DELIVERED

aspireeng@®yahoo.com

E-mail

CONSULTING ENGINEERS . PLANNERS
1023 PROFESSIONAL PARK DR., BRANDON, FL 33511
(813)571-1753
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UTILITY PLAN
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1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH PASCO 7. CONTRACTOR SHALL CONTACT ALL OWNERS OF UTILITIES, EASEMENTS E R
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CONTACT SUNSHINE STATE CALL AT 1-800-432-4770 FOR LOCATIONS UTILITY VERIFICATION. ~ N an accessible route no less than and the caption "Parking by Disabled Permit Only". Signs erected after m S =
OF ALL UTILITIES. CONTRACTOR SHALL FIELD VERIFY EXACT LOCATIONS AND L : e .

ELEVATIONS OF ALL UTILITIES AND FACILITIES PRIOR TO CONSTRUCTION AND 9. UNLESS OTHERWISE RECOMMENDED BY THE SOILS ENGINEER, EXCAVATIONS \ J>—WHITE ON BLUE BACKGROUND 44" wide so that users will not 10/01/96 must indicate the penalty for illegal use of the space (11.4.6.4 A ' S
NOTIFY ENGINEER OF ANY DISCREPANCIES. AND EMBANKMENTS SHALL BE PERFORMED IN ACCORDANCE WITH THE . - s 4 be Ooaﬁvm__mn_ to walk or wheel _HWOV TR
PROVISIONS OF FDOT SECTION 120, TO ACHIEVE THE PLAN ELEVATIONS. Zl~ behind parked vehicles . . U ! w

3. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO CONSULT WITH THE S|¢ s PARKING BY HITE BACKGROUND . Distance_ Based ) Distance Based © &

w__m_z_wmﬂ owm&mwmm m,ﬂ\_,m,_\_mm ﬂm wunqmww_%m%x_ﬂ@%%oﬂm _mﬂ_minr&‘w. 10. 85\29% SHALL BE RESPONSIBLE FOR VERIFICATION OF ALL SETBACKS = =T DISABLED m_m.wmmxm_p\ﬁmm\yom (11.4.6.2(1) FBC) [See Upon Slope 6'-0" o Upon Slope A curb ramp may be O N
AND/OR EASEMENTS BEFORE BEGINNING CONSTRUCTION. Al A . |+ T 4 : "
CONSTRUCTING THE PROJECT TO ACCOMPLISH THE INTENT OF THE PLANS. w%m% 553.5041(5)(g)(1) FS relating to ./ ..\ vqw_c_wma vm.__, N‘_ .“.um_.oum M & a
4 CONTRACTOR SHALL REPLACE ALL PAVING. STABILIZED EARTH. DRIVEWAYS 11. PRIOR TO STARTING CONSTRUCTION THE GENERAL CONTRACTOR SHALL BE 3/8" HOLES existing parking areas] and figure ==
) : ' RESPONSIBLE TO VERIFY THAT ALL REQUIRED PERMITS AND APPROVALS —— 'TH HOLES DRILLED ON 17 n D
SIDEWALKS, ETC. WITH THE SAME TYPE OF MATERIAL REMOVED DURING HAVE BEEN OBTAINED. NO CONSTRUCTION OR FABRICATION OF ANY [TEM | CENTERS FULL LENGTH IN A > S
CONSTRUCTION OF ANY IMPROVEMENTS SHOWN ON THESE PLANS. SHALL BEGIN UNTIL THE CONTRACTOR HAS RECEIVED ALL PLANS AND ANY 5 VIOLATORS 1 FOLL LENGTH IN METAL . S O
REPAR AND REPLACEMENT OF ALL PRIVATE AND PUBLIC PROPERTY OTHER DOCUMENTATION FROM ALL OF THE PERMITTING AND ANY OTHER _ WLL BE POST. (MOUNT WITH 5/16” i [ S o
AFFECTED BY THE WORK SHALL BE RESTORED TO A CONDITION EQUAL TO REGULATORY AUTHORITIES. FAILURE OF THE CONTRACTOR TO FOLLOW THIS - % 51 /4" BOLTS. TOP Sidewalk minimum Slope U . Slope U S
OR BETTER THAN ORIGINAL CONDITIONS PRIOR TO CONSTRUCTION UNLESS PROCEDURE SHALL CAUSE THE CONTRACTOR TO ASSUME FULL FINED §250.00 AND BOTTOM OF SIGN) . " <=>ope Up Ramp Lan u_am pe Yp 0
SPECIFICALLY EXEMPTED BY THE PLANS. ALL SURVEY CONTROLS RESPONSIBILITY FOR ANY SUBSEQUENT MODIFICATION OF THE WORK \ / X\ width 44" (11.4.6.2(1) 1:12 maximum (11.4.8.4(2) FBC) 1:12 : AN QS <
DISTURBED AND/OR REMOVED DURING CONSTRUCTION WILL BE REPLACED MANDATED BY ANY REGULATORY AUTHORITY : m u » : maximum » ]

BY A REGISTERED SURVEYOR, COST TO BE INCIDENTAL TO OTHER : FBC) J
CONSTRUCTION AND NO EXTRA COMPENSATION IS TO BE ALLOWED. 12. ALL DISTURBED AREAS SHALL BE STABILIZED WITH SEED AND MULCH R 'F. m _ M
. (@]

5. ALL EROSION CONTROL MEASURES MUST BE COMPLETE BEFORE mwsﬁ_._ﬂmmmw%w_ow_mmogomo%m PLAN.  DISTURBED AREAS WITHIN 1 \mw“z ) N

CONSTRUCTION ACTIVITIES CAN BEGIN. N~ = o
) 13. ANY TREE NOT DESIGNATED FOR REMOVAL FROM THE SITE AND IS ———— [ ] _ ] L o
6. EROSION/SEDIMENTATION CONTROL: THE CONTRACTOR IS TO PROVIDE R OVD BY THE CONTRACTOR Wk T RESULT N THE CONTRACIOR « A >¢ [ — ] 0
EROSION” CONTROL/SEDIMENTATION BARRIERS (HAY BALES OR SILTATION
HAVING TO EITHER COMPENSATE THE OWNER FOR SIMILAR REPLACEMENT , , i
CURTAINS). IF REQUIRED, TO PREVENT SILTATION OF THE ADJACENT | | L Note: Sidewalk
PROPERTY, STREET, STORM SEWERS AND WATERWAYS. IN ADDITION, THE OF TREE(S) DESTROYED, OR, REPLACEMENT OF IDENTICAL SIZE AND < 7 c te Curb ’ :
SPECIES OF TREE REMOVED. FURTHER, ANY ADDITIONAL REQUIREMENTS oncrete uur Accessible may be level
CONTRACTOR SHALL PLACE STRAW, MULCH OR OTHER SUITABLE MATERIAL ON y © 09
BY REGULATORY AGENCIES HAVING JURISDICTION OVER SUCH MATTERS : . : S ©
THE GROUND AS REQUIRED, IN AREAS WHERE CONSTRUCTION RELATED Parking Sign with pavement g =2
TRAFFIC IS TO ENTER AND EXIT THE SITE. IF IN THE OPINION OF THE WILL BE INCURRED BY THE CONTRACTOR. COMPENSATORY DAMAGES . " It t S o L
ENGINEER AND/OR LOCAL AUTHORITIES, EXCESSIVE QUANTITIES OF EARTH AGAINST THE CONTRACTOR ARE NOT LIMITED IN THIS SITUATION. _ A__ located 84" to as an alternate S £
ARE TRANSPORTED OFF SITE, EITHER BY NATURAL DRAINAGE OR VEHICLE bottom of sign solution versus o =t
TRAFFIC, THE CONTRACTOR IS TO REMOVE AND CLEAN SAID EARTH TO THE 14. NO GROUND DISTRUBING ACTIVITIES OE VEHICLE TRAVEL WILL OCCUR 31/8” rovidina o curb 5 ..\.pw
SATISFACTION OF THE ENGINEER LOCAL AUTHORITIES. WITHIN THE DRIP LINE OF THE EXISTING TREES THAT WILL BE PRESERVED. [ ( ﬁmwuwo.ﬁ.—ﬁmv _-IMV P iding a
5 /8" ram _ o
15.  ANY WELL DISCOVERED DURING LAND CLEARING SHALL BE PROTECTED OR ABANDONED N / 11/2" ) P T £ T
IN ACCORDANCE WITH SWFWMD RULE CHAPTER 40D. 1’=0 ——— Blue stripes PR~ ﬁ u
CONCRETE FOOTING Pavement logo is — (11.4.6.4 FBC) ——— Accessible parking w &
optional. space can be on c ~ D
PROTECTIVE BARRIERS ARE USED DURING LAND ALTERATION AND 11/4” either side of the g o
CONSTRUCTION ACTIVITIES TO PROTECT TREES AND NATURAL SIGN DETAIL access gisle _ o=
AREAS TO BE RETAINED ON A SITE. NTS g E
]
PROTECTIVE BARRIERS MUST BE ERECTED AROUND TREES TO BE e Ry ey 1) : i X a N E
RETAINED WITHIN AN AREA WHERE LAND ALTERATION AND SECTION A~ A b} ki _ T
CONSTRUCTION ACTIVITIES WILL OCCUR AS WELL AS ALONG = ass Accessible parking Rceess gisle mopst be
NATURAL AREAS WHERE SUCH AREAS ARE ADJACENT TO ' [u—
PERMITTED LAND ALTERATION OR CONSTRUCTION ACTIVITIES. A U_m>_mw _I_MU m_OZ>O_M D_M._|>_ _lm ! w_muonWm and access : L striped an_coac__% to
PROTECTIVE BARRIER MUST REMAIN IN PLACE UNTIL THE LAND aisles shall be level! - : S
- ALTERATION AND CONSTRUCTION ACTIVITIES ARE COMPLETED OR with surface slopes designate it as @
UNTIL COMMENCEMENT OF GRADE FINISHING AND SODDING. NO A P \ _ —parki "
GROUND DISTURBANCE MUST OCCUR WITHIN THE BARRICADED / N not exceeding 1:50 no—parking Zzone. _
AREA. . : X
6. A) J .ﬁ V' (2%) in all directions A L_ (11.4.6.3 FBC) | DATE:  04/02/2015
1. TREES — TO RESTRICT ACCESS INTO THE AREA WITHIN THE ) 3 F 4
DRIPLINE OF A TREE. THE DRIPLINE OF A TREE IS THE Citations to FBC are \ (11.4.6. BC)
IMAGINARY, VERTICAL LINE THAT EXTENDS DOWNWARD FROM THE : L, & DESIGNED BY: RA
OUTERMOST TIPS OF THE TREE'S BRANCHES TO THE GROUND. to the Florida
FIG. A ihili ] » " ] " . Lid . .
(e A - Mnmm.ww_c_h_u_q moamﬁ. for 12°—0" Min. 5'—0" Min 12'=0" Min. DRAWN BY RA
BARRIER SPECIFICATION FOR TREES
MIN. 5' HIGH NEW OR USED CHAIN LINK FENCE (FIG. B L i e e (11.4.6.3 FBC) ’ CHECKED BY: RA
: : Chapter 11 of the » el
Florida Building Code. FILE NAME:  15008Site
1 T0 PRETFCT AL ABOVE GROUND PROTIONS OF TREES AND Citations to FS are Typical Parking Space - - C SSIST DO ENT IS INTENDED TO PRO INF
OTHER SIGNIFICANT VEGETATION FROM_MECHANICAL DAMAGE. to the Florida (Width by Local HIS TECHNICAL ASSISTANCE CUMENT IS IN VIDE INFORMAL
5 T PROTECT ROOT SYSTEMS FROM COMPACTION. Statutes Ordinance) GUIDANCE AND DOES NOT CONSTITUTE A LEGAL INTERPRETATION OF
STATUTORY OR REGULATORY CRITERIA ]
3. TO PROVIDE AWARENESS OF PROTECTED AREAS TO PROJECT # 15-008
EQUIPMENT OPERATORS.
WHY IT_WORKS . . " . 3 .
A TREE'S CHANCE FOR SURVIVAL IS GREATLY ENHANCED IF NO Recommended Accessible ﬂvD_\_A__..-@ m_UQOQAMV Umw_©3 for m__J@_.m Line _NmDC_q.m_‘.jmj._”w e
CONSTRUCTION MATERIAL, HEAVY EQUIPMENT OR STOCKPILING OF 1.3 SHEET:
SOIL IS ALLOWED INSIDE THE BARRIER; ONLY HAND LABOR. : _
TREE BARRICADE SPECIFICATIONS C—/
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These plans are the property of Sturch Design Group, Inc. (SDG) and shall be returned upon completion of the project. Use or copy is permitted by contract only. Any changes to these plans, regardless of how minor, without the written approval of SDG is prohibited. Any changes in
the scope, design or intent by any other person than SDG shall automatically render SDG harmless to any liability claims, suits or litigation by any interested parties in the project. If bound specifications accompany these plans, they should be read carefully for any additional conditions.
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Shade Trees @
60'-0" O.C.

| Continuous Hedge

5'-0" Mulch Bed

Turfgrass

Interior Parking Interior of Site

Parcel Line

Finish Grade

10'-0"

TYPE "A" BUFFER - 10'-0" WIDTH

Not To Scale

SECTION

Shade Trees @
30'-0" O.C.

Double Staggered
Row of Shrubs

18" Ht. Berm

Ground Covers
or Turfgrass

Right of Way
Interior Parking

i\

m‘ré;roperty Line

Existing Grade
g )

TREE SYMBOL KEY Per Plant m_umﬂ_mm Qty. | Sym. | Botanical Name Common Name Specifications Space ._w%%mﬁ Native
Trees/Palms
Quercus virginiana "SLDN" Note: Shrub quantities are multiplied by the spacing i Qv QUERCUS VIRGINIANA "SLDN' CATHEDRAL LIVE 04K 12' ht. x 4' spr., 2' CALIPER, 45 GAL. A YES TES
Cathedral Live Oak squared for each plant for the area of each plant. 5 MG | MAGNOLIA G. 'DD BLANCHARD' 'DD BLANCHARD' MAGNOLIA | 12" ht. x 4' spr, 2' CALIPER, 45 GAL. AS. YES | YES
4 uP ULMUS PARVIFOLIA 'ELMER II* ALEE ELM I2' ht. x 4' spr. 2' CALIPER, 45 GAL. AS. YES | YES
L Area: e 4 JS JUNIPERUS SILICICOLA RED CEDAR 12" ht. x 4’ spr. 2" CALIPER, 45 GAL. AS. YES | YES
Magnolia g. "DD Blanchard" Overall Landscape Area: 8,603 S.F. & LI LAGERSTROEMIA INDICA CRAPE MYRTLE 'NATCHEZ' 12" ht. x 5' spr, 3' CALIPER, Single-Trunk, Matched AS. YES NO
. 25% of Landscape Area: 2,150 S.F. 12 LJ LIGUSTRUM JAPONICUM TREE LIGUSTRUM &' ht. x 4' spr., 2' CALIPER, Multi-trunk A YES No
D.D. Blanchard Magnolia
Sym SF. /Plant | Total S.F 2 PS PHOENIX STLVESTRIS STYLVESTER DATE PALM 12’ clear trurk min, B4B, 20' OA, Matched AS. YES NO
Alee EIm Hedge Shrubs
Hedge Shrubs
Junioerus virginiana 128 MFR | MYRCIANTHES FRAGRANS SIMPSONS STOPPER . 18" ht. x 18" epr. 36'/A8. YES | YES
uniperus virgini "MFR 3 212 12 VOB | VIBURNUM OBOVATUM WALTER'S VIBURNUM ' ht. x 18" spr. 36'/A%. | YES | YES
Southern Red Cedar *voB B 1208 34 veu | VIBURNUM SUSPENSUM SANDANKWA VIBURNUM e' ht. x I8' epr. 36'/A8. YES NO
veu B 306 D) IBN | ILEX BURFORDII NANA' DWARF BURFORD HOLLY 18" ht. x 18" spr. 36'/A8. YES | YES
. . 56 PHO | PHILODENDRON 8, 'HOPE' HOPE PHILODENDRON 18" ht. x 18" spr. 30'/AS. YES NO
Lagerstroemia Indica * BN 625 1915 14 HSP | HIBISCUS SPP. HIBISCUS SPP. 18" ht. x 18" epr., RED BLOOMS 36'/A8. YES No
Crape Myrtle "Tuscarora" PHO ©25 350
NOTE: ALL HEDGE SHRUBS FOR REQUIRED LANDSCAPE TO BE I8' MIN. HT. AT PLANTING AND 24' HT. WITHIN 12 MONTHS OF PLANTING.
Ligustrum lucidum Dwarf Shrubs
@ Tree Ligustrum Dwarf Shrubs 55 DGM | DURANTA 'GOLD MOUND' GOLD MOUND DURANTA 3 gal, 14' ht. x 14" spr. 24'/A8. YES | YES
9 *DGM 4 220 35 VO | ILEX YOMITORIA 'SCHILLINGS' DWARF YAUPON HOLLY 3 gal., 14" ht. x 14" epr. 24'/A8. YES | YES
*lvo 4 380 159 RIN | RAPHIOLEPIS INDICA 'ALBA' DWARF INDIAN HAWTHORN 3 gal., 14" ht. x 14" epr. 24'/A8. YES NO
Phoenix sylvestris RIN 4 630
Sylvester Palm NOTE: MIN. HT. 14'-USE LARGER CONTAINER S$IZE IF NECESSARY/ SPACED TO COVER IN 12 MONTHS. SPACING AS SHOUN.
Sabal palmetto Ground Covers
Ground Covers 255 TAS | TRACHELOSPERMUM ASIATICUM DWARF CONF. JASMINE | gal, FULL IN POT 24'/A8. YES [ YES
Cabbage Palm * TAS 4 1220
* TUA 4 1642 412 TJA | TRACHELOSPERMUM JASMINOIDES | CONFEDERATE JASMINE | gal, FULL IN POT 24'/A8. YES | YES
44 ADM | ASPARAGUS DENSIFLORUS "™METERSII" FOX TAIL FERN 3 gal, FULL IN POT 24'/A8. YES NO
NOTE: SPACE/MAINTAIN TO PROVIDE COMPLETE COVERAGE WITHIN 12 MONTHS OF PLANTING.
Ornamental Grasses
2 c BERGIA CAPILLAR YaG 3 gal. 18' ht. x 8" epr. &'/AS. Y o
Ornamental Grasses 4 MCA | MUHLENBERGIA CAPILLARIS MUHLY GRASS gal, 18" ht. x 18" ep 48'/A8 ES N
*MCA 4 %
, Accents
NATIVE SPECIES 4 REQ | RUSSELIA EQUISETIFORMIS FIRECRACKER PLANT 3 gal. 18" ht. x 8" epr. AS. YES NO
3 CVvA | CROTON YARIEGATA 'CURLY BOT' | CRINUM LILY 5 gal, 36" ht. x 36" spr. AS. YES NO
NOTE: z.o one U_msﬁ. species .mxommam Seasonal Color
the 25% limit of required planting area. ANNUALS o' POTS o' NO NO
Turfgrass/Mulch
8D SF BAHIA | Paspalum notatum "Argentine’ Argentine Bahia Grass Solid Sod
TBD sF MULCH | PINE BARK MINI-NUGGETS 3' Depth

‘— m.lo:

TYPE "D" BUFFER - 20'-0" WIDTH

Not To Scale

SECTION

Note:

The limits of Clear Sight Triangle define a corridor thoughout
which a Clear Sight Window must be preserved.

The intent of this standard is to provide a window with
vertical limits of not less than 5'-0" above and 1'6" below the
Sight Line Datum, and horizontal limits defined by the limits
of Clear Sight Triangle.

Sight Line Datum

r-6'
| Top Of Ground Cover

-6

Pavement 3

CLEAR SIGHT WINDOW STANDARD

Not To Scale

SECTION

sco County Landscaping Standard Notes (Pasco LDC 905.2)

1. Maintenance Responsibflify. The County Is not responsible for maintenance of any landscaping unless
approved through a County maintenance agreement. (LDC 805.2-C.1.a)

2. Clear-Sight Triangle. Where a driveway/accessway intersects a road right-of-way or where twao (2) road
rights-of-way intersect, vegetation, structures, and non-vegetative visual screens shall not be located so
as to interfere with the clearsight triangle as defined in this Code or the Florida Department of
Transportation, Manual of Uniform Minimum Standards, most recent edition (Green Book), whichever is
maore restrictive. (LDC 905.2-C.1.b)

3. Sustainable Praclices. Landscaping shall be installed so that landscaping materials meet the concept of
right material/right place. Installed trees and plants shall be grouped into zones according to water, soill,
climate, and light requirements. Plant groupings based on water requirements are drought tolerant,
natural, and oasis. (LOC 905.2-C.7.¢)

4, Diversity. A maximum of 50 percent of the plant materials used, other than trees, may be non-drought
tolerant. A minimum of 30 percent of the plant materials, other than trees and turfgrass, used to fulfill the
requirements of this subsection shall be native Flaridian species, suitable for growth in the county
(LDC 905.2-C.1.d)

5. Diversity. No one plant species of shrubs or ground cover plants, excluding turfgrass, shall constitute
mare than 25 percent caverage of the overall landscape area. (LDC 905.2-C.1.d.5)

6. Quality. All plant materials shall be Florida Mo. 1 grade per "Grades and Standards for Nursery Plants "
Flerida Department of Agriculture and Consumer Services (FDACS), which is Incorporated herein by
reference. (LDC 805 2-C.2.a)

T. Avoid Easements Trees shall not be planted within any easement so as to interfere with the use of that
easement, nor under any present or planned overhead utility, norin any rights-of-way without County
appraval through the associated review process. (LDC 906.2-C.3.c)

#, Mulch shall be used in conjunction with living plant materials so as to cover exposed soil. Mulch shall be
installed to a minimum depth of three (3) Inches. The mulch should not be placed directly against the
plant stem or tree trunk. Muleh shall not be required for annual beds, Stone or gravel may be used to
cover a maximum of 20 percent of the landscaped area, (LDC §05.2-C 3.d)

9. Quality Practices. All landscaping shall be installed in accordance with standards and practices of the
Florida Nursery, Growers, and Landscape Association and the Florida Chapter of the International
Society of Arbericulture. (LOC 905.2-C.3.6)

11. All portions of a lot upon which development has commenced, but not continued for a period of 30 days,
shall be planted with a grass species or ground cover lo prevent erosion and encourage soil stabilization
Adequate coverage, so as to suppress fugitive dust, shall be achieved within 45 days. (LDC 905.2-C. 3.g)

11, All required landscaping shall be maintained in a healthy condition in perpetuity in accordance with this
Code. (LDC 805.2-E.2)

122, Ongoing maintenance to prevent the establishment of prohibited exatic species is required
(LDC 905.2-E.4)

Existing Trees

There are no existing trees on the subject parcel. The existing trees located just outside
the subject parcel shall be protected and preserved in accordance with Pasco County tree
protection standards.

General Landscape Notes

1. These plans respond to the criteria set forth in the most current Pasco County Tree
Restoration and Protection and Landscape Codes.

2. Related Information. See Civil site work and plans regarding all survey, utility and
site construction information.

3. Plant Material Standards. All plant material installed on this project shall be classified
"Florida #1" or better as defined by the latest edition of "Grades and Standards for Nursery
Plants" and "Grades and Standards for Nursery Plants, Part I, Palms and Trees"
published by the State of Florida Department of Agriculture and Consumer Services. Refer
to details for further quality specifications.

4. Planting Standards. All recommended trees and plant material shall be planted in
accordance with the specifications described in the latest edition of the State of Florida

Department of Agriculture and Consumer Service, Division of Forestry, "Tree Protection
Manual for Builders and Developers" and "American Nurseryman Standards."

5. Curbing and Wheel Stops. Curbing and/or wheel stops shall be installed to protect
required plantings. Plantings adjacent such pavement edges shall be offset from back of
curb 30" to allow for vehicle overhang.

6. Utility Conflicts. Plantings shall be placed in such a manner as to avoid conflicts with
aboveground, underground, existing and proposed utilities.

7. Sight Triangles. Plantings shall be placed in such a manner as to provide clear
visibility for drivers of vehicles at the intersections of the driveways and rights of way, in
accordance with Pasco County standards.

8. Landscape Coverage. All areas of the site that are not covered by buildings,
pavements, ponds or existing vegetation shall be covered with mulch, turf grass, ground
covers, or shrubs.

9. All planting beds and tree rings shall be covered with a 3" minimum depth of organic
mulch material.

10. In order to comply with the required limits on conventional irrigation, 50% of the
greenspace comprised of the following areas shall be either non-irrigated or irrigated with
micro-irrigation techniques: lake banks (bahia turf), all shrub bed areas (micro-irrigation),
all mulch beds under trees (bubbler irrigation), all areas of existing vegetation (no
irrigation).

11.  The Landscape Contractor shall review all landscape plans and specifications and
perform an analysis of site conditions relative the plans and specifications prior to
construction. Report all discrepancies in site conditions and plans prior to commencing
work. The landscape contractor shall be responsible for becoming familiar with all
underground utilities, pipes, structures and line runs prior to construction.

12.  The Landscape Contractor shall be responsible for holding the fine grading of
planting areas to insure positive drainage away from buildings and into drainage ways. In
addition, the finish mulch elevation at the buildings shall be verified with the site work
contractor and maintained at that level. Parking lot islands shall slope at 2% from center.
Turf and planting beds shall meet sidewalks and flatwork at 2" below the flatwork.

13. The Landscape Contractor shall coordinate work with other contractors to insure a
timely flow of work.

14. The Landscape Contractor shall be responsible for maintaining all plantings until
final acceptance by the Owner. This maintenance includes keeping beds free of debris
and weeds, all mechanical maintenance, fertilization, chemical treatments for disease or
infestation, and watering.

15. The Landscape Contractor is responsible for verifying the plant material quantities
prior to bidding. Notify the Landscape Architect of any quantity discrepancies prior to
construction. Plant quantity discrepancies discovered during construction shall be the
responsibility of the Landscape Contractor.

16.  All edging shall be trench 4" deep x 6" wide at the edge of beds not otherwise
bordered with structure or hardscape.

17. All trees to be staked and guyed as shown in the details unless otherwise noted.

18. All plant material shall be guaranteed for a period of one year from the date of final
acceptance by the Owner.

Specific County Requirements

1. A maximum of 50% of plant materials, other than trees, may be non drought-tolerant
species.

2. Atleast 30% of the plant species shall be native to Florida.

3. No one plant species of shrubs or groundcover, excluding turf grass, shall constitute
more than 25% of required overall landscape area.

4. Minimum number of tree species shall be eight (8) for this project.

5. Berm heights shall be measured from vehicular use area grade.

6. For all buildings on the site, a minimum of ten percent (10%) of the building area shall
be planted with trees (minimum 2), shrubs and ground covers not including turfgrass in a

5'-0" minimum width bed within ten feet of the building perimeter.

7. No more than 30% of required landscape areas may be grass; the balance must be
shrubs or groundcover.

Vehicular Use Area Landscaping

1. The total Vehicular Use Area is 38,200 square feet.

2. Ten percent (10%) of the VUA, or 3,725 square feet, represents the required landscape
area that is to be planted within the parking lot. Total Provided VUA Landscaping 4,006
square feet. (Note: See plan for notations of square footage at each VUA island.)

3. The minimum number of trees to be planted in the required VUA landscape area is
based on 1 tree per 200 s.f. of required landscape. The minimum number of trees to be
planted within the VUA landscape area is 20.

The number of VUA trees planted is 20.

4. Single landscape islands must have one (1) 2" cal., 10" ht. tree and ground covers or
shrubs. (Note: The term "ground cover" is not to be construed as turfgrass).

Buffer Requirements

EAST BUFFER: Type "D", 15'-0" wide, 268 If.

Shade Trees required at one (1) every 30'-0": Five (5) trees required.
A continuous row of evergreen shrubs planted at 18" height (min.).
Two continuous rows of evergreen shrubs with staggered spacing.
Buffer plantings to be atop an 18" ht. berm when adjacent V.U.A.

SOUTH BUFFER: Type "A", 10-0" wide, 275 I.f.
Shade Trees required at 60'-0": Five (5) trees required.
A continuous row of evergreen shrubs planted at 18" height (min.).

WEST BUFFER: Type "A", 10'-0" wide, 228 |.f.

(Note: Driveway is 24'-0" wide)

Shade Trees required at 60'-0": Four (4) trees required.

A continuous row of evergreen shrubs planted at 18" height (min.).

NORTH BUFFER: Type "A", 10'-0" wide, 253 I.f.

(Note: Driveway is 24'-0" wide)

Shade Trees required at 60'-0": Five (5) trees required.

A continuous row of evergreen shrubs planted at 18" height (min.).

Building Perimeter Landscaping

1. Length of Perimeter Planting. At least 50% of the perimeter shall be planted within a
minimum 5'-0" width bed. The perimeter of the building is 465 linear feet with a minimum
requirement of 233 linear feet. The length provided is 233 linear feet.

2. Minimum Perimeter Planting Area. At least 10% of the area of the building shall be
planted along its perimeter within a minimum 5'-0" wide bed. The aggregate area of the
building is 13,700 square feet. The minimum area of planting is 1,370 square feet. The area
provided is 1,500 square feet.

Existing Tree Care Standards

1. Flag all trees and palms to be saved in place. Provide barricading in accordance
with local standards around trees to be saved in place prior to site demolition.

2. All work shall be undertaken in the presence of a registered arborist employed by the
landscape contractor. All trees and palms to be saved shall be examined for damage,
disease and insect infestation. Parts of the tree showing these conditions shall be treated
or pruned in accordance with the arborists recommendations. Remove all dead limbs and
vines.

3. Root prune all trees to be saved prior to grading around trees. Cut along lines offset
from lines of development surrounding the tree, i.e. at building foundations, parking lots,
etc.

4. Treat all cuts with a fungicidal barrier. Backfill the trench, within 4 hours of digging,
with a 1:1 mixture of site soil and sawdust or other fine organic material. Do not compact.

5. Fertilize the plant as directed by the consulting arborist.

6. The arborist shall visit the site periodically to assess the health of the trees and issue
reports on the relative health of the trees and make recommendations for further
treatments if necessary.

Irrigation Notes

1. Anirrigation plan designed in accordance with Section 15.C of Pasco County
Landscaping and Irrigation Ordinance 02-04 will be submitted for approval prior to
construction.

2. No more than 50% of the site greenspace will be irrigated with conventional spray
heads. The remainder will be unirrigated or utilize low volume microirrigation techniques.

3. Turfgrass areas shall be irrigated on zones separate from trees, shrubs and ground
covers.

4. The irrigation system shall include a rain sensor to avoid watering during periods of
sufficient rainfall.

Plantings Along Roadways

1. Landscaping shall be planted in such a manner as not to impede the access for
maintenance and the storm-water run-off flow to or in a ditch, swale, or pond.

2. All the trees overhang to the public Right Of Way/or trees within the ROW shall be
trimmed and pruned to maintain a minimum vertical clear height of 8' from the finished
ground surface of the sidewalk to the bottom of Canopy/ 16.6' clear height above the
roadway paths.”

Landscape Maintenance

1. The Owner of the property shall arrange for ongoing landscape maintenance to
insure continued compliance with the Pasco County LDC with specific considerations for
irrigation system performance, plant health and the health, safety and welfare of the
occupants and users. Special attention shall be given to traffic and pedestrian visibility at
points of ingress and egress to the property from rights of way, and any internal
intersections where vehicular/pedestrian conflicts may occur.
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CROWN

Crown dimensions shall be as specified in the Plant Schedule. For all oak, holly and pine trees,
branching shall have a single dominant leader with proportionate secondary branching and
trunks shall be clear for not less than 1/4 the overall height of the tree (measured from top of
root ball). For crape myrtle, ligustrum and wax myrtle trees, multiple trunk branching shall

occur at the root ball. All trees shall have been pruned during growth to discourage "cross
branching". Trees showing signs of recent cross branching or radical pruning will be rejected. No
irregular or poorly-shaped crowns nor crook-trunked trees will be accepted.

HANDLING

Do not move trees to site until site is prepared for planting. Plant all trees the day they are
moved to the site. Cover crown during transportation. Spray with antidessicant in aCVArdance
with the Written Specifications. Always Handle tree by the root ball. NEVER LIFT BY TRUNK.

STAKING AND GUYING

All trees between 2" and 8" in caliper shall be staked and guyed utilizing materials specified in
the Written Specifications. Specified flags shall be tied to each guy wire at 3'-0" above the
ground in plain view of passerby. Crape myrtle, ligustrum and wax myrtle shall be staked by
burying one 2" pole 3'-0" deep, 2" outside of root ball and inside mulching, and tying the trunk to
the pole with specified material.

ROOTBALL

Root ball shall be a firm ball of tree roots and natural soil sized per the Written Specifications.
Tree shall be been grown in container or irrigated field from liner stock by a professional
nurseryman. No field collected trees will be accepted. No "grow bag" will be accepted.

PLANTING

Planting pit and backfill shall be as per the Written Specifications. Provide a compacted seat for
root ball at the bottom of the pit at least 4" in height. Set tree straight and plumb so that the

top of root ball is 2" above surrounding grade after setting. Provide 8" wide by 6" high watering
ring around the circumference of the planting pit. Cover planting pit with 3" of specified mulch.
Keep muich at least 3" away from tree trunk.

TYPICAL TREE PLANTING

CROWN AND TRUNK

Palm fronds shall be tied up until after planting. Ties shall be removed as follows: Date Palm,
one week; Washington Palm, Immediately; Queen Palm, Immediately; Sabal palms which are
not "Hurricane Cut" shall remain tied for six months. Remove all dead or broken fronds. Never
cut bud. All trunks shall be prepared prior to delivery. Date Palm trunks shall be "Classic Cut",
Sabal palms shall be booted or shaved as specified.

STAKING AND GUYING

Stake palms utilizing the "no nails" method. Wrap a triple layer of burlap 2'-0"
trunk at approximately 4'-0" above the ground. Strap two short 2x4 nailers at three locations 120
degrees apart to the trunk with packing straps. Drive 2x4 stake 3'-0" into ground 3'-0" from

trunk in alignment with nailers. Nail 2x4 braces to nailer and stake.

PLANTING

Plant all palms in pure sand. Raise root ball so that it will be 2" above surrounding grade after
setting. Provide watering ring 8" wide and 4" high around planting pit. Cover with 3" specified
muich. Keep mulch 3" away from trunk.

STAKING PLAN
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TYPICAL PALM PLANTING T

Not To Scale

BURLAP WRAPPING
PACKING STRAPS
2X4 WOOD

12" & 16" LONG

2X4 BRACE
ANGLED 36-40°

CROWN

Plant shall be equal or better than "Florida #1" as defined in the latest edition of "Grade and
Standards for Nursery Plants" by Florida Department of Agriculture and Consumer Services.
Plant shall be healthy, compact, dense and fully flushed with leaves.

ROOTBALL
Container stock shall have been grown in container from liner stock so that roots hold soil ball
together. No pot-bound or root-bound plants will be accepted.

PLANTING

Prepare planting bed, plant pit and backfill material in aCVArdance with the Written
Specifications. Slope the finish grade of the planting bed at 3/8" per foot to drain water. Set the
plant so that top of ball is 1/8" the depth of the root ball above the finish grade of the planting
bed. Align placement of each shrub and ground cover so that they are planted in straight rows,
and are spaced equally as specified. Cover planting bed with specified depth of muich. Keep
mulch away from trunk of plant.

TYPICAL SHRUB PLANTING

Not To Scale

12" FOR GROUNDCOVERS
24" FOR SHRUBS

24" BETWEEN
SHRUBS AND
GROUNDCOVERS

Not To Scale

36" BETWEEN
SHRUBS AND
BLDG.

Finish grade at building to be 6" below finish floor elevation.

"Pit Plant" per Written Specifications.

Bed grade to slope at 3/8" per foot away from building.

Bed edging to be at 6" wide x 4" deep trench filled with mulch
at the edge of bed as shown in the plans.

TYPICAL BED PREPARATION

Not To Scale

SECTION 2800
LANDSCAPE PLANTING

1. PART 1 — GENERAL

1.0 SCOPE: Furnish all materials, tools, equipment and labor necessary for the installation of plant materials
and accessories shown on the applicable drawings in accordance with all the requirements specified herein.

1.1 REFERENCES: The latest issues of the following documents form a part of this specification to the extent
indicated:

a. American National Standards Institute (ANSI): Joint committee on Horticultural Nomenclature Standards:
Standardized Plant Names (SPN) 1942 edition.

b. American National Standards Institute (ANSI): Nursery Stock, Z 60.1

c. American Society of Testing and Materials (ASTM): 60.1 Nursery Stock.

d. Florida Department of Agriculture and Consumer Services (FDACS): Grades and Standards for Nursery Plants,
Parts | and | (GSNS).

1.2 NOTIFICATION:  Notify Owner's representative 48 hours in advance of planting to allow on site inspection of
planting procedures and verification of plant material size.

1.3 SUBMITTALS:

1.3.1 At contract closeout submit all project record documents, operation and maintenance data warranty, and
two copies of maintenance record.

1.3.2 Submit copies of soil test Certificates of Analysis as described herein prior to commencement of
construction.

1.4 QUALITY ASSURANCE:
1.4.1 Qualifications:  Contractor shall have not less than three years experience as a Landscape Contractor and

have completed a minimum of 5 equivalent installations. Contractor shall submit a written description of ability
including facilities, personnel and a list of similar completed work.

with the Horticultural laws of the
on of Plant Industry.

1.4.2 Regulatory Requirements: All suppliers of plant material shall compl
State of Florida as regulated by the Florida Department of Agriculture

1.4.3 Soil Testing: The Contractor shall perform and pay for soil testing as follows:

a. Test two samples of stockpiled topsoil for pH level, sodium content, organic matter, nutrients and pathogens;
b. Test two samples of imported, composted humus for pH level, sodium content, organic matter, nutrients and
pathogens.

1.5 DELIVERY, STORAGE AND HANDLING

1.5.1 Packing and Shipping:

a. Balled and Burlapped (B&B) plants shall be dug and prepared for shipment in a manner that will not damage
roots, branches, shape and future development after replanting. Dig root balls to sizes and ratios according to
ANS| Z60.1, ball with firm, natural balls of soil, and wrap ball firmly with burlap and tie (ANSI Z60.1).

b. Specimen Plants shall be dug, wrapped and bound with care to assure safe loading, shipment and handling.

1.5.2 Acceptance at Site:

a. Deliver fertilizers, pesticides, organic mulches, soil amendments, and peat to site in original unopened
containers bearing manufacturer's guaranteed chemical analysis, name, trade name, trade mark, and conformance
o state law as applicable.

. Do not deliver more plant materials than can be planted in one day.

c. Deliver plants with legible identification labels.

. Protect during delivery to prevent damage to root ball, windburn, or wilting of leaves.

. Notify Landscape Architect of delivery scheldule in advance so plant material may be inspected upon arrival at
job site.

o o

o a

1.5.3 Storage and Protection: Bare—root, or balled and burlapped plant stock shall be delivered directly from
nursery and heeled—in immediately upon delivery if not to be planted within four hours.

1.5.4 Handling: Do not drop plants; do not pick up container or balled plants by stems or trunks; all plants
with cracked or mushroomed balls or with the plant loose in the ball will be rejected.

1.6 Project/Site Conditions: Planting season shall be in accordance with locally accepted practice. Perform
actual planting only when weather and soil conditions are suitable in accordance with locally accepted practice as
approved by the Landscape Architect.

1.7 Sequence and Scheduling: Planting to commence only when preceding work is complete to the point where
other contractors do not need access to planting areas..

1.8 Landscape Architect may reject substandard materials discovered on the site at any point in the project.

1.9 Warranty: Guarantee that all plant materials shall be true to botanical name and variety and will replace
them at no cost to the Owner regardless of the length of time it takes to make this determination.

2. PART 2 — PRODUCTS
2.1 PLANT MATERIALS:

2.1.1 Plant materials shall mean trees, shrubs, vines and plants of all descriptions that are required to be
furnished for the project in accordance with the plant schedules.

2.1.2 QUALITY:  All plant material furnished shall be healthy representatives, typical of their species or variety
and shall have a normal habit of growth. They shall be full, well branched, well proportioned and have a
vigorous, well developed root system. All plants shall be inspected and certified in compliance with State and
Federal law by the State Nursery Inspector to be healthy vigorous plants free from harmful defects, decay,
disfigured stems or roots, plant diseases, or insect pests.

2.1.3 NOMENCLATURE: (SPN, 1942) All plants shall be true to name and type in accordance with names used on
plants. Substitutions shall be by consent of Landscape Architect.

2.1.4 STANDARDS: (ANSI Z60.1 or GSNS, whichever is more restrictive) All plants shall be"Florida #1 or better”
and shall be nursery grown within plant hardiness zones 9 or 10. Collected material shall not be acceptable
except as noted on plans.

2.1.5 Shade trees shall have trunks according to their habit of growth. The spread of the crown shall be in
good overall proportion to the total height.

2.1.6 Canned stock shall be grown in a container such as pots or cans and have sufficient roots to hold earth
together intact after removal, without being root bound.

2.1.7 Ornamental trees shall be well formed and have a crown typical of the species or variety. Where a
multi-stem is detailed on the Plant List, a plant having a minimum of two or more stems originating from a
common base at the ground line shall be furnished.

2.1.8 Deciduous shrubs shall be well branched and have ample well-balanced root systems capable of sustaining
vigorous growth. They shall have a height—width ratio typical of sufficient well-spaced side branches to give it
proper weight and density.

2.1.9 Evergreen trees shall be of a form typical of their species or variety and not unnaturally sheared or color
treated. They shall have received sufficient pruning of interior branches to develop full bodies and substantial
side branching.

2.1.10 Evergreen shrubs shall be well branched and have ample well-balanced root systems capable of sustaining
vigorous growth. They shall have a compact form and dense branching typical of their species or variety.

2.1.11 Vines and ground covers shall be adequate length and density typical of their species or variety.

2.1.12 SPECIMEN STOCK: When detailed on the Plant Schedule, specimen shall mean exceptionally fully developed,
bushy, and heavily branched plants that have been grown individually in the nursery. They shall surpass the
normal standard for nursery stock in their density and maturity, and shall form a symmetrical, tightly knit plant
or picturesque characteristic if indicated. Specimen stock shall be approved by Owner prior to installation.

an
2.1.13  TRANSPLANTED STOCK: Where indicated on the plan, existing material on the site is to be transplanted
to a new location. This work shall be accomplished as specified by the Owner's registered arborist.

2.2 FERTILIZER:
2.2.1 For Summer Flowering Trees and Shrubs, fertilizer shall be granular form, 6—-6—6 or similar andlysis in
ureaform or nitroform slow release formulation.

2.2.2  For Spring—Flowering Trees and Shrubs, fertilizer shall be granular form, 6—12—6 or similar andlysis in
ureaform or nitroform slow release formulation.

2.2.3 For Ground Cover and other Evergreen shrubs, fertilizer shall be a granular form, 18—6-12 fertilizer or
similar analysis in ureaform or nitroform slow—release formulation.

2.2.4 For Evergreen Trees, fertilizer shall be a granular form fertilizer, 6—24—6 high phosphorous or similar
analysis in ureaform or nitroform slow—release formulation.

2.3 Composted Humus material shall be as manufactured by a licensed composting facility as regulated by the
Environmental Protection Agency. Composted Humus shall meet all EPA guidelines, be free of pathogens and
insects, and have a pH of 7.0 to 7.5. Local source: Recycled Wood Products; Tampa, Florida
(813/832-3634), or equal.

2.4 Weed Control shall be a granular pre—emergent, a weed control which kills weed seeds as they germinate,
applied per package label instructions.

2.5 Organic Mulch shall be Grade "B” shredded cypress wood of uniform texture and size.
TING

2.6 GUYING AND STAKING MATERIAL:

a. Anchors for ground guying of trees shall be Laconia Mallegble Iron Co., size 12" LA-12-120; or
Earth Anchors, Foresight Industries, Inc.; or equal.

b. Wire connections shall be Micropress Splice Clip, or equal.

. Safety Flags for guy wires shall be 3" x 12" wood or hard plastic painted white.

. Cables shall be three twisted strands of 9 gauge galvanized steel.

. Turnbuckles shall be 5/16” x 4—1/2" galvanized steel.

f. Hose shall be new, 3/4” diameter, 2—ply black rubber.

g. Wood stakes for vertical staking of trees shall be Farm type, pressure treated wood posts, 2—1/2" to 3"
diameter, 8'-0" long, unweathered, uniform in color and appearance.

h. Braces for palm trees shall be pressure treated 2" x 4" lumber.

® a0

2.7 PESTICIDES: Insecticide for plant material shall be an approved type for residential areas that may be used
without halting construction activity. Application shall be according to package label specifications.

2.8 WATER: During the course of construction, the Contractor shall make, at his expense, whatever
arrangements may be necessary to provide adequate irrigation of the planted areas. Contractor shall furnish all
necessary hose, equipment, attachments, accessories and labor.

2.9 TWINE: Shall be jute twine not less than two ply.

2.10 TOPSOIL: ~ Shall be natural, friable, fertile, fine loam soil, which produces a heavy growth; free from subsoil
objectionable weeds, litter, sods, stiff clay, stones larger than one inch in diameter, stumps roots, trash, toxic
substances, or any other material which might be harmful to plant growth or hinder planting operations: between
pH of more than 5.5 and less than 7.5.

2.11 EDGING: Where metal edging is indicated on the plan, it shall be green Permaloc Aluminum Edging, 3/16”
x 4", black (PH: 1-800-356-9660), or pre—bid approved equal.

2.12 SOIL AMENDMENT
a. Lime shall be agricultural grade, gound dolomitic limestone. At least 90% shall pass a U.S.S. No. 10 sieve,
and at least 50% shall pass a US.S. No. 96 sieve. Any caked or damaged lime will be rejected.

b.  Aluminum Sulfate shall be finely ground commercial grade aluminum sulfate.

213 LOCAL AVAILABILITY: Where specified items and/or materials, such as mulch, fertilizer types, analysis,
or quantities, etc. are unavailable or drastically different from appropriate local practice, attach to bid a
description of proposed substitute and effect of this bid price.

3. PART 3 — EXECUTION

3.1 EXAMINATION

3.1.1 Verify that final grades have been established prior to commencement of landscape construction operations.

3.1.2  Inspect trees, shrubs and ground covers for injury, insect infestation; and trees and shrubs for improper
pruning. Do not plant injured, infested or improperly pruned trees, shrubs or ground covers.

3.2 PREPARATIONS

3.2.1 Stake out location of all trees and bed areas for Architect’s approval prior to commencement of landscape
construction.

3.2.2 Adhere to tree protection requirements regarding no digging within the protected root zone areas of existing
trees as shown in the landscape drawings.

3.2.3 All planting shall be done when weather and soil conditions are suitable.

3.2.4 Take all proper precautions so as not to disturb or damage subsurface improvements. It shall be the
Landscape Contractor’s respon: y to locate electrical cables, storage tanks, subsurface drainage, gas lines,
obstructions are encountered in the excavation of plant pits. Alternate locations may be selected with the
approval of the Architect.

3.2.5 The Contractor shall at all times take reasonable and adequate precautions to protect the existing
improvements during the course of the project. Any damage incurred shall be corrected by the Landscape
Contractor at his expense.

3.2.6 BED PREPARATION: Bed Preparation shall be a layer of 4" of Composted Humus tilled 4" into the existing
topsoil for an 8” bed depth. Begin by tilling the existing soil to o depth of 4”. Rake out all debris. Apply a
4" layer of Composted Humus material over the entire bed area and till to 8" deep. Grade to drain toward
points of natural outflow or toward storm sewer inlets. Grade at walks and curbs shall be 2" below the
elevation of the pavement.

3.2.7 BED EDGING: Install specified edging per manufacturer's recommendations where shown in the landscape
plans.

3.2.8 EXCAVATION: Plant pits shall be excavated with vertical
landscape drawings.

ides sand flat bottoms as per the details on

3.3 PLANTING INSTALLATION:

3.3.1 SETTING: Al plants shall be set in pits excavated to a size of two times the diameter of plant ball and
twelve (12”) deeper than the height of the root ball and shall be set at such a level that the top of the root
ball shall be 1/8 the depth of the root ball (or container) abaove the surrounding soil level. Each plant shall be
planted in the center of an individual pit and set plumb and straight. All plants shall be adjusted to conform
and dlign with surrounding plants and properly faced so as to give the best effect.

3.3.2 All burlap shall be left on the plants. Burlap shall be cut open or removed to below the mid—line prior to
backfilling. Plants grown in metal, plastic, or peat pots, shall be removed from their containers.

3.3.3 Backfill material shall be the amended soil in the prepared bed of the plant.
3.4 FERTILIZING:

3.4.1 TREES: Shall have 1/2 cup for each 1/2" of the trunk caliper. Fertilizer shall be mixed into the back
material prior to backfilling.

3.42 SHRUBS: Shall have 1/4 cup for each shrub under 12" in height and 1/2 cup for each shrub over 12"
in height. Fertilizer shall be mixed into the bacfill material prior to backfilling.

3.4.3 GROUNDCOVERS: Fertilizer shall be broadcast at the rate of 1.5 pounds of actual
nitrogen per 1,000 square feet over the bed area and watered in prior to planting.

3.5 PLANTING FINISHES: Pruning shall retain the form typical of the plant. It shall include all dead or injured
twigs and done according to standard horticultural practices.

3.5.1 Weed control shall be done by applying the approved granular pre—emergent throughout the bed area per
label instructions prior to mulching. Apply the herbicide in all mulched areas except within root zones of the
existing trees as shown in the landscape drawings.

3.5.2 For trees and palms, the planting mix shall be smoothed and shaped to form a shallow basin slightly
larger than the pit. These basins shall then be mulched with a 3" layer of mulch. For bed plantings, the entire
area shall be raked smooth and mulched to a depth of 3".

3.5.3 Trees and palms shall be staked and guyed in an upright position as soon as practical after planting, as
shown on the detail drawings. Plants shall stand plumb after staking and quying is complete. Adjust all guys
after settling has occurred to re—plumb trees and palms.

3.5.4 During course of planting, excess and waste materials shall be promptly removed, lawn areas kept clear
and precautions taken to avoid damage to existing structures, plants and grass. When planting in an area has
been completed, the area shall be thoroughly cleaned up. Debris, rubbish, subsoil and waste materials shall be
removed from the site. All walks, drives, and patios tracked up with soil or materials from installation will be
cleaned so far as practical.

3.5.5 Existing grass areas which have been injured by the work shall be regraded and sodded. The entire areq,
when completed, shall be neat and clean to the satisfaction of the Owner.

3.6 PLANT GUARANTEE AND REPLACEMENT:
3.6.1 GUARANTEE: Plants shall be guaranteed for 1 full year from the date of final acceptance.

3.6.2 REPLACEMENT: At the end of the guarantee period, inspection will be made by the Owner upon written
notice requesting such inspection submitted by the Contractor at least ten days befor the anticipated date. Any
plant required under this contract that is dead or not in satisfactory growth, as determined by the Owner, shall
be removed from the project site; and these any plants missing, due to the Contractors negligence, shall be
replaced as soon as conditions permit, but during the normal planting season.

3.6.3 All replacements shall be plants of the same kind and size as specified in the plant schedule given on the
project drawings. They shall be furnished and placed as specified under new planting; the cost shall be borne
by the Contractor except for possible replacement resulting from removal, loss or damage due to occupancy of
the project in any part, vandalism, or acts of neglect on the part of others, during the guarantee period after
acceptance.

3.7 MAINTENANCE:

3.7.1 Maintenance shall begin immediately after each portion of lawn and each plant is planted and shall
continue in accordance with the following requirements. The landscape contractor shall provide and pay for
maintenance.

3.7.2 Plant material shall be protected and maintained until installation of planting has been inspected and
planting is accepted exclusive of the guarantee. Maintenance shall include watering, weeding, cultivating, mulching,
tightening and repairing of guys, removal of dead material, resetting plants to proper grade or upright positions
and restoring of the planting saucer and other necessary operations.

3.7.3 Maintenance shall be continued until the date of final acceptance.
3.7.4 The Contractor shall keep a record of landscape maintenance performed during the
construction period noting the dates and types of mechanical and chemical maintenance. The record shall be

submitted to the Owner upon project closeout.

END OF SECTION 2800 — LANDSCAPE PLANTING

SECTION 2930
SODDING ST. AUGUSTINE TURFGRASS

1. PART 1 — GENERAL

1.0 SCOPE: Furnish all materials, tools, equipment and labor necessary to completely install the lawn shown on
the applicable drawings in accordance with all requirements specified herein.

2. PART 2 - PRODUCTS
2.1 SODDING MATERIALS

2.1.1 Sod shall be nursery grown, machine—cut St. Augustine sod harvested from cultivated agricultural land and
grown specifically for sod purposes. It shall have received a high degree of maintenance including regular
mowing, watering, and weed control treatments to maintain superior quality and uniformity. It shall be vigorous,
well rooting, healthy turf, free from disease, insect pests, noxious weeds, stone and any other harmful or
deleterious matter. It shall have a uniform thickness of at least 5/8". Broken or tom pads be rejected.
The sod pad shall be capable of supporting its own weight and retaining size and shape when supplier's standard
size pad is suspended vertically from a firm grasp on the upper 10 percent of the pad. Store sod no longer
than 24 hours on site in a cool shady location.

2.1.2 FERTILIZER: Shall be a complete ureaform or nitroform fertilizer, uniform in composition, free flowing,
granular or pelleted, delivered in original unopened containers with the analysis, type and trade name attached to
each container. Analysis shall be: Nitrogen 10%, Phosphorus 10%, Potash 10%. Applied at rate of 1 Ib. of quickly
available nitrogen per 1,000 sq. ft. Fertilizer shall not have been exposed to weather prior to delivery on the site
and after delivery until used, it shall not be stored in direct contact with the ground.

2.1.3 WATER: Water suitable for the execution of the work shall be provided by the Owner.

2.1.4 TOPSOIL:  Shall be natural, friable, fertile, fine loam soil, which produces a heavy growth; free from subsoil
objectionable weeds, litter, sods, stiff clay, stones larger than one inch in diameter, stumps roots, trash, toxic
substances, or any other material which might be harmful to plant growth or hinder planting operations: between
pH of more than 5.5 and less than 7.5.

3. PART 3 — EXECUTION

3.1 All sodding shall be done when weather and soil conditions are suitable. Under extraordinary conditions,
sodding may be done out of the above conditions at Owner's risk, however, only with Owner’s written permission.
Otherwise, Contractor is responsible.

3.2 When conditions are such, by reason of drought, high winds, excessive moisture, frozen ground, or other
unsuitable factors, that satisfactory results are not likely to be obtained, work shall be halted. It shall not be
resumed until desired results can be obtained or alternate or corrective measures and procedures can be used.

3.3 SOIL PREPARATION

3.3.1 After areas have been brought to the required grade and properly trimmed and cleaned up by others, the
soil shall be brought to a friable condition by harrowing, tilling or otherwise loosening and mixing to a depth of
four inches including the addition of a two inch layer of topsoil. Do not harrow or fill within the root zone of
existing trees as shown on the drawings.

3.3.2 Where no grades are shown, areas shall have a smooth and continual grade between existing or fixed
controls Am:nr as walks, curbs, catch basins, mﬁn.v.

3.3.3 The prepared soil shall be made smooth and uniform by raking and all lumps and soil clods over 2” in
diameter shall be thoroughly broken and foreign materials removed.

3.4 SOD INSTALLATION:

3.4.1 Apply the specified fertilizer and irrigate the sod bed for one hour. Allow sod bed to settle for one day.
The sod bed should be moist but not wet before sodding. Sodded areas shall be as per drawings. Sod shall
be laid as soon as possible after it is unloaded. Shall be laid in straight lines, perpendicular to slope, and
placed tightly against each other. Lateral joints shall be staggered and care shall be exercised to butt the
joints tightly without overlapping. As sodding is completed in any one section, the entire area shall be lightly
rolled. Sod laid on slopes steeper than 3 to 1 shall be held in place by wooden pegs driven through sod into
soil until flush with top of sod. Water sod immediately after laying.

3.5 SOD MAINTENANCE AND GUARANTEE:

3.5.1 Sodded areas shall be protected and maintained by watering, mowing and resodding as necessary until an
acceptable stand is established and for a minimum of 60 days, within the normal growing season of the region.

3.5.2 Resodding shall be done the same as the original installation and done in @ manner that will cause a
minimum of disturbance to the existing stand. Any areas that have had the topsoil washed away shall be filled
to match specified grade with topsoil before resodding.

3.5.3 Water as required. Watering shall be carried on daily unless adequate rainfall has occurred.

3.5.4 Mowing with approved mowing equipment to a height of 3 inches whenever the average height of the grass
becomes 4.5 inches. When the amount of cut grass is heavy, it shall be removed to prevent distribution of the
underlying turf. The landscape contractor shall notify the irrigation system installer if adjustment to heads are
required for mowing.

3.5.5 Weeding shall be done where an excessive quantity of weeds develop.

3.5.6 Dead, diseased, or browned sod shall be replaced immediately upon discovery.

END OF SECTION 2930 — SODDING ST. AUGUSTINE TURFGRASS

STURCH
DESIGN
GROUP

Landscape Architecture
Planning
Urban Design

Sturch Design Group, Inc.
11411 Cypress Park Street
Tampa, FL 33624
813.610.4525
sturch@aol.com

George T. Sturch, Jr., ASLA
FL License LA 00001295

Famous Tate
Pasco County, Florida

TITLE:

Specifications

DATE:

May 4, 2015
REVISIONS:

08.17.15

SHEET:



	9-9-15 Approval Memo PDD15-1681
	APPROVED PLANS



