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CYPRESS ELEMENTARY SCHOOL - FL5229

NEW PORT RICHEY, FLORIDA 34654

10055 SWEET BAY COURT

405 SOUTH DALE MABRY

SUITE 244

PROPOSED WIRELESS TELECOMMUNICATIONS TOWER

VERTEX DEVELOPMENT LLC.

150' UNIPOLE

TAMPA, FLORIDA 33609

PROPERTY INFORMATION

ZONING DATA

CONTACT INFORMATION

SHEET INDEX

PORTION OF SECTION 31, TOWNSHIP 25 SOUTH, RANGE 17 EAST

LATITUDE: ± 28° 16' 14.61" N           LONGITUDE: ± 82° 38' 47.53" W

TOWER GROUND ELEVATION: ± 32.7' (NAVD 88) / ± 33.5' (NAVD 29)

LOCATION MAP - NOT TO SCALE AERIAL MAP - NOT TO SCALE

PROJECT DESCRIPTION DRIVING DIRECTIONS

CODE COMPLIANCE
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1. The proposed use shall be consistent with the Goals, Objectives, and Policies of the adopted Comprehensive Plan elements or applicable portions thereof.
2. The proposed conditional use will not adversely affect or contribute to the deterioration of quality of life or property values in the immediate neighborhood.
3. The proposed conditional use is consistent with the character of the surrounding area, including the existing land use patterns.
4. The proposed use will not create or excessively increase traffic or parking congestion or otherwise affect public safety.
5. The site upon which the proposed use is to be located has suitable drainage, access, ingress and egress, on-site parking, loading areas, refuse collection, and

adequate utilities available to service the site.
6. The site upon which the conditional use is to be located has, or will have, screening and buffering sufficient to prevent interference with the enjoyment of

surrounding properties.
7. Proposed signs and lighting will not create any adverse glare or adversely affect traffic safety, economic value, or cause other significant problems on

adjoining or surrounding properties.
8. The proposed Conditional Use will not otherwise adversely affect the health, safety, or welfare of the surrounding community or area.
9. The proposed Conditional Use is in compliance with all specific standards established in this Code for the proposed Conditional Use provided; however, that

specific distance may be waived by motion of the BCC upon an affirmative demonstration that:
A.   The criteria set forth in 1-9 above would otherwise be met; and
B.   That due to unique physical barriers or other factors, the specific separation requirements would not be necessary in order to protect other land uses
       in the area.



1. Proposed wireless facility (“WF”) is designed at a height of 150 feet AGL, and will be a unipole, or flagless flagpole, design.
2. PID 31-25-17-0000-00300-0000 Acreage: 40.00 acres, MOL
3. Vertex Lease Premises Acreage: 0.057 acres, MOL (2,500 square feet), plus applicable access and utility easements
4. The proposed wireless facility shall be located in an area where the adverse visual impact on the surrounding area is minimized. Being able to see a wireless

facility does not necessarily equate to an adverse visual impact. Whether the visual effect of a wireless facility is adverse is based on the existence of relevant
negative factors for that facility, the number of those negative factors, and the degree that the facility evidences those negative factors.

5. The location of a proposed wireless facility shall minimize environmental impacts. Ground-mounted wireless facilities should not be located in reservation
areas or conservation areas.

6. Lighted towers using guy wires are prohibited in conservation areas as defined by this Code and the Comprehensive Plan.
7. WF, at a height of 150' AGL, shall be designed for at least three (3) different communications providers.
8. Areas sufficient for the temporary off-street parking for one (1) vehicle shall be provided.
9. Vehicular traffic is approximately one trip per month per carrier.
10. WF shall not be artificially lit, except as may be required by the Federal Communication Commission (FCC), Federal Aviation Administration (FAA) or

other applicable authority. If such lighting is required, it shall be installed in a manner to minimize impacts on adjacent properties. "Dual lighting" (red at
night/strobe during day) shall be utilized unless otherwise recommended by FAA guidelines.

11. All new towers shall comply with zoning district setbacks for a primary structure. All equipment on the tower site shall comply with the zoning district
setbacks for an accessory structure.

12. Any WF that is not operated for a continuous period of six (6) months shall be considered abandoned, and the owner of such wireless facility shall remove
same within ninety (90) days of notice from the County Administrator or designee that the WF is abandoned. If such WF is not removed within the said
ninety (90) days, the County may have the WF removed at the WF owner's expense.

13. All wireless facilities shall comply with the most current FCC rules and guidelines concerning human exposure to radio frequency electromagnetic fields
(FCC Guidelines). The County reserves the right to request the FCC to provide information or verification of a wireless facility's compliance with FCC
Guidelines. A wireless facility that meets the FCC Guidelines shall not be conditioned or denied on the basis of radio frequency impacts

14. WF shall meet the design standards in accordance with the requirements of EIA/TIA 222-G standards.
15. WF shall not require any water, wastewater, or solid waste disposal.



1. The required landscaping/screening shall be consistent with Safe Schools Guidelines. Existing vegetation shall be preserved to the maximum extent
practicable.

2. A security barrier consisting of a 6-foot black vinyl chain link fence will be installed around the perimeter of the mount(s), aboveground equipment
structures, and any anchor points.
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 ENLARGED AERIAL
 SCALE: 1" = 180'

1
A-1

SCALE BASED ON 11"x17" ONLY
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SCALE BASED ON 11"x17" ONLY C-1

 CALL FLORIDA 811

ONE CALL - DIAL 811

CALL 3 WORKING DAYS

BEFORE YOU DIG

1-800-638-4097
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SCALE BASED ON 11"x17" ONLY C-2
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 SETBACK PLAN
 SCALE: 1" = 200'
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SCALE BASED ON 11"x17" ONLY C-3
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 COMPOUND PLAN
 SCALE: 1" = 10'-0"
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SCALE BASED ON 11"x17" ONLY
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 TOWER ELEVATION
 SCALE: N.T.S.
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 CALL FLORIDA 811

ONE CALL - DIAL 811

CALL 3 WORKING DAYS

BEFORE YOU DIG

1-800-638-4097
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 CALL FLORIDA 811

ONE CALL - DIAL 811

CALL 3 WORKING DAYS

BEFORE YOU DIG

1-800-638-4097
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 SIGNAGE DETAIL
 SCALE: N.T.S.

2
C-6

NO

TRESPASSING

AREA

CYPRESS ELEMENTARY SCHOOL

FL-5229

10055 SWEET BAY COURT

NEW PORT RICHEY, FLORIDA 34654

FCC ASR #: TBD

LAT: 28° 16' 14.61" N  -  LONG: 82° 38' 47.53"

EMERGENCY CONTACT: 813-335-4768

CHAIN LINK FENCE NOTES:

1. ALL CHAIN LINK FENCE WALLS TO BE STRUNG THROUGH

STRETCHER BARS AND ATTACHED TO END POST WITH CLIP.

2. ALL CHAIN LINK FENCE ALONG PIPE FRAME TO BE WIRE TIED.

3. ALL WELD POINTS SHALL BE CLEANED AND PAINTED WITH

POWDERED ZINC PRIMER.

4. ALL CORNER POSTS SHALL BE GALVANIZED STEEL PIPE

A.S.A. SCHEDULE 40, AND ALL LINE POST SHALL BE

GALVANIZED STEEL.

5. GATE SHALL HAVE HEAVY DUTY HINGES AND MULTIPLE

LOCKING DEVICES.

6. SPLICES SHOULD ONLY OCCUR AT CROSS-RAILS.

7. CAP TOPS OF UPRIGHTS SHALL EITHER HAVE A CONTINUOUS

WELD OR HAVE "SET SCREWS" SO THEY CAN NOT BE

REMOVED.

8. USE ONLY A HEAVY DUTY LATCH ON GATE.

9. CONCRETE FOR FOOTINGS TO HAVE A MINIMUM 28 DAY

COMPRESSIVE STRENGTH OF 3000 PSI.

10. LOCATE FENCE AS SHOWN ON SITE PLAN.

 COMPOUND FENCE DETAIL
 SCALE: N.T.S.

1
C-6
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 TYPICAL COMPOUND SECTION DETAIL
 SCALE: N.T.S.

1
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 FDOT TYPE III SILT FENCE DETAIL
 SCALE: N.T.S.

2
C-7

PROTECTIVE BARRIERS ARE USED DURING LAND ALTERATION
AND CONSTRUCTION ACTIVITIES TO PROTECT TREES AND
NATURAL AREAS TO BE RETAINED ON A SITE.

PROTECTIVE BARRIERS MUST BE ERECTED AROUND TREES TO
BE RETAINED WITHIN AN AREA WHERE LAND ALTERATION
AND CONSTRUCTION ACTIVITIES WILL OCCUR AS WELL AS
ALONG NATURAL AREAS WHERE SUCH AREAS ARE ADJACENT
TO PERMITTED LAND ALTERATION OR CONSTRUCTION
ACTIVITIES. A PROTECTIVE BARRIER MUST REMAIN IN PLACE
UNTIL THE LAND ALTERATION AND CONSTRUCTION
ACTIVITIES ARE COMPLETED OR UNTIL COMMENCEMENT OF
GRADE FINISHING AND SODDING. NO GROUND DISTURBANCE
MUST OCCUR WITHIN THE BARRICADED AREA. THE
FOLLOWING REPRESENTS THE COUNTY'S MINIMUM
PROTECTIVE BARRIER SPECIFICATIONS.

1. TREES - TO RESTRICT ACCESS INTO THE AREA WITHIN THE
CANOPY DRIPLINE OF A TREE, A PHYSICAL STRUCTURE NOT
LESS THAN 3 FEET IN HEIGHT, COMPRISED OF WOOD OR
OTHER SUITABLE MATERIAL, IS PLACED AROUND THE TREE
AT THE CANOPY DRIPLINE, EXCEPT WHERE LAND
ALTERATION OR CONSTRUCTION ACTIVITIES ARE
APPROVED WITHIN THE CANOPY DRIPLINE.

THE CANOPY DRIPLINE OF A TREE IS THE IMAGINARY,
VERTICAL LINE THAT EXTENDS DOWNWARD FROM THE
OUTERMOST TIPS OF THE TREE'S BRANCHES TO THE GROUND.
FIG. A

BARRIER SPECIFICATIONS FOR TREES:

FOUR CORNER UPRIGHT STAKES OF NO LESS THAN 2"X 2"
LUMBER CONNECTED BY HORIZONTAL MEMBERS OF NO LESS
THAN 1"X 4" LUMBER; OR UPRIGHT TAKES SPACED AT 5'
INTERVALS OF NO LESS THAN 2"X 2" LUMBER CONNECTED BY
SILT SCREEN FABRIC OR MATERIAL OF COMPARABLE
DURABILITY. FIG. B

2. NATURAL AREAS - TO RESTRICT ACCESS INTO AREAS
WHERE LAND ALTERATION AND CONSTRUCTION
ACTIVITIES ARE NOT AUTHORIZED A PHYSICAL STRUCTURE
NOT LESS THAN 3 FEET IN HEIGHT IS PLACED ALONG THE
PERIMETER OF SUCH AREAS.

BARRIER SPECIFICATIONS FOR NATURAL AREAS:

UPRIGHT STAKES OF NO LESS THAN 2"X 2" LUMBER SPACED
NO MORE THAN 25' APART AND CONNECTED BY TWINE
FLAGGED WITH PLASTIC SURVEYING TAPE AT REGULAR
INTERVALS OF 5-10'. FIG. C. OTHER METHODS OF
DEMARCATION WILL BE CONSIDERED DEPENDING UPON THE
CHARACTERISTICS OF THE SITE.

WHY A BARRIER

1. TO PROTECT ALL ABOVE GROUND PORTIONS OF TREES AND
OTHER SIGNIFICANT VEGETATION FROM MECHANICAL
DAMAGE.

2. TO PROTECT ROOT SYSTEMS FROM COMPACTION.

3. TO PROVIDE AWARENESS OF PROTECTED AREAS TO
EQUIPMENT OPERATORS.

PROTECTIVE BARRIER REQUIREMENTS AND SPECIFICATIONS FOR EXISTING TREES TO REMAIN
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