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SITE DATA:
TOTAL SITE: =1.01 AC

BUILDING:
EXISTING =±7,987 SF

PARKING:
EXISTING (18,423 SF) =39

LOCATION MAP:

EXISTING INFORMATION  BASED
ON SURVEY PROVIDED BY CLIENT TO
FDC  PREPARED BY GREGORY A. SHRIMP, PSM, LLC.
FDC DOE SNOT WARRANT THE ACCURACY OF THE BASE MAP
INFORMATION
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March 9, 2016

SITE DATA:
TOTAL SITE: =1.01 AC

BUILDING:
EXISTING =±7,987 SF
PROPOSED = ±7,987 SF

PARKING:
EXISTING (18,423 SF) =39
PROP.  (16,714 SF) =32

LANDSCAPING:
BUILDING :

REQUIRED (10%) =780 SF
PROVIDED =±1,145 SF

VEHICULAR USE:
REQUIRED =±1,671 SF
PROPOSED = ±1,709 SF

SHADE TREE
REQUIRED9
PROVIDED =9

PARKING:
EXISTING =39
PROPOSED =35

CONSTRUCTION  NOTES:
1.) PARKING LOT TO BE RESURFACED AND RE-STRIPED ,

2.) NEW ISLANDS ARE TO BE DUG OUT A MIN. OF  (2) TWO FEET
AND REPLACED WITH TOP SOIL, WITH A 6" MOUND IN CENTER FOR
DRAINAGE

3.) SITE CONTRACTOR RESPONSIBLE FOR LOCATING AND PROTECTING
EXISTING UTILITIES.

0
2

-
1

5
-
2

0
1

6

6
9

0

2
0

1
5

-
0

0
8

6

R
E

H
R

E
H

E
M

P
S

DIVERSITY:
REQ. SPECIES =2
PROVIDED =5

DROUGHT TOLERATE
TREES =100%
SHRUBS =100%
GRASSES =100%
GROUND COVER = 0%

NATIVE
TREES = 95%
SHRUBS = 100%
GRASSES = 100%
GROUND COVER = 100%

PLANT SCHEDULE

Property Owner/ Developer:
Rainbow Tree Christian Schools
Marilyn Tiglao, Owner
4917 Sr 54
New Port Richey, Fl. 34653
727-845-8998

Engineer/ Landscape Architect:
Paul Skidmore PE, Robert Haught, RLA
3030 Starkey Boulevard
New Port Richey, Fl 34655
727-849-7588

Surveyor:
Gregory A. Shrimp, PSM , LLC
8237 Crescent Moon Drive
New Port Richey, Fl 34655
727-859-2161

CONTACT  INFO:
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NOTES
1. CLASS SIZE WILL BE LIMITED TO

100 STUDENTS
2. NO DEVELOPMENT BEYOND THE

THE USE OF INTENSITY  OF
PRIVATE SCHOOL WITHIN THE C-2
AREA.
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March 9, 2016 

SPECIFICATIONS

PLANT MATERIALS:  ALL TREES, PALMS, SHRUBS, GROUNDCOVERS, LITTORALS, WATER PLANTS, SOD AND VINES SHALL

CONFORM TO THOSE SPECIES AND  SIZES INDICATED ON THE DRAWINGS.  ALL NURSERY STOCK SHALL BE IN

ACCORDANCE WITH GRADES AND STANDARDS FOR NURSERY PLANTS AS DETERMINED BY THE FLORIDA DEPARTMENT

OF AGRICULTURE AND CONSUMER SERVICES, UNLESS SPECIFIED OTHERWISE, ALL PLANTS SHALL BE FLORIDA GRADE

NUMBER 1 OR BETTER AS DETERMINED BY THE FLORIDA DIVISION OF PLANT INDUSTRY. SPECIMEN MEANS A PLANT THAT

IS TRAINED IN ITS DEVELOPMENT TO POSSESS UNQUESTIONABLE AND OUTSTANDINGLY SUPERIOR IN FORM, BRANCHING,

COMPACTNESS AND SYMMETRY.  TREES FOR PLANTING ROWS SHALL BE UNIFORM IN SIZE AND SHAPE. SINGLE TRUNK

TREES SHALL HAVE A STRAIGHT, CENTRAL LEADER. MULTI-TRUNK TREES ARE TO HAVE 3-5 EQUAL SIZED TRUNKS UNLESS

OTHERWISE SPECIFIED.  PLANTS WITH  MARRED OR BURNED TRUNKS WILL NOT BE ACCEPTED.  PLANTS SHALL BE

PRUNED PRIOR TO DELIVERY ONLY IN ACCORDANCE WITH INTERNATIONAL SOCIETY OF ARBORIST GUIDELINES TO

INSURE PROPER HEALTH AND VIGOROUS GROWTH. ALL  MATERIALS SHALL BE SUBJECT TO FLORIDA DESIGN

CONSULTANTS INC.'S APPROVAL.

BALLED & BURLAPPED:  ALL BALLED & BURLAPPED STOCK SHALL BE FRESHLY DUG, SOUND,  HEALTHY, VIGOROUS,

WELL-BRANCHED, FREE FROM DISEASE AND INSECTS, SECURE IN THE ROOTBALL, AND POSSESS ADEQUATE  ROOT

SYSTEMS.  ALL BURLAP SHALL BE REMOVED FROM THE TOP ONE-THIRD OF THE BALL TO PREVENT WICKING.  ANY

BURLAP THAT IS NOT BIODEGRADABLE SHALL BE CAREFULLY REMOVED TO PROTECT DAMAGE TO FEEDER ROOTS.

GROW BAGS SHALL BE REMOVED IN THEIR ENTIRETY.   ALL BALLED & BURLAPPED STOCK THAT IS NOT IMMEDIATELY

PLANTED, SHALL BE HEALED IN AND THOROUGHLY WATERED UNTIL PLANTING.  LIFTING, MOVING, OR ADJUSTING THE

PLANT MATERIAL BY THE TRUNK IS PROHIBITED.

CONTAINER GROWN STOCK:  ALL CONTAINER GROWN STOCK SHALL BE HEALTHY, VIGOROUS, WELL-ROOTED (NOT ROOT

BOUND), AND ESTABLISHED IN THE CONTAINER IN WHICH THEY ARE SOLD.  THE  PLANTS SHALL HAVE TOPS OF GOOD

QUALITY AND BE IN A HEALTHY GROWING CONDITION.  ALL CONTAINER GROWN STOCK THAT IS NOT IMMEDIATELY

PLANTED, SHALL BE STORED IN A MANNER TO SHADE THE CONTAINERS FROM DIRECT SUNLIGHT TO MINIMIZE ROOT

DAMAGE.  ALL CONTAINER STOCK SHALL BE THOROUGHLY WATERED PRIOR TO PLANTING AND DURING STORAGE UNTIL

PLANTING.  LIFTING AND MOVING OF THE PLANT MATERIAL SHALL BE BY THE CONTAINER ONLY.

MEASUREMENTS:  TREES HEIGHTS SHALL BE MEASURED FROM GROUND TO THE AVERAGE BRANCH HEIGHT OF  CANOPY.

SPREAD SHALL BE MEASURED TO THE END OF BRANCHING EQUALLY AROUND THE  CROWN FROM THE CENTER OF THE

TRUNK. MEASUREMENTS SHALL NOT INCLUDE ANY TERMINAL GROWTH.  SHRUBS HEIGHT SHALL BE MEASURED FROM

THE GROUND TO THE AVERAGE POINT WHERE  MATURE PLANT GROWTH STOPS.  SPREAD SHALL BE MEASURED TO THE

END OF BRANCHING  EQUALLY AROUND THE SHRUB MASS. MEASUREMENT SHALL NOT INCLUDE  ANY TERMINAL

GROWTH.  PALMS SHALL BE MEASURED BY THREE HEIGHT CLASSIFICATIONS:  OVERALL HEIGHT, CLEAR WOOD, AND

GRAY WOOD.  OVERALL HEIGHT SHALL BE MEASURED FROM THE FROM THE GROUND TO THE AVERAGE FROND HEIGHT

AT TIME OF INSTALLATION.  CLEAR WOOD SHALL BE MEASURED FROM THE GROUND AT TIME OF INSTALLATION TO THE

BOTTOM OF THE FROND SHEATH.  GRAY WOOD SHALL BE MEASURED FROM THE GROUND AT TIME OF INSTALLATION TO

THE TOP OF HARDENED WOOD.

PLANTING SOIL AND BACKFILL:  PLANTING SOIL FOR USE IN PREPARING BACKFILL FOR PLANT PITS SHALL BE A FERTILE,

FRIABLE, NATIVE SOIL WITHOUT MIXTURE OF SUBSOIL MATERIALS. IT SHALL BE FREE FROM  HEAVY CLAY, STONES, LIME,

LUMPS, PLANTS, ROOTS OR OTHER FOREIGN MATERIALS, NOXIOUS GRASSES OR WEEDS.  IT SHALL NOT CONTAIN TOXIC

SUBSTANCES WHICH MAY BE HARMFUL TO PLANT GROWTH.  AMEND BEDS WITH 3" MINIMUM OF ORGANICS TO ACHIEVE

OPTIMAL PH LEVELS AND SOIL AERATION.  ROTOTILL TO A DEPTH OF 6" AND INCORPORATE A COMPLETE  SLOW RELEASE

FERTILIZER AT A 3-1-2 RATIO.  THE RESULTS OF POST SOIL MODIFICATION TESTING, BASED ON LIKE PLANTING

CONDITIONS AND AREA PROXIMITY, SHALL BE SUBMITTED TO  FLORIDA  DESIGN CONSULTANTS INC.'S FOR APPROVAL

PRIOR TO PLANTING.

COMMERCIAL FERTILIZER:  FERTILIZERS SHALL BE UNIFORM IN COMPOSITION, DRY, AND FREE FLOWING AND DELIVERED

TO THE SITE IN ORIGINAL UNOPENED BAGS BEARING ALL THE MANUFACTURER'S LABELS.   ALL  FERTILIZER IS TO BE

SLOW RELEASE AND COMPLETE WITH NECESSARY MICRONUTRIENTS.  AFTER INSTALLATION, FERTILIZER SHALL BE

CLEANED FROM ALL HARDSCAPE SURFACES AND WATERED IN THOROUGHLY PER MANUFACTURER'S SPECIFICATIONS.

TREES AND SHRUBS MIXTURE SHALL CONSIST OF A SLOW RELEASE THE FORMULATION OF 3 PARTS NITROGEN TO 1 PART

PHOSPHOROUS TO 2 PARTS POTASSIUM (3-1-2 RATIO).  ALL TREES AND SHRUBS SHALL BE FERTILIZED BI MONTHLY

DURING THE GROWING SEASON AT A RATE OF 4-6 LBS. OF A PER 100 SQ. FT. OF BEDS / TREE CANOPY (3' FORM BASE TO

DRIPLINE) OR PER MANUFACTURE'S RECOMMENDATION.  SOD FERTILIZER SHALL BE TURF SPECIFIC FOR ESTABLISHING

NEW LAWNS AND APPLIED PER MANUFACTURE'S RECOMMENDATION.  UPON ESTABLISHMENT, THE TURF SHALL BE

FERTILIZED AT A RATE OF 1 LB OF ACTUAL NITROGEN PER 1000 FT. SQ. OR PER MANUFACTURE'S RECOMMENDATION.

(NOTE: BAHIA TURF SHALL RECEIVE FERTILIZATION AT A HALF RATE OF THE ABOVE TURF RECOMMENDATIONS.) APPLY A

1/2 LBS. OF A PALM SPECIFIC (1 PART NITROGEN TO 1 PART POTASSIUM WITH 0.3 PARTS MAGNESIUM) FERTILIZER

QUARTERLY FOR ALL ESTABLISHED PALMS PER 2' OF HEIGHT OR PER MANUFACTURE'S RECOMMENDATION.

MULCH:  MATERIAL SHALL BE DARK BROWN CYPRESS MULCH, FREE FROM WEED SEEDS, AND APPLIED TO A MINIMUM 3"

DEPTH.

SEED:    ALL SEED SHALL MEET FLORIDA STATE PLANT BOARD.  SEED SHALL BE INSTALLED AND WATERED WITHIN 24

HOURS AFTER HARVESTING.

SUBSTITUTIONS:  NO SUBSTITUTION OF ANY MATERIALS' VARIETIES, GRADES, OR SIZES SHALL BE ALLOWED WITHOUT

WRITTEN  AUTHORIZATION FROM THE LANDSCAPE ARCHITECT.   ANY / ALL UNAUTHORIZED  SUBSTITUTIONS MAY

REQUIRE REPAIRING / REPLACING AT THE CONTRACTOR'S EXPENSE  AND AT FLORIDA  DESIGN CONSULTANTS, INC.'S

DISCRETION.

WARRANTY:  THE CONTRACTOR SHALL WARRANTY ALL WORKMANSHIP FOR THE PERIOD OF ONE YEAR AFTER FINAL

ACCEPTANCE FROM THE OWNER AND FLORIDA  DESIGN CONSULTANTS, INC.  ANY DEAD, UNHEALTHY, NON-CONFORMING

PLANT MATERIAL SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE WITHIN 7 DAYS OF NOTICE FROM THE OWNER

OR FLORIDA  DESIGN CONSULTANTS, INC.  THE CONTRACTOR SHALL NOT BE LIABLE FOR "ACTS OF GOD" AND VANDALISM,

NEGLIGENCE AND THEFT BY OTHERS.

QUALITY ASSURANCE:  THE CONTRACTOR SHALL PROVIDE SUBSTANTIAL PROOF TO FLORIDA  DESIGN CONSULTANTS,

INC. THAT HE / SHE HAS A MINIMUM OF 5 YEARS EXPERIENCE IN THE FIELD OF LANDSCAPE CONTRACTING WITH

PROJECTS OF SIMILAR SCOPE.  THE CONTRACTOR MUST SUPPLY AT ALL TIMES ON SITE WHEN WORK IS BEING

PERFORMED A QUALIFIED SUPERVISOR WITH A MINIMUM OF 18 MONTHS FIELD EXPERIENCE.  ALCA LANDSCAPE

CERTIFICATIONS CAN SUBSTITUTE IN LIEU OF THE EXPERIENCE  REQUIREMENT AT FLORIDA  DESIGN CONSULTANTS,

INC.'S DISCRETION.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE LOCATION OF ALL UTILITIES AND SERVICES BOTH

UNDERGROUND AND OVERHEAD PRIOR TO THE COMMENCEMENT OF WORK. PROTECTION OF ALL UTILITIES

AND SERVICES THROUGHOUT THE COURSE OF WORK IS EXPECTED. IF CONFLICT EXISTS, CONTRACTOR IS TO

CONTACT THE LANDSCAPE ARCHITECT.

ALL DISTURBED LANDSCAPE AREAS (EXCEPT FOR PLANTING BEDS) SHALL BE SEEDED  UNLESS  OTHERWISE

INDICATED ON THE DRAWINGS. CONTRACTOR SHALL GET APPROVAL OF FINE GRADING FROM LANDSCAPE

ARCHITECT PRIOR TO THE INSTALLATION OF TURF. GRADING FOR LANDSCAPE BERMING SHOWN ON PLANS

AND DETAILS IS APPROXIMATE ONLY, CONTRACTOR SHALL CONFER WITH LANDSCAPE ARCHITECT PRIOR TO

COMMENCING THIS WORK TO CONFIRM ACTUAL SHAPES AND ELEVATIONS OF THE LANDSCAPE BERMING. IT

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO FINISH GRADE ALL LANDSCAPE AREAS ELIMINATING

ALL BUMPS, DEPRESSIONS, ROCKS, STICK, OR OTHER DEBRIS PRIOR TO THE INSTALLATION OF PLANT

MATERIAL. THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR MAINTAINING POSITIVE SHEET FLOW

DRAINAGE AWAY FROM ALL STRUCTURES AND TO ALL DRAINAGE WAYS SHOWN OR IMPLIES ON THE

DRAWINGS.

IT IS THE CONTRACTORS RESPONSIBILITY TO INSURE GRADING DOES NOT CONFLICT WITH CIVIL GRADING

PLAN.

THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO RELOCATE/ REPOSITION ANY PLANTS, AS SITE

CONDITIONS MAY DEVIATE DURING CONSTRUCTION.

THE CONTRACTOR SHALL COORDINATE ALL WORK WITH ALL TRADES SO AS TO AVOID ANY CONFLICT WITH

THE EXECUTION OF WORK BY OTHERS.  OWNER SHALL NOT BE RESPONSIBLE FOR THE DAMAGE TO PLANT

MATERIALS CAUSED BY OTHER TRADES OR SUBCONTRACTORS. THE CONDITION OF PLANT MATERIAL SHALL

BE IN ACCORDANCE TO THE LANDSCAPE ARCHITECT.

THE CONTRACTOR SHALL VERIFY ALL QUANTITIES ON THE DRAWINGS PRIOR TO BIDDING.  QUANTITIES ON

THE MATERIALS SCHEDULE ARE PROVIDED FOR CONVENIENCE ONLY.

THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL APPLICABLE PERMITS.

LANDSCAPE CONSTRUCTION NOTES:

2.

1.

4.

5.

3.

6.

SEE ENGINEER PLANS FOR ALL OTHER REQUIRED CALCULATIONS. THIS VEGETATION PLAN MEETS AND/OR

EXCEEDS THE MINIMUM REQUIREMENTS OF THE LANDSCAPING SECTION OF THE COUNTY LANDSCAPING

CODE.

ALL TREES NOT HAVING A MATURE CANOPY OF A TWENTY FEET (20') MINIMUM, SHALL BE MASSED TO CREATE

AN EQUIVALENT TWENTY FEET (20') OF CANOPY.

ALL TREES ADJACENT TO WALKS, BIKE PATHS, AND RIGHTS-OF-WAY MUST BE MAINTAINED WITH EIGHT FEET

OF CLEAR TRUNK.

PLANTINGS IN EASEMENTS: UTILITY, POWER, OR DRAINAGE EASEMENTS MAY OVERLAP REQUIRED BUFFERS;

HOWEVER NO REQUIRED TREES OR SHRUBS MAY BE LOCATED IN ANY UTILITY, POWER, OR STREET

EASEMENT OR RIGHT-OF-WAY.

THE CONTRACTOR SHALL PROVIDE AND MAINTAIN THROUGH FINAL ACCEPTANCE (CERTIFICATE OF

COMPLIANCE) A TREE PROTECTION BARRIER FOR ALL INDIVIDUAL OR MASSES OF INDIGENOUS PLANT

MATERIALS BEING CREDITED AND/OR PRESERVED.

A LAYER OF MULCH TO A MINIMUM  DEPTH OF (3) INCHES SHALL BE SPECIFIED  ON THE LANDSCAPE PLAN IN

PLANT BEDS AND AROUND INDIVIDUAL TREES IN TURF GRASS AREAS

THE CONTRACTOR SHALL BE REQUIRED TO MAINTAIN SAFE SIGHT DISTANCE TRIANGLES AT ALL

INTERSECTIONS AND VEHICULAR CONNECTIONS SIGHT TRIANGLES MUST BE IN ACCORDANCE WITH LOCAL

MUNICIPALITY STANDARDS. CONTRACTOR TO VERIFY PRIOR TO FINAL ACCEPTANCE.

THE FOLLOWING EXOTIC SPECIES OF PLANTS AS LISTED IN THE FLORIDA EXOTIC PEST PLANT COUNCIL'S 2007

INVASIVE PLANT LIST SHALL BE REMOVED AND  MAINTAINED FROM OPEN SPACES IN PERPETUITY.

1. MELALEUCA SPP. (PUNK, CAJEPUT, PAPERBACK TREE) 2. CASUARINA SPP. (AUSTRALIAN PINE) 3.

SCHINUS SPP. (BRAZILIAN PEPPER, FLORIDA HOLLY) 4. ACACIA AURICULIFORMIS (EARLEAF ACACIA) 5.

RHODMYRTUS TOMENTOSUS (DOWNY ROSE MYRTLE) 6. SOLANUM VIARUM (TROPICAL SODA APPLE)

7. ALBIZIA LEBBECK (WOMAN'S TOGUE) 8. BISCHOFIA JAVANICA (BISHOPWOOD) 9. CUPIANOPSIS

ANACARDIOIDES (CARROTWOOD) 10. DALBERGIA SISSOCO (ROSEWOOD) 11. DIOSCOREA ALATA (AIR POTATO)

12. EUCALYPTUS CAMALDULENSIS (MURRAY RED GUM) 13. FICUS SPP. (WEEPING FIG, CUBAN LAUREL FIG) 14.

LYGODIUM (JAPANESE CLIMBING FERN, OLD WORLD CLIMBING FERN) 15. SAPIUM SEBIFERUM (CHINESE

TALLOW) 16. SYZYGIUM (JAVA PLUM, ROSE APLLE) 17. THESPESIA OPULNEA (CORK TREE) 18. WEDELIA

TRILOBATA (WEDELIA) 19. ABRUS PRECATORIUS (ROSARY PEA) 20. ARDISIA SPP. (CORAL ARDISIA,

SHOEBUTTON ARDISIA) 21. ASPARAGUS AETHIOPICUS (ASPARAGUS FERN) 22. BAUHINIA VARIEGATA (ORCHID

TREE) 23. CALOPHYLLUM ANTILLANUM (SANTA MARIA) 24. CINNAMONMUM CAMPHORA CAMPHOR TREE) 25.

COLOCASIA ESCULENTA (WILD TARO) 26. COLUBRINA ASIATICA (LEATHER LEAF) 27. DIOSCOREA ALATA

(WINGED YAM) 28. EICHHORNIA CRASSIPES (WATER-HYACINTH) 29. EUGENIA UNIFLORA (SURINAM CHERRY) 30.

HYDRILLA VERTICILLATA (HYDRILLA) 31. HYGROPHILA POLYSPERMA (GREEN HYGRO) 32. HYMENACHNE

AMPLEXICAULIS (WEST INDIAN MARSH GRASS) 33. IMPERATA CYLINDRICA (COGON GRASS) 34. JASMINUM

DICHOTOMUM (GOLD COAST JASMINE) 35. JASMINUM FLUMINENSE (BRAZILIAN JASMINE) 36. LANTANA CAMARA

(LANTANA) 37. LIGUSTRUM SINENSE (CHINESE PRIVET) 38. LUDWIGIA PERUVIANA (PERUVIAN

PRIMROSEWILLOW) 39. MACFADYENA UNGUIS-CATI (CAT'S CLAW VINE) 40.MANILKARA ZAPOTA (SAPODILLA) 41.

MIMOSA PIGRA (CATCLAW MIMOSA) 42. NEPHROLEPIS CORDIFOLIA (SWORD FERN) 43. NEPHROLEPIS

MULTIFOLIA (ASIAN SWORD FERN) 44. NEYRAUDIA REYNAUDIANA (CANE GRASS) 45. PAEDERIA CRUDDASIANA

(ONION VINE) 46. PAEDERIA FOETIDA (SKUNK VINE) 47. PANICUM REPENS (TORPEDO GRASS) 48. PENNISETUM

PUPUREM (NAPIER GRASS) 49. PISTIA STRATIOTES (WATER LETTUCE) 50. PSIDIUM CATTLEIANUM

(STRAWBERRY GUAVA) 51. PSIDIUM GUAJAVA (GUAVA) 52. PUERARIA MONTANA VAR. LOBATA (KUDZU) 53.

RHYNCHELTRUM REPENS (NATAL GRASS) 54. RUELLIA TWEEDIANA (MEXICAN PETUNIA) 55. SCAEVOLA

TACCADA (BEACH NAUPAKA) 56. SCHEFFLERA ACTINOPHYLLA (QUEENSLAND UMBRELLA TREE) 57. SENNA

PENDULA VAR. GLABRATA (CLIMBING CASSIA, CHRISTMAS CASSIA) 58. SOLANUM TAMPICENSE (WETLAND

NIGHTSHADE) 59. SYNGONIUM PODOPHYLLUM (ARROWHEAD VINE) 60. TECTARIA INCISA (INCISED HALBERD

FERN) 61. UROCHLOA MUTICA (PARA GRASS)

STATUTORY LANDSCAPE NOTES:

2.

1.

4.

5.

3.

6.

7.

8.

1

ROOTBALLS SHALL SIT ON UNDISTURBED SOIL.

DIAMETER OF THE PIT SHALL BE TWICE THE BALL

DIAMETER.

ROOTBALLS SHALL SIT ON UNDISTURBED SOIL.

DIAMETER OF THE PIT SHALL BE TWICE THE BALL

DIAMETER.  FOR ROOTBALLS   2' AND GREATER HOLE

SHALL BE 2' LARGER THAN THE BALL DIAMETER.

FILL AROUND ROOTBALL WITH BACKFILL, FLOOD, &

COMPACT FILL TO INSURE THE ELIMINATION OF AIR

POCKETS.   FERTILIZE AS PER PLANTING NOTES.

BACKFILL MATERIAL TO CONSIST OF NATIVE SOIL

FROM PIT DUG FOR FIELD DUG MATERIAL ONLY.  FOR

CONTAINER PLANTS, AMEND BACKFILL (1/2 NATIVE

SOIL & 1/2 SOIL AMENDMENTS).

(2"X4"X2') STAKE FOR EACH BRACE (TYP.)

CONSTRUCT AND COMPACT A 6" CONTINUOUS

SAUCER AROUND THE TREE  PLANTING PIT FOR

WATER RETENTION.

USE 1/2" DIAMETER REINFORCED RUBBER   HOSE

TIED WITH 12 STRAND GALVANIZED   WIRE; 3 GUYS

MIN. PER TREE - EVENLY   SPACED; ONE

TURNBUCKLE PER GUY   WIRE; USE WHITE FLAGGING

RIBBON. HOSES   TO INTERLOCK ONE ANOTHER AND

LOCATED   ABOVE BRANCHING. (WOOD STAKING

WITH STRAPS MAY BE USED IN ACCORDANCE WITH

FDOT INDEX 544)

TRUNK SHALL BE FREE OF ANY MAJOR SCARS.

TREES SHALL HAVE  BRANCHES UNIFORMLY

DISTRIBUTED. (UNLESS OTHERWISE NOTED)

PRUNE TREES IN ACCORDANCE WITH NATIONAL

ARBORIST ASSOCIATION STANDARDS TO ACHIEVE

PROPER HEALTH AND A UNIFORM MASS.

REMOVE TOP 1/3 OF DEGRADABLE BURLAP AND TUCK

BELOW SOIL TO AVOID WICKING.  DO NOT DISTURB

BURLAP AROUND THE FIBROUS ROOTS.   REMOVE

ALL NON-BIODEGRADEABLE MATERIALS FROM

PLANT AND PIT.  SCORE ROOTS ON CONTAINER

STOCK TO INSURE PROPER DEVELOPMENT.

3" MULCH, 6" AWAY FROM TRUNK

FINISHED GRADE

3" MULCH, 6" AWAY

FROM TRUNK

3" MULCH, 6" AWAY FROM TRUNK

FINISHED GRADE

TYPICAL TRIANGULAR SPACING OF PLANTS TO

INSURE FULL COVERAGE BY GROUNDCOVER.

MAINTAIN 12" DEAD ZONE AT BED EDGE.

PLANTING BED EDGE. CUT CLEAN AND STRAIGHT.

SOD

3" MIN. MULCH DEPTH IN ALL BED AREAS.

LAYOUT OF SHRUBS AT THE PLANTING EDGE IS DONE

FIRST TO ESTABLISH A CONTINUOUS LINE.  BEST FACE

OF SHRUB TO FACE FRONT OF PLANTING BED.

REMAINING SHRUBS ARE FILLED IN BEHIND THE FRONT

SHRUB LINE.

EXISTING SOIL

SOD

12" WIDTH ALONG BED EDGE AS DEAD ZONE

MAINTAINED. CENTERLINE TO BE 4" BELOW  FINISH

GRADE OF SOD.

3" MIN. MULCH

BEST "FACE" OF PLANT TO BE TOWARD THE FRONT

EDGE OF THE PLANTING BED.

ROTOTILL SOIL THOROUGHLY TO A MINIMUM DEPTH OF

6" FOR ALL PLANTING BEDS.   AMEND WITH 3" MIN. OF

ORGANICS TO ACHIEVE IDEAL PH AND AERATION.

ROOTBALLS SHALL SIT ON UNDISTURBED SOIL.

FILL AROUND ROOTBALL WITH BACKFILL,   FLOOD, &

COMPACT FILL TO INSURE THE ELIMINATION OF AIR

POCKETS.  FERTILIZE AS PER PLANTING NOTES.

BACKFILL MATERIAL TO CONSIST OF NATIVE SOIL FROM

PIT DUG FOR FIELD DUG MATERIAL ONLY.  FOR

CONTAINER   PLANTS, AMEND BACKFILL (1/2 NATIVE

SOIL & 1/2  SOIL AMENDMENTS).

CONSTRUCT AND COMPACT A 6" CONTINUOUS SAUCER

AROUND THE TREE PLANTING PIT FOR WATER

RETENTION.

TOP OF ROOT BALL SHALL BE AT LEAST 1" ABOVE THE

FINISHED GRADE.  FINISHED GRADE.

REMOVE TOP 1/3 OF DEGRADABLE BURLAP AND TUCK

BELOW SOIL TO AVOID WICKING.  DO NOT DISTURB

BURLAP AROUND FIBROUS ROOTS.   REMOVE ALL

NON-BIODEGRADEABLE MATERIALS FROM PLANT/PIT.

SCORE ROOTS ON CONTAINER    TO INSURE

SPREADING INTO BACKFILLED SOIL.

PRUNE SHRUBS IN ACCORDANCE WITH NATIONAL

ARBORIST ASSOCIATION STANDARDS TO ACHIEVE

PROPER HEALTH AND A UNIFORM MASS.

(2"X4"X2') STAKE FOR EACH BRACE (TYP.)

MINIMUM OF 3-(2x4) WOOD BRACES.

FINISHED

GRADE
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FILL AROUND ROOTBALL WITH BACKFILL,   FLOOD, &

COMPACT FILL TO INSURE THE ELIMINATION OF AIR

POCKETS.   FERTILIZE AS PER PLANTING NOTES.

BACKFILL MATERIAL TO CONSIST OF NATIVE SOIL FROM

PIT DUG FOR FIELD DUG MATERIAL ONLY.  FOR

CONTAINER PLANTS,  AMEND BACKFILL (1/2 NATIVE SOIL

& 1/2  SOIL AMENDMENTS).

CONSTRUCT AND COMPACT A 6"    CONTINUOUS

SAUCER AROUND THE TREE  PLANTING PIT FOR WATER

RETENTION.

5-(2"X4"X16") WOOD BATTENS. WRAP TRUNK W/ (5)

LAYERS OF BURLAP.

(2)-3/4" HIGH CARBON STEEL BANDS  TO SECURE

BATTENS IN PLACE.  NAILS SHALL NOT BE DRIVEN INTO

THE PALM.  BATTENS SHALL BE LOCATED IN DIRECT

RELATION TO HEIGHT OF THE PALM FOR MAXIMUM

BRACING.

TRIM ONLY THOSE FRONDS WHICH HANG BELOW LEVEL

OF TREE HEART.

TRUNK DIAMETER SHALL BE CONSISTENT   WITHOUT

ABRUPT CHANGES, LOOSE   SHEATHES, HOLES, OR

CAVITIES.

TYPICAL PALM TREE PLANTING

TYPICAL SHRUB PIT PLANTING

TYPICAL MULTI-TRUNK TREE PLANTING

TYPICAL SHRUB BED PLANTING

2

3

5

UTILITY SCREENING 

THE CONSTRUCTION OF ALL ABOVE GROUND UTILITY APPURTENANCES VISIBLE FROM THE PUBLIC RIGHT-OF-WAY SUCH

AS PEDESTALS, UTILITY METERS, TRANSFORMERS, BACK-FLOW PREVENTION DEVICES, ETC FOR NEW DEVELOPMENT OR

REDEVELOPMENT ACTIVITIES SHALL CONFORM TO SCREENING REQUIREMENTS AS OUTLINED IN SECTION 6.06.06.C.10 OF

THE LAND DEVELOPMENT CODE.  PLANT LOCATION MUST BE CONSIDERATE OF REQUIRED SPATIAL SEPARATIONS FROM

A FIRE FLOW PROTECTION APPLIANCE IN ACCORDANCE TO THE UNIFORM FIRE CODE. 

CLEAR SIGHT WINDOW STANDARD6

SIGHT LINE DATUM

BOTTOM OF CANOPY

3
'
-
6

"

5
'
-
0

"
1

'
-
6

"

TOP OF GROUND COVER

THE INTENT OF THIS STANDARD IS TO PROVIDE A

WINDOW WITH  VERTICAL LIMITS OF NOT LESS

THAN 5'-0"  ABOVE AND 1'-6" BELOW THE SIGHT LINE

DATUM, AND HORIZONTAL LIMITS DEFINED BY THE

LIMITS OF CLEAR SIGHT (FDOT INDEX 546)

VEHICULAR

PAVEMENT

PRUNE TREES IN ACCORDANCE WITH  NATIONAL

ARBORIST ASSOCIATION STANDARDS TO ACHIEVE

PROPER HEALTH AND A UNIFORM MASS.

REMOVE TOP 1/3 OF DEGRADABLE BURLAP AND

TUCK BELOW SOIL TO AVOID WICKING.  DO NOT

DISTURB BURLAP AROUND THE FIBROUS ROOTS.

REMOVE ALL NON-BIODEGRADEABLE MATERIALS

FROM    PLANT AND PIT.  SCORE ROOTS ON

CONTAINER STOCK TO INSURE PROPER

DEVELOPMENT.

3" MULCH, 6" AWAY FROM TRUNK

FINISHED GRADE

ROOTBALLS SHALL SIT ON UNDISTURBED SOIL.

FILL AROUND ROOTBALL WITH BACKFILL, FLOOD, &

COMPACT FILL TO INSURE THE ELIMINATION OF AIR

POCKETS.   FERTILIZE AS PER PLANTING NOTES.

BACKFILL MATERIAL TO CONSIST OF NATIVE SOIL FROM

PIT DUG FOR FIELD DUG MATERIAL ONLY.  FOR

CONTAINER PLANTS, AMEND BACKFILL (1/2 NATIVE

SOIL & 1/2 SOIL AMENDMENTS).

WOOD STAKES SPACED AT 180° APART. STAKE

PERPENDICULAR TO PREVAILING WIND (MIN. 2' DEEP)

CONSTRUCT AND COMPACT A 6" CONTINUOUS SAUCER

AROUND THE TREE  PLANTING PIT FOR WATER

RETENTION.

TOP OF WOOD STAKES AND STRAPS POSITIONED

BETWEEN 

1

2

 TO 

2

3

 THE HEIGHT OF THE TREE.  SECURELY

ATTACHED STRAPS TO TREE AND WOOD STAKES

TREE CALIPER SHALL BE MEASURED AT 4 1/2 FEET

(DBH) ABOVE GRADE.

TRUNK SHALL BE FREE OF ANY MAJOR SCARS. TREES

SHALL HAVE A SINGLE, STRAIGHT TRUNK WITH ONE

CENTRAL LEADER WITH BRANCHES UNIFORMLY

DISTRIBUTED. (UNLESS OTHERWISE NOTED)

TYPICAL SINGLE TRUNK TREE PLANTING 

TOP OF ROOTBALL TO BE A MIN. OF 1" HIGHER THAN

SURROUNDING EXISTING GROUND.

1"

4

SAFETY FLAGS

PLANTING PIT  2 X

WIDTH OF ROOTBALL

2' MIN.

FOR  TREE WITH A DBH 1" -4 1/2" DBH

PLANTING PIT  2 X

WIDTH OF ROOTBALL

90°

90°

IRRIGATION

NO IRRIGATION PLANS WERE  PREPARED FOR THIS SUBMITTAL
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