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PASCO COUNTY SANITARY SEWER & WATER DISTRIBUTION NOTES:
1. NEW OR RELOCATED, UNDERGROUND WATER MAINS INCLUDED IN THIS PROJECT WILL BE LAID TO PROVIDE A

HORIZONTAL DISTANCE OF AT LEAST THREE FEET BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE OUTSIDE

OF ANY EXISTING OR PROPOSED VACUUM-TYPE SANITARY SEWER, STORM SEWER, OR STORMWATER FORCE MAIN

REGULATED UNDER PART III OF CHAPTER 62-610, F.A.C.; A HORIZONTAL DISTANCE OF AT LEAST SIX FEET

BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE OUTSIDE OF ANY EXISTING OR PROPOSED GRAVITY-TYPE

SANITARY SEWER (OR A HORIZONTAL DISTANCE OF AT LEAST THREE FEET BETWEEN THE OUTSIDE OF THE WATER

MAIN AND THE OUTSIDE OF ANY EXISTING OR PROPOSED GRAVITY-TYPE SANITARY SEWER IF THE BOTTOM OF THE

WATER MAIN WILL BE LAID AT LEAST SIX INCHES ABOVE THE TOP OF THE SEWER); A HORIZONTAL DISTANCE OF

AT LEAST SIX FEET BETWEEN THE OUTSIDE OF THE WATER MAIN AND THE OUTSIDE OF ANY EXISTING OR

PROPOSED PRESSURE-TYPE SANITARY SEWER, OR WASTEWATER FORCE MAIN NOT REGULATED UNDER PART III OF

CHAPTER 62-610, F.A.C.; AND A HORIZONTAL DISTANCE OF AT LEAST TEN FEET BETWEEN THE OUTSIDE OF THE

WATER MAIN AND ALL PARTS OF ANY EXISTING OR PROPOSED "ON-SITE SEWAGE TREATMENT AND DISPOSAL

SYSTEM." [FAC 62-555.314(1); EXCEPTIONS ALLOWED UNDER FAC 62-555.314(5)]

2. NEW OR RELOCATED, UNDERGROUND WATER MAINS THAT ARE INCLUDED IN THIS PROJECT AND THAT WILL CROSS

ANY EXISTING OR PROPOSED GRAVITY- OR VACUUM-TYPE SANITARY SEWER OR STORM SEWER WILL BE LAID SO

THE OUTSIDE OF THE WATER MAIN IS AT LEAST SIX INCHES ABOVE THE OTHER PIPELINE OR AT LEAST 12 INCHES

BELOW THE OTHER PIPELINE; AND NEW OR RELOCATED, UNDERGROUND WATER MAINS THAT ARE INCLUDED IN

THIS PROJECT AND THAT WILL CROSS ANY EXISTING OR PROPOSED PRESSURE-TYPE SANITARY SEWER,

WASTEWATER OR STORMWATER FORCE MAIN WILL BE LAID SO THE OUTSIDE OF THE WATER MAIN IS AT LEAST 12

INCHES ABOVE OR BELOW THE OTHER PIPELINE. [FAC 62-555.314(2); EXCEPTIONS ALLOWED UNDER FAC

62-555.314(5)]

3. AT THE UTILITY CROSSINGS DESCRIBED IN NOTE #1 ABOVE, ONE FULL LENGTH OF WATER MAIN PIPE WILL BE

CENTERED ABOVE OR BELOW THE OTHER PIPELINE SO THE WATER MAIN JOINTS WILL BE AS FAR AS POSSIBLE

FROM THE OTHER PIPELINE OR THE PIPES WILL BE ARRANGED SO THAT ALL WATER MAIN JOINTS ARE AT LEAST

THREE FEET FROM ALL JOINTS IN VACUUM-TYPE SANITARY SEWERS, STORM SEWERS OR STORMWATER FORCE

MAINS REGULATED UNDER PART III OF CHAPTER 62-610, F.A.C., AND AT LEAST SIX FEET FROM ALL JOINTS IN

GRAVITY- OR PRESSURE-TYPE SANITARY SEWERS OR WASTEWATER FORCE MAINS NOT REGULATED UNDER PART III

OF CHAPTER 62-610, F.A.C. [FAC62-555.314(2); EXCEPTIONS ALLOWED UNDER FAC 62-555.314(5)]

4. ALL SEWER AND WATER SERVICE LATERALS ARE TO BE MARKED WITH PAINT ON THE EDGE OF PAVEMENT AND WITH

WOOD STAKES AT THE END OF SERVICE LATERALS (BLUE PAINT FOR WATER, GREEN PAINT FOR SEWER).

5. CONFLICTS OF WATER LINES WITH SANITARY SEWER AND STORM SEWER SYSTEMS TO BE RESOLVED BY

ADJUSTING WATER LINES AS NECESSARY.

6. WATER LINES ARE TO HAVE A MINIMUM OF 36-INCHES OF COVER FROM PROPOSED GRADE.

7. APPROXIMATE WATER LINE DISTANCES ARE SHOWN BETWEEN CENTERS OF MAIN FITTINGS. THE CONTRACTOR

SHALL PROVIDE ALL FITTINGS REQUIRED FOR COMPLETE SYSTEMS IN ACCORDANCE WITH GOOD CONSTRUCTION

PRACTICE.

8. THE LOCATION OF EXISTING UTILITIES ARE APPROXIMATE AS SHOWN AND IT IS THE CONTRACTOR'S

RESPONSIBILITY TO DETERMINE THE EXACT LOCATION OF THE UTILITIES PRIOR TO CONSTRUCTION IN THEIR

VICINITY.

9. THE CONTRACTOR SHALL NOTIFY THE UTILITY COMPANIES IN THE AREA BEFORE BEGINNING CONSTRUCTION.

10. ALL UNDERGROUND UTILITIES MUST BE INSTALLED BEFORE SUB-BASE, BASE & SURFACE ARE CONSTRUCTED.

11. SPECIAL CARE IS TO BE TAKEN SO TREES THAT ARE TO REMAIN ARE UNHARMED DURING CONSTRUCTION.

12. ALL WATER MAINS ARE TO BE PVC OR AS NOTED ON PLANS.

A. PIPE SIZES FROM 2" TO 3" SHALL CONFORM TO ASTM DESIGNATION D- 1784 AND D-2241, CLASS 1120

OR 1220 (SDR 21).

B. PIPE SIZES FROM 4" TO 12" SHALL CONFORM TO AWWA C-900 SPECIFICATIONS (DR-18).

C. FIRE LINES TO BE DR-140

13. SANITARY PIPE MATERIAL SHALL BE AS FOLLOWS:

SDR 35 FOR PIPES 3'-12' DEEP

SDR 26 FOR PIPES 12'-18' DEEP

C900 FOR PIPES GREATER THAN 18' DEEP WITH FERNCO ADAPTERS.

14. SANITARY SEWER PIPE MEASUREMENTS ARE TO THE CENTER OF MANHOLES.

15. WATER MAINS WILL NOT BE INSTALLED PRIOR TO INSTALLATION OF THE SANITARY AND STORM SEWER SYSTEMS

UNLESS WATER MAIN IS TO BE BELOW UTILITIES OR STORM SEWER AS SHOWN ON THE PLANS.

WATER MAIN: ALL INSTALLED UNDERGROUND WATER MAINS SHALL BE MARKED WITH A CONTINUOUS

TAPE LOCATED DIRECTLY OVER THE PIPE 12 INCHES TO 18 INCHES BELOW GRADE. SAID TAPE  SHALL BE A

MINIMUM OF TWO INCHES IN WIDTH AND SHALL BE METALLIC-BACKED, BLUE, AND MARKED "WATER MAIN

BURIED BELOW".

16. CONNECTIONS INTO EXISTING COUNTY-OWNED SYSTEMS SHALL BE VIA WET TAP. WET TAPS SHALL BE PERFORMED

BY THE PASCO COUNTY UTILITIES SERVICES BRANCH AT THE OWNER'S EXPENSE. EXCAVATION, BACKFILL, AND

SURFACE RESTORATION SHALL BE THE CONTRACTOR'S RESPONSIBILITY. MATERIAL FOR WET TAPS LARGER THAN 2"

SHALL BE PROVIDED AND INSTALLED BY THE PROJECT CONTRACTOR.

17. WATER MAIN DEFLECTIONS SHALL NOT EXCEED MANUFACTURER'S RECOMMENDATION.

18. TYPICAL-ALL WATER AND SANITARY SEWER PIPE LINES-CONSTRUCT USING PIPE  DEFLECTION METHOD AS

REQUIRED BY P.C.U.D.

19. ALL UTILITY SYSTEM DESIGN MATERIALS AND WORKMANSHIP SHALL COMPLY WITH "STANDARDS FOR DESIGN AND

CONSTRUCTION OF WATER, WASTEWATER AND RECLAIMED WATER FACILITIES SPECIFICATIONS," LATEST EDITION

20. CONTRACTOR SHALL HAVE ALL FIRE HYDRANTS FLOW-TESTED AND COLOR-CODED BASED ON FLOW RESULTS.

21. IN CONSIDERATION OF PASCO COUNTY'S AGREEMENT TO PROVIDE POTABLE WATER AND/OR RECLAIMED WATER TO

THE SUBJECT PROPERTY, DEVELOPER/OWNER, AND ITS SUCCESSORS AND ASSIGNS, AGREE TO THE FOLLOWING:

(a) IN THE EVENT OF PRODUCTION FAILURE OR SHORTFALL BY TAMPA BAY WATER, AS SET FORTH IN SECTION

3.19 OF THE INTERLOCAL AGREEMENT CREATING TAMPA BAY WATER, DEVELOPER/OWNER SHALL TRANSFER

TO PASCO COUNTY ANY AND ALL WATER USE PERMITS OR WATER USE RIGHTS THE DEVELOPER/OWNER

MAY HAVE TO USE OR CONSUME SURFACE OR GROUNDWATER WITHIN PASCO COUNTY.

(b) PRIOR TO DEVELOPER/OWNER SELLING WATER OR WATER USE PERMITS OR WATER USE RIGHTS,

DEVELOPER/OWNER SHALL NOTIFY PASCO COUNTY, AND PASCO COUNTY SHALL HAVE A RIGHT OF FIRST

REFUSAL TO PURCHASE SUCH WATER OR WATER USE PERMITS OR WATER USE RIGHT

22. CONTRACTOR'S RESPONSIBILITIES:

A. 2" ONLY - THIS EXCAVATED TRENCH MUST BE DRY OR THE TRENCH WILL REQUIRE ROCK AND A PUMP TO

BE IN PLACE. THE MINIMUM DISTANCE FROM THE FACE OF THE VALVE TO THE WALL OF THE TRENCH IS

TO BE SIX FEET.

B. 3" AND LARGER - THE CONTRACTOR WILL SUPPLY A TAPPING SADDLE BEING EPOXY COATED, A TAPPING

VALVE WITH MECHANICAL JOINT AND THE EQUIPMENT TO PROVIDE, AND CONDUCT A PRESSURE TEST.

COUNTY PERSONNEL WILL WITNESS THE PRESSURE TEST WHICH MUST BE AT 150 PSI FOR A DURATION

OF THIRTY MINUTES.

C. THE CONTRACTOR IS RESPONSIBLE FOR THE EXCAVATION BEFORE ANY COUNTY PERSONNEL WILL ENTER

AN EXCAVATED AREA. IF THE TRENCH IS FOUR FEET IN DEPTH OR DEEPER, IT WILL REQUIRE A TRENCH

BOX OR SLOPING, AND A LADDER ACCORDING TO OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION

(OSHA) STANDARDS.

D. THE TAPPING VALVE WILL REQUIRE A BLOCKING DEVICE MADE OF SUITABLE MATERIAL OR DEVICE. THIS

BLOCKING DEVICE OR MATERIAL WILL BE PLACED UNDER THE VALVE AND REMAIN IN PLACE UNTIL THE

TAP MACHINE IS REMOVED AND THE TAP IS COMPLETED.

E. NOTE: IF THE CONTRACTOR HAS NOT FULFILLED HIS RESPONSIBILITIES, AS STATED ABOVE, PRIOR TO

THE ARRIVAL OF PASCO COUNTY UTILITIES OPERATIONS AND MAINTENANCE TAPPING CREW, THERE WILL

BE AN ADDITIONAL CHARGE OF $92.00.

PASCO COUNTY STANDARD FIRE PROTECTION NOTES:
1. ALL PROJECTS MUST COMPLY WITH PASCO COUNTY FIRE HYDRANT ORDINANCE NO. 46-51.

2. FIRE HYDRANTS SHALL BE INSTALLED AND IN SERVICE PRIOR TO THE ACCUMULATION OF COMBUSTIBLES.

3. PER THE NATIONAL FIRE PROTECTION ASSOCIATION, NFPA-1, 16.4.3.1.3: WHERE UNDERGROUND WATER MAINS

AND HYDRANTS ARE TO BE PROVIDED, THEY SHALL BE INSTALLED, COMPLETED, AND IN SERVICE PRIOR TO

CONSTRUCTION WORK.

4. PER NFPA-1, 18.3.4.1: CLEARANCES OF 7.5 FEET IN FRONT OF AND TO THE SIDES OF THE FIRE HYDRANT WITH A

4-FOOT CLEARANCE TO THE REAR MUST BE MAINTAINED AT ALL TIMES.

5. GATED ENTRIES REQUIRE A SIREN OPERATING SYSTEM OR A 3M OPTICOM SYSTEM FOR EMERGENCY ACCESS.

6. THE FIRE PROTECTION SYSTEM WILL BE INSTALLED IN ACCORDANCE WITH THE PASCO COUNTY CODE OF

ORDINANCES, CHAPTER 46, ARTICLE III AND ANY SUBSEQUENT AMENDMENTS. RAISED PAVEMENT MARKINGS WILL

BE INSTALLED TO INDICATE THE LOCATION OF EACH FIRE HYDRANT AND WILL BE INSTALLED IN ACCORDANCE

WITH THE SPECIFICATIONS APPROVED BY THE COUNTY ENGINEER.

7. CONTRACTOR SHALL FLOW TEST AND COLOR CODE FIRE HYDRANT(S) PER FLOW TEST RESULTS FOR NFPA 291.

8. FIRE PROTECTION SHALL BE PROVIDED BY THE USE OF ON SITE FIRE HYDRANTS PROVIDED IN ACCORDANCE WITH

THE SBCCI STANDARD FIRE PROTECTION CODE, LATEST EDITION.  THE PROJECT WILL COMPLY WITH PASCO

COUNTY HYDRANT ORDINANCE.

9. IF APPLICABLE, DYNATORQUE GPI POSITION INDICATOR TO BE INSTALLED ON FIRE MAIN AT FIRST UPSTREAM GATE

VALVE FROM EACH HABITABLE BUILDING.

PASCO COUNTY DEVELOPMENT REVIEW NOTES:
1. ALL UTILITY CONSTRUCTION SHALL COMPLY WITH THE PASCO COUNTY STANDARDS FOR DESIGN AND CONSTRUCTION OF WATER

AND WASTEWATER FACILITIES SPECIFICATIONS, LATEST EDITION.

2. ALL ON-SITE WATER AND SEWER FACILITIES SHALL BE OWNED AND MAINTAINED BY THE OWNER-DEVELOPER.

3. INSTALLATION OF FUEL STORAGE TANKS REQUIRES REVIEW AND APPROVAL BY THE FIRE MARSHAL AND THE ISSUANCE OF A

SEPARATE BUILDING PERMIT.  APPROVAL OF THE SITE PLAN DOES NOT CONSTITUTE APPROVAL OF THE LOCATION OF THE FUEL

TANKS.

4. ALL PROPOSED SIGNS MUST BE APPLIED FOR, APPROVED, AND PERMITTED ON AN INDIVIDUAL BASIS APART FROM ANY

ULTIMATELY-APPROVED SITE PLAN.  APPROVAL OF THIS SITE PLAN DOES NOT CONSTITUTE APPROVAL OF ANY SIGNAGE.

5. HANDICAP PARKING SPACES WILL BE PROPERLY SIGNED AND STRIPED IN ACCORDANCE WITH FLORIDA STATUTE 316, THE

MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, OR OTHER APPLICABLE STANDARDS.

6. THE ARCHITECT/ENGINEER CERTIFIES THAT THE SITE HAS BEEN DESIGNED IN ACCORDANCE WITH THE 2012 FLORIDA

ACCESSIBILITY CODE.

7. ALL ON-SITE PARKING SPACES WILL BE STRIPED AND SIGNED IN ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC

CONTROL DEVICES, LATEST EDITION.  PARKING SPACES, DIRECTIONAL ARROWS, AND STOP BARS SHALL BE STRIPED IN WHITE.

IT SHALL BE THE OWNER/DEVELOPERS' RESPONSIBILITY TO PROPERLY SIGN AND STRIPE THE SITE IN ACCORDANCE WITH

APPLICABLE STANDARDS.

8. THE OWNER/DEVELOPER ACKNOWLEDGES THAT THIS APPROVAL DOES NOT INCLUDE ANY WORK IN COUNTY RIGHT-OF-WAY.  ALL

RIGHT-OF-WAY WORK SHALL BE A FUNCTION OF AN APPROVED PASCO COUNTY RIGHT-OF-WAY USE PERMIT.

9. 20' X 20' SIGHT TRIANGLES SHALL BE FREE OF ANY SIGNAGE, PLANTINGS, TREES, ETC. IN EXCESS OF THREE-AND-A-HALF (3-1/2)

FEET IN HEIGHT.

10. NO IRRIGATION SYSTEM OR LANDSCAPING SHALL BE INSTALLED IN ANY COUNTY OR STATE RIGHT-OF-WAY WITHOUT ISSUANCE

OF APPROPRIATE RIGHT-OF-WAY USE PERMIT.

11. THE OWNER/DEVELOPER ACKNOWLEDGES THAT THE SITE AND ITS SUBSEQUENT BUILDING PERMITS SHALL COMPLY WITH ALL

REZONING/MPUD/PUD CONDITIONS.

12. ALL STRUCTURES, INCLUDING BUFFER WALLS, RETAINING WALLS, SIGNAGE ETC. REQUIRE SEPARATE BUILDING PERMITS

THROUGH PASCO COUNTY CENTRAL PERMITTING.

13. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL DISTURBANCE CONTACT PASCO COUNTY STORMWATER

MANAGEMENT AT 727-834-3611 FOR A SOIL EROSION AND SEDIMENT CONTROL, PRE-INSPECTION MEETING.

SURVEY NOTES:

PERFORMED BY:  KING ENGINEERING ASSOCIATES, INC.

DATE OF SURVEY:  08-13-2015

VERTICAL DATUM:  ELEVATIONS SHOWN HEREON ARE BASED ON THE NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88).

HORIZONTAL DATUM:  HORIZONTAL COORDINATES ARE REFERENCED TO THE STATE PLANE COORDINATE SYSTEM FL83-WF.

BENCHMARK:  CONTROL MONUMENTS UTILIZED ARE DESIGNATED AS  "H 680" (PID = DK4871), HAVING A PUBLISHED

ELEVATION OF 60.76 FEET, AS PUBLISHED BY THE NATIONAL GEODETIC SURVEY.

FLOOD INFORMATION:  THE PROJECT LIES WITHIN FLOOD ZONES "X", "A" AND "AE" PER F.E.M.A. FIRM COMMUNITY PANELS

12101C0428F AND 12101C0429F, DATED SEPTEMBER 26, 2014.
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14. THE SOIL EROSION AND SEDIMENT CONTROL DEVISES SHALL BE INSTALLED PRIOR TO CONSTRUCTION,

MAINTAINED THROUGHOUT CONSTRUCTION AND UNTIL THE SITE IS PERMANENTLY STABILIZED.

15. ALL SODDED SLOPES OVER 4 TO 1, SHALL BE INSTALLED WITH SOD PEGS.

16. ALL DEMOLITION DEBRIS SHALL BE REMOVED FROM THE SITE AND LEGALLY DISPOSED OF.

17. ALL FIRST FLOOR ELEVATIONS SHALL BE A MINIMUM OF 1' ABOVE THE BASE FLOOD ELEVATION (OR AS REQUIRED

BY THE LDC1104) AND 16" ABOVE THE HIGHEST CROWN LINE OF THE STREET LYING BETWEEN THE PROJECTION OF THE

SIDE BUILDING LINES.

18. THE 5' WIDE INTERNAL TO EXTERNAL SIDEWALK CONNECTION IS TO BE ADA COMPLIANT.

19. AS APPLICABLE, THE OWNER/DEVELOPER WILL PROVIDE COPIES OF THE REQUIRED PERMITS FROM THE

RESPECTIVE GOVERNING AGENCIES, PRIOR TO ISSUANCE OF THE SDP.

20. ALL WORK WITHIN THE ROW WILL REQUIRE A ROW USE PERMIT.

21. THE JURISDICTIONAL WETLAND LINE SHALL BE CLEARLY FIELD-DEMARCATED PRIOR TO ANY CONSTRUCTION

ACTIVITIES.

22. NO CONSTRUCTION ACTIVITIES, INCLUDING BUT NOT LIMITED TO CLEARING, GRUBBING, FILLING, GRADING,

DIGGING, DITCHING, TRENCHING AND EXCAVATION, SHALL OCCUR WITHIN THE WETLAND UPLAND BUFFER DEPICTED

ON THE APPROVED PROJECT CONSTRUCTION PLANS. ALL CONSTRUCTION ACTIVITIES MUST OCCUR UPSLOPE OF THE

UPLAND BUFFER.

23. ALL OUTDOOR LIGHT FIXTURES, OTHER THAN FIXTURES ON THE BUILDING FACADE, EMITTING 2,050 OR MORE

LUMENS SHALL BE SHIELDED AS FOLLOWS: A. WITHIN FIFTY FEET OF THE PROPERTY BOUNDARY, MUST BE FULL-CUTOFF

LIGHT FIXTURES. B. ALL OTHER OUTDOOR LIGHTING FIXTURES SHALL BE SEMI-CUTOFF OF FULL-CUTOFF LIGHT

FIXTURES.

GENERAL NOTES:
1. ALL PRACTICABLE AND NECESSARY EFFORT SHALL BE TAKEN DURING CONSTRUCTION TO CONTROL AND PREVENT

EROSION AND TRANSPORT OF SEDIMENT MATERIAL TO INLETS, SURFACE DRAINS, WETLANDS AND LAKE AREAS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RESTORATION EFFORTS THAT MAY BE REQUIRED.

2. THE CONTRACTOR IS TO CONTROL ALL FUGITIVE DUST ORIGINATING ON THIS PROJECT BY WATERING OR OTHER

METHODS AS REQUIRED AND/OR ACCEPTED BY THE OWNER AND/OR AUTHORIZED REPRESENTATIVE.

3. THE CONTRACTOR SHALL NOT ENTER UPON OR IN ANY WAY ALTER THE WETLAND CONSERVATION AREAS THAT ARE

DESIGNATED TO REMAIN. ALL WORK IN THE VICINITY OF OPEN WATER AND/OR WETLANDS IS TO BE PERFORMED IN

COMPLIANCE WITH THE ENVIRONMENTAL PERMITS FOR THE SITE. THE CONTRACTOR WILL BE RESPONSIBLE FOR

ANY FINE RESULTING FROM HIS VIOLATION OF PERMIT CONDITIONS.

4. SPECIAL CARE SHALL BE TAKEN TO ENSURE THAT EXISTING TREES TO BE SAVED REMAIN UNDAMAGED DURING

CONSTRUCTION. REFERENCE LANDSCAPE AND LAND ALTERATION ORDINANCE. DEVELOPMENT SHALL COMPLY WITH

THE TREE AND LANDSCAPE CODES AS SET FORTH IN THE LAND DEVELOPMENT CODE UNLESS PERMITTED

OTHERWISE.

5. PRIOR TO BEGINNING WORK, THE CONTRACTOR SHALL EXPOSE ALL EXISTING UTILITIES TO BE EXTENDED OR

CROSSED AND CONTACT THE ENGINEER AT (813) 880-8881 FOR RESOLUTION OF ANY CONFLICTS BETWEEN FIELD

CONDITIONS AND CONSTRUCTION DOCUMENTS.

6. IT IS THE ENGINEER OF RECORD RESPONSIBILITY TO FIELD LOCATE ALL VISIBLE UTILITIES AND IT IS THE

CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE EXACT LOCATION OF THE UNDERGROUND UTILITIES PRIOR TO

CONSTRUCTION IN THEIR VICINITY. THE CONTRACTOR SHALL NOTIFY "SUNSHINE" (1-800-432-4770) AND ALL

UTILITY COMPANIES IN THE AREA FIVE (5) DAYS IN ADVANCE OF BEGINNING CONSTRUCTION.

7. CONTRACTOR TO REMOVE AND LEGALLY DISPOSE OF ALL EXISTING OCCUPATION AS NECESSARY TO CONSTRUCT

THE PROPOSED IMPROVEMENTS. THE OWNER RETAINS THE RIGHT TO KEEP ANY OCCUPATION DEEMED VALUABLE.

8. DIGITAL OR ELECTRONIC REPRESENTATION OF THESE CONSTRUCTION PLANS DOES NOT CONSTITUTE A

COORDINATE CONTROL MAP OR MATHEMATICALLY CONTROLLED INFORMATION FOR THE USE OF CONSTRUCTION

STAKEOUT. IT IS THE RESPONSIBILITY OF THE CONTRACTOR AND/OR CONTRACTOR'S SURVEYOR TO ENSURE THAT

ANY DIGITAL OR ELECTRONIC REPRESENTATION OF THESE PLANS IS IN COMPLETE CONFORMANCE WITH ALL OF

THE NOTATIONS, SPECIFICATIONS, DETAILS AND OTHER DATA APPEARING ON OR AS MAY BE DERIVED FROM THESE

CONSTRUCTION PLANS.

9. CONTRACTOR IS RESPONSIBLE FOR PREPARING AND IMPLEMENTING MAINTENANCE OF TRAFFIC PLANS AS

REQUIRED.

10. EXISTING WELL(S) WITHIN THE LIMITS OF DISTURBANCE SHALL BE SEALED AND ABANDONED BY A LICENSED WELL

CONTRACTOR IN ACCORDANCE WITH RULE 40D-3.531. OWNER RESERVES THE RIGHT TO TRANSFER ANY EXISTING

WATER USE RIGHTS TO OTHER EXISTING OR PROPOSED WELL(S).

11. CONTRACTOR RESPONSIBLE FOR REPAIR AND REPLACEMENT OF INFRASTRUCTURE / FACILITIES WITHIN THE

RIGHT-OF-WAY THAT ARE DAMAGED DURING CONSTRUCTION ACTIVITY.

12. BURN AREAS, IF REQUIRED, WILL BE OBTAINED FROM THE DIVISION OF FORESTRY BY THE CONTRACTOR.

13. SIDEWALKS ARE TO BE PROVIDED AS REQUIRED WITHIN THE LAND DEVELOPMENT CODE. SIDEWALKS SHALL BE

CONSTRUCTED OF NATURAL OR COLORED CONCRETE AT 3,000 PSI IN STRENGTH, FIBER REINFORCED, AND A

MINIMUM OF FOUR INCHES (4") IN THICKNESS. AT DRIVEWAY CROSSINGS, THE THICKNESS SHALL BE A MINIMUM

OF SIX INCHES (6").

14. SIDEWALK CROSSINGS TO PROVIDE STRIPING AND SIGNAGE PER FDOT INDEX NUMBERS 17346 AND  17355. THE

DETECTABLE WARNING SHALL BE ALIGNED TO THE DIRECTION OF PEDESTRIAN TRAVEL.

15. GRASS OR OTHER LOW GROWING VEGETATION THAT IS EASILY MAINTAINED SHALL BE USED IN CLEAR ZONES.

16. UTILITY LINES OF ALL KINDS, INCLUDING, BUT NOT LIMITED TO, ELECTRIC POWER AND LIGHT, TELEPHONE AND

TELEGRAPH, CABLE TELEVISION, WATER, SEWER, AND GAS SHALL BE CONSTRUCTED AND INSTALLED BENEATH THE

SURFACE OF THE GROUND.

17. THERE ARE NO KNOWN HISTORIC RESOURCES ON SITE. HOWEVER, IF, DURING CONSTRUCTION ACTIVITIES, ANY

EVIDENCE OF HISTORIC RESOURCES INCLUDING, BUT NOT LIMITED TO, ABORIGINAL OR HISTORIC POTTERY,

PREHISTORIC STONE TOOLS, BONE OR SHELL TOOLS, HISTORIC TRASH PITS, OR HISTORIC BUILDING

FOUNDATIONS ARE DISCOVERED, WORK SHALL COME TO AN IMMEDIATE STOP, AND THE LOCAL MUNICIPALITY AND

THE FLORIDA DIVISION OF HISTORICAL RESOURCES (STATE HISTORIC PRESERVATION OFFICER) SHALL BE

NOTIFIED WITHIN TWO WORKING DAYS.

18. IF, DURING CONSTRUCTION ACTIVITIES, ANY EVIDENCE OF THE PRESENCE OF STATE AND FEDERALLY PROTECTED

PLANT AND/OR ANIMAL SPECIES ARE DISCOVERED, WORK SHALL COME TO AN IMMEDIATE STOP AND THE LOCAL

MUNICIPALITY SHALL BE NOTIFIED WITHIN TWO WORKING DAYS.

19. SITE TRIANGLES SHALL BE UNOBSTRUCTED, AND SHALL BE INSPECTED AND MAINTAINED IN CONFORMANCE WITH

FDOT INDEX 546.

20. PROPOSED TREES THAT ARE PLANTED SHALL BE SELECTED FROM THE PASCO COUNTY APPROVED TREE LIST TO

SATISFY REQUIREMENTS.

21. AS APPLICABLE, ALL MATERIALS AND CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE LATEST EDITIONS OF:

A. PASCO COUNTY LAND DEVELOPMENT CODE (IN EFFECT AT THE TIME THE PLANS WERE PREPARED)

B. PASCO COUNTY STANDARDS FOR DESIGN AND CONSTRUCTION OF WATER, WASTEWATER AND RECLAIMED

WATER FACILITIES

C. PASCO COUNTY ENGINEERS SERVICES DEPARTMENT TESTING SPECIFICATIONS FOR CONSTRUCTION OF ROADS,

STORM DRAINAGE AND UTILITIES

D. PASCO COUNTY LAND DEVELOPMENT CODE, CHAPTER 300, SECTION 309, CONSTRUCTION AND INSPECTION

IMPROVEMENTS, AND CHAPTER 900, SECTION 902, STORMWATER MANAGEMENT REQUIREMENTS, PART D,

PERFORMANCE AND DESIGN STANDARDS

E. FLORIDA DEPARTMENT OF TRANSPORTATION ROADWAY AND TRAFFIC DESIGN STANDARDS

F. FLORIDA DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE

CONSTRUCTION

22. CONSTRUCTION OF THE RESIDENTIAL PARCEL IS TO OCCUR AS A SEPARATE PHASE THAN THAT OF THE

COMMERCIAL PARCEL. REFER TO PHASING PLAN SHEET C2.00 FOR DETAILS.

PAVING, GRADING, AND DRAINAGE NOTES:
1. ALL UNDERGROUND UTILITIES INCLUDING CONDUIT FOR ELECTRICAL, IRRIGATION, CABLE TV AND TELEPHONE

CROSSINGS SHALL BE INSTALLED PRIOR TO PAVEMENT CONSTRUCTION. CONTRACTOR TO COORDINATE INSTALLATION

OF ANY ADDITIONAL CONDUIT LOCATIONS WITH OWNER.

2. PIPE MEASUREMENTS ARE TO CENTER OF STRUCTURES FOR INLETS AND MANHOLES.  STATION OFFSETS (LT OR RT)

REFER TO CENTER OF STRUCTURES FOR MANHOLES.  ALL PIPE LENGTHS ARE PLUS OR MINUS.  ALL PIPE LENGTHS

INCLUDE END TREATMENT.

3. ALL CURB CUT RAMPS TO BE CONSTRUCTED PER FLORIDA DEPARTMENT OF TRANSPORTATION STANDARDS (FDOT INDEX

304) AND BE ADA COMPLIANT INCLUDING USE OF TRUNCATED DOME TACTILE SURFACE

4. ALL EARTHWORK, PLACEMENT OF FILL AND PAVEMENT PREPARATION TO CONFORM TO THE MORE STRICT OF THE PASCO

COUNTY TECHNICAL SPECIFICATIONS OR THE GEOTECHNICAL REPORT.

5. TERMINATION OF BOTH FDOT TYPE "F" AND 6" VERTICAL CURB SHALL INCLUDE A 3' TRANSITION TO FLUSH UNLESS

OTHERWISE NOTED ON THE CONSTRUCTION DRAWINGS.

6. EXTRA MATERIAL IS REQUIRED PER FDOT INDEX 205 (SHEET 1 OF 5) AROUND STORM PIPE MEETING COVER CRITERIA OF

SAID INDEX.

7. JOINTS OF STORM SEWER SHALL BE STAGGERED FOR CROSSINGS OF THE SANITARY SEWER WITH LESS THAN 18

INCHES OF VERTICAL CLEARANCE SO THAT THE PIPE BELL IS NOT LOCATED AT THE CROSSING.

8. AS A COST SAVINGS MEASURE STORM STRUCTURES WITH MULTIPLE PIPE CONNECTIONS MAY BE OFFSET FROM THE

CENTER OF THE STRUCTURE TO REDUCE THE OVERALL STRUCTURE SIZE. CONTRACTOR IS TO COORDINATE OFFSET

CONNECTIONS WITH APPROPRIATE SUB CONTRACTORS INCLUDING PROJECT SURVEYOR.

9. POND T.O.B. LINE INDICATES TOP OF BANK; I.E., THE POINT AT WHICH THE SLOPE BEGINS. T.O.F. INDICATES TOP OF

FREEBOARD.

10. DURING LAND ALTERATION AND CONSTRUCTION ACTIVITIES, IT SHALL BE UNLAWFUL TO REMOVE VEGETATION BY

GRUBBING OR TO PLACE SOIL DEPOSITS, DEBRIS, SOLVENTS, CONSTRUCTION MATERIAL, MACHINERY OR OTHER

EQUIPMENT OF ANY KIND WITHIN THE DRIPLINE OF A TREE REMAINING ON SITE UNLESS APPROVED BY THE COUNTY.

11. ALL TRIMMING UNDERTAKEN ON A TREE PROTECTED BY PROVISIONS OF LAND DEVELOPMENT CODE SHALL BE PRUNED IN

ACCORDANCE WITH THE AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI) A-300 PRUNING STANDARDS.

12. ALL STORM DRAIN STRUCTURES TO CONFORM THE "FLORIDA DEPARTMENT OF TRANSPORTATION DESIGN STANDARDS

FOR CONSTRUCTION, MAINTENANCE AND UTILITY OPERATIONS ON THE STATE HIGHWAY SYSTEM" MANUAL DATED

JANUARY 2010 OR LATEST EDITION, OR THE PASCO COUNTY DEVELOPMENT CODE. ALL STORM PIPES TO STRUCTURES

ARE TO BE WRAPPED PER FDOT INDEX 201.

13. ALL PROPOSED STORM GRATES, RING & COVERS AND SANITARY SEWER RING & COVERS TO MEET H-20 LOADING

RATING. ALL STORM GRATES TO BE HOT DIPPED GALVANIZED RETICULINE STEEL GRATES. ALL EXISTING STRUCTURES

TO BE MODIFIED AS REQUIRED TO MEET H-20 LOAD RATING AND ADJUSTED TO MEET PROPOSED GRADE.

14. THE STAKED SILT FENCE SHALL BE INSTALLED PRIOR TO EARTHWORK OPERATIONS COMMENCING AND IS TO BE

MAINTAINED THROUGH PROJECT COMPLETION.

15. ALL SWALES SHALL BE SODDED AS SHOWN ON THE SECTIONS.

16. STORM SEWER PIPE LINES WILL NOT BE INSTALLED PRIOR TO PLACEMENT AND ALIGNMENT OF INLET STRUCTURES.

17. NO EXCAVATION SHALL EXTEND BELOW THE PERMITTED DESIGN DEPTHS/ELEVATIONS SHOWN ON THE DRAWINGS,

UNLESS ADDITIONAL TESTING SUPPORTS OTHERWISE; AND NO LOWER SEMI-CONFINING UNIT CLAYEY SOIL MATERIAL

AND/OR LIMESTONE MATERIALS SHALL BE EXCAVATED, REGARDLESS IF THESE MATERIALS ARE ENCOUNTERED WITHIN

THE PERMITTED EXCAVATION DEPTHS/ELEVATIONS. IF ABOVE THE PERMITTED DEPTHS/ELEVATIONS, THEN EXCAVATION

OPERATIONS SHALL CEASE IN THE GENERAL AREA. * IN THE ABSENCE OF ANY CONFINING OR SEMI-CONFINING UNIT

CLAYEY SOILS, A MINIMUM OF FIVE FEET OF UNDISTURBED SOILS SHALL REMAIN ABOVE THE UNDERLYING LIMESTONE.

18. PRUNING OF A GRAND OAK, WITH THE EXCEPTION OF MINOR PRUNING, IS PROHIBITED UNLESS CONDUCTED IN

ACCORDANCE WITH THE ANSI A-300 PRUNING STANDARDS, AND PERFORMED BY AN ARBORIST CERTIFIED BY THE

INTERNATIONAL SOCIETY OF ARBORICULTURE (ISA) OR A REGISTERED CONSULTING ARBORIST WITH THE AMERICAN

SOCIETY OF CONSULTING ARBORISTS (ASCA). MINOR PRUNING IS THE PRUNING OF A TREE BY THE REMOVAL OF

BRANCHES NO GREATER THAN THREE INCHES IN DIAMETER AT THE POINT OF CONNECTION TO A SUPPORTING BRANCH

AND SHALL BE IN ACCORDANCE WITH THE ANSI A-300 PRUNING STANDARDS. A NOTARIZED AFFIDAVIT (ATTACHED)

AFFIRMING AN ISA CERTIFIED ARBORIST OR AN ASCA REGISTERED CONSULTING ARBORIST WILL CONDUCT OR PROVIDE

ONSITE SUPERVISION OF THE PRUNING SHALL BE SUBMITTED TO THE COUNTY PRIOR TO THE PRUNING OF A GRAND

OAK. AN ISA CERTIFIED ARBORIST OR AN ASCA REGISTERED CONSULTING ARBORIST CONTRACTED BY A PROPERTY

OWNER TO PRUNE A GRAND OAK SHALL ASSUME FULL RESPONSIBILITY FOR ALL PRUNING ACTIVITIES DETERMINED IN

COMPLIANCE WITH STANDARDS SPECIFIED WITHIN THE LAND DEVELOPMENT CODE.

19. IN ACCORDANCE WITH SECTION 603.2.C.8 OF THE PASCO COUNTY LAND DEVELOPMENT CODE, DRAINAGE AREAS THAT

ABUT ROAD RIGHTS-OF-WAY SHALL BE PLANTED WITH TREES SELECTED FROM THE TREE LIST AT A RATE OF ONE (1)

TREE PER FIFTY (50) LINEAR FEET OF POND BANK. SEE LANDSCAPE PLANS.

20. ANY OFF SITE DISTURBANCE SHALL BE RESTORED TO THE PRE OR BETTER CONDITION PER LDC 902.2.D.15-16.

21. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL DISTURBANCE, THE CONTRACTOR SHALL CONTACT

PASCO COUNTY STORMWATER MANAGEMENT AT (727) 834-3611 FOR A SOIL EROSION AND SEDIMENT CONTROL PRE

INSPECTION MEETING.

22. ALL FIRST FLOOR ELEVATIONS (FFE) SHALL BE A MINIMUM OF ONE (1) FOOT ABOVE BASE FLOOD ELEVATION OR AS

REQUIRED BY PASCO COUNTY LDC 1104, AND/OR SIXTEEN INCHES (16") ABOVE THE HIGHEST CROWN LINE OF THE

STREET LYING BETWEEN THE PROJECTION OF THE SIDE BUILDING LINES PER LDC 902.2M.

23. THE DEVELOPER SHALL PROVIDE COPIES OF REQUIRED PERMITS FROM THE RESPECTIVE GOVERNING AGENCIES PRIOR

TO ISSUANCE OF THE SITE DEVELOPMENT PERMIT PER LDC 902.2.C.

24. THE SITE SHALL BE GRADED TO WITHIN TWELVE INCHES (12") OF THE FINAL GRADE. WHERE FILL IS PROPOSED, IT

SHALL BE PLACED IN COMPLIANCE WITH THE GEOTECHNICAL/GEOLOGICAL ENGINEERING REPORT RECOMMENDATIONS

(INCLUDING ANY LIFT DEPTHS RECOMMENDED) AND COMPACTED TO A MINIMUM OF 95% OF THE MODIFIED PROCTOR

MAXIMUM DRY DENSITY. DENSITY TESTS TO CONFIRM COMPACTION SHALL BE REQUIRED WITHIN THE BUILDING PAD

AREA BEFORE THE NEXT LIFT IS PLACED. UPON COMPLETION OF THE LAND DEVELOPMENT CONSTRUCTION, A

PROFESSIONAL ENGINEER SHALL PROVIDE A CERTIFICATION TO PASCO COUNTY THAT THE PROJECT, INCLUDING EACH

PAD AREA, COMPLIES WITH THE RECOMMENDATIONS OF THE GEOTECHNICAL/GEOLOGICAL ENGINEERING REPORT PER

LDC 807.5.5.

25. ALL FLARED END SECTIONS TO HAVE TOE WALLS PER INDEX 270.

EROSION AND SEDIMENTATION CONTROL NOTES:
1. THE INSTALLATION OF TEMPORARY EROSION CONTROL BARRIERS SHALL BE COORDINATED WITH THE CONSTRUCTION

OF THE PERMANENT EROSION CONTROL FEATURES TO THE EXTENT NECESSARY TO ASSURE ECONOMICAL, EFFECTIVE

AND CONTINUOUS CONTROL OF EROSION AND WATER POLLUTION THROUGHOUT THE LIFE OF THE CONSTRUCTION

PHASE.

2. THE TYPE OF EROSION CONTROL BARRIERS USED SHALL BE GOVERNED BY THE NATURE OF THE CONSTRUCTION

OPERATION AND SOIL TYPE THAT WILL BE EXPOSED.  SILTY AND CLAYEY MATERIAL USUALLY REQUIRE SOLID

SEDIMENT BARRIERS TO PREVENT TURBID WATER DISCHARGE, WHILE SANDY MATERIAL MAY NEED ONLY SILT

SCREENS OR SYNTHETIC BALES TO PREVENT EROSION.  FLOATING TURBIDITY CURTAINS SHOULD BE USED IN OPEN

WATER SITUATIONS.  DIVERSION DITCHES OR SWALES MAY BE REQUIRED TO PREVENT TURBID STORMWATER RUNOFF

FROM BEING DISCHARGED TO WETLANDS OR OTHER WATER BODIES.  IT MAY BE NECESSARY TO EMPLOY A

COMBINATION OF BARRIERS, DITCHES, AND OTHER EROSION/TURBIDITY CONTROL MEASURES IF CONDITIONS

WARRANT.

3. WHERE PUMPS ARE TO BE USED TO REMOVE TURBID WATERS FROM THE CONSTRUCTION AREA, THE WATER SHALL BE

TREATED TO REDUCE TURBIDITY TO STATE WATER QUALITY STANDARDS PRIOR TO DISCHARGE TO THE WETLANDS.

TREATMENT METHODS INCLUDE, FOR EXAMPLE,  TURBID WATER BEING PUMPED INTO GRASSED SWALES OR

APPROPRIATE VEGETATED AREAS (OTHER THAN UPLAND PRESERVATION AREAS AND WETLAND BUFFERS), SEDIMENT

BASINS, OR CONFINED BY AN APPROPRIATE ENCLOSURE SUCH AS TURBIDITY BARRIERS, AND KEPT CONFINED UNTIL

ITS TURBIDITY LEVEL MEETS STATE WATER QUALITY STANDARDS.

4. THE CONTRACTOR SHALL PROVIDE ROUTINE MAINTENANCE OF PERMANENT AND TEMPORARY EROSION CONTROL

FEATURES UNTIL THE PROJECT IS COMPLETE AND ALL BARED SOIL STABILIZED.  SILTATION ACCUMULATIONS

GREATER THAN THE LESSER OF 12 INCHES OR ONE-HALF THE DEPTH OF THE SILTATION CONTROL BARRIER SHALL BE

IMMEDIATELY REMOVED AND PLACED IN UPLAND AREAS.

5. WATER REMAINING IN THE EXCAVATIONS AFTER CONSTRUCTION MUST BE KEPT CONFINED WITHIN THE EXCAVATIONS

PRIOR TO DISCHARGE (IF APPLICABLE), UNTIL THE TURBIDITY LEVEL OF THE POND WATER MEETS STATE WATER

QUALITY STANDARDS.

6. NO CLAY MATERIAL SHALL BE LEFT EXPOSED IN THE EXCAVATIONS.  IF CLAY OR SANDY CLAYS ARE LEFT EXPOSED AT

THE PERMITTED DEPTH, THE CONTRACTOR SHALL OVER EXCAVATE THE POND'S BOTTOM AND SIDE SLOPES BY A

MINIMUM OF 12 INCHES AND BACKFILL WITH CLEAN SANDS.

7. PROVIDE ALL DISTURBED AREAS WITHIN THE LIMITS OF THE WORK WITH TEMPORARY SOIL EROSION CONTROL AND

SEDIMENT CONTROL, UTILIZING EARTH DAMS & PONDS, GRADE TO DRAIN SWALES, SETTLING BASINS, SILT FENCES,

STONE FILTERS, SYNTHETIC BALE FILTERS, ETC., TREATING ALL SOIL SURFACES WITH SEEDED TOPSOIL AND / OR

MULCH AFTER GRADING.

8. ALL SOIL EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE INSTALLED PRIOR TO ANY MAJOR SOIL

DISTURBANCE OR IN THEIR PROPER SEQUENCE, AND MAINTAINED UNTIL PERMANENT PROTECTION IS ESTABLISHED.

9. CONSTRUCTION OPERATIONS SHALL BE CARRIED OUT IN SUCH A MANNER THAT EROSION AND AIR AND WATER

POLLUTION WILL BE MINIMIZED. STATE AND LOCAL LAWS SHALL BE COMPLIED WITH AT ALL TIMES.

10. TO MINIMIZE SOIL EROSION, PROPOSED LAND ALTERATION ACTIVITIES SHALL NOT UNNECESSARILY REMOVE

EXISTING VEGETATION AND ALTER EXISTING TOPOGRAPHY. ADEQUATE PROTECTION MEASURES (I.E. SYNTHETIC

BALES, BAFFLES, SODDING AND SANDBAGGING) SHALL BE PROVIDED, AS NECESSARY, TO MINIMIZE EROSION AND

DOWNSTREAM SEDIMENTATION CAUSED BY SURFACE WATER RUN-OFF ON EXPOSED LAND SURFACES.

11. PERMANENT VEGETATION SHALL BE BY SEEDING OR SODDING ALL EXPOSED AREAS WITHIN THREE DAYS AFTER FINAL

GRADING.  MULCH SHALL BE USED AS NECESSARY FOR PROTECTION UNTIL 75% GROWTH IS ESTABLISHED. AT THE

TIME WHEN THE SITE PREPARATION FOR PERMANENT VEGETATIVE STABILIZATION IS GOING TO BE ACCOMPLISHED,

ANY SOIL WHICH WILL NOT PROVIDE A SUITABLE ENVIRONMENT TO SUPPORT ADEQUATE VEGETATIVE GROUND

COVER SHALL BE REMOVED OR TREATED IN SUCH A WAY AS TO PERMANENTLY ADJUST THE SOIL CONDITIONS AND

RENDER IT SUITABLE FOR VEGETATIVE GROUND COVER.

12. ALL NEW EROSION AND SILT CONTROL METHODS AND LOCATIONS INDICATED ON THIS DRAWING ARE FOR START-UP

AND GENERAL REFERENCE ONLY AND SHALL BE ADJUSTED, AS REQUIRED, TO SUIT THE PROCESS OF THE

CONSTRUCTION.

13. ANY AREAS SUBJECT TO EROSION MUST BE ADEQUATELY STABILIZED WITH VEGETATIVE MATERIAL THAT WILL,

WITHIN A REASONABLE TIME FRAME, DETER SOIL DISTURBANCE. SODDING, PLUGGING, SPRIGGING. OR SEEDING IS

ACCEPTABLE FOR STABILIZATION; HOWEVER, SODDING MAY BE REQUIRED IN AREAS OF EROSION-PRONE SOILS OR

WHERE SLOPES ARE GREATER THAN 5:1. VEGETATION OTHER THAN GRASS IS ACCEPTABLE UNLESS OTHERWISE

SPECIFIED.

FOR COMMERCIAL SITE DEVELOPMENT PROJECTS, NO MORE THAN 50% OF THE LANDSCAPED AREA MAY BE PLANTED

WITH SHALLOW-ROOTED (I.E., ST AUGUSTINE) TURF GRASS VARIETIES. THESE TURF GRASS VARIETIES SHALL BE

CONSOLIDATED IN AND LIMITED TO AREAS THAT ARE PROVIDED WITH CENTRAL AUTOMATIC IRRIGATION SYSTEMS.

A METHOD OF STABILIZATION MUST BE SHOWN ON THE SITE DEVELOPMENT CONSTRUCTION PLANS.

14. SEE PGD PLANS FOR ADDITIONAL EROSION CONTROL LOCATION INFORMATION AND DETAILS.

15. CONTRACTOR TO COMPLY WITH ALL REGULATIONS AS SET FORTH BY THE FDEP NPDES STORMWATER REGULATORY

PROGRAM.

16. CONTRACTOR TO CONSTRUCT PROPOSED STORMWATER PONDS IN EITHER CELLS OR SEQUENCED SO THAT THE FIRST

PONDS FUNCTION AS SEDIMENT BASINS TO SEPARATE SUSPENDED SOLIDS FROM PRODUCED GROUNDWATER. ALL

PRODUCED GROUNDWATER MUST MEET CRITERIA OF "STATE OF FLORIDA DEPARTMENT OF ENVIRONMENTAL

PROTECTION GENERIC PERMIT FOR THE DISCHARGE OF PRODUCED GROUNDWATER FROM ANY NON-CONTAMINATED

SITE ACTIVITY" EFFECTIVE DATE FEBRUARY 14, 2000; DOCUMENT NUMBER 62-621.300(2).

17. DURING LAND ALTERATION AND CONSTRUCTION ACTIVITIES, IT SHALL BE UNLAWFUL TO REMOVE VEGETATION BY

GRUBBING OR TO PLACE SOIL DEPOSITS, DEBRIS, SOLVENTS, CONSTRUCTION MATERIAL, MACHINERY OR OTHER

EQUIPMENT OF ANY KIND WITHIN THE DRIPLINE OF A TREE TO REMAIN ON THE SITE UNLESS OTHERWISE APPROVED

BY THE COUNTY.

18. ALL EROSION AND SEDIMENTATION CONTROL MEASURES INCLUDING, BUT NOT LIMITED TO, SILT FENCE,

GEOSYNTHETIC BARRIERS, TURBIDITY BARRIER, INLET BARRIERS, SEDIMENT CONTAINMENT SYSTEMS AND SOIL

TRACKING PREVENTION DEVICES SHALL BE INSTALLED IN ACCORDANCE WITH THE "STATE OF FLORIDA EROSION AND

SEDIMENT CONTROL DESIGN AND REVIEWER MANUAL", DATED JULY 2013.

19. ALL SODDED SLOPES OVER 4 TO 1 SHALL BE INSTALLED WITH SOD PEGS.

20. ALL DEMOLITION DEBRIS SHALL BE REMOVED FROM THE SITE AND LEGALLY DISPOSED OF.

21.  IT IS THE OWNER'S OR ITS ASSIGNED OWNER'S REPRESENTATIVE'S RESPONSIBILITY TO INSPECT AND MAINTAIN THE

WATER RETENTION SYSTEM ON A REGULAR BASIS

PASCO COUNTY SIGNING & PAVEMENT MARKING NOTES:

1. PAVEMENT MARKINGS SHOULD BE PLACED AS SHOWN IN THE PLANS AND THE APPROPRIATE FDOT DESIGN STANDARD

INDEX.

2. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE LENGTH OF COLUMN SUPPORTS IN THE FIELD

PRIOR TO FABRICATION.

3. REFER TO FDOT DESIGN STANDARDS INDEX NO 17352 FOR RETRO-REFLECTIVE PAVEMENT MARKER PLACEMENT.

4. PAINT ALL MEDIAN NOSES AND RAISED ISLAND NOSES REFLECTIVE WHITE OR REFLECTIVE YELLOW AS INDICATED IN THE

PLANS.

5. ANY EXISTING SIGNS WITHIN THE PROJECT LIMITS SHALL REMAIN UNLESS OTHERWISE NOTED IN THE PLANS.

6. CAUTION SHOULD BE EXERCISED WHILE RELOCATING EXISTING SIGNS SO LONG AS TO PREVENT DAMAGE TO THE SIGNS.

IF THE SIGNS ARE DAMAGED BEYOND USE, AS DETERMINED BY THE ENGINEER, THEY SHALL BE REPLACED BY THE

CONTRACTOR AT HIS EXPENSE.

7. THE SIGN LOCATIONS SHOWN ARE APPROXIMATE AND MAY REQUIRE FIELD ADJUSTMENT AS DIRECTED BY THE ENGINEER.

8. ANY EXISTING SIGN TO REMAIN THAT IS DISTURBED DURING CONSTRUCTION OR RELOCATED SHALL BE RESET TO

CURRENT STANDARDS FOR HEIGHT, OFFSET, AND METHOD OF INSTALLATION.

9. CAUTION SHOULD BE EXERCISED WHILE RELOCATING EXISTING SIGNS TO PREVENT DAMAGE TO THE SIGNS.  IF THE

SIGNS ARE DAMAGED BEYOND USE, AS DETERMINED BY THE ENGINEER, THE CONTRACTOR SHALL REPLACE THEM AT HIS

EXPENSE.

10. ON CONCRETE SURFACE, INCLUDING BRIDGE DECKS, ALL SKIP STRIPE PAVEMENT MARKINGS SHALL ALTERNATE WHITE

(THERMOPLASTIC) AND BLACK (PAINT) (20' WHITE/20' BLACK/20' SKIP).

11. ALL SIGNS AND PAVEMENT MARKINGS SHALL CONFORM TO THE U.S. DEPARTMENT OF TRANSPORTATION'S "MANUAL ON

UNIFORM TRAFFIC CONTROL DEVICES", 2009 EDITION.

12. STREET SIGNAGE IS TO MEET MINIMUM PASCO COUNTY AND FDOT STANDARDS FOR DESIGN, AND CONTRACTOR SHALL

PREPARE AND SUBMIT SHOP DRAWINGS TO THE ENGINEER OF RECORD AND THE DEVELOPER FOR APPROVAL.

CONTRACTOR SHALL USE W-SHAPED STEEL POSTS FOR ROADWAY SIGNS.

13. ALL PAVEMENT MARKINGS SHALL BE LEAD-FREE, NON-SOLVENT BASED PAINT. THERMOPLASTIC ONLY WHERE NOTED.

14. ALL PAVEMENT MARKINGS TO BE REMOVED SHALL BE PERFORMED BY HYDRO BLASTING (EXCEPT WITHIN FDOT R/W)

15. ALL ROUTE MARKERS AUXILIARIES SHALL MATCH THE COLOR COMBINATION OF THE RESPECTIVE MARKER WHICH THEY

SUPPLEMENT.

16. LOCATION OF STOP BARS IS TO BE PER SECTION 3B.16 OF THE MUTCD.

17. LOCATION OF SIGNS IS TO BE PER SECTION 2A.18 THROUGH 2A.20 OF THE MUTCD.

18. ALL LOCAL ROADS ARE PRIVATE.
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SCALE:
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DRAINAGE LEGEND

DRAINAGE PIPE

DITCH

CURB INLET

GRATE INLET

MANHOLE

FLARED END SECTION

XXX LF OF XX" PVC @ X.XX%

ABBREVIATIONS

BOT BOTTOM

CI CURB INLET

CPP CORRUGATED PLASTIC PIPE

CMP CORRUGATED METAL PIPE

DHW DESIGN HIGH WATER

DIP DUCTILE IRON PIPE

EL ELEVATION

EP EDGE OF PAVEMENT

FFE FINISH FLOOR ELEVATION

FHA FIRE HYDRANT ASSEMBLY

FM

FORCE MAIN (SANITARY SEWER)

FR FRAME

GI GRATE INLET

GV GATE VALVE

HDPE HIGH DENSITY POLYETHYLENE

IE INVERT ELEVATION

LF LINEAR FEET

MAX MAXIMUM

MIN MINIMUM

MH MANHOLE

NWL NORMAL WATER LEVEL

OC ON CENTER

PC POINT OF CURVE

PH POST HYDRANT

PT POINT OF TANGENT

PVC POLYVINYL CHLORIDE

RCP REINFORCED CONCRETE

RJP RESTRAINED JOINT PIPE

R/W

RIGHT-OF-WAY

SHWT SEASONAL HIGH WATER TABLE

SF

SQUARE FEET

SS SANITARY SEWER

TC TOP OF CURB

TYP TYPICAL

WM WATER MAIN

W/

WITH

WV WATER VALVE

YD YARD DRAIN

LEGAL DESCRIPTION:

SECTION 30, TOWNSHIP 26 S, RANGE 20 E

PASCO COUNTY, FLORIDA

THAT PORTION OF SEC 30 DESC AS COM AT SW COR OF SW1/4 OF SEC 30 TH S89°58'40"E ALG

SOUTH LN OF SW1/4 OF SEC 30 99.24 FT TO ELY R/W OF CR 581 TH N00°29'34"E ALG ELY R/W

LN OF CR 581 125.00 FT TO INTERSECTION OF PROPOSED NLY R/W OF SR56 TH S89°58'40"E

222.16 FT TH ALG ARC CV L RAD 3255.00 FTCHD BRG&DIST N74°50'03"E 1705.56 FT TH

N59°38'45"E 1150.12 FT FOR POB TH N61°39'12"W 380.67 FT TH N50°22'10"W 651.40 FT TH

N48°49'28"E 1300.74 FT TH S63°21'14"E 596.94 FT TH S31°22'45"E 681.00 FT TO NLY R/W OF

SR 56 TH S59°38'45"W ALG R/W 1194.19 FT TO POBAKA PARCEL C-5 & SUBJ TO ESMT

AGREEMENT PER OR 7751 PG 1240 OR 8986 PG 3923

PREVIOUS ZONING ACTIONS

PETITION # DATE

RZ6976

7/12/2011

RZ6080

10/21/2003

CU05-17

06/21/2005

RZ6461 10/25/2005

ORIGINAL NOVEMBER 1975

RZ6177 4/27/2004

CU13-21 11/5/2013

RZ5827 9/18/2001

CU11-16 7/26/2011

CU10-17 FEBRUARY 2010

RZ5908 MAY 2002

SE5029 07/10/96

RZ5907 MAY 2002

CU08-36 THRU 49

08/12/08

RZ6712 JULY 2007

CU11-13

05/10/11

CU09-14 APRIL 2009

CU09-14 APRIL 2009

RZ6079 OCTOBER 2003

RZ6914

04/27/10

CU10-18 FEBRUARY 2010

CU13-01

11/20/12

CU11-04

11/03/2010

CU13-04

02/05/13

RZ-7073

02/25/14

SIGN LEGEND

SYMBOL DESCRIPTION
REGULATORY

 NO.NO. SIZE

PARKING BY
DISABLED

PERMIT
ONLY

FINE
$250 MAX.

EMERGENCY

ACCESS

VEHICLES

ONLY

LOADING
AREA

NO

FIRE 

PARKING

LANE

NOTES:

1. ALL TRAFFIC CONTROL SIGNING AND MARKINGS SHALL CONFORM TO THE MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES AND FDOT STANDARDS.

2. ALL PARKING SPACES SHALL BE STRIPED IN WHITE

3. SITE TRIANGLES SHALL BE UNOBSTRUCTED AND SHALL BE INSPECTED AND MAINTAINED IN

ACCORDANCE WITH FDOT INDEX 546.

4. ALL SIGNING AND MARKING FOR HANDICAP ACCESSIBLE PARKING SHALL BE IN ACCORDANCE WITH

FDOT INDEX NO. 17346

STREET

NO BASE FLOOD ELEVATIONS DETERMINED

BASE FLOOD ELEVATIONS DETERMINED

AREAS DETERMINED TO BE OUTSIDE 500-YEAR FLOOD PLAIN

AREAS OF 500-YEAR FLOOD PLAIN

FEMA FLOOD ZONE LEGEND

ZONE A

ZONE AE

ZONE X

ZONE X

PASCO CO. EARTHWORK NOTE

PRIVATE STREET NOTES:
1. ALL TRAFFIC CONTROL DEVICES SHALL BE INSTALLED IN CONFORMANCE WITH THE MANUAL ON UNIFORM TRAFFIC

CONTROL DEVICES AND THE FLORIDA DEPARTMENT OF TRANSPORTATION STANDARDS.

2. STREET NAME SIGNS SHALL BE 6" ON LOCAL ROADS AND 9" ON COLLECTOR AND ARTERIAL ROADS. SIX INCH

SIGNS SHALL HAVE 4" SERIES C LETTERS AND 9" SIGNS SHALL HAVE 6" SERIES B LETTERS. ALL STREET NAME

SIGNS ON PRIVATE ROADS SHALL BE STANDARD D3 STREET NAME SIGNS WITH THE COLORS REVERSED; WHITE

BACKGROUND WITH GREEN LETTERS AND BORDER. AT INTERSECTIONS WITH COUNTY OR STATE MAINTAINED

ROADS, THE COUNTY OR STATE MAINTAINED ROAD SHALL BE GREEN BACKGROUND WITH WHITE LETTERS AND

BORDER.

3. ANY TRAFFIC CONTROL DEVICE FOR A PRIVATE ROADWAY PLACED IN A COUNTY OR STATE RIGHT OF WAY SHALL BE

INSTALLED ON THE APPROPRIATE BREAKAWAY POST ASSEMBLY.

TREE LEGEND

SITE DATA

SITE ADDRESS TBD

TOTAL PARCEL AREA 34.15 AC

TOTAL SITE AREA (TSA)

34.15 AC

ONSITE WETLANDS

        CATEGORY I

4.85 AC     /     0.68 AC IMPACTED

        CATEGORY II

3.83 AC     /     3.57 AC IMPACTED

        CATEGORY III 0.00 AC

TOTAL WETLAND AREA

8.68 AC     /     4.25 AC IMPACTED

SURFACE WATER AREA

0.25 AC     /     0.25 AC IMPACTED

CONSERVATION LANDS 0.00 AC

TOTAL PONDS 1.50 AC

DEVELOPABLE ACREAGE 28.22 AC

PARCEL ID / ACREAGE 30 26 20 0000 00100 0050 / 34.15 AC

PROJECT SITE ACREAGE 34.15 AC

DRI NO.

#260, 7/13/2007  (WIREGRASS RANCH DRI)

FUTURE LAND USE PD

EXISTING ZONING

MPUD (RZ-7073, 2/25/2014)

CURRENT LAND USE VACANT

HURRICANE EVACUATION ZONE NONE

MAX. BUILDING HEIGHT 65'-0"

PROPOSED BUILDING HEIGHT 38' ABOVE FFE

FLOOR AREA RATIO (FAR) (115,600 SF / 43,560 SF/AC) / (34.15 AC) = 0.08

COMMERCIAL BUILDING SETBACKS:

FRONT 25'

REAR 10'

SIDE 10'

RESIDENTIAL BUILDING SETBACKS:

FRONT 20'

REAR 15'

SIDE 180'

COMMERCIAL BUILDING AREAS:

RETAIL = 35,400 SF

SPECIALTY MARKET = 30,000 SF

CINEMA = 39,000 SF

RESTAURANT + PATIO = 21,345 SF + 2,700 SF = 24,045 SF

TOTAL = 128,445 SF

RESIDENTIAL BUILDING 1

83 UNITS (8 DIRECT CONNECT GARAGES, 2 BREEZEWAY GARAGES)

RESIDENTIAL BUILDING 2

78 UNITS (8 DIRECT CONNECT GARAGES, 8 BREEZEWAY GARAGES)

RESIDENTIAL BUILDING 3

88 UNITS (8 DIRECT CONNECT GARAGES, 8 BREEZEWAY GARAGES)

UNIT SUMMARY: 1 BEDROOM UNITS = 128

2 BEDROOM UNITS = 114

3 BEDROOM UNITS = 8

TOTAL UNITS = 250

COMMERCIAL PARCEL PARKING SPACES:

REQUIRED RETAIL (35,400) = 1 SPACE/300GFA = 118

GROCERY (30,000) = 1 SPACE/300 GFA = 100

CINEMA (1,050 SEATS) = 1 SPACE/3 SEATS = 350

RESTAURANT (22,345) = (<6,000) 1 SPACE/100 GFA = 224

RESTAURANT (1,700) = (>6,000) 1 SPACE/75 GFA = 24

TOTAL SPACES REQUIRED = 816

PROVIDED

REGULAR SPACES = 522 (76%)

COMPACT SPACES = 139 (20%)

DISABLED SPACES = 30 (≥2% OF TOTAL)

TOTAL SPACES PROVIDED = 691

RESIDENTIAL PARCEL PARKING SPACES:

REQUIRED RESIDENTIAL (250 UNITS) = 1.94 SPACE/UNIT (ALT STANDARD)= 485

VISITOR PARKING INCLUDED IN ALT STANDARD

LEASING PARKING INCLUDED IN ALT STANDARD

TOTAL SPACES REQUIRED = 485

PROVIDED

TOTAL SPACES PROVIDED (ALT STANDARD, 2 SPACE/UNIT) = 491

STANDARD PARKING = 363

GARAGE PARKING (9' X 20') = 78

TANDEM PARKING (9' X 20') = 40

HANDICAP SPACES (17' X 20' INC AISLE) = 10

STREET PARKING SPACES (9' X 24') = 13

GENERAL INFORMATION:
PROJECT OWNER:
F C WEBSTER LLC
C/O FOREST CITY ENTERPRISES, INC:
50 PUBLIC SQUARE, SUITE 1000B:
CLEVELAND, OHIO  44113-2267
PHONE (216) 416-3721
CONTACT: DUANE BISHOP (DBISHOP@FORESTCITY.NET)

PROJECT SURVEYOR:
KING ENGINEERING ASSOCIATES, INC.
4921 MEMORIAL HIGHWAY
ONE MEMORIAL CENTER, SUITE 300
TAMPA, FLORIDA  33634
PHONE (813) 880-8881
FAX (813) 880-8882
CONTACT: J. DAVID GREER (jdgreer@kingengineering.com)

PROJECT ENGINEER:
KING ENGINEERING ASSOCIATES, INC.
4921 MEMORIAL HIGHWAY
ONE MEMORIAL CENTER, SUITE 300
TAMPA, FLORIDA  33634
PHONE (813) 880-8881
FAX (813) 880-8882
CONTACT: NICOLE LYNN (nlynn@kingengineering.com)

WATER SUPPLY:

PASCO COUNTY UTILITIES DEPARTMENT

WEST PASCO COUNTY GOVERNMENT

19420 CENTRAL BOULEVARD

LAND O' LAKES, FLORIDA  34637

PHONE (727) 847-8145

SEWER SUPPLY:

PASCO COUNTY UTILITIES DEPARTMENT

WEST PASCO COUNTY GOVERNMENT

19420 CENTRAL BOULEVARD

LAND O' LAKES, FLORIDA  34637

PHONE (727) 847-8145

FIRE DEPARTMENT:

PASCO COUNTY EMERGENCY SERVICES

4111 LAND O' LAKES BOULEVARD, SUITE 208

LAND O' LAKES, FLORIDA  34639

PHONE (727) 847-8102

ELECTRICAL SUPPLY:

WITHLACOOCHEE RIVER ELECTRIC CO-OP, INC.

ONE PASCO CENTER DISTRICT

PO BOX 1278

SAN ANTONIO, FLORIDA  33576

PHONE (352) 588-5115

CONTACT: COREY LITTLEFIELD

RLITTLEFIELD@WREC.NET

DEVELOPER:
FC WEBSTER LLC
C/O FOREST CITY ENTERPRISES, INC.
50 PUBLIC SQUARE, SUITE 1000B
CLEVELAND, OHIO 44113-2267
PHONE (216) 416-3721
CONTACT: ERIC LOUTTIT (ELOUTTIT@FORESTCITY.NET)

WATER LEGEND

WATER MAIN

SERVICE LATERAL

GATE VALVE

FIRE HYDRANT

REDUCER

TEE

CROSS

11.25° BEND (HORIZONTAL)

22.5° BEND (HORIZONTAL)

45° BEND (HORIZONTAL)

90° BEND (HORIZONTAL)

AIR RELEASE VALVE

CHLORINE INJECTION POINT

BLOWOFF ASSEMBLY

CAP

RECLAIM WATER MAIN

XXX LF OF XX" WM

SEWER LEGEND

GRAVITY SEWER MAIN

SERVICE LATERAL

MANHOLE

CLEANOUT

FORCEMAIN

GATE VALVE

REDUCER

TEE

CROSS

11.25° BEND (HORIZONTAL)

22.5° BEND (HORIZONTAL)

45° BEND (HORIZONTAL)

90° BEND (HORIZONTAL)

AIR RELEASE VALVE

CAP

MISCELLANEOUS LEGEND

PROPERTY LINE

RIGHT-OF-WAY LINE

CENTER LINE

EASEMENT LINE

BUFFER LINE

SETBACK LINE

WETLAND LINE

TOP OF BANK LINE

PHASE LINE

OVERHEAD UTILITY

FIBER OPTIC

NATURAL GAS

CABLE TV

UNDERGROUND POWER

TELEPHONE

SILT FENCE

SILT FENCE - MITIGATION

CONTOUR LINE - MAJOR

CONTOUR LINE - MINOR

SPOT ELEVATION

SLOPE DIRECTION

SWALE

FLOW DIRECTION

BARRICADE

TEMPORARY BARRICADE

DISABLED PARKING

SIGN

PROPOSED CAR COUNT

WHEEL STOP

EXISTING PHOTO LOCATION

COMPACT PARKING STALL

ADA ACCESS ROUTE

BUILDING LIMITS

HEAVY DUTY PAVEMENT LIMITS

POND LIMITS

CONCRETE LIMITS

WETLAND LIMITS

OUTDOOR SEATING AREA

OHW

BFO

GAS

CTV

ELC

TEL

34.61

1

C

STATE ROAD 56

PAVEMENT SECITION

RETAINING WALL NOTE:
1. ALL RETAINING WALLS SHOWN WITHIN THE PLANS ARE TO BE DESIGNED BY A FLORIDA LICENSED ENGINEER.
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DATE:

JOB NO:

SCALE:

09/21/2015
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NOTES:
1. THE WIDTH AND LOCATIONS OF PROPOSED EASEMENTS MAY VARY AND

SHALL BE COORDINATED THROUGH THE CONSTRUCTION PLAN
PERMITTING PROCESS.



SIGNATURE FOR RESPONSIBLE FOR

COMPANY: COMPANY:

GENERAL CONTRACTOR

NAME: NAME:

TITLE: TITLE:

DATE: DATE:

COMPANY: COMPANY:

TEMPORARY AND PERMANENT STABILIZATION

NAME: NAME:

TITLE: TITLE:

DATE: DATE:

COMPANY: COMPANY:

STABILIZED CONSTRUCTION ENTRANCE, EARTH
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DESCRIPTION OF NATURE OF CONSTRUCTION ACTIVITY

CONSTRUCTION OF A COMMERCIAL SHOPPING CENTER INCLUSIVE OF RESTAURANTS, RETAIL SHOPS, A SPECIALTY MARKET AND CINEMA.

COMPONENTS INCLUDE INTERNAL ROADWAYS, PARKING, WATER & SANITARY SEWER UTILITIES, AND STORM WATER UTILITIES. THE MASS GRADING

OF THE NORTHERN PORTION OF THE PARCEL FOR FUTURE DEVELOPMENT OF MULTI-FAMILY RESIDENTIAL APARTMENTS.

SOIL DISTURBING ACTIVITIES INCLUDE:

INSTALLING STABILIZED CONSTRUCTION ENTRANCES, CONSTRUCTION OF EROSION AND SEDIMENT CONTROLS, CLEARING AND GRUBBING,

GRADING, AND CONSTRUCTION OF STORM SEWER. PROJECT AREA CONTAINS ±27.94 AC.

WIND EROSION STABILIZATION: THE CONTRACTOR SHALL DENUDE ONLY AREAS WHERE IT IS EXPECTED TO BE GRADED OR ALTERED WITHIN A TWO

(2) WEEK TIME-FRAME. FINAL GRADES SHALL BE PERFORMED AND TEMPORARY OR PERMANENT SOIL STABILIZATION SHALL BE APPLIED. AREAS

WHERE CONSTRUCTION OPERATIONS WILL BE CONTINUOUS, FUGITIVE DUST SHALL BE MANAGED BY APPLYING A WATER SPRAY TO SATURATE THE

SURFACE SOILS ON A DAILY BASIS, OR AS NEEDED TO MAINTAIN MINIMAL DUST TRANSPORT.  FUGITIVE DUST SHALL BE MONITORED

CONTINUOUSLY AND ADDITIONAL MEASURES MAY NEED TO BE TAKEN TO CONTROL OFF-SITE TRANSPORT OF UNACCEPTABLE LEVELS OF DUST.

TEMPORARY STABILIZATION: TOP OF SOIL STOCK PILES AND DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY TEMPORARILY

CEASES FOR AT LEAST 21 DAYS WILL BE STABILIZED WITH TEMPORARY GRASS AND MULCH NO LATER THAN 5 DAYS FROM THE LAST CONSTRUCTION

ACTIVITY. GRASS SEED SHALL BE A MIXTURE OF 20 PARTS OF BERMUDA SEED AND 80 PARTS OF PENSACOLA BAHIA. THE SEPARATE TYPES OF SEED

USED SHALL BE THOROUGHLY DRY MIXED IMMEDIATELY BEFORE SOWING. SEED WHICH HAS BECOME WET SHALL NOT BE USED. THE MULCH

MATERIAL USED SHALL NORMALLY BE DRY MULCH. DRY MULCH SHALL BE STRAW OR HAY, CONSISTING OF OAT, RYE OR WHEAT STRAW, OR OF

PANGOLA, PEANUT, COASTAL BERMUDA OR BAHIA GRASS HAY. ONLY UNDETERIORATED MULCH WHICH CAN BE READILY CUT INTO THE SOIL SHALL

BE USED. AREAS OF THE SITE WHICH ARE TO BE PAVED WILL BE TEMPORARILY STABILIZED BY APPLYING STABILIZATION AND BASE.

PERMANENT STABILIZATION: DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES PERMANENTLY CEASES SHALL BE STABILIZED

WITH SOD NO LATER THAN 5 DAYS AFTER THE LAST CONSTRUCTION ACTIVITY.

STAKED SILT FENCES: THE STAKED SILT FENCES WILL BE CONSTRUCTED ALONG THE PERIMETER AS PREVIOUSLY EXPLAINED.  THESE DEVICES WILL

STOP AND DIVERT RUNOFF TO THE SEDIMENT BASINS.

SEDIMENT BASINS: THE STORM WATER MANAGEMENT AREAS WILL ACT AS SEDIMENT BASINS DURING CONSTRUCTION.  THE SEDIMENT BASINS

WILL BE CONSTRUCTED TO THE DESIGN CROSS-SECTION, OR A MINIMUM OF 2' BELOW EXISTING GROUND AT THE CONTRACTORS DISCRETION TO

ALLOW SILTS TO BE COLLECTED AND REMOVED PRIOR TO COMPLETION OF THE GRADING.

STORM WATER DRAINAGE WILL BE PROVIDED BY A CURB, SWALE, STORM SEWER, OR CATCH BASIN SYSTEM FOR THE DEVELOPED AREAS. SWALES

TO BE SODDED AND INCLUDE CHECK DAMS AND RIPRAP TO CONTROL RUNOFF VELOCITY AND TRANSPORT OF SEDIMENT. WHEN CONSTRUCTION IS

COMPLETE THE IMPROVED PORTION OF THE SITE WILL DRAIN TO STORM WATER PONDS. THE PONDS WILL BE IN THE LOCATION OF THE TEMPORARY

SEDIMENT BASINS. WHEN UPSLOPE AREAS ARE STABILIZED, THE ACCUMULATED SEDIMENT WILL BE REMOVED FROM THE SEDIMENT BASINS. THE

PONDS HAVE BEEN DESIGNED BY A PROFESSIONAL ENGINEER TO LIMIT PEAK FLOW RATES FROM THE DESIGN STORM EVENT AT OR BELOW

PRE-DEVELOPMENT RATES, AND CONSTRUCTION PER DETAILS SHOWN IN THE PLANS IS IMPERATIVE.

WASTE MATERIALS: ALL WASTE MATERIAL WILL BE COLLECTED AND STORED IN DUMPSTERS PER LOCAL AGENCIES REGULATIONS. ALL TRASH AND

CONSTRUCTION DEBRIS FROM THE SITE WILL BE DEPOSITED IN THE DUMPSTERS. THE DUMPSTERS WILL BE EMPTIED A MINIMUM OF ONCE A WEEK

OR MORE OFTEN IF NECESSARY, AND THE TRASH WILL BE HAULED TO A REGISTERED LANDFILL FOR DISPOSAL. NO CONSTRUCTION MATERIALS WILL

BE BURIED ON-SITE. ALL PERSONNEL WILL BE INSTRUCTED REGARDING THE CORRECT PROCEDURE FOR WASTE DISPOSAL. NOTICES STATING THESE

PRACTICES WILL BE POSTED IN THE ON-SITE OFFICE TRAILER AND THE CONSTRUCTION MANGER RESPONSIBLE FOR THE DAY-TO-DAY SITE

OPERATIONS, WILL BE RESPONSIBLE FOR SEEING THAT THESE PROCEDURES ARE FOLLOWED.

HAZARDOUS WASTE: ALL HAZARDOUS WASTE MATERIALS, IF ENCOUNTERED, WILL BE DISPOSED OF IN THE MANNER SPECIFIED BY LOCAL OR STATE

REGULATIONS. THE CONTRACTOR WILL BE RESPONSIBLE FOR SEEING THAT THESE PRACTICES ARE FOLLOWED.

SANITARY WASTE: ALL SANITARY WASTE WILL BE COLLECTED FROM PORTABLE UNITS A MINIMUM OF THREE TIMES PER WEEK BY A LICENSED

SANITARY WASTE MANAGEMENT CONTRACTOR, AS REQUIRED BY LOCAL REGULATION.

STABILIZED CONSTRUCTION ENTRANCES SHALL BE PROVIDED TO HELP REDUCE VEHICLE TRACKING OF SEDIMENTS. THE PAVED STREETS WILL BE

CLEANED AS NEEDED TO REMOVE ANY EXCESS MUD, DIRT OR ROCK TRACKED FROM THE SITE. DUMP TRUCKS HAULING MATERIAL FROM OR TO THE

SITE WILL BE COVERED WITH A TARPAULIN AT ALL TIMES.

I CERTIFY UNDER PENALTY OF LAW THAT I UNDERSTAND THE TERMS AND CONDITIONS OF THE GENERIC STORM WATER PERMIT ISSUED PURSUANT

TO SECTION 403.0885, F.S., THAT AUTHORIZES THE STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL ACTIVITY FROM THE

CONSTRUCTION SITE IDENTIFIED AS PART OF THIS CERTIFICATION.

 THIS NOTICE OF INTENT (NOI) FORM IS TO BE COMPLETED AND SUBMITTED TO THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION

(FDEP) BEFORE USE OF THE GENERIC PERMIT FOR STORMWATER DISCHARGE FROM LARGE AND SMALL CONSTRUCTION ACTIVITIES PROVIDED IN

SUBSECTION 62-621.300(4), F.A.C.

 A NOTICE OF TERMINATION WILL BE SUBMITTED TO EPA AFTER THE CONSTRUCTION HAS BEEN COMPLETED AND THE SITE HAS UNDERGONE

FINAL STABILIZATION.

IN ADDITION TO THE GOOD HOUSEKEEPING AND MATERIAL MANAGEMENT PRACTICES DISCUSSED IN THE PREVIOUS SECTIONS OF THIS PLAN, THE

FOLLOWING PRACTICES SHALL BE FOLLOWED FOR SPILL PREVENTION AND CLEANUP:

MANUFACTURERS' RECOMMENDED METHODS FOR SPILL CLEANUP WILL BE CLEARLY POSTED AND SITE PERSONNEL WILL BE MADE AWARE OF

THE PROCEDURES AND THE LOCATION OF THE INFORMATION AND CLEANUP SUPPLIES.

MATERIALS AND EQUIPMENT NECESSARY FOR SPILL CLEANUP WILL BE KEPT IN THE MATERIAL STORAGE AREA ON-SITE. EQUIPMENT AND

MATERIALS WILL INCLUDE, BUT NOT BE LIMITED TO, BROOMS, DUST PANS, MOPS, RAGS, GLOVES, GOGGLES, KITTY LITTER, SAND,

SAWDUST, AND PLASTIC AND METAL TRASH CONTAINERS SPECIFICALLY FOR THIS PURPOSE.

ALL SPILLS WILL BE CLEANED UP IMMEDIATELY AFTER DISCOVERY.

THE SPILL AREAS WILL BE KEPT WELL VENTILATED AND PERSONNEL WILL WEAR APPROPRIATE PROTECTIVE CLOTHING TO PREVENT INJURY

FROM CONTACT WITH A HAZARDOUS SUBSTANCE.

SPILLS OF TOXIC OR HAZARDOUS MATERIAL WILL BE REPORTED TO THE APPROPRIATE STATE OR LOCAL GOVERNMENT AGENCY, REGARDLESS

OF THE SIZE.

THE SPILL PREVENTION PLAN WILL BE ADJUSTED TO INCLUDE MEASURES TO PREVENT THIS TYPE OF SPILL FROM REOCCURRING AND HOW TO

CLEAN UP THE SPILL IF THERE IS ANOTHER ONE. A DESCRIPTION OF THE SPILL,WHAT CAUSED IT, AND THE CLEANUP MEASURES WILL ALSO

BE INCLUDED.

THE SITE SUPERINTENDENT RESPONSIBLE FOR THE DAY-TO-DAY SITE OPERATIONS, WILL BE THE SPILL PREVENTION AND CLEANUP

COORDINATOR. HE WILL DESIGNATE OTHER SITE PERSONNEL WHO WILL RECEIVE SPILL PREVENTION AND CLEANUP TRAINING. THESE

INDIVIDUALS WILL EACH BECOME RESPONSIBLE FOR A PARTICULAR PHASE OF PREVENTION AND CLEANUP. THE NAMES OF RESPONSIBLE

SPILL PERSONNEL WILL BE POSTED IN THE MATERIAL STORAGE AREA AND IN THE OFFICE TRAILER ON-SITE.

CONCRETE

DETERGENTS

PAINTS (ENAMEL AND LATEX)

METAL STUDS

GLASS

TAR

SAND

FERTILIZERS

PETROLEUM BASED PRODUCTS AND FUELS

CLEANING SOLVENTS

WOOD

MASONRY BLOCK

ROOFING SHINGLES

STONE

SEQUENCE OF MAJOR ACTIVITIES:

1. PRIOR TO THE COMMENCEMENT OF CLEARING, GRUBBING, AND DEMOLITION, THE SITE CONTRACTOR SHALL INSTALL ALL EROSION CONTROL

DEVICES CALLED FOR ON THE PLANS.

2. UPON INSTALLATION OF THE EROSION CONTROL DEVICES, THE SITE CONTRACTOR MAY BEGIN SITE CLEARING, DEMOLITION, EARTHWORK,

DRAINAGE, UTILITY AND ROADWAY CONSTRUCTION ACTIVITIES WITHIN THE CONSTRUCTION LIMITS.  THE SITE CONTRACTOR SHALL STABILIZE

ALL AREAS DISTURBED WITHIN FIVE DAYS OF THE COMPLETION OF GRADING ACTIVITIES OF THE DISTURBED AREA.

3. THE SITE CONTRACTOR SHALL MAINTAIN THE EXISTING STORMWATER SYSTEM UNTIL THE PROPOSED SYSTEM HAS BEEN RE-ROUTED. ONCE THE

PROPOSED SYSTEM IS IN PLACE, THE CONTRACTOR MAY BEGIN THE REMOVAL OF THE EXISTING STORMWATER PIPES AS INDICATED ON THE

CONSTRUCTION DOCUMENTS.

4. THE SITE CONTRACTOR SHALL REMOVE ALL EROSION PROTECTION DEVICES WITHIN EACH CONTRIBUTING AREA FOLLOWING PERMANENT

STABILIZATION OF ALL DISTURBED AREAS.

AS INDICATED IN THE SEQUENCE OF MAJOR ACTIVITIES, STAKED SILT BARRIERS, STABILIZED CONSTRUCTION ENTRANCES AND SEDIMENT BASINS

WILL BE CONSTRUCTED PRIOR TO CLEARING OR GRADING OF ANY OTHER PORTIONS OF THE SITE. AREAS WHERE CONSTRUCTION ACTIVITY

TEMPORARILY CEASES FOR MORE THAN 21 DAYS WILL BE STABILIZED WITH A TEMPORARY GRASS AND MULCH WITHIN 5 DAYS OF THE LAST

DISTURBANCE. ONCE CONSTRUCTION ACTIVITY CEASES PERMANENTLY IN THAT AREA, THAT AREA WILL BE STABILIZED WITH PERMANENT SOD.

AFTER THE ENTIRE SITE IS STABILIZED, THE ACCUMULATED SEDIMENT WILL BE REMOVED FROM THE TRAPS AND THE STAKED SILT BARRIERS WILL

BE REMOVED.

THE STORM WATER POLLUTION PREVENTION PLAN REFLECTS THE SOUTHWEST FLORIDA WATER MANAGEMENT DISTRICT'S (SWFWMD)

REQUIREMENTS FOR STORM WATER MANAGEMENT AND EROSION AND SEDIMENT CONTROL, AS ESTABLISHED BY THE FLORIDA ADMINISTRATIVE

CODE, CHAPTER 40D-4 AND 40D-40.  TO ENSURE COMPLIANCE, THIS PLAN WAS PREPARED IN ACCORDANCE WITH SWFWMD'S "BASIS OF REVIEW

FOR SURFACE WATER MANAGEMENT PERMIT APPLICATIONS WITHIN THE SOUTHWEST FLORIDA WATER MANAGEMENT DISTRICT." THIS PLAN ALSO

REFLECTS THE REQUIREMENTS OF THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION FOR WORK IN BRANCH 6.

THESE ARE THE INSPECTION AND MAINTENANCE PRACTICES THAT SHALL BE USED TO MAINTAIN EROSION AND SEDIMENT CONTROL.

ALL CONTROL MEASURES IN DISTURBED AREAS WILL BE INSPECTED AT LEAST ONCE EACH WEEK AND WITHIN 24 HOURS OF THE END OF ANY STORM

EVENT OF 0.25 INCHES OR GREATER BY A CONTRACTORS REPRESENTATIVE. (WHERE SITES HAVE BEEN FINALLY STABILIZED SUCH INSPECTIONS

SHALL BE CONDUCTED AT LEAST ONCE EVERY MONTH.) ALL MEASURES WILL BE MAINTAINED IN GOOD WORKING ORDER; IF A REPAIR IS

NECESSARY, IT WILL BE INITIATED WITHIN 24 HOURS OF REPORT. BUILT UP SEDIMENT WILL BE REMOVED FROM SILT FENCE WHEN IT HAS REACHED

ONE-THIRD THE HEIGHT OF THE FENCE. SILT FENCE WILL BE INSPECTED REGULARLY FOR DEPTH OF SEDIMENT, TEARS, TO SEE IF THE FABRIC IS

SECURELY ATTACHED TO THE FENCE POSTS, AND TO SEE THAT THE FENCE POSTS ARE FIRMLY IN THE GROUND. THE SEDIMENT BASINS WILL BE

INSPECTED FOR DEPTH OF SEDIMENT, AND BUILT UP SEDIMENT WILL BE REMOVED WHEN IT REACHES 10 PERCENT OF THE DESIGN CAPACITY OR AT

THE END OF THE JOB.  TEMPORARY AND PERMANENT GRASSING, MULCHING AND SODDING WILL BE INSPECTED FOR BARE SPOTS, WASHOUTS, AND

HEALTHY GROWTH. A MAINTENANCE INSPECTION REPORT SHALL BE MADE AFTER EACH INSPECTION BY THE CONTRACTOR AND SHALL BE KEPT IN AN

ACTIVE LOG READILY AVAILABLE AT THE JOB SITE CONSTRUCTION TRAILER. THE SITE SUPERINTENDENT WILL SELECT INDIVIDUALS WHO WILL BE

RESPONSIBLE FOR MAINTENANCE AND REPAIR ACTIVITIES. FILLING OUT THE INSPECTION AND MAINTENANCE REPORT WILL BE BY THE

CONTRACTOR. PERSONNEL SELECTED FOR MAINTENANCE RESPONSIBILITIES WILL RECEIVE TRAINING FROM THE SITE SUPERINTENDENT. THEY WILL

BE TRAINED IN ALL MAINTENANCE PRACTICES NECESSARY FOR KEEPING THE EROSION AND SEDIMENT CONTROLS USED ON-SITE IN GOOD

WORKING ORDER.

IT IS EXPECTED THAT THE FOLLOWING NON-STORM WATER DISCHARGES WILL OCCUR FROM THE SITE DURING THE CONSTRUCTION PERIOD:

WATER FROM FIRE FIGHTING ACTIVITIES, FIRE HYDRANT FLUSHING, WATER LINE FLUSHING, WATER USED TO SPRAY OFF LOOSE SOILS FROM

VEHICLES, DUST CONTROL, PAVEMENT WASH WATERS (WHERE NO SPILLS OR LEAKS OF TOXIC OR HAZARDOUS MATERIALS HAVE OCCURRED). ALL

NON-STORM WATER DISCHARGES WILL BE DIRECTED TO THE SEDIMENT BASIN PRIOR TO DISCHARGE.

GROUNDWATER DEWATERING ACTIVITIES ARE NOT COVERED BY THIS PERMIT. THE CONTRACTOR MUST APPLY FOR COVERAGE UNDER THE GENERIC

PERMIT FOR THE DISCHARGE OF PRODUCED GROUNDWATER FROM ANY NON-CONTAMINATED SITE ACTIVITY PURSUANT TO 62-621.300 (2), F.A.C.

THE FOLLOWING ARE THE MATERIAL MANAGEMENT PRACTICES THAT WILL BE USED TO REDUCE THE RISK OF SPILLS OR OTHER ACCIDENTAL

EXPOSURE OF MATERIALS AND SUBSTANCES TO STORM WATER RUNOFF.

GOOD HOUSEKEEPING:

THE FOLLOWING GOOD HOUSEKEEPING PRACTICES SHALL BE FOLLOWED ON-SITE DURING THE CONSTRUCTION PROJECT.

AN EFFORT SHALL BE MADE TO STORE ONLY ENOUGH PRODUCT REQUIRED TO DO THE JOB. ALL MATERIALS STORED ON-SITE SHALL BE STORED IN A

NEAT, ORDERLY MANNER IN THEIR APPROPRIATE CONTAINERS AND, IF POSSIBLE, UNDER A ROOF OR OTHER CONTAINED ENCLOSURE. PRODUCTS

SHALL BE KEPT IN THEIR ORIGINAL MANUFACTURER'S LABELED CONTAINERS. SUBSTANCES SHALL NOT BE MIXED WITH ONE ANOTHER UNLESS

RECOMMENDED BY THE MANUFACTURER. WHENEVER POSSIBLE, ALL OF A PRODUCT SHALL BE USED UP BEFORE DISPOSING OF THE CONTAINER.

MANUFACTURERS' RECOMMENDATIONS FOR PROPER USE AND DISPOSAL SHALL BE FOLLOWED. THE SITE SUPERINTENDENT SHALL INSPECT  DAILY

TO ENSURE PROPER USE AND DISPOSAL OF MATERIALS ON-SITE.

HAZARDOUS PRODUCTS:

THESE PRACTICES ARE USED TO REDUCE THE RISKS ASSOCIATED WITH HAZARDOUS  MATERIALS.

PRODUCTS SHALL BE KEPT IN ORIGINAL CONTAINERS UNLESS THEY ARE NOT RESEALABLE. ORIGINAL LABELS AND MATERIAL SAFETY DATA SHALL BE

RETAINED; THEY CONTAIN IMPORTANT PRODUCT INFORMATION. IF SURPLUS PRODUCT MUST BE DISPOSED OF, MANUFACTURERS' OR LOCAL AND

STATE RECOMMENDED METHODS OF PROPER DISPOSAL SHALL BE FOLLOWED.

THE FOLLOWING PRODUCT SPECIFIC PRACTICES WILL BE FOLLOWED ON-SITE:

PETROLEUM PRODUCTS:

ALL ON-SITE  VEHICLES WILL BE MONITORED FOR LEAKS AND RECEIVE REGULAR PREVENTIVE MAINTENANCE TO REDUCE THE CHANCE OF LEAKAGE.

PETROLEUM PRODUCTS WILL BE STORED IN TIGHTLY SEALED CONTAINERS WHICH ARE CLEARLY LABELED. ANY ASPHALT SUBSTANCES USED

ON-SITE WILL BE APPLIED ACCORDING TO THE MANUFACTURER'S RECOMMENDATIONS.

FERTILIZERS:

FERTILIZERS USED WILL BE APPLIED ONLY IN THE MINIMUM AMOUNTS RECOMMENDED BY THE MANUFACTURER. ONCE APPLIED, FERTILIZER WILL BE

WORKED INTO THE SOIL TO LIMIT EXPOSURE TO STORM WATER. STORAGE WILL BE IN A COVERED SHED. THE CONTENTS OF ANY PARTIALLY USED

BAGS OF FERTILIZER WILL BE TRANSFERRED TO A SEALABLE PLASTIC BIN TO AVOID SPILLS.

PAINTS:

ALL CONTAINERS WILL BE TIGHTLY SEALED AND STORED WHEN NOT REQUIRED FOR USE.  EXCESS PAINT WILL NOT BE DISCHARGED TO THE STORM

SEWER SYSTEM BUT WILL BE PROPERLY DISPOSED OF ACCORDING TO MANUFACTURERS' INSTRUCTIONS OR STATE AND LOCAL REGULATIONS.

CONCRETE TRUCKS:

CONTRACTOR SHALL DESIGNATE AN AREA FOR DISCHARGE OF SURPLUS CONCRETE OR DRUM WASH WATER AND SHALL INSTALL A CONTAINMENT

BERM AROUND THIS AREA TO PREVENT RUNOFF TO THE REMAINDER OF THE SITE. HARD DEBRIS SHALL BE DISPOSED OF BY CONTRACTOR UPON

COMPLETION OF THE PROJECT.

SPILL CONTROL PRACTICESTIMING OF CONTROL MEASURESSITE DESCRIPTION

NOTICE OF INTENT (NOI) / NOTICE OF TERMINATION (NOT)

CERTIFICATION OF COMPLIANCE WITH FEDERAL, STATE AND LOCAL REGULATIONS

MAINTENANCE INSPECTION PROCEDURES

EROSION AND SEDIMENT CONTROL INSPECTION AND MAINTENANCE PRACTICES

NON-STORM WATER DISCHARGES

SPILL PREVENTION

MATERIAL MANAGEMENT PRACTICES

INVENTORY FOR POLLUTION PREVENTION PLAN

THE MATERIALS OR SUBSTANCES LISTED BELOW ARE EXPECTED, BUT NOT LIMITED, TO BE PRESENT ON-SITE DURING CONSTRUCTION:

POLLUTION PREVENTION PLAN CERTIFICATION

CONTRACTOR'S CERTIFICATION

PROJECT NAME:

WIREGRASS, PARCEL C5

LATITUDE:  N 28° 11' 25.2"

LONGITUDE:  W 82° 20' 40.1"

OWNER:

F C WEBSTER LLC

OWNER'S ADDRESS:

C/O FOREST CITY ENTERPRISES, INC

50 PUBLIC SQUARE, SUITE 1000B

CLEVELAND, OHIO  44113-2267

CONTROLS

EROSION AND SEDIMENT CONTROLS

STABILIZATION PRACTICES

STRUCTURAL PRACTICES

STORM WATER MANAGEMENT

OTHER CONTROLS

WASTE DISPOSAL

OFFSITE VEHICLE TRACKING

I CERTIFY UNDER PENALTY OF LAW THAT THESE CONSTRUCTION PLANS, THIS DOCUMENT AND ALL ATTACHMENTS WERE PREPARED UNDER MY

DIRECTION OR SUPERVISION IN ACCORDANCE WITH A SYSTEM, AS SHOWN ON THESE CONSTRUCTION PLANS, DESIGNED TO ASSURE THAT

APPROPRIATE POLLUTION PREVENTION MEASURES ARE IMPLEMENTED DURING CONSTRUCTION AND TO ASSURE THAT THE QUALIFIED PERSONNEL

PROPERLY GATHERED AND EVALUATED THE INFORMATION SUBMITTED BASED ON MY INQUIRY OF THE PERSON OR PERSONS WHO MANAGE THE

SYSTEM, OR THE PERSONS DIRECTLY RESPONSIBLE FOR GATHERING THE INFORMATION. THE INFORMATION SUBMITTED IS, TO THE BEST OF MY

KNOWLEDGE AND BELIEF TRUE, ACCURATE AND COMPLETE. I AM AWARE THAT THERE ARE SIGNIFICANT PENALTIES FOR SUBMITTING FALSE

INFORMATION, INCLUDING THE POSSIBILITY OF FINE AND IMPRISONMENT FOR KNOWING VIOLATIONS.
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WIREGRASS
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FLU: PD

ZONING: MPUD
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CAT. I
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STOP BAR (TYP)
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TEMPORARY SILT FENCE FLOATING TURBIDITY BARRIERS

TEMPORARY SEDIMENT TRAP AT STORM INLET TYPE III SILT FENCE TEMPORARY SEDIMENT TRAP AT CURB INLET

3
'
 
O

R
 
M

O
R
E

ADDITIONAL FENCE LENGTHS MAY BE REQUIRED BY THE

COUNTY ENGINEER OR BY REGULATORY AGENCIES.

SEE THE "FLORIDA STORMWATER EROSION AND

SEDIMENTATION CONTROL MANUAL FOR DETAILS

ADDITIONAL POSTS AND RAILS MAY BE NECESSARY TO

SECURE AND SUPPORT BARRIERS.

FOR ADDITIONAL INFORMATION AND DETAILS, SEE F.D.O.T.

INDEX No. 102

12"MIN.

3.

2.

NOTES:

1.

8"

OPTIONAL POST

POSITION (VERTICAL)

POST (OPTIONS:

2"x4" WOOD OR

2.5" MIN. DIA.

STEEL 1.33

LBS./FT. MIN.)

15"-18"

DO NOT DEPLOY IN A MANNER THAT SILT

FENCES WILL ACT AS A DAM ACROSS

PERMANENT FLOWING WATERCOURSES.

SILT FENCES ARE TO BE USED AT UPLAND

LOCATIONS AND TURBIDITY BARRIERS

USED AT PERMANANT BODIES OF WATER.

PRINCIPLE POST POSITION

(CANTED 20° TOWARD FLOW)

FILTER FABRIC

6' MAX.

SILT FLOW

20°+/-

FIBROUS FILTER MATERIAL

2" x 4" (TIMBER)

BUILDING BLOCK OR DRILLED 2" x 6"

STRUCTURE.

BLOCK

SILT

SPACER BLOCK

2"-3" PREFERRED

GRAVEL FILTER

IN OUTER HOLE OF SPACER

KEEP BLOCK IN PLACE. PLACE

AND ACROSS THROAT HELPS

2" x 4" TIMBER BEHIND BLOCK

GRAVEL FROM WASHING INTO

IN FRONT OF BLOCK PREVENTS

FIBROUS FILTER MATERIAL

SPACER BLOCK

BUILDING BLOCK LAID

WEB HORIZONTAL

6" THROAT 

ROLL OF 12-1/2 GAUGE

FILLED WITH 3" STONE.

MESH, 8"-11" DIAMETER

WELDED FENCE, 2" x 2"

SPACER BLOCK

2

D

TYPE II

1

2

D

D

1

TYPE I

2

CROSS SECTION

PLAN VIEW

AND GRAVEL FILTER.

TILE WITH WIRE SCREEN

TEMPORARILY, INSERT

LEAVE OUT BLOCK

2' BELOW THROAT MAX.

1' BELOW THROAT MIN.

BELOW THROAT.

SEDIMENT IS 6"

CLEAN OUT WHEN

MAX. SLOPE 1:1

10' MIN.

CIRCULAR SHAPE IS NOT ESSENTIAL - VARY SHAPE TO

FIT DRAINAGE AREA AND TERRAIN.  OBSERVE TO CHECK

TRAP EFFICIENCY AND MODIFY AS NECESSARY TO

INSURE SATISFACTORY TRAPPING OF SEDIMENT.

ANCHORING BALES

SECURELY

BOUND BALES

REQUIRED

FOR DURABILITY

4"

2"x2" STAKES

1-1/2' TO 2'

IN THE GROUND

PLAN VIEW

SINGLE ROW OF BALES OF SYNTHETIC TO BE

PLACED PRIOR TO THE START OF ROUGH GRADING

WIRE TIE

BALE TIES

BALES OF SYNTHETIC

STAKED DOWN

SHEET

FLOW

FENCE

SILT FABRIC

SILTS FROM ENTERING THE STRUCTURE.

GRATE DURING CONSTRUCTION TO LIMIT

MIRAFI FABRIC IS TO BE PLACED UNDER

CONSTRUCTION UNTIL GRATE IS PUT IN

PLYWOOD OVER GRATE OF INLET DURING

CONTRACTOR TO INSTALL TEMPORARY

2.

A

TOP OF BANK

PLACE.

NOTES:

1.

TYPE C,D OR E

INLET

SECTION A-A 

OF SITE WORK.

SEDIMENT IN PIPES AFTER ACCEPTANCE

FOR MAINTENANCE OF SILT FENCES AND

BUILDING DIVISION SHALL BE RESPONSIBLE4.

TOP OF BANK

BOTTOM

SWALE

(SEE DETAIL THIS SHEET)

SILT FABRIC FENCE

COMPLETION OF SITE WORK. 

AND LEFT IN GOOD CONDITION AT

CONTRACTOR DURING CONSTRUCTION

SILT FENCE TO BE MAINTAINED BY

PLAN VIEW

3.

1' MIN

A

TYPE C,D OR E INLET

STORM PIPE

ELEVATION

PLAN GRATE

SWALE BOTTOM

TOP OF BANK

NOTE:

BALES OF SYNTHETIC & SOD

SIMILARLY PLACED,  MAY

ALSO BE USED.

TEMPORARY SYNTHETIC BALE SEDIMENT BARRIER

FILTER FABRIC (IN

CONFORMANCE

WITH SEC.985

FDOT SPEC.)

ELEVATION

SECTION

TREE BARRICADE DETAIL

APPROVED ROW

OR EASEMENT

FIG. C

FIG. B

FIG. A

PROTECTIVE BARRIERS are used during land alterations and construction activities to protect trees and

natural areas to be retained on site

PROTECTIVE BARRIERS must be erected around TREES to be retained within an area where land alteration

and construction activities will occur as well as along NATURAL AREAS where such areas are adjacent to

permitted land alterations or construction activities. A PROTECTIVE BARRIER must remain in place until the

land alteration and construction activities are completed or until commencement of grade finishing and

sodding.

No ground disturbance  must occur within the barricade area. The following represents the County's minimum

protective barrier specifications.

1.  TREES - To restrict access into the area within the CANOPY  DRIPLINE

of a tree, a physical structure not less than 3 feet in height, comprised

of wood or other suitable material, is placed around the tree at the C

ANOPY DRIPLINE, except where land alteration or construction activities

are approved with the CANOPY DRIPLINE.

The CANOPY DRIPLINE of a tree is the imaginary, vertical line that 

extends downward from the outermost tips of the tree's branches to the

ground. Fig. A

BARRIER SPECIFICATIONS FOR TREES:

Four corner upright stakes of no less than 2"x2" lumber connected by

horizontal members of no less than 1"x4" lumber; or upright stakes 

spaced at 5' intervals of no less than 2"x2" lumber connected by silt 

screen fabric or material of comparable durability. Fig. B

2. NATURAL AREAS - To restrict access into areas where land alterations

and construction activities are not authorized a physical structure not

less than 3 feet in height is placed along the perimeter of such area.

BARRIER SPECIFICATIONS FOR NATURAL AREAS:

Upright stakes of no less than 2"x2" lumber spaced no more than 25'

apart and connected by twine flagged with plastic surveying tape at 

regular intervals of 5-10'. Fig C. Other methods of demarcation will be

considered depending upon the characteristics of the site.

WHY A BARRIER

1. To protect all above ground portions of trees and other significant

vegetation from mechanical damage.

2. To protect root systems from compaction.

3. To provide a awareness of protected areas to equipment operators.

PROTECTIVE BARRIER REQUIREMENTS

AND

SPECIFICATIONS FOR EXISTING TREES TO REMAIN

4.
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W3 W2

W1/W3 W2/W4
SKIMMER

(TYP)
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ORIFICERECTANGLE V-NOTCH

WEIR TYPE

F

A

D

B (DIA)

E

B

F
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D

E

F
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D

E

MODIFIED TYPE D CONTROL STRUCTURE
PER FDOT INDEX 232

B (SLOPE)

C(FT)
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SKIMMER & GRADING DETAIL (ISOMETRIC)

3"x3"x1/4"THK
STRUCTURAL FIBERGLASS
SQUARE TUBING (TYP)

1/4" ALUMINUM, 10 GAUGE STAINLESS
STEEL OR FIBERGLASS EQUIVALENT
PLATE (TYP)

BOLT TO STRUCTURE WALL

WITH STAINLESS STEEL NUTS

& THRU BOLTS WITH LOCK

WASHERS @ 6" O.C.

SKIMMER BOT. 6"

BELOW BLEEDER ELEV

OR WEIR ELEV

NOTE:

SKIMMER TO BE PLACED ALONG SIDES OF

STRUCTURE WITH WEIRS.

18" (TYP)

24"GRATE

(TYP)
3"
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R
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SKIMMER & GRADING DETAIL (PLAN)

SKIMMER

WIDTH

TYPE "D" INLET

CONCRETE PAD
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'

4'

4'

PIPE

STAKED SOD WITH NORTH

AMERICAN GREEN SC150BN

BIODEGRADABLE

STRAW/COCONUT EROSION

CONTROL NETTING

GRADE FROM FILL

OVER PIPE TO

CONCRETE PAD AT 2:1

MAX SLOPE (TYP)

1' FILL MIN.

OVER TOP OF

PIPE

GROUND ELEV.
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C

C

G

18" (TYP)

CONTROL STRUCTURE DATA

W1 W2 W3 W4

STRUCTURE

NO.

STRUCTURE

TYPE

WEIR TYPE PIPE SIZE 1A 1B 1C 1D 1E 1F 1G 2A 2B 2C 2D 2E 2F 2G 3A 3B 3C 3D 3E 3F 3G 4A 4B 4C 4D 4E 4F 4G H I

D-C5-1 TYPE D RECT. 38" X 60" 58.00 26" 9" 58.75 60.53 49" 21.36"

N/A N/A N/A

58.75 60.20 37" 17.4"

N/A N/A N/A

58.75 60.20 37" 17.4" N/A N/A N/A N/A N/A N/A N/A

54.40 60.70

D-C5-2 TYPE D RECT. 30"

N/A N/A N/A

58.75 60.53 49" 21.36"

N/A N/A N/A

58.75 60.20 37" 17.4"

N/A N/A N/A

58.75 60.20 37" 17.4"

N/A N/A N/A N/A N/A N/A N/A

53.12 60.70
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SKIMMER & GRADING DETAIL (SECTION)

SKIMMER

STAINLESS STEEL NUTS &
THRU BOLTS WITH LOCK
WASHERS @ 6" O.C.

2:1 MAX

12" DIA. CONCRETE

(3000 PSI) ANCHOR

GRATE ELEV.

1' MIN FILL

OVER PIPE

3"x3"x1/4"THK

STRUCTURAL FIBERGLASS

SQUARE TUBING (TYP)

2' WIDE X (SKIMMER LENGTH)

X 4" THICK CONCRETE PAD

(3,000 PSI) TO BE PLACE

ALONG POND SLOPE

EXISTING GRADE

PIPE/CULVERT

IF REQUIRED FILL INLET TO PIPE

IE WITH CONCRETE (3,000 PSI)

IF PIPE INVERT IS NOT BELOW CONCRETE

PAD, LOWER INLET BOTTOM AND FILL

WITH CONCRETE TO PIPE INVERT

MEET POND SLOPE

MINIMUM CLEARANCE

UNDER SKIMMER=18"

24"

3
'

IE

BOTTOM ELEV.=2' MIN BELOW

CONCRETE PAD AND 2' BELOW IE

10'

PROPOSED GRADE
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DEAD END90°45°22-1/2°11-1/4°
FITTING TYPE

WATER MAINS - TEST PRESSURE 150 PSI

4"
6"
8"

10"
12"
16"
20"
24"

2'
3'
4'
4'
5'
6'
7'
9'

4'
6'
7'
9'

10'
13'
15'
17'

12'
15'
18'
21'
26'
31'
36'

8' 20'
28'
36'
43'
50'
63'
76'
87'

45'
63'
82'
98'
116'
148'
179'
208'

FORCE MAINS - TEST PRESSURE 100 PSI

11-1/4°

4'16"

24"
20" 5'

6'

4"

12"

8"
10"

6"
2'

3'
3'

2'
1' 6'

8'

11'
10'

7'

5'
6'

4'
3'

42'18'

24'
21' 50'

58'

10'
12'
14'

8'
24'

34'
29'

19'
13'

FITTING TYPE
22-1/2° 45° 90°

99'

139'
119'

30'

77'
66'
55'
42'

DEAD END

PIPE RESTRAINT LENGTHS IN FEET

RESTRAINT LENGTHS ARE MEASURED FROM THE CENTER LINE OF THE FITTING ALONG THE PIPE IN
BOTH DIRECTIONS (EXCEPT DEAD ENDS).

COMMON FITTINGS

PROVIDED FOR INFORMATIONAL
PURPOSES ONLY.

NO MODIFICATIONS WITHOUT
WRITTEN PCU APPROVAL

BRANCH SIZE
WATER MAINS - TEST PRESSURE 150 PSI

PIPE RESTRAINT LENGTHS IN FEET

RESTRAINT LENGTHS ARE MEASURED FROM THE
CENTER LINE OF THE TEE ALONG THE BRANCH FOR
THE DISTANCE INDICATED. A MINIMUM OF 5 FEET OF
RESTRAINED PIPE MUST BE INSTALLED ON BOTH RUNS
OF THE TEE. MEGALUG TYPE RESTRAINERS ARE
REQUIRED ON ALL JOINTS.

3" 4" 6" 8" 10" 12" 16" 20" 24"
3"
4"
6"
8"
10"
12"
16"
20"
24"

6' 14' 30'

2'
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1'
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31'

22'
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55'

48'
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31'
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63' 89'
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103'

119'
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111'

TEES (BRANCH SIDE)
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WETLAND CREATION AREA E28 - STANDARD NOTES FOR CONSTRUCTION

IT IS THE CONTRACTOR’S RESPONSIBILITY TO COORDINATE THE CONSTRUCTION OF, THE SUITABILITY OF, AND THE PLANTING OF THE MITIGATION AREAS WITH HIS SUBCONTRACTOR(S), IF ANY, TO INSURE THAT THE PLANTING BEDS ARE APPROPRIATE FOR
THE PLANTINGS AND IN CONFORMANCE WITH THE CRITERIA BELOW. MITIGATION AREA E28 WILL BE CREATED AS FOLLOWS:

1) THE CONTRACTOR SHALL COMMENCE THE CONSTRUCTION OF THE MITIGATION AREAS CONCURRENT WITH THE CONSTRUCTION OF THE WETLAND IMPACT AREAS.  CONSTRUCTION OF THE MITIGATION AREA(S) SHALL BE COMPLETED WITHIN 120 DAYS
OF THE COMMENCEMENT DATE UNLESS A TIME EXTENSION IS APPROVED IN WRITING BY THE DISTRICT.

2) EXISTING GRADES WITHIN MITIGATION AREA E28 WILL INITIALLY BE EXCAVATED PURSUANT TO THE FOLLOWING SPECIFICATIONS: HERBACEOUS PLANTING AREAS WILL BE OVER EXCAVATED BY 12 INCHES, WITH FORESTED PLANTING AREAS BEING
OVER EXCAVATED BY APPROXIMATELY 24 INCHES, AS COMPARED TO THE DEPICTED FINAL DESIGN GRADES.  FOLLOWING ROUGH GRADING, THE CONTRACTOR WILL COLLECT REPRESENTATIVE GRADE ELEVATIONS AND WILL PROVIDE AN INITIAL AS-BUILT
DRAWING IN ORDER TO DOCUMENT THE ROUGH-GRADED CONDITION.  KING WILL BE NOTIFIED WHEN ROUGH GRADING OF THE MITIGATION AREA IS COMPLETE, AND UPON RECEIPT OF THE AS-BUILT DATA, KING WILL SCHEDULE AN INSPECTION TO REVIEW
THE ROUGH-GRADED CONDITIONS.

3) FOLLOWING VERIFICATION OF THE ROUGH GRADING PURSUANT TO NOTE 2 ABOVE, KING WILL INSTRUCT THE CONTRACTOR TO COMPLETE THE FINAL GRADING PURSUANT TO THE SPECIFICATIONS BELOW.  IF THE CONTRACTOR HAS NOT
ROUGH-GRADED THE PLANTING AREAS WITHIN 0.2-FEET OF THE SPECIFICATIONS DESCRIBED ABOVE, THE CONTRACTOR WILL RE-GRADE THE PORTIONS OF THE PLANTING AREAS THAT HAVE NOT MET THE SPECIFICATIONS.  THE CONTRACTOR WILL FURNISH
ADDITIONAL AS-BUILT SURVEY DRAWING(S), AS NECESSARY, TO DOCUMENT THE ROUGH GRADED CONDITIONS OF ANY AREAS THAT REQUIRED RE-GRADING.

4) WHEN THE ROUGH GRADING HAS BEEN DOCUMENTED TO MEET THE SPECIFICATIONS ABOVE (ACCURATE WITHIN A TOLERANCE OF 0.2-FEET), AND AS DIRECTED BY KING, THE CONTRACTOR WILL BEGIN BACKFILLING THE PLANTING AREAS WITH CLEAN
ORGANIC OR SANDY TOPSOIL MATERIAL SUITABLE FOR USE IN WETLAND CREATION PLANTING AREAS.  THE SOURCE OF THE CLEAN ORGANIC OR SANDY FILL MATERIAL WILL BE IDENTIFIED BY THE CONTRACTOR AND APPROVED BY A QUALIFIED
GEOTECHNICAL FIRM FOR USE IN THE MITIGATION AREA. BACKFILL MATERIAL SHALL NOT CONSIST OF UNSUITABLE MATERIALS SUCH AS CLAY, LARGE BRANCHES OR ROOTS GREATER THAN 0.25 INCH IN DIAMETER, CONSTRUCTION DEBRIS/STRIPPINGS, OR
OTHER UNSUITABLE MATERIAL. IF A PLANTING SUB-CONTRACTOR HAS BEEN IDENTIFIED TO COMPLETE THE PLANTING OF THE MITIGATION AREA, EITHER AS A SUB-CONTRACTOR TO THE GENERAL OR AS AN INDEPENDENT CONTRACTOR HIRED BY THE
PROPERTY OWNER, THE PLANTING CONTRACTOR MUST ALSO APPROVE THE TYPE OF MATERIAL THAT IS PROPOSED TO BE USED AS BACKFILL MATERIAL.  THE CONTRACTOR WILL BACKFILL THE PLANTING AREAS TO 0.5 FEET BELOW THE DESIGN GRADES IN
PREPARATION FOR PLACEMENT OF THE FINAL “CAP” OF WETLAND TOPSOIL MATERIAL.  THE CONTRACTOR WILL PROVIDE EITHER: 1) ADDITIONAL AS-BUILT DOCUMENTATION OF THE BACKFILLED CONDITIONS, OR ALTERNATIVELY; 2) SURVEY STAKING
DOCUMENTING THE EXISTING FILLED ELEVATIONS AND THE AMOUNT OF MATERIAL NEEDED TO ACHIEVE FINAL DESIGN GRADES.  KING WILL REVIEW THE AS-BUILT DATA OR FIELD STAKING AND PROVIDE DIRECTION TO THE CONTRACTOR TO COMPLETE THE
FINAL GRADING.

5) THE CONTRACTOR WILL SCRAPE THE UPPER 12 TO 24 INCHES OF TOPSOIL FROM THE IDENTIFIED WETLAND IMPACT AREAS, AND WILL TRANSLOCATE THE TOPSOIL MATERIAL TO THE MITIGATION SITE, WHERE THE SOILS WILL BE SPREAD TO MAKE UP
THE UPPER 6 INCHES OF THE SOIL PROFILE AND ACHIEVE FINAL GRADE PURSUANT TO THE CONSTRUCTION PLANS.  WETLAND TOPSOIL MATERIAL SHALL NOT BE TAKEN FROM ANY PERMITTED WETLAND IMPACT SITE, EITHER ALL OR IN PART, UNLESS
AUTHORIZED IN THE FIELD BY KING ECOLOGICAL SERVICES STAFF.

6) FOLLOWING THE FINAL GRADING, THE CONTRACTOR WILL PROVIDE AS-BUILT DRAWINGS IN ORDER TO DOCUMENT THE FINAL GRADED PLANTING ELEVATIONS.  KING WILL BE NOTIFIED WHEN FINAL GRADING OF THE MITIGATION AREA IS COMPLETE,
AND UPON RECEIPT OF THE AS-BUILT DATA, KING WILL SCHEDULE AN INSPECTION TO REVIEW THE FINAL GRADED CONDITIONS.

7) PLANTING OF THE HERBACEOUS GROUNDCOVER WITHIN ALL PLANTING ZONES, AND THE FORESTED PLANTING WITHIN THOSE ZONES DESIGNATED FOR THE INSTALLATION OF WETLAND TREES, SHALL OCCUR AFTER AS-BUILT SURVEY APPROVAL AND
INSPECTION BY KING ECOLOGICAL SERVICES STAFF.

8) WITHIN 48 HOURS OF PLANTING, THE MITIGATION AREA WILL BE WATERED TO THE POINT OF SATURATION.

9) TO HELP PROMOTE THE ESTABLISHMENT OF THE PLANTED VEGETATION, THE MITIGATION AREA WILL BE WATERED A MINIMUM OF EVERY 15 DAYS UNTIL TIME ZERO MONITORING INSPECTIONS ARE COMPLETED BY THE AGENCIES.

MITIGATION AREA MAINTENANCE NOTES

MAINTENANCE WILL BE PERFORMED BY A QUALIFIED LOCAL CONTRACTOR VERSED IN REGULATORY AGENCY REQUIREMENTS.

MAINTENANCE WILL BE PERFORMED ON A REGULAR SCHEDULE SUCH THAT NUISANCE & EXOTIC VEGETATION IS MAINTAINED BELOW PERMIT SPECIFIED LEVELS AT ALL TIMES.

MAINTENANCE SHALL CONSIST OF HAND REMOVAL OF NUISANCE VEGETATION.  HERBICIDE APPLICATION IS NOT PERMITTED WITHOUT PRIOR APPROVAL BY THE PERMITTING AGENCIES.

MITIGATION AREA MONITORING NOTES

ONSITE MITIGATION AREAS WILL BE MONITORED BY KING ECOLOGISTS ACCORDING TO THE FOLLOWING CONDITIONS:

A WETLAND MITIGATION COMPLETION REPORT WILL BE PREPARED AND SUBMITTED WITHIN 30 DAYS OF COMPLETING CONSTRUCTION AND PLANTING OF THE WETLAND MITIGATION AREA(S).

UPON AGENCY INSPECTION AND APPROVAL OF THE MITIGATION AREA(S), THE MONITORING PROGRAM SHALL BE INITIATED WITH THE DATE OF THE AGENCY FIELD INSPECTION BEING THE CONSTRUCTION COMPLETION DATE OF THE MITIGATION AREA(S).
MONITORING EVENTS SHALL OCCUR BETWEEN MARCH 1 AND NOVEMBER 30 OF EACH YEAR.

WETLAND MITIGATION MONITORING REPORTS SHALL BE PREPARED AND SUBMITTED TO THE PERMITTING AGENCIES ACCORDING TO THE PERMIT-SPECIFIED SCHEDULE.  SPECIFIC CONDITIONS OF THE CORPS PERMIT REQUIRE THAT HERBACEOUS SYSTEMS
BE MONITORED AND RELATED REPORTS SUBMITTED UNTIL SUCCESS CRITERIA ARE MET, BUT IN NO CASE LESS THAN FIVE YEARS, AND THAT FORESTED SYSTEMS BE MONITORED AND RELATED REPORTS SUBMITTED UNTIL SUCCESS CRITERIA ARE MET, BUT
IN NO CASE LESS THAN 10 YEARS.  MONITORING REPORTS MUST BE SUBMITTED TO THE PERMITTING AGENCIES ON THE ONE YEAR ANNIVERSARY DATE OF INITIATION OF MONITORING.

MONITORING REPORTS SHALL PROVIDE DOCUMENTATION THAT A SUFFICIENT NUMBER OF MAINTENANCE INSPECTION/ACTIVITIES WERE CONDUCTED TO MAINTAIN SITE(S) IN COMPLIANCE ACCORDING TO PERMIT CONDITIONS.  NOTE THAT THE
PERFORMANCE OF MAINTENANCE INSPECTIONS AND MAINTENANCE ACTIVITIES WILL NORMALLY NEED TO BE CONDUCTED MORE FREQUENTLY THAN THE COLLECTION OF OTHER MONITORING DATA TO MAINTAIN THE MITIGATION SITE(S) IN COMPLIANCE
WITH PERMIT CONDITIONS.  EACH MONITORING REPORT WILL INCLUDE THE FOLLOWING:

• DATE OF PLANTING AND NUMBER OF PLANTS INSTALLED;

• SOIL STABILIZATION MEASURES;

• PERCENT SURVIVAL FOR ALL PLANTED SPECIES;

• PERCENT COVERAGE FOR RECRUITED SPECIES;

• NOTES ON WILDLIFE OBSERVATIONS;

• WATER QUALITY OBSERVATIONS;

• WATER LEVEL DATA RELATIVE TO ESTABLISHED SEASONAL HIGH WATER LEVELS;

• PHOTOGRAPHIC DOCUMENTATION FROM FIXED POINT PHOTO STATIONS;

• PROBLEMS ENCOUNTERED AND CORRECTIVE ACTIONS RECOMMENDED; AND

• DISCUSSION OF DEGREE OF SUCCESS CRITERIA ATTAINED.

CONTINGENCY REPLANTING/REMEDIATION PLAN

SHOULD MONITORING OF THE HERBACEOUS COMPENSATION ZONES INDICATE THAT COVERAGE OF DESIRABLE WETLAND SPECIES DOES NOT EQUAL OR EXCEED 50 PERCENT BY THE END OF THE FIRST YEAR, 70 PERCENT BY THE SECOND YEAR OR 85
PERCENT BY THE END OF THE THIRD YEAR POST CREATION, OR IF FORESTED COMPENSATION ZONES NOT EXHIBIT A MINIMUM OF 85 PERCENT SURVIVAL AT ANY TIME, THOSE WETLAND MITIGATION AREAS (OR PORTIONS THEREOF) NOT MEETING THE
TARGET LEVELS WILL RECEIVE PLANTINGS (AS APPROVED BY THE REGULATORY AGENCIES) TO AUGMENT THE VEGETATIVE COVERAGE.  IF REQUIRED, PLANTING WILL BE CONDUCTED ON AN ANNUAL BASIS TO ENSURE SUFFICIENT COVERAGE TO MEET THE
MINIMUM SUCCESS CRITERIA.

IF THE COMPENSATORY MITIGATION FAILS TO MEET THE PERFORMANCE STANDARDS 5 YEARS AFTER COMPLETION OF THE COMPENSATORY MITIGATION OBJECTIVES, THE COMPENSATORY MITIGATION WILL BE DEEMED UNSUCCESSFUL. WITHIN 60 DAYS OF
NOTIFICATION BY THE CORPS THAT THE COMPENSATORY MITIGATION IS UNSUCCESSFUL, THE PERMITTEE WILL SUBMIT TO THE CORPS AN ALTERNATE COMPENSATORY MITIGATION PROPOSAL SUFFICIENT TO CREATE THE FUNCTIONAL LIFT REQUIRED
UNDER THIS PERMIT. THE ALTERNATE COMPENSATORY MITIGATION PROPOSAL MAY INCLUDE ADDITIONAL MITIGATION TO COMPENSATE FOR THE TEMPORAL LOSS OF WETLAND FUNCTION ASSOCIATED WITH THE UNSUCCESSFUL COMPENSATORY
MITIGATION ACTIVITIES. IT IS UNDERSTOOD THAT THE CORPS MAY RESERVE THE RIGHT TO FULLY EVALUATE, AMEND, AND APPROVE OR REJECT THE ALTERNATE COMPENSATORY MITIGATION PROPOSAL. WITHIN 120 DAYS OF CORPS APPROVAL, THE
PERMITTEE WILL COMPLETE THE ALTERNATE COMPENSATORY MITIGATION PROPOSAL.

WIREGRASS PARCEL C5 – MITIGATION AREA E28 PLANTING SCHEDULE

ZONE SPECIES COMMON NAME PLANTING ELEV. SIZE SPACING
Units

Stratum
% Cover

A-All

Spartina bakeri Sand Cordgrass 54.5' to 55.0' 4" pot 3' O.C. 1915 G 25

Canna flaccida Golden Canna 54.5' to 55.0' 4" pot 3' O.C. 1915 G 25

Juncus effusus Soft Rush 54.5' to 55.0' 4" pot 3' O.C. 1915 G 25

Coreopsis laevenworthii Tickseed 54.5’ to 55.0’ 4” pot 3’ O.C. 640 G 10

Hibiscus coccinea

Swamp Hibiscus 54.5’ to 55.0’ 1 Gal. 5’ O.C. 2300 S 10

Quercus nigra Water Oak 55 3 Gal. 10’ O.C. 25 C 5

Ulmus americana American Elm 55 3 Gal. 10’ O.C. 25 C 5

A Acer Rubrum

Red Maple 55 3 Gal. 10’ O.C. 50 C 10

Forested Fraxinus caroliniana

Pop Ash 54.5' to 55.0' 3 Gal. 10’ O.C. 50 C 10

Taxodium distichum

Bald Cypress 54.5' to 55.0' 3 Gal. 10’ O.C. 110 C 40

B-All

Pontederia cordata Pickerel Weed 54.0' to 54.5' 4" pot 3' O.C. 4380 G 40

Panicum hemitomon Maidencane 54.0' to 54.5' 4" pot 3' O.C. 2300 G 20

Cephalanthus Occidentalis Buttonbush 54.0’ to 54.5’ 1 Gal. 5’ O.C. 2400 S 20

B Fraxinus caroliniana

Pop Ash 54.0’ to 54.5’ 3 Gal. 10’ O.C. 40 C 10

Forested Taxodium distichum

Bald Cypress 54.0’ to 54.5’ 3 Gal. 10’ O.C. 160 C 50

C

Panicum hemitomon Maidencane 53.5’ to 54.0’ 4” pot 3' O.C. 1300 G 20

Eleocharis cellulosa

Coastal Spikerush 53.5’ to 54.0’ 4" pot 3' O.C. 3050 G 40

Sagittaria lancifolia Arrowhead 53.5’ to 54.0’ 4" pot 3' O.C. 3050 G 40

D Thalia geniculata Alligatorflag 53.0' to 53.5' 4" pot 3' O.C. 9530 G 70

E Scirpus validus Bulrush 52.5' to 53.0' 4" pot 3' O.C. 7950 G 80

F
Nymphaea odorata Fragrant Water-lily 51.5' to 52.5' B.R. 5' O.C. 3820 F 60

Nuphar luteum Spatterdock 51.5’ to 52.5’ B.R. 5’ O.C. 640 F 10

Notes: 1) Plants to be obtained from local, licensed nursery.
2) B.R. = Bare Root or Equivalent
3) O.C. = On Center
4) Substitution of equivalent size, bare root/collected material may be acceptable if verified by King Ecologists.
5) Plants to be installed in naturalistic groupings where possible.
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NOTES:
1. ALL TREES SHALL BE GRADE FLORIDA NO. 1 OR BETTER.
2. ALL SINGLE TRUNK REPLACEMENT TREES TO BE MINIMUM OF 2" CALIPER.  ALL MULTIPLE TRUNK
REPLACEMENT TREES TO HAVE MINIMUM OF 3-1" CALIPER TRUNKS.
3. MAINTENANCE OF COMMON AREA TREES WILL BE THE RESPONSIBILITY OF THE DEVELOPER, H.O.A., C.D.D.
OR OTHER ASSIGNED ENTITY.
4. ALL TREES TO BE PLANTED IN ACCORDANCE WITH THE FLORIDA CHAPTER, INTERNATIONAL SOCIETY OF
ARBORICULTURE STANDARDS.
5. TREES LOCATED ON LOT AREAS AND ADJACENT TO LOT FRONTAGE WILL BE PLANTED AT TIME OF HOME
CONSTRUCTION, PRIOR TO CERTIFICATE OF OCCUPANCY.
6. TREES PROPOSED IN COMMON AREAS, RETENTION AREAS AND ENTRYWAYS WILL BE PLANTED WITHIN 30
DAYS AFTER INFRASTRUCTURE IMPROVEMENTS ARE COMPLETE.
7. DEVELOPER SHALL MAINTAIN ALL LANDSCAPING IN PERPETUITY.
8. NO TREES SHALL BE PLANTED CLOSER THAN 30 FEET TO A STOP SIGN.
9. ALL TREES SHALL BE PLANTED A MINIMUM OF 6 FEET OFF THE BACK OF CURB.
10. FINAL ONSITE PLANTING LOCATIONS MAY VARY FROM THE PLAN IN ORDER TO ACCOMMODATE LOT
IMPROVEMENTS AND UTILITIES (I.E. DRIVEWAYS, FIRE HYDRANTS, TRANSFORMERS, ETC.).
11. NO TREES SHALL BE PLANTED CLOSER THAN 10 FEET TO ANY FIRE HYDRANT.
12. LANDSCAPE AND IRRIGATION SHALL BE IN CONFORMANCE WITH THE LAND DEVELOPMENT CODE IN
EFFECT AT THE TIME OF PRELIMINARY PLAN/SITE PLAN APPROVAL.
13. ADDITIONAL LANDSCAPING BEYOND CODE MINIMUM MAY BE PROVIDED AT DEVELOPER'S DISCRETION.
14. LANDSCAPING SHALL BE PLANTED IN SUCH A MANNER AS NOT TO IMPEDE THE ACCESS FOR
MAINTENANCE AND STORM WATER RUNOFF FLOW TO OR IN A DITCH, SWALE OR POND.
15. WHERE MULCH AREAS ARE REQUIRED THE MULCH IS TO BE A MINIMUM OF 3" THICK/DEEP.
16. BAHIA SOD SHALL BE UTILIZED ON THE ENTIRE SITE WHERE NEEDED. THE SPECIES IS HIGHLY DROUGHT
TOLERANT AND SHALL SATISFY THE REQUIREMENTS SET FORTH BY THE PASCO COUNTY LDC 905.2.C.1.

THE INTENT OF THIS STANDARD IS TO PROVIDE A WINDOW WITH
VERTICAL LIMITS OF NOT LESS THAT 5' ABOVE AND 1'-6" BELOW THE
SIGHT LINE DATUM, AND HORIZONTAL LIMITS DEFINED BY THE
LIMITS OF CLEAR SIGHT.

NOT TO SCALE

PICTORIAL WINDOW DETAIL

BOTTOM OF
CANOPY

SIGHT LINE
DATUM
TOP OF
GROUNDCOVER

1' - 6"

TREES
60' ON CENTER, MAX.

TYPICAL TYPE 'A' BUFFER DETAIL
NOT TO SCALE

TEN (10) FEET WIDE. SINGLE ROW OF TREES; MAXIMUM SIXTY (60) FEET ON
CENTER. CONTINUOUS ROW OF EVERGREEN SHRUBS.

COMMERCIAL:
VEHICULAR USE REQUIREMENTS
COMMERCIAL PARCEL:
± 364,624 S.F. VEHICULAR USE AREA
10% LANDSCAPE AREA =  36,462 S.F. REQUIRED AREA
± 36,462 S.F. INTERIOR LANDSCAPE AREA PROPOSED

1 SHADE TREE PER 200 S.F. OF REQUIRED AREA
36,462 / 200 = 183 SHADE TREES REQUIRED
183 SHADE TREES PROPOSED

BUFFER REQUIREMENTS:
NORTH: SHARED 15' TYPE 'A' MODIFIED
EAST: 10' TYPE 'A'
SOUTH: 20' TYPE 'D'
WEST: 10' TYPE 'A'

MISCELLANEOUS REQUIREMENTS:
1 TREE SPECIES PER 5 REQUIRED TREES UP TO 8 TREE
SPECIES MINIMUM.
9 SPECIES PROPOSED

ADDITIONAL TREES TO BE PROPOSED WITH
CONSTRUCTION PLANS WITH BUILDING PERIMETER
LANDSCAPE AREA AND/OR TREE MITIGATION.

TREE DATA

*REFER TO ALTERNATE STANDARD REQUEST FOR MODIFIED BUFFER

PASCO COUNTY LANDSCAPING STANDARD NOTES (PASCO LDC 905.2)

1. MAINTENANCE RESPONSIBILITY.  THE COUNTY IS NOT RESPONSIBLE FOR MAINTENANCE OF ANY LANDSCAPING
UNLESS APPROVED THROUGH A COUNTY MAINTENANCE AGREEMENT. (LDC 905.2-C.1.A)

2. CLEAR-SIGHT TRIANGLE.  WHERE A DRIVEWAY/ACCESSWAY INTERSECTS A ROAD RIGHT-OF-WAY OR WHERE
TWO (2) ROAD RIGHTS-OF-WAY INTERSECT, VEGETATION, STRUCTURES, AND NON-VEGETATIVE VISUAL SCREENS
SHALL NOT BE LOCATED SO AS TO INTERFERE WITH THE CLEARSIGHT TRIANGLE AS DEFINED IN THIS CODE OR THE
FLORIDA DEPARTMENT OF TRANSPORTATION, MANUAL OF UNIFORM MINIMUM STANDARDS, MOST RECENT EDITION
(GREEN BOOK), WHICHEVER IS MORE RESTRICTIVE. (LDC 905.2-C.1.B)

3. SUSTAINABLE PRACTICES.  LANDSCAPING SHALL BE INSTALLED SO THAT LANDSCAPING MATERIALS MEET THE
CONCEPT OF RIGHT MATERIAL/RIGHT PLACE.  INSTALLED TREES AND PLANTS SHALL BE GROUPED INTO ZONES
ACCORDING TO WATER, SOIL, CLIMATE, AND LIGHT REQUIREMENTS. PLANT GROUPINGS BASED ON WATER
REQUIREMENTS ARE DROUGHT TOLERANT, NATURAL, AND OASIS. (LDC 905.2-C.1.C)

4. DIVERSITY.  A MAXIMUM OF 50 PERCENT OF THE PLANT MATERIALS USED, OTHER THAN TREES, MAY BE
NON-DROUGHT TOLERANT. A MINIMUM OF 30 PERCENT OF THE PLANT MATERIALS, OTHER THAN TREES AND
TURFGRASS, USED TO FULFILL THE REQUIREMENTS OF THIS SUBSECTION SHALL BE NATIVE FLORIDIAN SPECIES,
SUITABLE FOR GROWTH IN THE COUNTY.
(LDC 905.2-C.1.D)

5. DIVERSITY.  NO ONE PLANT SPECIES OF SHRUBS OR GROUND COVER PLANTS, EXCLUDING TURFGRASS, SHALL
CONSTITUTE MORE THAN 25 PERCENT COVERAGE OF THE OVERALL LANDSCAPE AREA. (LDC 905.2-C.1.D.5)

6. QUALITY.  ALL PLANT MATERIALS SHALL BE FLORIDA NO. 1 GRADE PER "GRADES AND STANDARDS FOR NURSERY
PLANTS," FLORIDA DEPARTMENT OF AGRICULTURE AND CONSUMER SERVICES (FDACS), WHICH IS INCORPORATED
HEREIN BY REFERENCE. (LDC 905.2-C.2.A)

7. AVOID EASEMENTS.  TREES SHALL NOT BE PLANTED WITHIN ANY EASEMENT SO AS TO INTERFERE WITH THE
USE OF THAT EASEMENT, NOR UNDER ANY PRESENT OR PLANNED OVERHEAD UTILITY, NOR IN ANY
RIGHTS-OF-WAY WITHOUT COUNTY APPROVAL THROUGH THE ASSOCIATED REVIEW PROCESS. (LDC 905.2-C.3.C)

8. MULCH SHALL BE USED IN CONJUNCTION WITH LIVING PLANT MATERIALS SO AS TO COVER EXPOSED SOIL.
MULCH SHALL BE INSTALLED TO A MINIMUM DEPTH OF THREE (3) INCHES.  THE MULCH SHOULD NOT BE PLACED
DIRECTLY AGAINST THE PLANT STEM OR TREE TRUNK. MULCH SHALL NOT BE REQUIRED FOR ANNUAL BEDS. STONE
OR GRAVEL MAY BE USED TO COVER A MAXIMUM OF 20 PERCENT OF THE LANDSCAPED AREA. (LDC 905.2-C.3.D)

9. QUALITY PRACTICES.  ALL LANDSCAPING SHALL BE INSTALLED IN ACCORDANCE WITH STANDARDS AND
PRACTICES OF THE FLORIDA NURSERY, GROWERS, AND LANDSCAPE ASSOCIATION AND THE FLORIDA CHAPTER OF
THE INTERNATIONAL SOCIETY OF ARBORICULTURE. (LDC 905.2-C.3.E)

10.ALL PORTIONS OF A LOT UPON WHICH DEVELOPMENT HAS COMMENCED, BUT NOT CONTINUED FOR A PERIOD OF
30 DAYS, SHALL BE PLANTED WITH A GRASS SPECIES OR GROUND COVER TO PREVENT EROSION AND ENCOURAGE
SOIL STABILIZATION. ADEQUATE COVERAGE, SO AS TO SUPPRESS FUGITIVE DUST, SHALL BE ACHIEVED WITHIN 45
DAYS. (LDC 905.2-C.3.G)

11.ALL REQUIRED LANDSCAPING SHALL BE MAINTAINED IN A HEALTHY CONDITION IN PERPETUITY IN ACCORDANCE
WITH THIS CODE. (LDC 905.2-E.2)

12.ONGOING MAINTENANCE TO PREVENT THE ESTABLISHMENT OF PROHIBITED EXOTIC SPECIES IS REQUIRED.
(LDC 905.2-E.4)

IRRIGATION NOTES:
ALL LANDSCAPED AREAS SHALL BE PROVIDED WITH AN
IRRIGATION SYSTEM THAT SUPPLIES 100% COVERAGE TO ALL
REQUIRED LANDSCAPING MATERIAL.  THE IRRIGATION SYSTEM
MAY CONSIST OF AN AUTOMATIC OR MANUAL UNDERGROUND
SYSTEM, DRIP SYSTEM, QUICK COUPLING VALVES, OR HOSE BIBS
WITHIN 50 FEET OF ALL REQUIRED LANDSCAPING PLANT MATERIAL.
A LOW VOLUME IRRIGATION SYSTEM SHALL BE USED WHEREVER
POSSIBLE.

THE IRRIGATION SYSTEM WILL BE DESIGNED TO MINIMIZE ROOT
DISTURBANCE TO EXISTING TREES AND OTHER VEGETATION TO BE
RETAINED.  NO IRRIGATION IS REQUIRED WITHIN THESE AREAS.

IRRIGATION ZONES ARE DELINEATED AS MICRO-IRRIGATION OR
WITH IRRIGATION TECHNIQUES OTHER THAN MICRO-IRRIGATION.
TURF AREAS ARE TO BE ON SEPARATE IRRIGATION ZONES FROM
OTHER LANDSCAPE PLANT ZONES.  IRRIGATION SPRAYS AND
ROTORS ARE NOT TO BE COMBINED ON THE SAME CONTROL VALVE
CIRCUIT.

THE IRRIGATION SYSTEM WILL AVOID OVER-SPRAY AND RUNOFF
ONTO WALKWAYS, ROADWAYS, STRUCTURES OR OTHER
NON-LANDSCAPED AREAS.  FOUR FEET WIDE OR LESS LANDSCAPE
AREAS SHALL CONTAIN MICRO-IRRIGATION ONLY.  SPRINKLER
SPACING SHALL NOT EXCEED 55% OF THE SPRINKLER'S DIAMETER
OF COVERAGE.

THE IRRIGATION CONTROL EQUIPMENT SHALL INCLUDE AN
AUTOMATIC IRRIGATION CONTROLLER WITH PROGRAM
FLEXIBILITY.  UNLESS MECHANICAL, THE AUTOMATIC IRRIGATION
CONTROLLER MUST CONTAIN A BATTERY BACKUP TO RETAIN
IRRIGATION PROGRAMS.  AN OPERABLE RAIN SENSOR DEVICE MUST
BE INSTALLED EXPOSED TO UNOBSTRUCTED RAINFALL.

THE IRRIGATION SYSTEM SHALL BE DESIGNED TO STANDARDS AND
SPECIFICATIONS FOR TURF AND LANDSCAPE IRRIGATION SYSTEMS,
FOURTH EDITION, 2000, FLORIDA IRRIGATION SOCIETY.

THE UNDERGROUND IRRIGATION PIPES PROPOSED THAT ARE NEAR
EXISTING TREES THAT ARE TO REMAIN MUST BE HAND DUG TO
AVOID ROOT DISTURBANCE.

Clark C Lohmiller

L.A. 6667167

TREE REPLACEMENT TABLE

TREE REMOVAL TABLE BASED ON PERIMETER BUFFER
DETAIL FOR TREE REPLACEMENTS (SHOWN ABOVE)

TREE CALCULATION TABLE
(ALL TREES ON SITE)


