
13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SECTIONS 4 TOWNSHIP 26 S, RANGE 21 E
PASCO  COUNTY,  FLORIDA

MASS GRADING, STORMWATER & ACCESS PLANS

DEAN DAIRY ROAD & EILAND BOULEVARD SITE

RIGHT-OF-WAY REVIEW 
SIMULTANEOUSLY
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13825 ICOT BLVD., SUITE 605
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NOTES AND SPECIFICATIONS



PARCEL 1
1.62 ACRES

PARCEL 2
1.61 ACRES

PARCEL 3
1.76 ACRES
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REVISIONSDATENO.

DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

NOTE TO CONTRACTOR:

PASCO COUNTY ROAD AND BRIDGE DIVISION NOTES:

1. AT ALL TIMES DURING CONSTRUCTION APPLY PERIMETER
CONTROL (BMP'S) PRACTICES TO PROTECT THE DISTURBED
AREA FROM OFFSITE RUNOFF AND TO PREVENT
SEDIMENTATION DAMAGE TO AREAS BELOW ACTIVITY.

2. MINIMIZE THE EXTENT OF AREA EXPOSED OF NATURAL
VEGETATION AT ONE TIME AND THE DURATION OF
EXPOSURE TO ELEVATE EROSION POTENTIAL.

3. INLETS TO STORM SEWERS SHALL BE PROTECTED BY
SUITABLE FILTERING DEVICES DURING CONSTRUCTION TO
KEEP POLLUTANTS FROM ENTERING CONVEYANCE
SYSTEMS.

4. LDC 406.5 - REQUIRED EROSION AND SEDIMENT CONTROL
DEVICES SHALL BE IN PLACE AT ALL TIMES DURING
CONSTRUCTION AND SHALL BE REMOVED ONLY AFTER
STABILIZATION HAS BEEN ESTABLISHED.

5. LDC 406.5 - NO ILLICIT DISCHARGE SHALL OCCUR AS A
RESULT OF ACTIVITY PERFORMED PURSUANT TO THIS
PERMIT.

STORMWATER POLLUTION PREVENTION PLAN
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TBM #2

TBM #1

NOTE: ALL TREES WITHIN THE LIMITS OF THE STAKED SILT FENCE & TREE BARRICADES ARE TO BE REMOVED
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DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

FLOOD ZONE NOTE:
THE SITE APPEARS TO BE IN FLOOD ZONE  "AE"
(EL10), ACCORDING TO THE FEDERAL EMERGENCY
MANAGEMENT AGENCY, FLOOD INSURANCE RATE
MAP, COMMUNITY PANEL NUMBER 12101C0452F
INDEX DATED SEPTEMBER 26, 2014.

DATUM NOTE :
ELEVATIONS SHOWN HEREON ARE REFERRED TO THE
NORTH AMERICAN VERTICAL DATUM OF 1988 (N.A.V.D.'88),
USING NGS BENCHMARK, DISK SET IN A CONCRETE
MONUMENT, STAMPED "P-678", LOCATED AT THE
SOUTHWEST CORNER OF DEAN DAIRY ROAD AND EILAND
BOULEVARD, ELEVATION = 99.82 FEET.
CONVERSION: (NAVD + 0.84' = NGVD 1929 DATUM.)

EXISTING CONDITIONS/DEMOLITION PLAN
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CHECKED

Q.C.
REVISIONSDATENO.

DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

FLOOD ZONE NOTE:
THE SITE APPEARS TO BE IN FLOOD ZONE  "AE" (EL10), ACCORDING TO THE FEDERAL
EMERGENCY MANAGEMENT AGENCY, FLOOD INSURANCE RATE MAP, COMMUNITY PANEL
NUMBER 12101C0452F INDEX DATED SEPTEMBER 26, 2014.

DATUM NOTE :
ELEVATIONS SHOWN HEREON ARE REFERRED TO THE NORTH AMERICAN VERTICAL DATUM OF
1988 (N.A.V.D.'88),  USING NGS BENCHMARK, DISK SET IN A CONCRETE MONUMENT, STAMPED
"P-678", LOCATED AT THE SOUTHWEST CORNER OF DEAN DAIRY ROAD AND EILAND BOULEVARD,
ELEVATION = 99.82 FEET.  CONVERSION: (NAVD + 0.84' = NGVD 1929 DATUM.)

HORIZONTAL CONTROL PLAN
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# DATA

STORM SEWER PIPE CHART
From
Structure No.

To
Structure No. Description
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Q.C.
REVISIONSDATENO.

DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

FLOOD ZONE NOTE:
THE SITE APPEARS TO BE IN FLOOD ZONE  "AE" (EL10), ACCORDING
TO THE FEDERAL EMERGENCY MANAGEMENT AGENCY, FLOOD
INSURANCE RATE MAP, COMMUNITY PANEL NUMBER 12101C0452F
INDEX DATED SEPTEMBER 26, 2014.

DATUM NOTE :
ELEVATIONS SHOWN HEREON ARE REFERRED TO THE NORTH
AMERICAN VERTICAL DATUM OF 1988 (N.A.V.D.'88),  USING NGS
BENCHMARK, DISK SET IN A CONCRETE MONUMENT, STAMPED "P-678",
LOCATED AT THE SOUTHWEST CORNER OF DEAN DAIRY ROAD AND
EILAND BOULEVARD, ELEVATION = 99.82 FEET.  CONVERSION: (NAVD +
0.84' = NGVD 1929 DATUM.)

PAVING, GRADING & DRAINAGE PLAN
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REVISIONSDATENO.

DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

ROADWAY PROFILE
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DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

GRADING SECTIONS
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STORM  STRUCTURE  CHART
# DATA

STORM SEWER PIPE CHART
From
Structure No.

To
Structure No. Description

L

PAVEMENT LEGEND

I

J

K

DESIGNED

DRAWN

CHECKED

Q.C.
REVISIONSDATENO.

DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

FLOOD ZONE NOTE:
THE SITE APPEARS TO BE IN FLOOD ZONE  "AE" (EL10), ACCORDING
TO THE FEDERAL EMERGENCY MANAGEMENT AGENCY, FLOOD
INSURANCE RATE MAP, COMMUNITY PANEL NUMBER 12101C0452F
INDEX DATED SEPTEMBER 26, 2014.

DATUM NOTE :
ELEVATIONS SHOWN HEREON ARE REFERRED TO THE NORTH
AMERICAN VERTICAL DATUM OF 1988 (N.A.V.D.'88),  USING NGS
BENCHMARK, DISK SET IN A CONCRETE MONUMENT, STAMPED "P-678",
LOCATED AT THE SOUTHWEST CORNER OF DEAN DAIRY ROAD AND
EILAND BOULEVARD, ELEVATION = 99.82 FEET.  CONVERSION: (NAVD +
0.84' = NGVD 1929 DATUM.)

OFFSITE ROADWAY IMPROVEMENTS

TYPICAL PAVEMENT SECTION

FOR WORK IN COUNTY R/W (EILAND BLVD)

PASCO COUNTY ROAD AND BRIDGE DIVISION NOTES:

1. FRICTION COURSE TO BE FC-3, IF REQUIRED.

2. STRUCTURAL COURSE TO BE S-3, IF REQUIRED.

STRUCTURAL NUMBER CALCULATIONS:
 (3" x 0.44) + (10" x 0.18) + (12" x 0.08) = 4.08
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DESIGNED

DRAWN

CHECKED

Q.C.
REVISIONSDATENO.

DATE:

JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

FLOOD ZONE NOTE:
THE SITE APPEARS TO BE IN FLOOD ZONE  "AE"
(EL10), ACCORDING TO THE FEDERAL EMERGENCY
MANAGEMENT AGENCY, FLOOD INSURANCE RATE
MAP, COMMUNITY PANEL NUMBER 12101C0452F
INDEX DATED SEPTEMBER 26, 2014.

DATUM NOTE :
ELEVATIONS SHOWN HEREON ARE REFERRED
TO THE NORTH AMERICAN VERTICAL DATUM OF
1988 (N.A.V.D.'88),  USING NGS BENCHMARK,
DISK SET IN A CONCRETE MONUMENT,
STAMPED "P-678", LOCATED AT THE
SOUTHWEST CORNER OF DEAN DAIRY ROAD
AND EILAND BOULEVARD, ELEVATION = 99.82
FEET.  CONVERSION: (NAVD + 0.84' = NGVD 1929
DATUM.)

TRAFFIC SIGNING & MARKING PLAN

SPECIFICATIONS FOR DESIGN AND INSTALLATION OF TRAFFIC CONTROL DEVICES ON COUNTY ROADS

1) Purpose:

These specifications have been developed to provide developers with a uniform system for installation of traffic control devices on the County road system.

A uniform system provides for reduced maintenance costs and a high standard of visibility for drivers. All required traffic control devices shall be installed by

the developer of the project.

2) Florida State Statute 316.0745:

2.1) Any and all traffic control devices installed on the County road system shall conform to Florida State Statute 316.0745, Uniform

       Signals and Devices.

2.2) This statute requires that all devices conform to Florida Department of  Transportation (FDOT) Specifications.  The FDOT has

       adopted the Federal Manual on Uniform Traffic Control Devices as the standards to be used in the State of Florida

3) Pavement Markings:

3.1) All pavement markings shall be thermoplastic or preformed tapes; raised pavement markers shall be class "B".

3.2) Pavement markings and raised pavement markers shall be installed on all roads classified other than residential with an ADT

       greater than 500 vehicles, or if other conditions exist that require pavement markings, (see M.U.T.C.D. Section 3B-1.

4) Traffic Control Signs:

4.1) All sign blanks shall be of a type currently certified by the FDOT for use in the State of Florida.

4.2) All sign faces shall be High Intensity grade and of a type currently certified by the  FDOT for use in the State of Florida.

4.3) All signs shall be no less than the standard size as specified by the Federal Manual on Uniform Traffic Control Devices.  No

       minimum size signing shall be accepted. Larger signs shall be used when required by design speed, etc.

 4.4) Street name signs shall be 9" on all road Classifications.  All signs shall have 6" series B letters. All street name signs on private Roads shall be standard D3

street name signs with the colors reversed. White background with green letters and border. At intersections with county maintained roads, the county or

State maintained road shall be green background with white letters and border.  All street name sign brackets shall be supplied with bolts, set screws will

not be accepted.

4.5) On roads to be maintained by Pasco County, all signs other than street names shall  be date coded with a yellow reflective label

       affixed to the back of the sign.  It will be punched to show month, day and year of installation (See Sample Label). Alternate

       label designs providing the date code information may be used if a sample is submitted and approved by Pasco County prior to

       installation.

Sample Label:  size 2" x 4"

    WARNING

 REMOVAL OF, OR DEFACING ANY TRAFFIC CONTROL DEVICE

          IS PUNISHABLE BY FINE AND/OR IMPRISONMENT

             REPORT DAMAGE BY CALLING (727) 847-2411

     INSTALLED

                                         J      F      M      A      M      J      J      A      S      O      N       D

                                         1O's     20's      30's     1     2     3     4     5     6     7     8     9

                                               01      02      03      04      05      06      07      08      09

4.6) All post systems, mounting brackets and hardware shall be of a type currently in use by the Pasco County Public Works

       Department and currently certified by the Florida Department of Transportation for use in the State of Florida. Alternative

       systems, etc., shall only be used if approved by the County Engineer.

5) Certification of materials:

5.1) All traffic control devices and materials shall be on the current FDOT APPROVED PRODUCTS LIST.

       Proof of certification is required for all traffic control devices.

5.2) A Traffic Control Devices Submittal Data Form shall be submitted for approval prior  to installation of any traffic control device.

       No traffic control device shall be installed until the certification submittal has been approved by the Traffic Operations Division.

       These forms are available from the Traffic Operations Division. Copies of the approved Traffic Control Devices Submittal Data

       Form shall be sent to the  contractor and the Engineering Inspections Division.

6) Traffic Control Devices Plan:

6.1) A detailed set of plans for required traffic control devices shall be submitted for all road construction, site development,

       subdivision, and Right-of-Way Use Permits. These  plans shall be in conformance with FDOT design standards. All plans shall

       be signed and sealed by a registered professional engineer in the State of Florida.

6.2)  With the submittal of final plans to the Development Review Division, two additional  sets of the traffic control plan portion of the

        entire plan shall be submitted.  These two sets will be forwarded to the Traffic Operations Division.

7) Cost Estimate:

An engineer's cost estimate shall be required for all proposed traffic control devices.   The estimate shall be provided in conjunction with the Traffic Control

Devices Submittal Data Form (See Section 5.2).

8) Inspection and Acceptance:

8.1) Upon completion of the installation of the traffic control devices, the contractor shall call the Engineering Inspections Division for

       an inspection at (727) 847-8154.

8.2) The inspection shall be made by the Engineering Inspection Division within 48 hours (two working days) of the request.

8.3) An inspection report shall be made by the Engineering Inspections Division. Copies of the report shall be sent to the Engineer

       and the developer.

8.4) No roadway shall be open to the public until all traffic control devices have been inspected and accepted by Pasco County.

R1-1
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JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

FLOOD ZONE NOTE:
THE SITE APPEARS TO BE IN FLOOD ZONE  "AE"
(EL10), ACCORDING TO THE FEDERAL EMERGENCY
MANAGEMENT AGENCY, FLOOD INSURANCE RATE
MAP, COMMUNITY PANEL NUMBER 12101C0452F
INDEX DATED SEPTEMBER 26, 2014.

DATUM NOTE :
ELEVATIONS SHOWN HEREON ARE REFERRED TO THE
NORTH AMERICAN VERTICAL DATUM OF 1988 (N.A.V.D.'88),
USING NGS BENCHMARK, DISK SET IN A CONCRETE
MONUMENT, STAMPED "P-678", LOCATED AT THE
SOUTHWEST CORNER OF DEAN DAIRY ROAD AND EILAND
BOULEVARD, ELEVATION = 99.82 FEET.
CONVERSION: (NAVD + 0.84' = NGVD 1929 DATUM.)

WATER & SANITARY SEWER PLAN

FIRE PROTECTION NOTES :
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NOTE:

E.O.R. IS NOT RESPONSIBLE FOR AND
IS NOT SIGNING/SEALING ANY
STRUCTURAL DESIGN ELEMENTS OR
COMPONENTS AS PART OF ANY
STANDARD DETAILS INCORPORATED
INTO THESE PLAN SHEETS. THIS IS
THE RESPONSIBILITY OF THE
MANUFACTURER OF THESE
STRUCTURAL COMPONENTS.
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JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

PAVING, GRADING & DRAINAGE DETAILS
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NOTE:

E.O.R. IS NOT RESPONSIBLE FOR AND
IS NOT SIGNING/SEALING ANY
STRUCTURAL DESIGN ELEMENTS OR
COMPONENTS AS PART OF ANY
STANDARD DETAILS INCORPORATED
INTO THESE PLAN SHEETS. THIS IS
THE RESPONSIBILITY OF THE
MANUFACTURER OF THESE
STRUCTURAL COMPONENTS.
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JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

PAVING, GRADING & DRAINAGE DETAILS
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NOTE:

E.O.R. IS NOT RESPONSIBLE FOR AND
IS NOT SIGNING/SEALING ANY
STRUCTURAL DESIGN ELEMENTS OR
COMPONENTS AS PART OF ANY
STANDARD DETAILS INCORPORATED
INTO THESE PLAN SHEETS. THIS IS
THE RESPONSIBILITY OF THE
MANUFACTURER OF THESE
STRUCTURAL COMPONENTS.
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JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

WATER & SANITARY SEWER DETAILS
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NOTE:

E.O.R. IS NOT RESPONSIBLE FOR AND
IS NOT SIGNING/SEALING ANY
STRUCTURAL DESIGN ELEMENTS OR
COMPONENTS AS PART OF ANY
STANDARD DETAILS INCORPORATED
INTO THESE PLAN SHEETS. THIS IS
THE RESPONSIBILITY OF THE
MANUFACTURER OF THESE
STRUCTURAL COMPONENTS.
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WATER & SANITARY SEWER DETAILS
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JOB NO.PREPARED FOR: SHEET DESCRIPTION:

13825 ICOT BLVD., SUITE 605
Clearwater,  Florida  33760
Phone:  (727) 524-1818    Fax:  (727) 524-6090

SHT.

LIFT STATION DETAILS
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PLANT SCHEDULE
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Landscape
Notes &
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LA2

SHRUB PLANTING
2

PLANT MATERIAL LAYOUT DETAIL
3

PLANTING AT
TURF AREAS.

PLANT PIT DETAIL

PLANTING AT
SHRUB AREAS.

STAKING DETAIL

SINGLE TRUNK TREE STAKING
4

TYPICAL LANDSCAPE ISLAND DETAIL
6

Pasco County Landscaping Standard Notes (Pasco LDC 905.2)

1- Maintenance Responsibility. The County is not responsible for maintenance of any landscaping
unless approved through a County maintenance agreement. (LDC 905.2-C.1.a)

2- Clear-Sight Triangle. Where a driveway/accessway intersects a road right-of-way or where two (2)
road rights-of-way intersect, vegetation, structures, and non-vegetative visual screens shall not be
located so as to interfere with the clear sight triangle as defined in this Code or the Florida
Department of Transportation, Manual of Uniform Minimum Standards, most recent edition (Green
Book), whichever is more restrictive. (LDC 905.2-C.1.b)

3- Sustainable Practices. Landscaping shall be installed so that landscaping materials meet the
concept of right material/right place. Installed trees and plants shall be grouped into zones according
to water, soil, climate, and light requirements. Plant groupings based on water requirements are
drought tolerant, natural, and oasis. (LDC 905.2-C.1.c)

4- Diversity. A maximum of 50 percent of the plant materials used, other than trees, may be non-
drought tolerant. A minimum of 30 percent of the plant materials, other than trees and turf grass, used
to fulfill the requirements of this subsection shall be native Floridian species, suitable for growth in the
county. (LDC 905.2-C.1.d)

5- Diversity. No one plant species of shrubs or ground cover plants, excluding turf grass, shall
constitute more than 25 percent coverage of the overall landscape area. (LDC 905.2-C.1.d.5)

6- Quality. All plant materials shall be Florida No. 1 grade per "Grades and Standards for Nursery
Plants," Florida Department of Agriculture and Consumer Services (FDACS), which is incorporated
herein by reference. (LDC 905.2-C.2.a)

7- Avoid Easements. Trees shall not be planted within any easement so as to interfere with the use
of that easement, nor under any present or planned overhead utility, nor in any rights-of-way without
County approval through the associated review process. (LDC 905.2-C.3.c)

8- Mulch shall be used in conjunction with living plant materials so as to cover exposed soil. Mulch
shall be installed to a minimum depth of three (3) inches. The mulch should not be placed directly
against the plant stem or tree trunk. Mulch shall not be required for annual beds. Stone or gravel may
be used to cover a maximum of 20 percent of the landscaped area. (LDC 905.2-C.3.d)

9- Quality Practices. All landscaping shall be installed in accordance with standards and practices of
the Florida Nursery, Growers, and Landscape Association and the Florida Chapter of the International
Society of Arboriculture. (LDC 905.2-C.3.e)

10- All portions of a lot upon which development has commenced, but not continued for a period of 30
days, shall be planted with a grass species or ground cover to prevent erosion and encourage soil
stabilization. Adequate coverage, so as to suppress fugitive dust, shall be achieved within 45 days.
(LDC 905.2-C.3.g)

11- All required landscaping shall be maintained in a healthy condition in perpetuity in accordance
with this Code. (LDC 905.2-E.2)

12- Ongoing maintenance to prevent the establishment of prohibited exotic species is required.
(LDC 905.2-E.4)

FDOT INDEX 546 CLEAR SIGHT WINDOW
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IRRIGATION PLANS REVIEW NOTE:

· SITE REVIEW - DRAFT - INFORMATIONAL PURPOSES ONLY
IRRIGATION PLANS & DETAILS ARE NOT REVIEWED BY SITE REVIEW TEAM AND

ARE NOT INCLUDED IN THE SITE DEVELOPMENT PERMIT APPROVAL.

· BUILDING DEPARTMENT REVIEW - FOR REVIEW & APPROVAL
IRRIGATION PLANS & DETAILS TO BE REVIEWED AND PERMITTED THROUGH

THE BUILDING DEPARTMENT AND BUILDING PERMITTING PROCESS.

IRRIGATION PLANS ARE DIAGRAMMATIC

· ALL IRRIGATION EQUIPMENT TO BE INSTALLED IN

LANDSCAPE/SODDED AREAS AND WITHIN PROPERTY LINES.

· ANY PIPING, VALVES, OR OTHER EQUIPMENT SHOWN OUTSIDE

OF THE LANDSCAPE/SODDED AREAS OR PROPERTY LINES IS

FOR CLARITY PURPOSES OF THE IRRIGATION PLAN ONLY.

· SLEEVES UNDER SIDEWALKS AND PAVEMENT ARE TO BE

PLACED AS NECESSARY WITH ENDS IN LANDSCAPE/SODDED

AREAS.

DRIP TUBING SPACING NOTE

· DRIP TUBING IS TO BE SPACED EVENLY THROUGHOUT THE

LANDSCAPE BED AS PER THE LAYOUT DETAILS ON SHEET IR2.

LATERAL RUNS SHOULD BE SPACED AT 12" ON CENTER TO

PROVIDE COVERAGE OVER THE ENTIRE PLANTING BED.

INSTALLING ONLY ONE LATERAL RUN NEXT TO AN INDIVIDUAL

PLANT OR ROW OF PLANTS IS NOT AN ACCEPTABLE LAYOUT.

PROPOSED TREES/PALMS IRRIGATION

· ALL PROPOSED TREES ARE TO HAVE DRIP TREE RINGS AS

DETAILED ON SHEET IR2 OR AS AN ALTERNATE TWO (2)

RAINBIRD 1300A-F ADJUSTABLE BUBBLERS CAN BE ATTACHED

TO THE DRIP TUBING ON OPPOSITE SIDES OF THE ROOTBALL,

PER EACH TREE, AND ADJUSTED TO PROVIDE IRRIGATION

CONSISTENT WITH THE DRIP TREE RING.

C

IRRIGATION SCHEDULE

VALVE SCHEDULE

CRITICAL ANALYSIS
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Irrigation
Notes &
Details

IR2

WITH CYCLE + SOAK
TM

IRRIGATION GENERAL NOTES

1. NO PLANTING SHALL OCCUR UNTIL THE UNDERGROUND AUTOMATIC IRRIGATION SYSTEM IS INSTALLED
AND FULLY FUNCTIONAL. THE IRRIGATION SYSTEM IS TO SUPPLY 100% COVERAGE TO ALL REQUIRED
LANDSCAPE PLANT MATERIAL AND ST. AUGUSTINE TURF.

2. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ADJUST WATERING AMOUNTS AND FREQUENCY TO
ENSURE PROPER ESTABLISHMENT OF ALL PLANT MATERIAL.

3. THE CONTRACTOR SHALL BE FAMILIAR WITH BOTH PROPOSED AND EXISTING SITE CONDITIONS SUCH AS,
UTILITIES, PLANT MATERIALS AND ARCHITECTURAL ELEMENTS IN ORDER TO AVOID CONFLICTS DURING
INSTALLATION.

4. THE CONTRACTOR SHALL AVOID DAMAGE TO EXISTING TREES AND SHRUBS ON SITE THAT MAY OR MAY
NOT BE INDICATED ON THE PLANS.

5. THE CONTRACTOR SHALL INSTALL THE IRRIGATION SYSTEM IN CONFORMANCE TO ALL APPLICABLE
STATE AND REGIONAL REGULATIONS AND CODES.

6. A MAXIMUM OF 50% OF THE ON-SITE GREEN SPACE MAY BE ALLOWED TO BE PLANTED WITH ST.
AUGUSTINE GRASS SPECIES, CONFIGURED WITH A PERMANENT IRRIGATION SYSTEM. TURF/SODDED
AREAS SHALL BE ON SEPARATE IRRIGATION ZONES, THAN OTHER LANDSCAPE PLANT MATERIAL.

7. DRIP LINE, BUBBLERS, SPRAY HEADS AND ROTORS SHALL NOT BE COMBINED ON THE SAME CONTROL
VALVE CIRCUIT. SPRAY AND ROTOR COMPONENTS SHALL HAVE MATCHING APPLICATION RATES WITHIN
EACH IRRIGATION ZONE.

8. THE IRRIGATION SYSTEM SHALL BE DESIGNED AND ADJUSTED TO AVOID OVERSPRAY AND RUNOFF ONTO
SIGNS, BUILDINGS, WALLS, WALKWAYS, ROADWAY PAVEMENT OR OTHER IMPERVIOUS SURFACES.

9. THE IRRIGATION SYSTEM CONTROLLER SHALL HAVE PROGRAM FLEXIBILITY SUCH AS REPEAT CYCLES
AND MULTIPLE PROGRAM CAPABILITIES AND HAVE A BATTERY BACK-UP SYSTEM TO RETAIN IRRIGATION
PROGRAMS. THE IRRIGATION CONTROL SYSTEM SHALL BE EQUIPPED WITH AN OPERABLE SOIL MOISTURE
SENSOR SHUTOFF DEVICE EXPOSED PER THE MANUFACTURERS SPECIFICATIONS. THE CONTROLLER
SHALL ALSO BE EQUIPPED WITH A PUMP START RELAY SYSTEM.

10. THE IRRIGATION SYSTEM SHALL BE DESIGNED & INSTALLED TO "STANDARDS AND SPECIFICATIONS FOR
TURF AND LANDSCAPE IRRIGATION SYSTEMS", LATEST EDITION, (FIFTH EDITION MINIMUM) AND ANY
AMENDMENTS, BY THE FLORIDA IRRIGATION SOCIETY, INC.

11. RAIN BIRD DRIP TUBING SYSTEM COMPONENTS SHALL BE INSTALLED PER MANUFACTURERS
RECOMMENDATIONS AND SPECIFICATIONS.

12. SPRAY HEAD AND ROTOR LAYOUT SHALL PROVIDE FOR PROPER HEAD TO HEAD COVERAGE.
SPRINKLER SPACING SHALL NOT TO EXCEED 55% OF THE SPRINKLERS DIAMETER OF COVERAGE.

13. LANDSCAPE OR SODDED AREAS 4' WIDE OR LESS ARE TO BE IRRIGATED WITH DRIP LINE (MICRO
IRRIGATION) ONLY, THESE AREAS ARE INDICATED ON THE PLANS.

14. THE IRRIGATION CONTRACTOR SHALL ASCERTAIN THE IRRIGATION SYSTEM REQUIREMENTS FOR GPM
AND PSI DEMAND AND DETERMINE IF THE METER AND BACKFLOW ASSEMBLY IS CAPABLE OF MEETING THE
DEMAND WITHIN THE ALLOWABLE WATERING TIMES METER AND BACKFLOW ASSEMBLY TO BE PER LOCAL
JURISDICTIONAL REQUIREMENTS AND APPLICABLE STATE OF FLORIDA BUILDING CODES.

15. THE IRRIGATION CONTRACTOR SHALL COORDINATE WITH THE SITE/BUILDING CONTRACTOR TO VERIFY
ANY REQUIRED ELECTRICALLY POWER FOR THE IRRIGATION SYSTEM IS AVAILABLE.

16. WIRE CONNECTIONS FOR ELECTRIC CONTROL VALVES ARE TO BE MADE WITH NORTHSTAR
WATERPROOF SPLICE KITS (3M DBT).

17. MAINLINE PIPE IS TO BE INSTALLED A MINIMUM OF 18" BELOW FINISH GRADE. LATERAL LINE PIPE IS TO
BE INSTALLED A MINIMUM OF 12" BELOW FINISH GRADE.

18. THE IRRIGATION CONTROLLER SHALL HAVE PROPER LIGHTNING PROTECTION INSTALLED PER
MANUFACTURE AND APPLICABLE CODES.

19. CONTROL VALVE WIRES SHALL RUN UNDER THE MAINLINE PIPE.

20. THE MAINLINE PIPE AND SLEEVES ARE TO BE SCHEDULE 40 PVC. LATERAL LINE PIPE IS TO BE CLASS
200 PVC. IRRIGATION PIPE SHALL BE PROPERLY SIZED TO A MAXIMUM OF 5 FEET PER SECOND OF WATER
VELOCITY FLOW THROUGH THE IRRIGATION SYSTEM.

21. NO IRRIGATION COMPONENTS, MAINLINE PIPING, LATERAL PIPING OR TRENCHING SHALL OCCUR WITHIN
THE PROTECTED ZONE OF EXISTING TREES ON SITE AS INDICATED ON THE PLANS.

PVC DRIP MANIFOLD PIPE

PVC SCH 40 TEE OR EL

1
2" POLYETHYLENE TUBING:
RAIN BIRD XF SERIES BLANK TUBING

BARB CROSS INSERT FITTING:
RAIN BIRD XFD-CROSS

BARB TEE INSERT FITTING:
RAIN BIRD XFD-TEE

PROJECTED CANOPY LINE OF TREE

SUB-SURFACE DRIPLINE:
RAIN BIRD XF SERIES DRIPLINE
POTABLE: XFS DRIPLINE
NON-POTABLE: XFSP DRIPLINE
PLACE AS SHOWN (LENGTH AS REQUIRED)

ROOT BALL

TIE DOWN STAKE:
RAIN BIRD TDS-050 WITH BEND (QUANTITY
AS REQUIRED, SEE NOTES 2-3 BELOW)

ALTERNATE: USE TWO ADJUSTABLE
BUBBLERS (ex. RAINBIRD 1300A-F) AT
THIS LOCATION AND OMIT THE DRIPLINE
AT THE ROOTBALL LOCATION 7 .

NOTES:
1. DISTANCE BETWEEN LATERAL RINGS AND EMITTER SPACING TO BE BASED ON SOIL TYPE,

AND TREE CANOPY. SEE RAIN BIRD XF-SDI DRIPLINE INSTALLATION GUIDE FOR
SUGGESTED SPACINGS.

2. PLACE TIE DOWN STAKES EVERY THREE FEET IN SAND, F0UR FEET IN LOAM, AND FIVE FEET
IN CLAY.

3. AT FITTINGS WHERE THERE IS A CHANGE OF DIRECTION SUCH AS TEES OR ELBOWS, USE
TIE-DOWN STAKES ON EACH LEG OF THE CHANGE OF DIRECTION.




